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PREFACE 



This publication provides the system analyst and system administrator 
with guidelines which assist in the design of online applications to 
run under the control of CICS/DOS/VS or CICS/OS/VS, hereafter referred 
to as CICS/VS or simply CICS . It assumes that the reader is familar 
with the CICS/VS General Information Manual (GIM) . The GIM provides 
an introduction to the CICS/VS facilities, using several application 
examples to highlight the various facilities which these applications 
demand of CICS/VS. These applications are then developed further in 
this publication. 

The publication is directed mainly towards the inexperienced CICS 
user, and assumes no prior CICS knowledge apart frcm that presented in 
the CICS/VS General Information Manual. 



It presents separate chapters, covering the following design topi 



cs: 



Introduction to Systems Design 

• Program Design 

• Data Communication Design 

• Data Management Design 

• Data Base Design 

• Advanced Features 

• Performance Considerations 

• Recovery and Restart 

• Testing and Integration 

• Cutover and Follow-up 

• Application Design 

Each chapter is presented in a tutorial fashion, generally first 
with an outline of various CICS/VS facilities relevant to that chapter, 
followed by specific design techniques utilizing those facilities. 

To enable experienced CICS users to concentrate only on these CICS/VS 
facilities which differ from previous versions of CICS, each chapter 
commences with a reading guide identifying only those topics which may 
need to be read by experienced users. 

To enable the publication to be subsequently used for reference 
purposes, various CICS/VS facilities relevant to several areas of design 
are identified in those areas. However, whenever a CICS/VS facility 
is discussed, cross-reference is made to the section of the publication 
which describes that facility in more detail. 
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CHAPTER J. IfiTHCJJJCTJpj JO ONLINE SJSTJMS DESIGN. 



This chapter presents an overview of CICS/VS system design, and 
introduces infornaticn ccvered in nore detail in later chapters of this 
publication. 



SYSTEM DESIGN IN TJJ UUtt£AJB£X£3I££ IUM&1 

The installation of an online system involves a number of activities. 
These include, but are not limited to: 

• Feasibility study 

• System design of online applications 

• Application programming 

• Program testing 

• Documentation 

• System testing 

• Training 

• Installation of eguipment 

• Cutover to online application 

• Follcwup of system 

The purpose of this publication is to discuss only one activity of 
those detailed above, namely, Sv,stejDS Design of Cnline AgeMcations, 
because of the effect of system design on the overall success or failure 
of the installation. Online system design is presented in the same 
seguence as would be covered in real-life. The various factors to 
consider during each step of the design process are identified in terms 
of the application reguirements. Some design factors and application 
reguirements are satisfied by CICS/VS-provided support. These 
facilities are explicitly defined and identified. 

Many applications will not require additional user-developed support 
beyond that provided by CICS/VS. However, online applications may 
exhibit unique reguirements, for example, high online system 
availability beyond the standard provided by CICS/VS. This publication 
presents these additional support requirements, outlines suggested 
design solutions, and discusses some of the potential problem areas 
that should be considered by the user. 

To utilize CICS/VS facilities efficiently and satisfy various design 
reguirements, it is important that the system designer be aware of the 
manner in which CICS/VS iiplements these facilities. This information 
is presented at the conceptual level, assuming there is no prior 
knowledge beyond that ccvered in the CICS/VS General Inffir.m§ticn Man ual . 
More detail can also be obtained, if necessary, by referring to other 
CICS/VS documentation. 
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THE NEED FOR gOOD SYSTEM RESIGN 

The design of any system, whether it be a batch processing system 
or an online system, is a ccsplex and involved procedure. A "cookbook" 
approach to system design cannot be followed because of the variety of 
ways the same application may be implemented in different organizations. 
However, guidelines can te recommended which direct the designer to 
consider those functions or requirements which exist in the design of 
most online systems. 

TURNAROUND OR RESPONSE TIME 

The effect of poor system design in a batch processing environment 
increases the total processing time of applications, with consequent 
delays in turnaround time before results of that processing are 
available. With an infreguently run batch application, the effect of 
poor system design on the installation may not be great. However, with 
frequently run batch processing applications, poor system design and 
long run times may impact the ability of the installation to provide 
adequate turnaround for that and other applications. This will probably 
necessitate a change in the system design of the offending application. 

In an online environment, the effect of poor system design is often 
immediately apparent, generally through the online system providing 
unacceptable response times for the particular applications concerned. 
The definition of an "acceptable response time" is generally very 
application-dependent. Fcr example, in an online order entry 
application, where the terminal operator takes an order from a customer 
directly over the telephone, any response time that keeps that customer 
waiting unnecessarily can be regarded as unacceptable. 

WITHOUT DOUET, THE SINGIE MOST IMPORTANT EACTOR IN ONLINE PERFORMANCE 
IS THE SYSTEM DESIGN OF THE ONLINE APPLICATIONS. 

USER ACCEPTANCE 

A factor that can affect the acceptability of an online application 
is the way in which it meets the needs of the users of that application. 
It is pointless for the user to design a system that provides fast 
response time if the information provided cannot be used. In this 
regard, measured by the usability of the system, an unusable system is 
therefore a "poor performance" system. 

RESOURCE UTILIZATION 

A final factor to consider is the utilization cf resources such as 
the CPU processing capability, CPU storage, and input/output devices. 
An online system which unnecessarily uses so much CPU processing 
capability, or storage, or so many input/output devices that it impacts 
the ability cf the installation to carry cut other processing in other 
partitions or regions may be a "poor performance" system. 

Thus, poor system design can have a significant impact on: 

• Customer service (because cf peer response time) 

• Application usability 

• Installation processing capability 
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Once the system designer realizes that poor design can result in 
the opposite of the desired objectives being met, he is well on the 
way to producing a well designed system. 

DESIGN STJAJEGY 

Generally, online systems cannot be designed in isolation. To ensure 
that the foregoing objectives are met, it is important that a design 
grcup comprise people with knowledge of: 

• Application reguirements 

• CICS/VS facilities 

• Installation reguirements 

Usually, the optimum size for the design group is three or four. 
Fewer than this number increases the probability that bad design 
decisions can slip through, while many more than four may affect the 
productivity of the design group as a whole. 

The system design phase is an iterative process. Based on the 
decisions taken at one stage of the design, it may be necessary to 
change decisions which were made earlier in another area of the design. 
This change may in turn affect other decisions. Thus, the design group 
must be flexible in its approach and be prepared during the design 
phase to change its decisions if necessary. However, once the system 
design has been completed, it should be frozen at that point, and not 
changed unless sericus errors or omissions are found which will affect 
the ability of the system to run effectively. 

During implementation of the design, there is always the temptation 
to incorporate improvements from an application point of view, while 
each improvement may not represent a great deal of extra implementation 
effort, all of these improvements may affect the project completion 
date. Also, the effect of these improvements on the overall system 
performance must be evaluated. The danger is that this evaluation may 
not be carried out for those changes introduced after the system design 
phase has been completed. 

These changes or enhancements must be controlled. The best way of 
achieving this control may be to incorporate all of these enhancements 
in a later version of the online application or system. These 
enhancements become a project in their own right, and must therefore 
go through the system design phase before implementation. In this way 
their effect on system performance can be readily evaluated. 

A structured approach to system design is possible, and such a 
structured approach should direct the design group to consider all of 
those areas of the online system which may reguire decisions to be 
taken. This structured design approach is illustrated in Figure 1-1. 
This figure also illustrates some of the topics presented in this 
publication, and the description of each topic following the figure 
provides an overview of this publication. 

STRUCTURED SYSTEM DESIGH 

AE£lica.tion Design 

The starting point for online system design is the application 
design. The initial application design steps reguire that the 
objectives to be achieved by an online application be defined and the 
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reguirements of the users of that application be identified. A broad 
system flow of the application is then developed as part of the initial 
design. This system, flew and application design are an extremely 
important part of the overall design process, since they define the 
interface between the terminal user and the computer. Unless the online 
application meets the reguirements of its users, it is destined to 
fail. 



The online application sh 
broad input, processing, and 
The need for conversational 
terminals and the CPU can be 
reguirements of the applicat 
broad processing logic and d 
output can be designed. At 
that processing and output c 



culd be designed initially to identify the 
output reguirements cf the application, 
and/cr batch data transmission between the 

identified. The terminal output 
ion can be determined, after which the 
ata set accessing necessary to produce that 
this stage, the input data reguired for 
an also be defined. 



Application 
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Data 
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And Restart 
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Data Base 
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Program 
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Figure 1-1. Structured Systems resign 

The result of this application design phase is a broad system 
flowchart showing, in application terms only, the flow of information 
to and from terminals, the bread processing tc be carried out by the 
CPU, and the file accessing necessary to allow that processing. Figures 
1-2 and 1-3 illustrate two types of flowcharts, bcth representing the 
system flow cf an Order Entrj and Invoicing application in the 
Distribution industry. 

Data Coiisfiijsatifia £esic[n 

With the broad application design mapped out, design of transactions 
to be initiated from terminals and the responses tc be sent back to 
the terminals can be developed. Alsc, during this phase the editing 
and validation of input messages can be defined in mere detail. 

Consideration should be given to the design of security procedures 
and the handling of high priority transactions. The effect of 
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unrecoverable terninal and line errors should be considered, together 
with approaches which nay be used to provide a communications backup 
capability (if required) to enable the online applications to continue 
to function, if possible, in the event of a communications equipment 
nalfunction. 

Pr ogra m JJesijjn 

After determining system flow and broad processing to be carried 
out by the CPO, this processing shculd now be brcken down into 
particular functions. For example, the initial function on receiving 
a terminal transaction wculd be that of editing or validation. 



APPLICATION PROCESSING 
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Figure 1-2. Order Entry aid Invoicing Function Eiagran 
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This validation nay require access tc various data sets. Following 
validation, it may be necessary to retrieve information from other data 
sets for processing, followed by possible updating of those data sets. 
Finally, it would be necessary tc prepare a response to be sent to the 
terminal. 

The processing for each type cf transaction in the application should 
be broken down into logical sections in this Banner. These logical 
sections may subsequently become separate CICS/VS application program 
modules, or can te incorporated into one module. Figure 1-4 illustrates 
the various modules in the program design for the Order Entry and 
Invoicing application shewn in Figures 1-2 and 1-3. 

Note that the separate programs and broad processing required, 
developed in Figure 1-4 from the flowchart in Figure 1-3, are described 
as part cf the function diagram in Figure 1-2. In effect, the first 
three boxes in Figure 1-2 define the three separate programs in Figure 
1-4. 

A point to consider when defining program modules is the frequency 
of use of different modules. For example, exception routines or error 
routines which are infrequently used should be separated from the more 
frequently used main processing modules. In this way program design 
and subsequent implementation will be able tc take best advantage of 
the dynamic storage capabilities of CICS/VS and the virtual storage 
capabilities of DOS/VS, CS/VS1, or CS/VS2. 

Application programs can he ceded in Assembler language, ANS COBOL, 
or FL/I. The user can select the most appropriate language for each 
program. Programs written in one language can pass control to programs 
written in any other language. 

Data Management Design 

Application requirements for the temporary storage of information 
and the queuing cf information should te defined. CICS/VS Temporary 
Storage management provides a "scratchpad" capability and allows 
information to be stored temporarily in main storage or, alternatively, 
on secondary storage. 

The queuing, or sequential data set requirements, of the application 
can te defined. The need to pass information through sequential files 
to and from the CICS/VS partition and other batch partitions or regions 
using the CICS/VS Transient Eata management facility can also te 
determined, together with tread recovery procedures. 

The need for the applicaticn programs to pass small sequential queues 
of information between each ether in the CICS/VS partition using CICS/VS 
Transient Data can be determined. 

Data Base Design 

Particular application data base characteristics and requirements 
are considered when selecting the best data tase support. This can be 
based on CICS/VS File Control facilities or on one of the DL/I products. 
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Figure 1-3. Order Entry and Invoicing Flowchart 
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Accept customer details and edit to 
commence order. 
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'Note: Standard batch sort is not used; products 
are placed in location slots in storage 
table, to carry out sequencing. 



Figure 1-4. Order Entry aid Invoicing Program Design 
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Factors to be considered in this decision include the need to access 
the data base from both online application programs and batch processing 
programs, and the number cf ways in which infcrmation is to be 
retrieved, such as by the use of different record keys (for example, 
part number or part name in an inventory control application) . Further 
factors in this decision are the number of times certain information 
occurs in each record, and the amount cf information which may be absent 
in seme records, yet present in ethers. 

After selecting the appropriate data base support, the structure of 
the data base is designed, and hew that data can re retrieved from 
application programs is defined. Figure 1-5 shews the design of a DI/I 
logical structure for the Order Entry application discussed above. 
(This logical structure is discussed in "Distribution Industry" in 
Chapter 11.) 

The effect of various errcr or system failure situations on the 
integrity of the data base is considered, and a data base recovery and 
backup approach (if required) is defined. 
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- ITEM NAME 



SUPPLIER 
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CONTAINS 



CONTAINS 



- PRICE PER UNIT (SALES) 
• DATE OF LAST CHANGE 

- UNIT OF ITEM 

- TURNOVER LAST YEAR 

- TURNOVER Y.T.D. 



- WAREHOUSE NO. 

- NO. OF ITEMS IN STOCK 

- STOCK LOCATION 

- REORDER POINT 



- SUPPLIER NO. 

- PRICE PER UNIT (PURCHASE) 

- UNIT OF ITEM 

- DELIVERY TIME 

- QUALITY INDEX 

- DELIVERY INDEX 

- PURCHASE Y.T.D. 

- SUPPLIER INFORMATION 



Figure 1-5. Order Entry Application Data Base Design 

£§lf 2II3S£i Cpjjsidejraticjs 

The designed system is starting to take shape. The extent to which 
the application objectives and requirements are met by the designed 
system must be evaluated. The pctential performance of the system must 
be evaluated to identify areas where improvement can be made if 
necessary. 
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Performance evaluation nay include one, or both, of: 

• Simulation techniques 

• Benchmark techniques 

Based on this performance evaluation, changes in the system design 
may be considered, with possible iteration through the above steps. 

l€£ove.rv. and Best§rt 

The success of an online system is dependent en its availability. 
Procedures must te designed fcr backup in the event of failure of 
various components of the system, and for recovery and restart following 
abnormal teraination of the system. 

Testing ajnd Integration 

The amount and type of testing to be carried out should be broadly 
defined as part of system design, together with the way in which the 
various online applications are tc be integrated. 

Irod]]£tieg Cuto.ver. find Ifillowun. 

It is important to define the procedures to be followed fcr training 
of terminal operators, system administrators, and all personnel involved 
in the cutover and subseguent operation of the system. The procedures 
to be used for cutover must be fully defined to ensure smooth transition 
to the new online system. 

£P£LI£ATION DJSJGJ 

The logical starting point for online system design is the broad 
system flow design of the applications to be implemented. In the normal 
design phase of an online system, the design team would commence with 
application design. However, in the presentation of topics in this 
publication, application design will be left until the various CICS/VS 
facilities and design technigues have been discussed. In this way, 
application design in a number of industries can be described more 
effectively, indicating hew specific CICS/VS facilities can be utilized 
for different applications. Using these application design guidelines, 
the design team may wish tc use the various technigues described as a 
starting point for their own applications. The applications discussed 
in Chapter 1 1 of this publication are those introduced in the 
"Management Overview" section of the CJ£S./y.S. SSfifral Is£SI!S£222 Manual 
(GIM) . The applications described in the GIM are: 

• £3fiS£actsiiflC| £££ust£i 

- Production order and Status Beporting System 

• ISflkina I3&ystr.i 

- Savings Bank and Mortgage loan Systei 

- Customer Information System (often called 

Customer Information File) 

• InsujrajJSe. IfidjSill 

- Policy Information System 

- New-Business Folicy Entry System 
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• Ufdic.a.1 Ifi3]jst£2 

- Patient Information System 

• Pharmaceutical lflc|u,§trv, 

- Pharmaceutical Crder Entry System 

• £<!.£ Jfif oicejejgt l£d.u_§try, 

- Police Information System 

• Distribution Ifidjjstrj 

- Order Entry ard Invoicing System 

- Customer Information System 

The reader may wish to refer to these application descriptions from 
time to time as he reads this CJCS/VS System/ Application Dgsifln Guide. 

Deferring the application design now until Chapter 1 1 in this 
publication, the next design topic is that of Prcgram Design. 
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CHAPTER 2. CICS/VS PROGRAM DESIGN 



Chapter 2 presents Program Design in a tutorial manner. Experienced 
CICS users may wish to omit most of this chapter. However, it is 
strongly recommended that such users still read the following topics: 

• CICS /DOS /VS Subset Option 

• Virtual Storage Environment 

• Tabular Structures 

• Structured Programming 

• Application Built-in Functions 

• Program Error Recovery 



CICS/VS is a transaction- oriented DB/DC system which uses the 
techniques of: 

• Multitasking 

• Quasi-reentrant programming 

• Dynamic storage allocation 

These techniques are described in the CICS/VS General Information 
Manual . The design of application programs to take advantage of them 
for efficient online operation will now be discussed. In this 
discussion, the facilities available to the system design team are 
outlined first, followed by a discussion of the various program services 
provided by CICS/VS. The design facilities available for use are: 

• CICS/DOS/VS Subset Option 

• Modular programming 

• High-level languages 

• Tabular structures 

• structured programming 

• Application functions 

CICS/DOS/VS SUBSET OPTION 

Facilities are provided to generate a subset of CICS/DOS/VS for new 
CICS/DOS/VS users. It is easy to install and is fully compatible with 
the complete CICS/DOS/VS system. No changes need be made to application 
programs when the user generates a complete CICS/DOS/VS system. The 
subset option identifies CICS/VS facilities which may be utilized by 
a CICS/VS user with limited CPU Storage. See "CICS/DOS/VS Subset 
Option" in Chapter 7 for additional information. 
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CICS/DOS/VS STARTER SYSTEM 

A set of object modules, generated using the subset option of 
CICS/DOS/VS, is supplied with the CICS/DOS/VS system. The starter 
system includes precompiled sample application programs and predefined 
tables, and need only be link-edited into a DOS/VS core image library 
before use. 

INSTALLATION AND USE 

The user can install the pregenerated CICS/DOS/VS system as described 
above, and expand it as his needs dictate. CICS/VS facilities which 
are not part of the subset option can be generated when required to 
support advanced CICS/VS capabilities. These can be achieved by 
regenerating only those CICS/VS management modules and table options 
required to support the advanced capabilities. 

The subset option is described in the Subset User's Guide (DOS) 
SH12-5101. 

MODULAR PROGRAMMING 

EATCH ENVIRONMENT 

Modular programming techniques in a batch environment may involve 
the consolidation of similar program functions in one program module. 
For example, the main execution code used may be incorporated in one 
module, while exception routines may be in another module and error 
routines in other modules. In this way, modular programming enables 
sections of the program to be written by programmers at different times. 
Apart from the advantage of distributing the program workload across 
several people, another advantage of modular programming is that it 
generally makes the application program logically easier to follow for 
someone who is unfamiliar with it. 

CICS/VS ONLINE ENVIRONMENT 

CICS/VS is oriented around the concept of modular programming. 
Transactions received from terminals are analogous to transaction cards 
read from a card reader. A transaction code defines the format and 
processing required for an online transaction, in the same manner as 
a card code defines the format and processing of a card. 

This transaction code identifies the CICS/VS application program 
that will process the transaction. The use of such modular programming 
techniques is an integral part of CICS/VS and enables large programs 
to be broken into smaller logical modules. However, program size and 
CICS/VS address space availability should be balanced with the 
additional overheads involved in passing control between many small 
modules. 

When a transaction is received from a terminal, only that program 
code relevant to the processing of that transaction need be loaded into 
storage, if it is not already present. As modules tend to be smaller 
than complete programs, more application program modules may reside in 
a given address space than may full programs. This enables one copy 
of each of many different modules to be currently resident in the 
CICS/VS dynamic storage area . A high degree of multitasking may 
therefore be achieved within a limited storage size. 
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VIRTUAL STORAGE ENVIRONMENT 

Using the modular programming techniques discussed above, a CICS/VS 
application program module should include code which is relevant to 
the processing of the specific transaction. 

From the system design point of view, the design team should specify 
the various application programs which are to be written tc implement 
the particular application. They should also identify those application 
functions (and hence program coding) which will be frequently used by 
transactions, and those which will be infrequently used. In this way, 
the design team is able tc broadly specify the modular program structure 
of the application, and define the necessary application programs. 

The various application programs executing concurrently in the 
CICS/VS partition, and the demands made by them for CICS/VS services 
and resources, contribute to the total "working set" of CICS/VS. This 
term is used in a virtual storage environment to describe that part of 
a program which is active over a specific period of time. The CICS/VS 
working set is influenced by the sizes of the various concurrently 
executing application programs, the online transaction lead and its 
use of various application programs, and the degree of multitasking 
permitted by the CICS/VS master terminal operator. Techniques for 
varying the working set are discussed in "CICS/VS forking Set" in 
Chapter 7. 

HISSzLJVIi LANGUAGJS 

CICS/VS accepts application programs written in Assembler Language, 
American National Standard (INS) COBOL, or PI/I Optimizing Compiler 
for DOS/VS, 0S/VS1, or 0S/VS2. In addition, application programs may 
be compiled with the PL/I F Compiler for CS/VS1 cr 0S/VS2. 

TABULAR STRUCTURES 

CICS/VS is basically table driven. Tables define the terminal 
network configuration, data set and data base specifications, online 
transaction details, application programs, and output message 
destination information. Since CICS/VS is written as a generalized 
program and is table-oriented, the unique requirements of an 
installation can be tailored by specifying these requirements in the 
various CICS/VS tables. CICS/VS uses the tabular information in a 
direct manner to complete the particular functions required. In the 
event of the installation characteristics changing (such as the addition 
of more terminals, cr extra data sets for example) , that change in the 
installation requirements can be incorporated into the system by 
modifying and reassembling the relevant tables. 

The tabular structure of CICS/VS is one of the main factors which 
enables fast implementation and easy installation growth — two of the 
significant advantages of CICS/VS. 

This same tabular structure concept can be extended to application 
programs. An example of a tabular structure application is a savings 
bank and mortgage lean system in the banking industry. Figure 11-7 
illustrates a typical savings bank and mortgage loan system. 

This application is characterized by a large number of transaction 
types with similar transacticn formats, similar processing, and similar 
output formats, certainly, unique modules may be written to accept 
each different transacticn, process that information, and send back an 
output response. However, the overall logic in the separate modules 
is basically identical, with differences appearing only in the 
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particular input and output formats. In some cases certain information 
is processed by addition (a deposit transaction amount to be added to 
the current balance) , and in ether cases by subtraction (a withdrawal 
transaction amount to be subtracted frcm the current balance) . It is 
expensive in the initial application programming and subsequent 
maintenance to write separate programs for these various similar 
transactions. 

In this banking application, a generalized application program may 
be written utilizing a tabular structure. A number of application 
tables wculd be required in this environment. These are illustrated 
in Figure 2-1, and are listed and discussed below: 

• Input format table 

• Processing requirements table 

• Output format table 

Alternatively, the information described in these tables may be 
consolidated into one composite table. 

On receipt of a transaction from a terminal, that transaction type 
(Bank Trancode) may be identified in the input f crmat table. Switches 
in this tabl€ specify the location of information within the 
transaction. This information is used together with information 
obtained from the processing requirements table which is also accessed 
based on the transaction type (Bank Trancode) . For that transaction 
type, the processing reguireients table entry may indicate certain 
fields of the transaction are to be edited based upon specific editing 
criteria, and fields are to be added to or subtracted from specific 
application counters. 

Based on the particular transaction type, the relevant entry in the 
output format table may specify the exact location in the output message 
into which certain fields are to be inserted. Besponses may then be 
sent back to the terminal to update the customer's bank passbook based 
upon the particular input transaction entered. 

Use of tabular structures results in less programming effort. Only 
one generalized application program is written, determining the editing 
and processing required cf transactions by means of various switches 
in the relevant tables. 

However, the power of this program design approach becomes more 
apparent when it is necessary to modify the application requirements. 
Typically such application modification may require considerable 
recoding and testing if a tabular structure is not used. In this 
environment, the relevant table entry may be quickly and easily changed 
to reflect a changed input format, changed processing requirements, or 
a changed output format. In many cases, no modification of the ~ 
generalized application program is required. 

The net effect is greater responsiveness to the application needs 
of user departments, as well as the needs of the company's customers. 

The IBM 3600 Finance Communication System, a banking system, consists 
of an IBM 3601 programmable controller and several terminals. Some of 
the functions performed by the previously described tables may be 
executed in the 3601 controller. For example, the terminal input 
message may be converted to a standard format input message by the 3601 
controller for transmission to CICS/VS with processing reguirement 
switches incorporated in the input message. Similarly, a standard 
format output response may be transmitted by CICS/VS back to the 
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controller, which perforns any unique formatting required by the 
response and transmits it to the originating terminal. 
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Figure 2-1. Tabular Program Structure in Banking 

Using this approach, the tabular structure concept described in 
Figure 2-1 can also be applied to the application programming performed 
in the 3601. The functions cut lined in steps 1 through U and 6 through 
8 in Figure 2-1 are then executed by the 3601 and only step 5 is 
executed by the CICS/VS application program. See "Virtual 
Telecommunications Access Method" in Chapter 3 for additional 
information regarding 3600/CICS/VS operation. 

STJOCTOEJD P BOG BAM MING 

Structured programming is a modular programming technigue vhich has 
been developed tc permit easier integration cf modules into a working 
Frogram. It is sometimes referred to as "top-down programming," and 
provides a useful tool fcr ccntrcl and development of large programming 
projects. The following remarks serve to introduce the concept of 
top-down programming. 
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TRADITIOMAI PBOG5AH DEVELOPMENT 

Traditionally, some programs have been developed from the bottom 
up, as illustrated in Figure 2-2. That is to say, each routine or 
module has been designed and written, then these nodules have been 
combined, or integrated, tc produce a working program. Programs at 
the lowest level are combined by integrating them with a program at a 
higher level, which calls them. 

Thus a large program is built up from separate modules, with the 
lowest level of modules combined first, and then the successively higher 
levels of modules until eventually the entire program, with all of its 
modules, has been integrated. If the system design has been well done, 
and all of the linkages and interfaces have been fully designed, 
documented, and completely adhered tc by all programmers, a working 
program results. 

However, as is often the case, each programmers understanding of 
the way in which his modules fit into the total project may be slightly 
different. These differences are cften reflected in errors in the 
module interfaces. These errors are not determined until integration 
cr system test, and nay involve considerable modification to enable 
the entire program to be built up. 

A further problem that arises with the traditional "bottom up" 
development of modules is that of testing. To test a lower level 
module, a test driver invariably has to be developed. The function of 
this driver is tc present to the ncdule to be tested the same interface 
which will be presented by the higher level module which will eventually 
call that lower level nodule. Thus, the testing of these lower level 
modules can reguire considerable additional work on the part of the 
programmer in developing test vehicles. 

In addition, in testing higher level modules, changes may have to 
be made to lower level modules because of errors identified or interface 
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Figure 2-2. Traditional Program Development 
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changes. Consequently, the lower level changes must be fully tested 
before testing can continue with the higher level nodule. 

TOP-DOWN FROGBAMBING 

Top-down programming approaches the problem of program development 
in a different way. The highest level module is defined and ceded 
first, including the necessary linkages to lower level modules. 
However, these lower level modules are not developed at this time. 
Instead, a general "dummy" test module is used in place of the lower 
level modules. The high level module links to this test module in 
place of lower level modules which are yet to be written. The dummy 
test module notes the fact that control was passed to this module from 
the higher level module (perhaps by a test output message, or a dump, 
for example) , and then returns control to the higher level module. 

It is not until the high level module has been tested that coding 
commences on the next lower modules. At this time, the interface 
between the higher level and lower level modules has been completely 
defined, coded, and tested. Furthermore, the higher level module now 
becomes a test driver for the lower level modules. 

As each lew level module is ceded, it replaces the common dummy test 
module which was used in the higher module testing. When the higher 
module passes control to this low level test module, the only functions 
which have to be tested are the functions represented by that low level 
module. 

This testing continues, with progressively lower level modules being 
integrated into the total program structure in this way, until the 
entire program has been developed and tested. Top-dcwn programming is 
illustrated in Figure 2-3. 

M53Stac|€s of T^j:-Down Proajramminjg 

The advantages offered by this technigue over traditional "bottom-up" 
programming are: 

• Chief Programmer Operation 

Top-down programming lends itself to the chief programmer method 
of program development. This method involves an experienced (or 
"chief") programmer, who defines the overall logic flow of the 
program by developing the highest level modules, and leaving the 
lower level modules to less-experienced programmers. In this way, 
the controlling high-level modules benefit from the skill of the 
chief programmer, resulting in better overall control of the total 
program development to ensure that processing objectives and 
performance requirements are met. 

• Module Development Independence 

Modules can be coded and tested from the highest level down to the 
lowest level without consideration for the progress of other modules 
at the same level. For example, developing a program from the 
bottom up generally reguires all of the lower level modules to be 
coded and available before integration with the higher modules can 
be achieved. 
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« Hodule Testing Independence 

Because higher level modules are coded and tested before lover 
level modules, the testing of these lover level modules is not 
dependent upon code which may not have been vritten at that time. 
The familiar problem of the testing of the lover level module being 
held up because the higher level module vhich called it (or 
alternatively a test driver in its place) vas not ready, is nov 
not significant. 

• Easier Evaluation of Testing Progress 

The progress of testing can be mere readily evaluated using the 
top-dovn programming approach. As testing descends to lover level 
modules, the probability of errors detected in these lover level 
modules affecting already tested higher level modules is much less. 
Hovever, vith bottcm-up programming, a problem area encountered 
during integration from lover level modules up to higher level 
modules may reguire considerable medification of the lover level 
modules to ensure that the interface requirements are met. 
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• Programmer Resource flexibility 

Kith the top-down technigue, if a particular program falls behind 
schedule, ether programming resources can support the coding of 
lower level modules while the original programmer continues with 
his higher level module. 

The system design technigue described in this publication is also 
a top-down des4gn technigue. As shown in Figure 1-1, systems design 
occurs at the highest level first by broadly defining the application 
reguirements in terms of the input, general processing required, and 
the output. This highest level application design then allows the 
design team to descend to a lower level data communication design to 
define input and output, program design to define processing, and data 
base design. Furthermore, within these functions are additional levels, 
each level taking the design to a greater depth cf detail. 

The CICS/VS program structure accommodates the top-down programming 
technigue. A terminal transaction initiates an application program, 
which can be regarded as being at the highest level. This program can 
utilize a module at a lower level to carry out the necessary editing, 
another module tc carry out the processing required by the transaction, 
and still another to prepare the output response. 

Each of these lower level modules can be written separately, but 
does not have to be available before testing starts. For example, the 
editing module can be tested without the processing or output module 
being ready. Instead, dummy modules can be used in their places to 
indicate that control did pass from the higher level module to the 
processing and output modules. In the editing module, control can pass 
to lower level modules in the event cf errors. Again, these error 
modules are not coded until the editing module has been tested. 

In this way, development cf the CICS/VS application program proceeds 
from the top down. Top-down programming definitely offers the most 
advantages fcr complex programs. In this case, the number of functions 
to be coded and tested may be sufficiently complex that the development 
of the application program is a major task. 

Lower level modules need not necessarily be separate CICS/VS 
application programs. Instead, the technigue of top-down programming 
can be used in a single CICS/VS application program, with the main-line 
of the program being the highest level. This may call various 
subroutines. These subroutines may be replaced during testing with a 
dummy subroutine to implement the top-down approach. An example would 
be the use of the PEBFOfiM verb in COEOI to execute a number of "dummy" 
paragraphs. The actual paragraphs may be incorporated in the program 
at a later time, when the main logic flow of the program has been fully 
tested. This technigue allows easier initial testing, without having 
to test cut all program logic right from the start of testing. 

The use of CICS/VS as the DB/BC system represents the start of a 
top-down programming technigue. CICS/VS is the main controlling 
routine, which in turn calls a number of modules at a lower level — that 
is, the application programs. 

If lilCMIfiN IflNCTjOjjs. 

In designing an online application to execute under control of 
CICS/VS, the design team should be aware of those application functions 
offered by CICS/VS. Seme cf these are referred to as built-in CICS/VS 
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functions, while other functions (such as message routing, terminal 
paging, and device independence) use CICS/VS basic mapping support 
(BMS) . Consequently, these functions can only be used with terminals 
supported by BMS. These application functions provide the facilities 
listed in Figure 2-4. They are summarized here, and described in detail 
in Chapter 3 unless stated otherwise. 
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TERMINAL PAGING 

The terminal paging facility cf CICS/VS enables application programs 
to develop information tc be presented to BMS-suppcrted terminals as 
a series of pages. However, the sequence of these pages requested by 
the terminal operator is net important to the application program. 
CicS/VS-provided terminal operator commands enable the operator to 
reguest the display of pages in any seguence desired. 
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Figure 2-4. CICS/VS Application Euilt-in Functions 



TERMINAL DEVICE INDEPENDENCE 

CICS/VS terminal device independence enables transactions to be 
entered from any BMS-suppcrted terminal type, and presents those 
transactions to the application program in a standard form. The output 
response developed by the application program can be presented in 
standard form to CICS/VS, which then prepares it for transmission to 
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the relevant BMS -supported terminal. The application program is 
relieved of most ccnsideraticns regarding device-dependent requirements 
for terminals. It can accept input frcm any BMS-supported terminal in 
the network and prepare terminal output as a series of lines regardless 
of the particular terminal tjpe tc be used. 

EXTENDED 3270 SUEPOBT 

This added support enables th€ design of input transactions to take 
advantage of the 3270 Prcgian Attention (PA) or Program Function (PF) 
keys to initiate transactions. This enables freguently used 
transactions to be initiated by cne key depression, instead of the use 
of a transaction code vhich normally is from one to four characters 
long. 

In addition, a specific P* or PF key can be defined as a 3270 PRINT 
key. Depression of this key enables the contents of the 3270 screen 
to be printed on the first available printer identified for this 
purpose. The 3270 selector light pen can also be used to initiate 
transactions. 

INPUT FOFMATTING 

This CICS/VS built-in function enables input transactions to be 
entered in a variety of formats. They are converted to a standard 
format for presentation to application programs for processing. This 
can enable application programs tc be developed relatively independent 
of the way in which specific transactions are entered at a terminal. 

TABLE SEBECH 

This built-in function enables a table of information to be readily 
searched to extract the apprcpriate value from that table based upon 
a search argument. The table search can be either a sequential or a 
tinary search. 

FIELD VEBIFY/EDIT 

Editing macro instructions are provided by this CICS/VS built-in 
function to enable the contents of a field to be examined for: 

• All numeric (0 tc 9) 

• All alphabetic (A to Z, cr blanks) 

• All packed decimal (COMPUTATIONAL- 3 in American National Standard 
(ANS) COBOL or FIXED DECIMAL in FL/I) 

User routines can be executed in the event that characters other 
than those specified for a field are present. 

A macro instruction is also provided to edit nonnumeric information 
from a field (for example, part number 119-445/B) and present the 
remaining numeric characters in EECDIC. 

BIT MANIPULATION 

The ability to test the status of individual bits, and to turn bits 
en or off, is provided through the use of CICS/VS macro instructions 
for Assembler, PI/I, and CCBCL. This built-in function is especially 
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useful in COEOL, which dees not have a standard bit manipulation 
capability. 

PHONETIC CONVERSION 

This tuilt-in function enables misspelled names to be used as keys 
to access data sets. The name is converted to a standard key based 
upon the phonetic sound cf the name. For example, the names Smith, 
Smyth, Snythe, and Smiths result in the phonetic cede S530. 

This is particularly useful for identification cf names, such as in 
a police information system, custcmer information systems in banking, 
insurance and medical applications, or product names in order entry 
applications. 

A phonetic conversion subroutine is also provided for use by batch 
programs executing in partitions other than the one containing CICS/VS. 
This subroutine can be used for batch programs executed under the 
control of DOS/VS, OS/VS1, or 0S/VS2. 

Eefer to "Eeccrd Identif icaticn" in Chapter 5 fcr a more detailed 
discussion of phonetic cenversion. 

WEIGHTED RETRIEVAL 

This powertul built-in function provides CICS/VS application programs 
with the ability to search part, or all, of a specified VSAM data set, 
and retrieve information from that data set based upon user-specified 
selection criteria. Furthermore, records satisfying the criteria are 
indicated as relevant only if they fall between user-specified limits. 
The records that fall between the specified limits are then presented 
to the application progras, with these records best satisfying the 
criteria presented first, followed by records satisfying the criteria 
least. 

This function is useful for the design and development of guery 
applications. Queries can be designed based upon the selection of 
information meeting fixed criteria specified in a program. 
Alternatively, the design team can define user transactions and programs 
which permit terminal operators to specify the relevant selection 
criteria , or selection limits, to permit "ad-hoc" gueries to be entered 
by terminal operators. Eefer to "weighted Retrieval" in Chapter 5 for 
more detail and for specific application examples of the use of this 
function . 

ASYNCHRONOUS TRANSACTION PROCESSING (ATF) 

This is not a built-in function, but is supplied by CICS/VS to 
provide a batch data collection capability, oriented to high-volume 
data transmission frcm remote batch terminals. Specifically, this 
function enables batches of data to be entered froa remote terminals 
and gueued by CICS/VS for prccessing. On receipt of the entire batch, 
CICS/VS initiates the prccessing of that batch while the terminal is 
able to transmit further batches to the system. 

Messages describing any errors detected during application-program 
processing of the batch are gueued by CICS/VS. These error messages 
are transmitted back to the remote terminal on request, to permit batch 
error correction and resubmission cf corrections if reguired. Refer 
to "Asynchronous Transaction Processing" in Chapter 3 for more detail. 
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£UASI-EEENTEANT EROfiBAJiMlNG 

For efficient utilization of storage, CICS/VS ensures (unless 
requested otherwise) that only one copy of a program will reside in 
the dynamic storage area. All tasks reguiring the use of that program 
are able to execute that program concurrently. 

In order to achieve a high degree of multitasking, CICS/VS supports 
quasi-reentrancy. This allows several tasks to utilize the same section 
of code over the same period of time. However, it differs from fully 
reentrant programming in that control is only passed from one task to 
another when the active task issues a CICS/VS macro instruction. 
Control will not pass from one task to another on an I/O interrupt, 
for example, as is the case in a DOS/VS or OS/VS multitasking 
environment. CICS/VS provides a quasi-reentrant capability for 
Assembler, ANS COBOL, and EL/I. 

Information unigue to the processing of a transaction (such as the 
terminal input area, file I/C areas, or work areas) is separated from 
the body of the application program. Instead of these areas residing 
within the program, they are allocated from dynamic storage. Ihe 
execution of each separate transaction in a multitasking environment 
is controlled by a task control area (TCA) that contains address 
pointers and other vital information for that particular transaction 
(task) . Because the information unique to a task is separated from 
the main body of a program, the program can be used concurrently by 
several tasks. The access methods are incorporated within the CICS/VS 
nucleus, and exception or error routines are included in other CICS/VS 
application programs. Figure 2-5 shews the concept of quasi-reentrant 
programming. This figure is discussed in the CICS/VS General 
Information Manual. 
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Figure 2-5. Quasi-Beentrant Programaing and Multitasking 



TASK INITIATION 

There are several methods utilized by CICS/VS tc initiate tasks. 
These are briefly outlined here, but discussed in aore detail in later 
sections of this publication. 
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TRANSACTION CODES 

CICS/VS examines a transaction code received as part of a terminal 
message, to identify the particular transaction involved. This 
transaction code must occupy the first one to four characters of the 
transaction invocation message. An input message is considered a 
transaction invocation when it occurs and no task is active on the 
terminal- This transaction code is validated by CICS/VS against a 
program control table (FCT) . If the specific transaction code exists 
in that table, the transaction is assumed to be a valid one, and the 
transaction is passed tc that program identified in the relevant PCT 
entry, for processing (see "Task Initiation" in Chapter 3 for more 
detail) . 

The 3270 enables transactions to be initiated by the use of a Program 
Attention (PA) key. Program Function (PF) key, or selector light pen. 

AUTOMATIC TASK INITIATION 

Automatic task initiation involves the gueuing of transactions on 
disk using CICS/VS transient data management. A number of transactions 
may be gueued based upon a specific trigger level. When the number of 
transactions gueued reaches this trigger level, CICS/VS automatically 
utilizes a specified transaction cede for that gueue to initiate a task 
and allow those gueued transactions to be processed by a specific 
program. (See "Intrapartiticn Queue Osage" in Chapter 4.) 

INTERVAL CONTROL 

CICS/VS enables a task to be initiated using a specified transaction 
code at some future time, based upon time of day or on elapsed time. 
Data may be passed to that future task for use in processing when it 
has been initiated. (See Chapter 6.) 

TASK CONTROL 

A task can be explicitly initiated from a CICS/VS application program 
by the use of the CICS/VS task control ATTACH macro instruction. This 
macro instruction specifies the transaction code tc be used to identify 
the program which will prccess the transaction. (See Chapter 6.) 

PROGRAM CONTROL. 

A program may pass control to other programs in a variety of ways. 
These are illustrated in Figure 2-6 and described briefly below. See 
the CICS/VS Application iEcgrgmjjier^s Reference Manual, SH20-9003, for 
additional information. 

TRANSFER CONTROL TC PROGRAM (XCTI) 

This macro instruction (XCTL) enables one application program 
(referred to as the calling program) to pass control to another 
application program (referred to as the called program) . Control is 
not returned to the calling program en completion of execution of the 
called program. 
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Figure 2-6. CICS/VS Program Control Facilities 



LINK TO EBOGBAM (LINK) 

This macro instruction specifies the name of an application program 
to be executed. The calling program passes contrcl to the called 
progran. On completion of execution, control is returned to the calling 
program, to the statement following the LINK. 

LOAD PFOGBAH (LOAD) 

This macro instruction enables a program, identified by name, to be 
loaded into storage. However, control is not passed to that program 
for execution, but is returned to the statement following the LOAD 
macro instruction. The LOAD macro instruction can be used to load 
application programs, which may subsequently be linked to or transferred 
to. Alternatively, this macio instruction may be used to load tables 
of information. 

DELETE PFOGBAM (IELETE) 

Normally, on completion of execution of a task, all storage utilized 
by that task is automatically freed and made available for use in 
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processing other transactions. Active programs being used by tasks 
will continue to reside in storage. If, however, the storage occupied 
by an inactive program is required for some other executing task, that 
storage will be freed. When a program is loaded, its storage can be 
automatically freed if it is currently inactive, allowing another task 
to use that storage. 

Alternatively, the LOAD macro instruction can specify that the 
storage is not tc be freed, but that the program is to remain resident 
in storage even though inactive, for performance reasons. 

The DELETE macro instruction is used to delete such a resident 
program at a point which Hill enable its storage tc be utilized for 
other functions. 

BETUBN FECM FBCGBAH (BETUBH) 

The Program Control BETUBN macro instruction enables a program to 
return ccntrcl to a higher level program, that program can be either 
another application program cr CICS/VS if the BETUBN is issued by the 
application program at the highest level. The RETURN indicates that 
the relevant program has new completed processing. At task completion, 
CICS/VS frees all of the storage associated with the task, such as 
terminal I/O areas, file I/O areas, and file work areas, and eventually 
also frees the storage occupied by the task control area. Optionally, 
a transaction code may be specified in the BETUBN macro instruction. 
The transaction code is used with the next input message from the same 
terminal that originated this completed task. 

ABN0BMAL1Y TERMINATE PBOGBAM (ABEND) 

This macro instruction enables a program to immediately terminate 
execution of a task, with an optional dump if reguired. In conjunction 
with the optional operator signon facility (see Chapter 3) , the ABEND 
macro instruction can be used to develop operator error statistics. 

ABNOBHAL TEBNINATION EXIT (SITXIT) 

This macro instruction enables a task to activate, deactivate, or 
reestablish a program-provided exit routine to be executed in event of 
abnormal termination of the task. This exit routine can be utilized 
either on CICS/VS abnormal task termination, or ty termination through 
the use of the AEEND macro instruction by the task. 

An abnormal termination exit routine is used to complete urgent 
processing by a task for recovery purposes, or it may attempt recovery 
of the particular error condition itself. Befer tc "Program Error 
Becovery" in the following section for more detail. 

PJOG-BAJ EJS2B BJCfilEJJ 

CICS/VS features facilities for detection of program error 
situations, and protection of the online system from the effect of 
these errors. If a program* check error is detected in an application 
program, CICS/VS will attempt to abnormally terminate that task while 
still permitting other tasks to continue processing. 
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PBCGBAM ERROR PROCESSING 

CICS/VS enables an application program to indicate, through the use 
cf the program ccntrcl SETXIT macro instruction, that control is to be 
passed tc a specified routine in the program in the event cf a program 
error, or to another program. This routine (or program) may attempt 
recovery of the error situation, record certain critical information 
necessary to the application before the error program is abnormally 
terminated, cr ignore the errcr situation and continue program 
processing. 

EROGEAM ERBOE PBCGEAM 

In the event that a prcgram eircr reguires abnormal termination of 
a task, the terminal operator who invoked the transaction to be 
abnormally terminated will be notified of this fact by CICS/VS, if 
appropriate. CICS/VS passes ccntrcl tc a prcgram error program (PEP), 
after all SETXIT processing has been completed for the task and the 
decision has been made tc permit the abnormal termination to continue. 
This PEP is a user-written rcutine, given control through a LINK from 
the CICS/VS abnormal condition prcgram (ACP) , which enables the user 
to perform installation- level abnormal termination action. 

SETXIT program processing and PEP are described further in 1 "System 
Eecovery Program" in Chapter 8. These facilities can be used to provide 
program tackup capability for online applications. 
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This chapter presents Data Conmunications Design in a tutorial 
fashion. Experienced CICS users may wish to omit reading ouch of this 
chapter. It is suggested, however, that such users should read the 
following topics: 

• Terminal device independence 

• Terminal paging 

• Message routing 

• Virtual Telecommunications Access Method (VTAM) 

• Task initiation 

• Input transaction design 

• Field verify/edit 

• Table search 

These topics describe changed, cr new, facilities which were not 
available in previous versions of CICS. 



The Data Communications design has a significant effect on the 
success cr failure of the overall prcject. It is in this area that 
the interface between the user and the computer is defined. This 
definition should be oriented toward satisfying the requirements of 
the user and the application, while still presenting information to 
the computer in a suitable form for processing. 

Before discussing various Data Communications design approaches, it 
is important that the reader understand the following CICS/VS support 
and telecommunications access method facilities which will aid him in 
his design: 

• Basic mapping support 

• Terminal device independence 

• Terminal paging 

• Message routing 

• Virtual Telecommunications Access Method (VTAM) 

With these features available to the system designer, various 
approaches fcr conversational CICS/VS applications and batch CICS/VS 
applications can be considered. 

EASIC MAE PING SOEPOBT 

The basic mapping support function (BMS) enables the application 
program to have access to input data, and prepare output data for 
transmission to terminals, without regard to the physical location of 
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the data in the terminal message. Additional information regarding 
fcasic mapping support can be found in the CICS/VS. Appli c atio n 
lEogrammjr^s Reference Manual, SH20-9003. "" 

BSS uses "maps" to describe the input for oat cf data received from 
terminals, and (if necessary) to describe the format of output data to 
be transmitted to terminals. These maps are defined by the user 
(generally the system programmer) and are separately assembled and 
cataloged into the CICS/VS program library for retrieval when needed 
by application programs. 

The application program accesses data from input messages, and 
prepares data for output responses, by field rather than by location 
of that information in the terminal message. Consequently, the 
application becomes less dependent on the actual message format. This 
format independence is one of the most significant advantages of BMS. 
Changes to message fcrmats to meet various application requirements 
can fce readily applied, by modifying only the EMS maps describing those 
affected formats, reassembling then, and cataloging the changed maps 
to the CICS/VS program library. All programs using these maps reflect 
the changed formats without modification of the programs. However, 
recompilation of the programs might be necessary. In this manner, the 
installation will be more responsive to application need's. The use of 
BMS fcy application programs is illustrated in Figure 3-1. 

BUS MAES 

An input map can specify data in an input message which is relevant 
to a particular program and ignore other data in the input. Several 
programs can then operate on the same input message format, using a 
unique map for each program. In addition, constant (or descriptive) 
information, if desired, can be defined in an output map and be 
automatically incorporated by BMS in an output message. 

Basic mapping support provides the following services: 

• Terminal device independence 

• 'terminal paging 

• Message routing 

TERMINAL DEVICE INDEPENDENCE 

Because Basic Mapping Support removes the need for the application 
programmer to code most terminal device-dependent support in his 
programs, programs can be written without regard to the input or output 
device used for transmission of messages to those terminals supported 
by BHS. BMS accepts input messages and transmits cutput messages to 
and from the devices below (see Figure 3-2) . 

• 1050 Data Communication System 

• 2740 Communications Terminal, Models 1 and 2 
» 27 U1 Communications Terminal 

• 2770 Data Communication System 

• 2780 Data Transmission Terminal 

• 2980 General Banking System (keyboard and printer only) 
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• 3270 Information Display System 

• Teletype Terminals 

• communicatinc Magnetic Card SELECTEIC (b) Typewriter (CMCST) Model 
6610, used as a 2741 w 
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Figure 3-1. CICS/VS Basic Mapping Support (BMS) 
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Device-dependent code may be removed by programmable controllers, such as the 3600, before transmission to CICS/VS. 
For the 3600 and 3650, input mapping requests are ignored. 



Figure 3-2. CICS/VS Terminal Device Independence 

• 3780 Communication Systei 

• 3600 Finance Communication Systei (BMS input requests are ignored) 

• 3650 Retail Store System 

Furthermore, the following seguential devices can be used to simulate 
online terminals, and transmit simulated terminal messages to and from 
th€ system: 
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• Card reader/line printer 

• Tape drives 

• Disk drives 

INPUT MESSAGES 

CICS/VS accepts input nessages from any of the above devices and, 
using the input nap specified by the application program, converts the 
input message into a fixed fcrmat message, as specified by that map. 
Device-dependent characteristics in the input message are removed, and 
the appropriate fields are selected from the message and inserted in 
fixed locations in the napped message. 

In the case of the 3600, device-dependent characteristics in the 
input message are removed by the 3601 Controller and the input message 
is formatted for CICS/VS application program processing before 
transmission to CICS/VS. Consequently, BMS input mapping requests 
associated with 3600 input messages are ignored, and the data received 
from the 3600 is passed to the CICS/VS application program without 
change. See "Basic Happing Support Using VTAM" for additional 
information. 

OUTPUT MESSAGES 

Output messages fcr transmission to terminals can be prepared without 
the control characters required for field positicning, or line 
separation. Output messages can be presented to CICS/VS as a data 
stream. Optionally, the application program can insert new line (X'15*) 
characters in the output data stream if required. 

CICS/VS device-independent support divides the data stream into 
lines no longer than those defined for the particular terminal. If 
new-line characters appear occasionally in the data stream to further 
define line lengths, they are honored. CICS/VS inserts the appropriate 
leading characters, carriage returns, and idle characters, and truncates 
trailing blanks from each line. 

Terminal device independence permits an application program to be 
independent of the terminal type (or types) in the installation, and 
can provide for support of mixed terminal types by the same program. 
This allows the use of backup terminals of a different type, or 
changeover of hard-copy terminals to display terminals when transaction 
volumes warrant the change, with little or no additional programming 
effort. It also reduces the amount of program maintenance necessary 
when changes are made in the terminal devices used by online programs, 
and permits increased growth flexibility in the installation. 

Terminal device independence is the only EMS support available with 
the subset option of CICS/DOS/VS. Terminal paging and message routing 
are not supported. (See "CICS/DCS/VS Subset Option" in Chapter 7.) 

TEBMJJAL PAGING 

Terminal paging is an additional feature that extends the 
capabilities of terminal device independence. The application 
programmer can prepare mere output than can be conveniently or 
physically displayed at the receiving terminal. That output can be 
presented by CICS/VS as a series of pages. CICS/VS identifies and 
saves each page of infornaticn prepared by the application program. 
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Figure 3-3. CICS/VS Terminal Paging 



The terminal operator can then retrieve this output as a number of 
pages in any order; that is, in the order the; were prepared, or by 
skipping forward or backward in the output page seguence. 

CICS/VS provides a series of paging commands which can be used by 
the terminal operator to select pages for display in whichever seguence 
he desires (see Figure 3-3). 

Terminal paging also provides the ability to combine several small 
sections of data intc one pa<ge which is then sent to the terminal. 
This is referred to as "page building" and enables the application 
programmer to prepare his output independent of the physical output 
capability of the terminal. 

Terminal paging further relieves the application programmer of the 
need to concern himself with the presentation of information in a form 
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suitable for display at the appropriate terminal, or vith presentation 
of that information to the terminal in the sequence requested by the 
terminal operator. The application programmer can now prepare a series 
of pages of information, on the assumption that the terminal operator 
may wish to examine all of that information, and then present those 
pages directly to CICS/VS. He further programming is necessary to 
handle the selection of pages for display at the terminal. Page 
selection is made by the terminal operator, using the CICS/VS paging 
commands. 

This will simplify program development of conversational applications 
and consequently increase prcgraimer productivity and decrease the 
amount of future program maintenance necessary. 

It is important that the system designer recognize that terminal 
pages are saved by CICS/VS in temporary storage. Temporary storage 
may be supported in main storage alone, or on auxiliary storage using 
VSAM; both will increase the demands for real stcrage during execution. 
Using VSAM on a CPU with limited real storage available for virtual 
storage paging may increase paging and therefore influence online 
performance. Refer to Chapter 7 for recommended minimum CPU sizes when 
VSAM is used. Terminal paging is not supported by the subset option 
of CICS/EOS/VS. (See "CICS/BOS/US Subset Option.") 

TERMINAL PAGING STATUS 

Terminal paging is particularly oriented toward display terminals. 
However, it can also be used for hard-copy terminals. A terminal can 
be defined as having a "reguest paging" status or an "automatic paging" 
status. 

Display terminals must use a reguest paging status, while hard-copy 
terminals can use either reguest paging or automatic paging status. 
Reguest paging status enables pages to be displayed at the terminal on 
reguest by the terminal operator, who can specify the seguence of pages 
to be displayed based upon his requirements. 

Automatic paging status, such as normally used for a hard-copy 
terminal, causes CICS/VS tc automatically output the next page of 
information on completion cf a previcus page. In this way, all 
information is presented tc the hard-copy terminal in a continuous 
output stream. If required, an automatic paging terminal may be changed 
to reguest paging status by either the terminal operator or the 
application program, enabling only those pages to be printed which are 
of significance to the terminal operator. Similarly, the terminal 
operator or the application program can change request paging status 
to automatic paging for all terminals except display terminals. 

Other terminal status specificaticns can also be used to indicate 
whether a terminal automatically receives messages sent from the CPU 
or from ether terminals. This is discussed under "Terminal Status" in 
Chapter 4. Additional information on terminal paging can be found in 
"the 9IQS/1S Application Prog rami er.is Reference Bapual, SH2 0-9003. 

MESSAGJ BOUTIN.G 

Message routing directs messages to one or more terminals in the 
system, either by use cf the message switching transaction, CMSG, 
supplied by CICS/VS, or by the EMS ROUTE macro instruction. In this 
context, the term "message snitching" refers to the use of CMSG. The 
term "message routing" refers to the use of the EMS ROUTE macro 
instruction. (The CMSG transaction itself uses the services of the 
EMS ROUTE macro instruction. ) 
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The CMSG transaction is entered by a terminal operator together with 
a message to be directed tc another terminal, or to several terminals 
identified by the terminal operator. (This is discussed further in 
"Message Switching Transaction (CMSG)" later in this chapter.) 

The message routing macro instruction permits an application program 
to send messages to one or mere terminals not in direct control of the 
transaction. Message routing uses EMS, and saves messages in temporary 
storage to be automatically sent to the specified destination terminals 
if the status of those terminals allcws for reception of the messages 
(refer to "Terminal Status" in Chapter 4) . If a terminal is not 
immediately eligible to receive the message, CICS/VS preserves it in 
tempoary storage until such time as a change in terminal status allows 
it to be sent, cr a user-specified period of time elapses, whichever 
occurs first (see Figure 3-U). The message to be delivered is separated 
into a message for each terminal type that will receive it. Each 
separate terminal-type message is saved in tempoary storage, together 
with a destination terminal list for that particular terminal type. 

In addition, an application program can prepare pages of information 
to be transmitted to terminals, using EMS and the terminal paging 
facilities as described above. These pages can be routed to one or 
more terminals or operators, through the use of the BMS ROUTE macro 
instruction. 

MESSAGE DELIVERY 

The application programmer specifies the identification of the 
terminal (or terminals) tc receive the message, and, optionally, can 
also specify a time when the message is to be delivered. If the message 
cannot be delivered either immediately or at the specified future time, 
CICS/VS retains the message fcr a user-specified period of time. If 
it still cannot te delivered, CICS/VS notifies the originating terminal 
or an alternative terminal specified when the original message was 
entered. 

CICS/VS allows messages tc be directed, not only to specific 
terminals, but also to specific operators or operator classes. In this 
way, sensitive security information will only be delivered to those 
operators authorized to receive it. It is retained in temporary storage 
until the specified operators sign on to the specified terminals, and 
only then will relevant messages te delivered. 

If a message is to be sent to a specified operator without 
identifying a terminal, that operator must already be signed on when 
the message is first presented tc CICS/VS to establish the terminal 
identification tc be used. If a message is sent to a specific operator 
and terminal, and that operator can never use that terminal (because 
of geographic location, fcr example) , the message will be accepted by 
CICS/VS but may never be delivered. This is noted by CICS/VS upon 
expiration of the specified time within which the message must be 
delivered.. 

Terminals in the IBM 3600 Finance Communicaticn System are identified 
by a logical device code (LDC) . Messages from CICS/VS are received by 
the appropriate 3601 application program which represents the specified 
terminal ID and controls the devices attached to the 3601, The message 
from CICS/VS identifies the IDC (specified by the application 
programmer) that is to receive the message; it is the responsibility 
of the 3601 application prcgram to ensure that the message is delivered 
to the device indicated by the IDC. Logical device codes are described 
in detail in "Easic Mapping Suppcrt Using VTAM" in this chapter. 
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CICS/VS PROCESSING 




Originator (Terminal Or 
Program) Specifies: 

• Destination Terminal(s) 

• Destination Operator(s) 

• Delivery Time 

• Notification Terminal 

• Message To Be Sent 



Temporary 
Storage 



1. CICS/VS accepts message 
switching transaction 
from terminal, or BMS 
route macro instruction 
from application 
program. 

2. Message is written to 
temporary storage. 

3. If message is to be de- 
livered later, interval 
control task initiation 
is specified for required 
time(s). 




> 



When delivery time is 
reached, message is 
read from temporary 
storage and sent to 
specified terminal(s) 
or operator(s). If able 
to receive message. 



Destination Terminal (s) 
Or Oporator(s) Unable 
To Receive 



=> 



If terminal(s) or oper- 
ators) is unable to re- 
ceive message after de- 
fined delivery delay 
period, originating (or 
notification) terminal 
is notified. 




Figure 3-4. CICS/VS Message flouting 



MESSAGE SWITCHING TRANSACTION (CMSG) 

CICS/VS provides the message snitching transaction CMSG for 
transmission of information between terminals. Figure 3-4 shows the 
use of this transaction. 

The availability of the message routing feature in CICS/VS provides 
a valuable capability fcr communication of information, not only between 
terminals to satisfy application reguirements, but also for better 
control cf the online applications by the master terminal operator or 
supervisory terminal operators. These operators may broadcast messages 
to all terminals under their control informing them of certain 
significant information. 

CICS/VS message routine utili2es temporary storage, which will use 
VSAM if auxiliary storage residence cf messages is desired. Message 
routing and message switching are not supported by the subset option 
of CICS/DOS/VS. (See "CICS/DOS/VS Subset Option" in Chapter 7.) 

Additional information abcut basic mapping support can be found in 
the CICS/VS Alligation iroarammer^s Reference Manual, SH20-9003. 3600 
logical device codes are describ€d in more detail in the CICS/VS 
h 3 Vj*njged Com m un i fiat iofls Gjj id e , S H 2 0- 90 49 . 
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cics/vs l£lfl5BMs £-fi£l£fil MU JMS 

CICS/VS application programs can communicate directly with terminals, 
using: 

• Basic mapping support (BBS) macro instructions 

• Terminal control macro instructions 

BUS enables application programs to reguest terminal input or output, 
using the DFHBBS macro instruction: 

• For input (TYPE=IN or BAP) 

• For output (TYPE=OUT) 

• For terminal paging (TYPE-TEXTELD, PAGEBLD or PAGEOUT) 

• For message routing (TYPE=BOUTE) 

Terminal control enables programs to reguest additional functions 
by using application programmer EFHTC macro instructions to: 

• irite data to a terminal (TYPE=WBITE or TYPB=PUT) 

• Bead data from a terminal (TYP]£=EEAD or TYPE=GET) 

• Synchronize terminal I/O with processing (TYPE^WAIT) 

• Transmit a page of data and read reply (TYPE^PAGE) 

• Transmit to the buffer of a banking terminal (TYPE=CBUFF) 

• Test for the presence of a banking passbook (TYPE=PASSEK) 

• Beset a line (TYPE=BESET) 

• Disconnect a switched line (TYPE=DISCONNECT) 

• Erase and write data to a visual display (TYPE=(EBASE, WRITE) ) 

• Specify the last output message to a VTAB-suppcrted terminal 
(TYPE==LAST) 

In addition, the system programmer may use the following DFHTC macro 
instructions to: 

• Change the status of a terminal (CTYFE=STATUS) 

• Locate a terminal entry in the TCT (CTYPE=LOCATE) 

• Check the results of a previous STATUS or LOCATE reguest (CTYPE=CHECK) 

These macro instructions are described briefly in "Terminal Control 
Using VTAM" and in mere detail in the CI^S/VS Syst em £roa,r,ajimer.ls 
Sejefence Manual, SH20-9C04. 

The particular communication macro instructions used in programming 
are not significant to the following discussion of data communication 
design. However, if BBS is not used, the following facilities cannot 
be provided by CICS/vS: 
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• Terminal format independence 

• Terminal device independence 

• Terminal paging 

• Message routing 

3270 BMS can be specified during system generation to provide 
compatibility with previous versions of CICS. Terminal device 
independence, terminal paging, and message routing need not be 
specified. However, if they are specified, they require that temporary 
storage (and also VSAM) be used. 

BMS and terminal control macro instructions can be used in the same 
application program, if required. Refer to the CICS/VS Application 
Programmer's Reference Manual for further information. 

CPU CONSOLE AS A CICS/DOS/VS TERMINAL 

CICS/DOS/VS allows the CPU printer keyboard or display console to 
be used as a CICS/DOS/VS terminal. Users with only remote terminals 
may enter master terminal operator, system administration, and CICS/VS 
application transactions at the CPU, thereby isolating these activities 
from any network considerations. See the Subset User 1 s Guide (DOS) , 
SH 12-540 4 for additional information about this feature. 

BASIC TELECOMMUNICATIONS ACCESS METHOD ( BTAM ) 

The Basic Telecommunications Access Method (BTAM) is used by CICS/VS 
to support a wide variety of terminals. These include the following: 

1050 Data Communication System 

2260 Display Station 

2265 Display Station 

27 40 Communication Terminal 

2741 Communication Terminal 

Communicating Magnetic Card SELECTRIC Cr) Typewriter (CMCST) Model 6610, 
used as a 2741 ^^ 

7770 Audio Response Unit 

TWX Common Carrier Teletypewriter Exchange Terminal Station (Model 33/35) 

2770 Data Communication System 

2780 Data Transmission Terminal 

2980 General Banking Terminal System 

3270 Information Display System 

3735 Programmable Buffered Terminal 

3740 Data Entry System 

3780 Data Communications Terminal 
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• System/ 3 

• Syste:m/7 

• System/370 

• 3767 Communications Terminal (using 2740/2711 Compatibility Feature) 

• 3770 Data Communications System (using 2770 Compatibility Feature) 

See the CICS/VS System Programmers Reference Manual for additional 
information concerning components supported and features required for 
these terminals. 

The subset option of CICS/DOS/VS uses BTAM to support the following 
terminals: 

• 3270 Information Display System (local and remote) 

• 2740 Communication Terminal 

• 2741 Communication Terminal 

See the Subset User's Guide (DOS ) for additional information. 

BASIC GRAPHICS ACCESS METHOD (BGAM) 

The Basic Graphics Access Method (BGAM) is used by CICS/OS/VS only. 
It supports the local connection of the 2260 Display Station. 

TELECOMMUNICATIONS ACCESS METHOD (TCAM) 

CICS/OS/VS provides an interface to the Telecommunications Access 
Method (TCAM) . This interface enables CICS/OS/VS to run with other 
TCAM applications under a common TCAM environment, or under TCAM through 
a VTAM-contr oiled terminal environment. 

CICS/VS accepts data streams from TCAM- supported terminals which 
can be edited in the message handler portion of the TCAM message control 
program (MCP) to appear as EBCDIC or 327 data streams. 

With the exception of 7770 and 3270/2260 compatibility support, the 
TCAM support provided in CICS/OS Standard Version 2. 3 (Program Number 
5736-XX7) is upward compatible to the CICS/OS/VS TCAM interface. See 
the CICS General Information Manual , GH20-1028 (for information 
regarding" CICS/OS STANDARD Version "2.3, Program Number 5734- XX7) and 
the OS TCAM Programmer's Guide and Reference Manual , GC30-20 24, for 
information regarding the terminals supported. 

Other TCAM- supported terminals, which were not supported by CICS/OS 
STANDARD Version 2.3, are supported as data streams which are 
terminal-type transparent to CICS/OS/VS. 

TCAM is an optional access method which may be used alone, or in 
combination with other access methods supported by CICS/OS/VS. when 
communicating with terminals attached to 370 4 or 370 5 Communications 
Controllers in NCP mode, TCAM must communicate through VTAM. 



42 CICS/VS System/Application Design Guide 



VIMUAi 3ILEC0M MONICA. T|CJS ACCESS KETJCD (VTAM) 

The Virtual Telecommunications Access Method (VTAM) is used by 
CICS/VS to support a nuaber cf prcgrammable terminal systems. These 
terminal systems enable programming tasks (such as transaction editing, 
validation, and formatting) relevant tc a remote location to be carried 
out in programmable control units at the remote location. The 
programmable control units can operate either online to a CPU, or 
offline in a standalone mode. Operating offline, many of the control 
units can permit terminal operation to continue independent of 
availability of the main CPU or associated communication links. 
Terminal transactions can be recorded on disk storage (which is part 
of the programmable control unit) for later transmission when CPU 
communication is available. Disk storage also enables selected 
application data sets tc be stored in the programmable control unit 
for direct reference by application programs executed in the control 
unit on behalf of terminals. 

This concept cf "distributed function" enhances performance and 
permits cost efficiencies to be realized in the areas of data 
transmission, system availability and conf iguraticr, and application 
flexibility. 

The Network Control System (NCS) , which may be used by CICS/DOS/VS, 
provides a subset of the support available with VTAM. Refer to "Belated 
Publications" in the Preface for SCS publications. 

SYNCHRONOUS DATA LINK CCKTROI (SELC) 

Further efficiency in data transmission and data integrity is 
realized through the use of synchronous data link control (SDIC) data 
transmission. SELC allows data to be transmitted in full-duplex mode 
(transmitted simultaneously in both directions along a communications 
line) . VTAM supports both SELC and full-duplex transmission. 

A significant feature offered by SDIC is data integrity. Eoth VTAM 
and the control unit can check f cr error-free transmission of data and 
can reguest retransmission if an error is detected. Each transmission 
between VTAM and a programmable control unit is assigned a sequence 
number. Messages lest, because cf component or communication failures, 
are easily detected and the lost data recovered. If recovery is not 
possible at the time of detection, the end component (VTAM or the 
control unit) requesting recovery can switch to an alternate processing 
mode. 

If communication is lest between the CPU and the control unit, the 
control unit may switch to offline mede. Transactions entered from 
the attached terminals are processed by referencing data sets stored 
on the disk storage in the controller. The transactions can be stored 
on the disk for later batch transmission to the CPU when communications 
are restored. 

Message recovery and resynchronization are handled automatically by 
VTAM and the controller. Either end of the link can transmit a command 
to test the sequence numbers cf the last transmitted messages and to 
set the sequence numbers to reflect the status of the CPU and control 
unit. If this operation determines that messages were lost, 
resynchronization is accomplished by retransmitting the lost messages 
from copies stored on the disk storage. 

See IEJJ Synchronous Data lifiJS ££nt£o£: G££££&2 Information. 
GA27-3093, for additional information concerning SELC. 
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CICS/VS uses VTAM and SDIC to support the following programmable 
control unit terminal systems: 

• IBM 3600 Finance Communication System 

• IBM 3650 Retail Store System 

• IBM 3790 Communications System 

See "CICS/VS Session Types" for additional information about these 
systems, and see CI£S^VS. Sjtstem f r<ga,r§m > mer.ls Hef er.§n.c.e fianjjai SH20-9004, 
for features supported or required by CICS/VS. 

VTAM NETWOEK 

The vihtl network consists of the following components: 

• communications controllers 

• communication lines 

• programmable terminal systems 

These components are controlled by the following programs: 

• CPU program (VTAM application program) 

• Network Control Program (NCP) — This program resides 
in the communication controller. 

• Function program or application program block (AP) — 
This program resides in the programmable control unit. 

CICS/VS support of BTAM, EGAM, TCAM, and VTAM can co-reside in the 
CICS/VS partition/region. 

Communis at ions. £££t££ll££S 

VTAM uses the IEM 370*1/37 C5 Communications Controllers to enable 
part of the telecommunications processing to be moved out of the central 
computer and into the network. The 3604/3705 control the flow of 
information between VTAM and terminals through use of a network control 
program (NCP) . The 3701/3705 and its NCP support a variety of remote 
terminals. An NCP can be generated to handle lines in either network 
control mode (for VTAM-supported terminals) , in emulation mode (for 
BTAM-supported terminals), or in troth modes. An NCP generated with 
both functions is called an NCP with partitioned emulation programming 
(PEP) extension. This permits both VTAM- and ETAM-supported terminals 
to communicate with application programs (such as CICS/VS) through one 
3704/3705. 

Functions provided by the 370H/37C5 include: 

• line control 

• dynamic buffering 

• deleting and inserting line control characters 

• translating character codes 

• handling recoverable errors 
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• detecting permanent line errors 

• gathering line statistics 

• activating and deactivating lines and closing down the network 

By performing these functions, the 3704/3705 and NCP conserve central 
computing resources. See Ifitr.fidu.c.ijtcn to the IEM 3704 and 3705 
Communications CcntrolJ.gr, GA27-3051, for additional information. 

Shared Resources 

VTAM permits its network resources to be shared among the various 
VTAM application programs being executed in separate partitions/regions 
in the CPU. One VTAM application program may be CICS/VS, which uses 
VTAM to establish communication between CICS/VS application programs 
and terminals, and another program could be IMS/VS operating in a 
different partition/regicn. 

VTAM controls the use of paths through the 3704/3705, communication 
lines, and programmable controllers so that seveial applications may 
communicate with different terminals on a single line. Also, the 
terminals on the same line may communicate with any of the application 
programs using VTAM. Thus, cne terminal on the line may be 
communicating with CICS/VS, while another terminal on the same line is 
communicating with IMS/VS. However, once a terminal begins to 
communicate with a VTAM application program, that terminal cannot 
communicate with another VTAK application program until the first 
program breaks its logical connection and releases the terminal. Hhile 
connected to CICS/VS, the terminal may, of course, enter transactions 
to initiate different CICS/VS application programs. 

For further information on VTfiM, refer to l£trc.dj|c.£ipjj %q V TAM . 
GC27-6987, and VfAJ QSMSS£l§ 3B3 iXaflfiififl* GC27-6998. 

USE OF VfAM II £J£S/VS 

CICS/VS uses VTAM to communicate with the following terminal systems: 

• 3600 Finance Ccmmunicaticn System 

• 3650 Eetail Store System 

• 3790 Communication System 

These terminal systems have "intelligent" capabilities and use a 
programmable controller tc direct the operation of a number of attached 
terminals. The controller communicates with VTAM, which directs traffic 
between CICS/VS and the controller. The 3601, 3651, and 3791 are the 
controllers for the 3600, 3650, and 3790 systems respectively. 

A logical connection is established between CICS/VS and a controller 
program. The controller program and its associated terminals, is called 
a logical unit. The VTAM connection with a logical unit is regarded 
by CICS/VS as similar to a physical connection with ETAM-supported 
terminals. The CICS/VS terminal control table (TCT) is used to define 
the status of each VTAM logical connection. A 4-character terminal 
identification is used to identify each particular TCT terminal entry, 
and hence identifies the lcgical unit. 
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CICS/VS SESSION TYPES 

CICS/VS supports several different logical connections (called 
sessions) with the 3600, 3650, and 3790. 

3600 Sessions 

A 3600 session is established between CICS/VS and a 3600 application 
program fclcck (AP) in the 36C1 controller. The AP is regarded by 
CICS/VS as a logical unit, referred to by its terminal identification 
in the TCT. The AP, in turn, controls the operation of one or several 
of the following terminals attached to the 3601: 

• IBM 3604 Keyboard Display 

• IBM 3610 Document Printer 

• IBM 3611 Passbook Printer 

• IBM 3612 Passbook and Document Printer 

• IBM 3618 Administrative line Printer 

• IBM 3614 Consumer Transaction Facility 

The 3614 may also be attached directly to a 3701/3705 and is then 
regarded as a separate logical unit. As many as 96 terminals may be 
attached to a 3601. Disk stcrage in the 3601 contains 288,000 bytes 
of storage which permits multiprcgrammed execution of several APs. 
Each AP may control several terminals. Individual terminals are 
transparent to CICS/VS and it is the responsibility of the AP to 
interpret specific requests from the terminals, communicate them to 
CICS/VS, interpret the output from CICS/VS, and direct it to the 
appropriate terminal. 

CICS/VS communicates directly with an AP as a separate logical unit, 
and is unaware of the operation cf other APs in the 3601. The other 
APs may be communicating with CICS/VS as other logical units, or with 
other VTAM application programs (such as IMS/VS) . 

3600 sessions permit the following CICS/VS services to be supported. 

• Operator signcn 

• Basic mapping support 

• Terminal paging 

• Message routing and message switching 

• Automatic task initiation 

• Master terminal cperatcr functions 

• supervisory terminal operator functions 

• Message recovery and resynchronization 

Befer to Intr.oJu.c.iflS t£e IBM 36&Q lifiance CjjmjjjnjLcaJbioj Sy.stef, 
GA22-2764, for further infcriaticn on 3600 units and features, and to 
the CI£§/.XS Mvanced SSJJSIlifi&ticn §J3i^e# SH20-9049, for information 
on the support of the 3600 by CICS/VS. 
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3$50 Sessions 

The 3651 Store Ccntrcller is a prcgrannable control unit to which 
as many as 191 terminals may be attached for use in a retail store 
environment. The terminals are: 

• IBM 3653 Point of Sale Terminal 

• IBM 3275 Display Station 

• IBM 3284 Printer 

• IBM 3657 Ticket Unit 

• IBM 3659 Bemote Communications Unit 

(Eefer to IEM 3£50 £ S tgJl SJtfirs &X§i§S lMSZ£$2£U2U r GA27-3075, for 
further information on 3650 units and features.) 

The 3657 and 3659 are net directly used by CICS/VS, but are used by 
the 3651. The 3651 controller contains up to 9.3 million bytes of disk 
storage and function programs (FPs) which control the operation of the 
various terminals attached tc the 3651. CICS/VS communicates with the 
FP and is not aware of individual terminals. It is the responsibility 
of the FP to interpret specific reguests from the terminals, select a 
relevant session type for communication to CICS/VS, interpret the output 
from CICS/VS, and direct it tc the appropriate terminal. The different 
session types which may te selected are: 

• 3275 host conversational session 

• 3653 host conversational session 

• Pipeline session 

• Application program session 

3275 Host Conversational Session: This session permits a 3275 to enter 
transactions to be transmitted tc CICS/VS and to initiate CICS/VS 
application programs similar to transaction entry from BTAH-supported 
terminals. A number of 3275 host conversational sessions can be defined 
in the 3651 (less than or egual to the number of 3275s). 

The 3275 terminal operator reguests the 3651 controller to connect 
him to an available 3275 host conversational sessicn. It is then the 
responsibility of the 3651 to establish the logical connection (session) 
between the 3275 and CICS/VS. The session is allocated an available 
terminal entry in the TCI and is knewn to CICS/VS by the relevant TCT 
terminal identification. 

3275 host conversational sessions permit the following CICS/VS 
services tc be supported. 

• Operator signon 

• Basic mapping support 

• Terminal paging 

• Message routing and message switching 

• Automatic task initiation 
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• Master terminal cperatcr functions 

• supervisory terminal operator functions 
The following service is not supported: 

• Message recovery and resynchronization 

3275 host conversational sessions are the only 3650 sessions which 
permit BMS maps to be stored on disk in the 3651 instead of in the CPU. 
CICS/VS transmits the unformatted output data, plus the map name, to 
the 3651, which inserts device-dependent characters and, using the 
specification in the map, formats the output for display en the 3275. 
See "Basic Mapping Support Communication using V3AM" for further 
details. 

3653 Host Conversational Session: This session permits a 3653 to enter 
transactions to he transmitted tc CICS/VS, and to initiate CICS/VS 
application programs in a manner similar to that used for 3275 host 
conversational sessions. A number of 3653 host conversational sessions 
can be defined in the 3651 (less than cr egual tc the number of 3653s) . 

The 3653 terminal operator requests the 3651 store controller to 
connect him to an available 3653 best conversational session. This 
connection, and allocation of an available terminal entry in the TCT, 
is performed by the 3651 in a manner similar to that used for 3275 host 
conversational sessions. The session is then identified to CICS/VS by 
the relevant TCT terminal identification. 

3653 host conversational sessions permit the following CICS/VS 
service to be supported: 

• Easic mapping support 

The following services are net supported: 

• Operator signon 

• Automatic task initiation 

• Terminal paging 

• Message routing and message switching 

• Master terminal cperatcr functions 

• Supervisory terminal operator functions 

• Message recovery and resynchronization 

Pipeline Session: One pipeline session may be established in a 3651 
to support multiple 3653 terminals. The purpose of this session is to 
support minimum delay transactions from 3653 terminals, such as a credit 
status check and update prior to initiating a particular customer 
transaction, or adjustment of a customer's credit status en cancellation 
of a credit transaction. 

CICS/^S permits a number of TCT entries to be specified as belonging 
to the pipeline session. These are used as a pocl of entries to permit 
multiple tasks to be initiated for different 3653s using the pipeline 
session. A separate pocl cf TCT entries can be specified for each 
3651, or all TCT entries can be combined in a single pool to service 
all 3651 pipeline sessiens. 
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The TCT pools represent a number of user-specified tasks to be run. 
CICS/VS passes an input transaction from a pipeline session to one of 
the available TCT entries in the pool for that session. This permits 
the processing of a number of credit transactions to be multitasked 
for optimum response. 

To identify the 3 653 initiating pipeline transaction, the 3651 
transmits a terminal identification to CICS/VS at the beginning of the 
input transaction. This is not used by CICS/VS, but is passed to the 
CICS/VS application program. The program may use the identification 
to maintain audit trails or statistics. The only change to data that 
can be made is to the status byte. All other data must be returned 
unchanged. 

Pipeline sessions permit the following CICS/VS service to be 
supported: 

• Basic mapping support 

The following services are not supported: 

Operator signon 

Terminal paging 

Message routing and message switching 

Automatic task initiation 

Master terminal operator functions 

Supervisory terminal operator functions 

Message recovery and resynchronization 

The following restrictions apply for pipeline sessions: 

CICS/VS logging is not performed. 

Only one input message and one output message are supported 
for each task. 

Each input message results in the initiation of a new task. 

A pipeline session can only be initiated by the 3651. 

A conversational transaction cannot use a pipeline session. 

The transaction code to initiate a task is defined in the TCT 
when it is generated. The input message is not examined for a 
transaction code. 

Unique operator identification is not associated with the TCT 
entry used by a task. 

Request volume that exceeds the user specified number of concurrent 
attached tasks is not queued within the system. 

To meet the rapid response needed for credit transactions, the 
pipeline session provides fast throughput for a specific transaction 
type. In addition, the user can specify to the 3651 a time value at 
which the 36 51 will use an alternate user-defined procedure for 
responding to these transactions. 
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Application Program Sessions: This session (also referred to as an 
Interpreter session) results in communication between CICS/VS 
application programs and specific application programs in the 3651. 
The application program session is primarily intended for the 
noninteractive data transfer of application-oriented information such 
as: 

• Transaction log from 3651 disk to the CPU 

• Inventory receipts file from 3651 to CPU 

• Batch store messages and reports from the CPU to 3651 

• Ticket data to be used in the preparation of magnetic 
stripe tickets on the 36 57 

In most cases, where CICS/VS is involved with application programs 
in the 3 651 r the logical terminal in the 3651 is disk. In some 
applications, disk serves as an intermediate or staging area between 
the CICS/VS application program and the ultimate destination. This 
usage is not detected by CICS/VS. 

Application program sessions may be initiated either by CICS/VS or 
by the 3651 controller. When initiated by CICS/VS, the CICS/VS 
application program issues a terminal control PROGRAM macro instruction 
to identify the particular 3 651 application program with which it wishes 
to communicate. This 3651 program may then exchange data with the 
CICS/VS program or may perform some function independent of CICS/VS as 
specified by the user. 

Another possibility is to initiate the session from the 3 651 
controller. This type of session occurs as the result of a user-written 
program requesting (through the RCP interpreter) to establish a session 
with the host. 

Application program sessions permit the following CICS/VS service 
to be supported: 

• Basic mapping support 

The following services are not supported: 

• Operator signon 

• Terminal paging 

• Message routing and switching 

• Automatic task initiation 

• Master terminal operator functions 

• Supervisory terminal operator functions 

• Message recovery and resynchronization 

Multiple input and output messages may be transmitted between CICS/VS 
and 3651 application programs. 

See the CICS/VS Advanced Communication Guide , SH20-9049, for further 
information on the use of the 36 50 by CICS/VS. 
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3790 Sessions 

The 3791 Controller is a programmable control unit, to which up to 
16 terminals and 2 line printers may be attached. It is used in a 
general- purpose data collection environment by many types of industries. 
The terminals are: 

• IBM 3793 Keyboard Printer 

• IBM 3277 Display Station 

• IBM 2741 communications Terminal 

• IBM Line Printer 

• IBM 3792 Auxiliary Control unit, remotely located 
from the 3791, to which may be attached 3793 or 3277 
terminals, and one additional line printer. 

The 3791 Controller contains a diskette and up to 27.5 million bytes 
of disk storage. Operation of the various terminals attached to the 

3791 is controlled by the 37 90 function programs. 

A 379 terminal operator can select an appropriate 37 90 program to 
accept data entered at the terminal, edit it, and store it on disk for 
later transmission to the CPU. General- purpose data entry editing 
carried out by the 3790 program ensures that: 

• Alphabetic fields contain only alphabetic characters, 
and numeric fields contain only numeric characters 

• Fixed- length fields contain the required number of characters 

• Variable-length fields do not violate the minimum or maximum 
length specified 

• Required fields are not omitted 

• Self -check digits are valid 

• Numeric fields fall within a specified value range 

• Field values are valid based upon application criteria 
such as a fields relationship to other fields, or to 
data held in tables or stored on 379 1 disk data sets 

• Field values are valid based upon the existence of required 3791 
disk data set records, or the status of a particular data set 
record. For example, the 37 90 program can ensure that an inventory 
update that reduces "quantity on hand" does not produce a negative 
quantity. 

The 3790 can operate completely offline, accepting and editing data 
from terminals, and storing it on disk for later batch transmission to 
the CPU. It can also operate online to the CPU, establishing sessions 
between CICS/VS and 3790 FPs , which edit terminal input, pass input to 
CICS/VS for further processing, and accept output from CICS/VS to direct 
to the terminal. The 3790 is suited for remote offices where the 
functions of data entry, data inquiry, calculation, and document 
preparation are required. 

Refer to An Introduction to the IBM 3790 Communication System , 
GA27-2767, for further information on 3790 units and features. 
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CICS/VS application programs communicate with 379 function programs, 
and do not support or directly interact with terminals controlled by 
the 3790 programs. CICS/VS is not aware of any other function programs 
which may be concurrently executing in the 3790. These FPs may each 
separately establish sessions with CICS/VS, or with other VTAM 
application programs (such as IMS/VS) . 

3790 Host Inquiry Session: This session permits a 3790 FP to accept 
transactions from the terminals it controls and transmit those 
transactions to CICS/VS. Each host inquiry session is allocated the 
specific terminal identification of its TCT entry. Any number of 
CICS/VS transactions can be transmitted during a session, and each 
transaction can involve several input and output messages. 

379 host inquiry sessions permit the following CICS/VS services to 
be supported. 

• Operator signon 

The following services are not supported: 

• Terminal paging 

• Message routing and message switching 

• Automatic task initiation 

• Master terminal operator functions 

• Supervisory terminal operator functions 

• Message recovery and resynchronization 

• Basic mapping support 

The following restrictions apply to 3790 host inquiry sessions. 

• The FP must initiate the session. The 3790 cannot accept 
unsolicited output from CICS/VS. 

• The FP must start the exchange of data with a CICS/VS transaction 
by issuing a PUT, and must issue a GET to receive the last output 
from the CICS/VS transaction. 

• The maximum input message is 240 bytes. However, several input 
messages can be transmitted by the FP and be concatenated by the 
CICS/VS application program (through user programming) for input 
greater than 240 characters. 

• The FP is responsible for the unchaining of chained output. 

Refer to the CICS/VS Advanced Communication Guide , SH20-9049, for 
further information on the use of the 3790 by CICS/VS. 

ESTABLISHING CICS/VS SESSIONS WITH VTAM 

sessions between CICS/VS and VTAM can generally be initiated either 
from the CPU or from the logical unit. However, the 379 must initiate 
a session with the CPU. It cannot accept a session initiated by the 
CPU. 

CPU sessions are initiated by: 

• CICS/VS automatically at CICS/VS initialization time 
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• VTAM system operator request 

• CICS/VS master terminal operator request 

• CICS/VS to automatically initiate a task for 
a logical unit 

Logical units initiate sessions by: 

• the remote controller automatically at controller 
initialization time 

• the remote controller on terminal operator request 

When a connection is established, CICS/VS allocates the logical 
connection (and hence the logical unit) to a relevant TCT terminal 
entry. The logical unit may then transmit transactions to CICS/VS for 
processing. These transactions result in the initiation of CICS/VS 
application programs the same as for BTAM- supported terminals. Refer 
to the CICS/VS Advanced Communication Guide , SH20-9049, for further 
details on establishing connections. 

CICS/VS application programs communicate with logical units by means 
of terminal control or basic mapping support. 

TERMINAL CONTROL COMMUNICATION USING VTAM 

Each of the basic terminal control operations, READ, GET, WRITE, 
PUT, WAIT, SAVE, and CONVERSE, is available for communication with 
VTAM- supported terminals. ; ERASE, when used to erase the display screen 
of a 3604 attached to a 3600, can only be specified using BMS. 

Terminal I/O Overlap 

VTAM permits terminal I/O operations to proceed concurrently with 
application program processing. This enables terminal I/O to be 
overlapped with CICS/VS application program processing. The CICS/VS 
application programmer can specify whether a terminal control request 
is to be initiated immediately to communicate with a VTAM- supported 
terminal while application program processing continues. The programmer 
can check for completion of the request at a later time by issuing the 
terminal control WAIT macro instruction. 

Alternatively, the programmer may specify that a terminal control 
request is not to be initiated immediately, but is to be delayed until 
the program issues a terminal control WAIT macro instruction, passes 
through a user-defined synchronization point, or terminates. Delayed 
initiation of VTAM terminal control requests provides compatibility 
with the manner in which BTAM- supported terminals are controlled. 
Further, it can ensure that no output is transmitted to a logical unit 
until the task which generated that output is no longer vulnerable to 
backout in the event of a system failure. (See "Deferred Output 
Integrity" in Chapter 8.) 

Full -Duplex Transmission 

VTAM supports full-duplex transmission of data between the CPU and 
logical units. Thus, input and output may be proceeding concurrently 
on the same line, to different controllers multi-dropped on that line. 
CICS/VS enables the application program to request terminal input when 
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needed, and to direct terminal output to the relevant terminal or 
logical unit when processed (half-duplex processing) . 

Although CICS/VS application programs process in a half-duplex mode, 
for optimum line efficiency data can still be transmitted by VTAM in 
full-duplex mode. Logical units may transmit input to CICS/VS 
application programs on an anticipatory basis. VTAM queues this input 
until the relevant CICS/VS application program issues a terminal control 
READ or GET macro instruction. The input message has already reached 
the CPU, and is then presented to the application program to satisfy 
the request. 

Function Management Header 

Output messages transmitted by terminal control to particular 
VTAM- supported terminals require certain information within the: message 
to identify the disposition of the output by the logical unit. This 
information is called a function management header (FMH) and comprises 
the first part of the output message. It is 3 bytes long for the 3600, 
and is of variable length, 6 bytes or greater for the 36 50. The FMH 
comprises at least a length byte, a message description byte, and a 
logical device code byte. When used for communication with a 3275 host 
conversational session in a 3650 it may also contain a BMS map name, 

The message description byte indicates to the logical unit whether 
the output message was generated by CICS/VS itself or by a CICS/VS 
application program. It also identifies whether the output message 
has already been formatted (either by BMS or the CICS/VS application 
program) and contains device -dependent characters. The logical unit 
can deliver the formatted message to the relevant device with no further 
processing, if required. 

The logical device code (IDC) in the FMH identifies the description 
of the output by the logical unit. (See "Basic Mapping Support 
Communication using VTAM" in this chapter, for additional information 
about LDCs.) 

It is the responsibility of the CICS/VS application program to insert 
the appropriate FMH for the logical unit at the beginning of the output 
message. See the CICS/VS Advanced Communication Guide , and the CICS/VS 
Application Programmer' s Reference Manual for further details. 

System Programme r Macro Instructions 

Additional terminal control macro instructions are available for 
use by the CICS/VS system programmer. These enable the status of a 
terminal to be changed in the TCT, or a specific terminal entry to be 
located in the TCT, using the terminal control STATUS and LOCATE macro 
instructions respectively. The result of these operations can be 
checked using the terminal control CHECK macro instruction. 

The STATUS, LOCATE, and CHECK terminal control macro instructions 
are intend€»d primarily to be used by the system programmer in the 
network error program (NEP). The NEP enables the system programmer to 
attempt recovery of error exception conditions encountered with 
transmission to VTAM-supported terminals. 

See the CICS/VS Advanced communication Guide and the CICS/VS System 
Programmer' s Reference Manual , for further details on these system 
programmer macro instructions. 
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BASIC MAPPING SUPPORT COMMUNICATION WITH VTAM 

The benefits of format (mapping) and terminal device independence 
offered by BMS to BT AM -supported terminals are also available to 
VTAM- supported terminals. 

Input Mapping 

BMS performs input mapping for the 3650 system (3653, 3270HC) , but 
does not perform input mapping for the 3600 or 3790 system. The 3601 
application program associated with the logical unit is responsible 
for removing device-dependent characters from the terminal input 
message, It is also responsible for formatting input data prior to its 
transmission to CICS/VS. BMS MAP macro instructions are ignored, and 
the input data is passed to the CICS/VS application program without 
change. 

BMS IN macro instructions result in BMS issuing a terminal control 
GET macro for the application program. The received input data is not 
mapped and is passed to the application program without change. 

The application program may use the built-in function INFORMAT macro 
instruction to locate delimiters inserted in the input message by the 
3601. (See "Input Transaction Design" in this chapter for additional 
information.) 

BMS Output Mapping 

BMS performs output mapping for VTAM- supported terminals (except 
for 3790) . Device- dependent characters are inserted into output 
messages by BMS based upon the characteristics of the device intended 
to receive the output. BMS constructs and inserts the function 
management header (FMH) into the output message prior to issuing 
terminal control output requests on behalf of the CICS/VS application 
program. The FMH has the same format as described in "Terminal Control 
Communications using VTAM." The message description byte is set up by 
BMS to define a formatted output message. The CICS/VS application 
program identifies the output device to BMS for VTAM-supported terminals 
by means of the logical device code (LDC) . The LDC is used by BMS to 
identify the page size and device type. BMS inserts the LDC in the 
FMH prior to requesting terminal control output. The CICS/VS 
application program is relieved of the responsibility of constructing 
the FMH. This permits programs to be written independent of particular 
terminal characteristics. 

Logical Device Code Uses 

The LDC may be used to identify, to BMS and the APB, any 3600 device 
(except the 36 14) attached to a 3600 work station with an appropriate 
page size. BMS uses the map specified by the application program to 
format the 360 4 output data. It inserts the device-dependent characters 
into the output stream to ensure that the data is displayed as specified 
by the map. The LDC is also inserted into the output stream for 
transmission to the 3601. On receipt of the data, the 3601 application 
program determines (from the LDC) which device is to receive the output. 

In addition to identifying specific devices and their associated 
page size, the LDC can also communicate other information to the 
controller application program. For example, the LDC may identify a 
specific preprinted form number to receive the output on a specific 
printer, or on any printer available to that logical unit. The LDC 
may also be interpreted by the logical unit as a request to turn on 

Chapter 3. CICS/VS Data Communications Design 55 



(or off) particular terminal indicator lights, transmit data accumulated 
on disk during offline operation to the CPU, or change processing modes 
(for example, change to after-hours processing operation) . 

The LDC is used by the CICS/VS application program to communicate 
logical disposition of output to the logical unit, and can represent 
any logical meaning useful to the installation's purpose. 

CICS/VS permits the use of as many as 255 different logical device 
codes. Each may have a different meaning, dependent upon the particular 
controller application program interpretation. 

Map Residence in Controllers 

Some VTAM- supported controllers, such as the 3651, permit formats 
to reside outside the CPU on disk in the controller for 3275 host 
conversational sessions. A BMS output request from a CICS/VS 
application program results in transmission of the output data (without 
mapping) and the format name in the FMH, to the remote controller. The 
controller retrieves the specified format from the 3651 disk, and writes 
it to the screen on the relevant 3275 attached to the 3651. Thus, CPU 
processing is reduced, and additional flexibility is available to the 
installation to tailor a general purpose map to specific 365 systems 
in individual retail stores. 

BMS Alarm Indicator 

The CICS/VS application program, using BMS, can request that an 
alarm indicator be turned on at the terminal upon receipt of the output 
message. This alarm indication is transmitted by BMS to the logical 
unit by means of the function management header (FMH) . The logical 
unit responds to this request by turning on an appropriate indicator 
light on the terminal that is to receive the output. 

BMS I/O Overlap 

The CICS/VS application program can request that a BMS operation, 
and the associated terminal I/O, be initiated immediately. 
Alternatively, the program can request that the BMS operation be delayed 
until a WAIT macro instruction is executed, the program passes through 
a user-desf ined synchronization point, or the program terminates. This 
immediate, or delayed, request is specified as part of the BMS macro 
instruction in the manner described in "Terminal Control Communication 
using VTAM. " It has the same purpose as for terminal control: to 
provide compatibility with BTAM operation and to improve output message 
integrity. 

TERMINAL DEVICE INDEPENDENCE WITH VTAM AND BTAM 

The use of BMS permits CICS/VS application programs to be written 
independent of the particular terminal to be used. For VTAM -supported 
terminals, default options provide compatibility with BTAM supported 
terminal operation. For example, the default option (unless specified 
otherwise) is to delay the initiation of terminal I/O until the 
application program issues a WAIT macro instruction, passes through a 
user- defined synchronization point, or terminates. 

If a LDC is not specified in a BMS request to VTAM- supported 
terminals, a default value is used. This can be specified when the 
TCT is generated as a unique value for a specific TCT entry, for a 
group of entries, or for all entries in the TCT. If, however, a LDC 
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is specified in a BMS request to BTAM- supported terminals, it is 
ignored. 

BMS requests which specify 3270 attribute characterists can be used 
with VTAM supported terminals. In this case, the 3270 attribute 
information is ignored. The same function may be specified either in 
the particular map associated with the VTAM- supported terminal, or in 
the program in the remote controller which receives the output. 

For these reasons CICS/VS application programs can be written to 
communicate with a variety of BTAM- and VTAM- supported terminals. 
Unique device characteristics may be specified in a map generated 
specifically for a terminal to achieve a general format function 
required by the CICS/VS application program. The CICS/VS application 
program identifies a map name in its BMS request; BMS appends to that 
map name a character which identifies the particular terminal type 
which is communicating with the program. BMS then retrieves the unique 
device-dependent map for that terminal type and uses it to format the 
terminal data. 

Consequently, existing BTAM -supported terminals may be used to test 
CICS/VS application programs intended primarily for operation with 
VTAM-sup ported terminals before the installation of the VTAM terminals. 
Alternatively, sequential terminals, such as card reader / line printer, 
disk, or tape, may be used for testing. However, testing must model 
the operation of remote controller programs. For example, input must 
be presented to CICS/VS in exactly the same format as would be presented 
by the remote controller. Output must be accepted from CICS/VS as 
presented to the remote controller". In the case of input mapping for 
testing for the 3600, the mapped input from BTAM- supported or sequential 
terminals must be the same as presented by the 3601. This is necessary 
because mapping with actual 3600 input is ignored, and the input data 
is presented to the application program without change. 

Testing is limited to those operations which can be performed by 
the relevant testing terminal, or which can be preplanned in the test 
input. BTAM- supported and sequential terminals are unable to exercise 
the same data handling and processing capability possible with remote 
controllers. 

TERMINAL PAGING USING VTAM 

Some sessions established with remote controllers support terminal 
paging. (See "CICS/VS Session Types.") The CICS/VS application program 
can build pages to be associated with specific logical device codes 
used by a logical unit. BMS separately controls the page construction 
for each LDC, and then makes available all pages built for each LDC 
used by the logical unit. 

The terminal operator at the remote controller can request that 
pages associated with a particular LDC for that logical unit be 
displayed. (See Figure 3-3 for terminal paging commands.) The 
appropriate LDC pages desired can be requested by appending the LDC to 
the terminal paging command; all LDC pages can then be displayed on 
request. However, any LDC pages which have not been viewed will be 
lost when the terminal operator requests purging of pages associated 
with the logical unit. 

MESSAGE ROUTING AND MESSAGE SWITCHING USING VTAM 

Some sessions established with remote controllers support both 
message routing and message switching. (See "CICS/VS Session Types.") 
Pages, built by CICS/VS application programs or by terminal operators, 
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can be associated with particular logical device codes for transmission 
to one, or a group, of logical units. The only restriction is that 
the same LDC be associated with all logical units in a message routing 
or switching request. 

Pages delivered to the specified logical units can be viewed by the 
terminal operator using the appropriate LDC appended to the terminal 
paging commands as described for "Terminal Paging using VTAM" in this 
chapter. 



The basic concepts and facilities of: 

• Basic mapping support 

• Terminal device independence 

• Terminal paging 

• Messcige routing 

• Virttial Telecommunications Access Method (VTAM) 

have now been outlined. The remainder of this chapter describes 
techniques for using these CICS/VS facilities in data communications 
design. 

CONVERSATIONAL APPLICATIONS 

The effectiveness of an online application depends to a large degree 
on man-machine communications. The computer is a tool used to achieve 
the objectives of the online application. To ensure success of online 
applications, the computer must provide the user with information to 
enable him to carry out his function effectively. 

Data communication design represents the interface between the 
application and the machine. This is particularly true for 
conversational application design. 

At all times during conversational message design, the system 
designer must keep in mind that the main objective of an online 
application is to assist the terminal operator. Thus, message formats 
should be designed to make the terminal operator's job easier. For 
example, input message formats generally should not be designed as 
fixed-format messages as for a card, but should enable the terminal 
operator to enter information in a variable- length format. CICS/VS 
can convert the variable-length input message into a fixed-length format 
for processing of the application program, as discussed below. 

Also, if the task response time for a terminal operator is limited, 
the operator should be informed of the interval in which he is expected 
to respond. 

TASK INITIATION 

CICS/VS determines whether an input message received from a terminal 
satisfies an outstanding read request placed for that terminal by a 
currently executing program. If no application is currently active 
for the terminal which originated the input transaction, a task is 
initiated to process it. 
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Task initiation refers to the identification of a particular input 
transaction, the program to be used, and the creation of a task to 
process the transaction. Transaction identification can be achieved 
in several ways, as shown in Figure 3-5. 
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Figure 3-5. Task Initiation 
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The first one to four characters cf a terminal Message, delimited 
by a defined character, are used as a transaction code. Valid 
transaction code delimiter characters are the field naae start character 
or field separator character (both of which can be defined in the system 
initialization table), and any cede with a hex value less than or egual 
to X'40'. The transaction cede is used to search the program control 
table (PCT) to identify that transaction code. Cn locating the 
appropriate entry in the PCT with the sane transaction code, the name 
of the program to be first used to process the transaction is obtained. 
CICS/VS then creates a task ccntrcl area (TCA) to control the processing 
of the transaction by the program. The PCT can also identify the size 
of a transaction work area (IDA) to be appended to the TCA and used as 
a program work area during processing. 

The program name identified in the PCT entry is located by CICS/VS 
using an address pointer in the PCT pointing to the relevant program 
entry in the processing program table (PPT). The PPT entry for that 
program indicates the language in which it was written (Assembler, 
COBOL, or PL/I) , the size of the program in bytes, whether it is 
presently in CICS/VS address space and if so, the number of other tasks 
concurrently using it, and the location of the program on the CICS/VS 
program library on disk. If the program is not already in CICS/VS 
address space, it is loaded from the program library and control is 
passed to it to process the transaction. 
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3270 Attention ID Transaction Initiation 

In the; case of the 3270 Information Display System, each of the 
three Program Attention (PA) cr tvelve Program Function (PF) keys or 
the selector light pen can be defined in the PCT tc initiate specified 
programs. By pressing the relevant PA or PF key, or by selecting a 
pen-detectable field with the selector light pen, the appropriate 
program is initiated. This is equivalent to entering a transaction 
code of from one to four characters. 

The use of the selector light pen for transaction initiation is 
discussed in more detail in "Multiple Choice Format" latex in this 
chapter. 

Temp.orarv Transaction Code 

On completing the processing cf an input transaction, an application 
program optionally may identify the transaction code to be used with 
the next input sent from that terminal. The next input need not be 
preceded by any transaction code, or PA or PF key, or be selected by 
the light pen. 

This program-identified transaction code is referred to as a 
temporary transaction code, and is specified in the program control 
EETOBN macro instruction pricr tc termination of a task associated with 
that terminal. This temporary transaction code is used, with the next 
input from the terminal, to identify a program to be used to process 
that input. Any PA, PF, light pen, or transaction code in the input 
is ignored. After use, the temporary transaction code is removed, and 
must be reestablished by a subseguent RETURN macro instruction, if it 
is tc be used with further input from the terminal. Therefore, an 
application program can transmit a response to a terminal reguesting 
further information from the operator. The next transaction code to 
be used is set by the program so that, when the reguested information 
is supplied by the operator, the program to process that information 
will automatically be initiated. 

Permanent Transaction Code 

A permanent transaction code can be defined for any CICS/VS terminal, 
at the time the CICS/VS terminal control table (TCT) is generated. 
This is particularly useful for those terminals which, by the nature 
of their device characteristics, are unable to start an input 
transaction with a valid transaction identification. In this case, 
every input message is initially passed to the same application program, 
which is related to the permanently defined transaction code for that 
terminal. This application program examines the input to determine 
the processing reguired, and identifies subseguent application programs 
which operate on that transaction. The permanent transaction code. is 
used with any input message from a terminal which does not satisfy a 
pending read reguest issued by a program. It also overrides any PA, 
PF, selector light pen, or transaction code used in that message. A 
temporary transaction code cannot be used with a terminal utilizing a 
permanent transaction code. Certain VTAM sessions established for the 
3650 or 3790 reguire that a permanent transaction code be specified in 
the relevant TCT entries for the sessions. (See "CICS/VS Session Types" 
in this chapter.) 
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INPUT TRANSACTION DESIGN 

The following design techniques for input messages nay be used for 
terminals attached directly to CICS/VS or for terminals attached to 
programmable controllers such as the 3601, 3651, and 3791. 

Fixed-Format Messages 

The fixed-format technique relates to the design of input messages 
such that each field of information occupies a fixed location in the 
input message (see Figure 3-6) . While this is the normal technigue 
for design of transactions entered from cards, it is not generally 
suitable for conversational applications. While a fixed message format 
makes it easy for the application program to extract information from 
the message for processing, this technigue makes it more difficult for 
the terminal operator to enter that information, and is subject to 
operator error. 

VarJLabJLe-Forjsat Be.ss3a.es. 

The variable-format technigue is similar to the fixed-format 
technigue previously described, except that reguired fields need not 
always be located in the same positions in the input message (see Figure 
3-6) . Fields are identified by their relative positions within the 
message as for fixed-format messages, but each field is separated from 
ethers by a delimiter character or characters. Possible delimiter 
characters are the blank, slash (/) , egual (-) , comma (,) , or dash (-) . 
Using delimiters, the terminal operator can enter information in the 
reguired seguence, without cencern for the actual physical location of 
fields within the message. 

CICS/VS provides a built-in function, which uses an input formatting 
macro instruction to convert this variable-format message into a 
fixed-format message for processing by the application program. Fields 
are located in the input message based upon the field separator 
character, which is a delimiter character defined by the user at CICS/VS 
system initiali2ation tine. These fields are inserted by CICS/VS in 
the appropriate locations in the converted fixed-format message based 
upon the reguirements of the application program. Refer to the C^CS/yg 
AfiEiisation Pro.gra.mmer2.s Jeferen.ce jj||nu.a,l, SH20-9003, for more details. 

Consequently, the terminal operator can enter the reguired 
information in the specified seguence, without cencern for the actual 
physical location of that information in the message transmitted to 
the CPU. The input message is converted to fixed format and presented 
to the application program as if it had been entered by the terminal 
operator as a fixed-format message. This enables the terminal operator 
to enter the input message in variable format suitable to him, yet" be 
presented to the program in fixed format for easy processing. 
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Figure 3-6. Fixed-, Variable-, and Keyword-Format Input ftessages 
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Kjiiwcrd^Format Messages 

This format is similar to the variable-format message described 
above, except that each field is preceded by a field name start 
character (defined at system initialization time) and a unique keyword. 
The keywords and fields can be variable format. Because each field is 
identified by its appropriate keyword, the seguence of fields in the 
input message may vary. 

The terminal operator enters information in variable format, in the 
seguence which is best suited to his reguirements. The CICS/VS input 
formatting macro instruction locates each field based on its keyword 
and positions that field in a fixed-format message presented to the 
application program. If a particular keyword is emitted, that field 
is left blank in the converted fixed-format message. 

Both variable-format and keyword-format information can be included 
in an input message. The CICS/VS input formatting macro instruction 
can process both input techniques as part of the same message. 

Figure 3-6 illustrates typical fixed-, variable-, and keyword-format 
input messages. 

Keyword-format messages offer maximum flexibility to the terminal 
operator, not only in the positioning of information in the message, 
but also in the seguencing of information in the message. However, 
the information can still be presented to the application program in 
fixed format for processing. 

A disadvantage for the terminal operator, however, is that he must 
accurately key in additional information, namely, the keyword for each 
input field. This additional keying takes time and is vulnerable to 
error, although it provides positive identification of each field. 
Because this keyword format permits a number of input fields to be 
present or absent, depending upon the characteristics of the 
application, it could in some instances result in less keying than for 
variable-format messages. 

The keyword format technigue can also be used for input from a 3601 
Controller, as described in "Variable Format Messages." The additional 
keying overheads of the keyword format technique are a consideration 
with input from 3601 controllers. The terminal operator can enter 
input to the 3601 in any convenient format. The 3601 AP can then insert 
the necessary keywords and delimiter characters before transmission to 
CICS/VS. 

Fill-in- the- Blanks format 

This message format accommodates the inexperienced terminal operator. 
It involves the display of descriptive information identifying each 
field to be entered, as illustrated in Figure 3-7, and applies mainly 
to display terminals. 

The most useful approach is to display an image of the information 
normally provided en the input decuments used by the application. For 
example, an image of a product order form may be displayed for an order 
entry application. The terminal operator, using the description 
preceding each field, enters the leguired information. In the case of 
the 3270, only modified fields, such as that infermation entered from 
the keyborad, will be transmitted to the computer. The descriptive 
information is not transmitted, unless specified by the application 
program for identification purposes. Each input field transmitted from 
a 3270 is identified by its buffer address. This buffer address is 
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WORK ORDER REQUEST FORM - FILL IN BLANKS 



WORK ORDER NUMBER: | 23466 | MONTH: | 3 | DAY: paT ] YEAR: f"] HOUR: | 10 | MIN: [ 05 | 

DEPT. NO.: [ 859 | DEPT. NAME: | MAINTENANCE [ PROJECT NO.: | 3090 | ACCT. NO.: | 213 

f~i I AREA: | 3 | PRIORITY: | 1 | TYPE: | M ~] EQUIPMENT NO.: | 2133 



ZONE 



EQUIPMENT NAME: | BOILER FEEDPUMP- UNIT NO. 2 



STATUS: 



[ 1 1 REQUESTER: [ J.JONES ^] EXTENSION: 



WORK ORDER TITLE: BOILER FEED PUMP MAINTENCE 



WORK REQUEST: [ BOILER FEED PUMP NO. 2 LEAKING EXCESSIVE LY 



HARD COPY REQD.: [ Y [ 



Figure 3-7. Fill-in-the-Elanks Input Message Format 

used by basic mapping support (60S), in conjunction with the input map 
defined for the transaction, to identify each input field and map the 
input message into a fixed-f crnat nessage. Figure 3-7 illustrates a 
typical fill-in-the-blanJts input message format. 

An example of the use of this tecbnigue is found in the Display 
Management System II (Program numbers 5736-XCU for DOS/VS, and 5736-XC4 
for OS/VS) . Refer to "Belated Publications" in the preface for relevant 
DMS II publications. 

Multiple Choice Format 

This format uses the optional selector light pen on the 3270 
Information Display System and involves the display of a number of 
pen-detectable fields. These fields present a series of multiple 
choices, one or several of which can be selected by the terminal 
operator by placing the light pen to the pen-detectable fields to be 
selected. 

The output response from a previous application program may define 
certain fields displayed on the 3270 screen as pen-detectable. Such 
pen-detectable fields are identified by a guestion mark, "greater than" 
(>) symbol, or blank character at the start of the field. A 
pen-detectable field with its first character blank is referred to as 
an "immediate" field. 
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The attention ID (AID) character transmitted from the terminal on 
selection of an immediate field is used to locate the PCT entry for 
immediate pen-detectable fields, and to transfer control to a common 
user-written program. This program examines the buffer addresses 
representing selected fields, and interprets these selections through 
the last BMS map used with that terminal. When designing pen-detectable 
screen formats, each screen format to be supported by this common 
program should be identified. 

Another technigue for multiple chcice input is for the application 
program to list (or display) several choices, identifying each choice 
by number. The terminal operator may then select an appropriate 
response by keying in its identifying number. 



R. JONES 



NOV 2, 73 



HOSPITAL VISIT 



CARE-NORMAL 



FOOD-SAME 



. DRUGS 


- ASPIRIN 






STRENGTH 


? FULL 


? 1/2 


? BABY 


DOSE 


? 20 MG 


? 50 MG 


? 100 MG 


DAILY SCHED 


? 1 TIME 


? 2 TIMES 


? 3 TIMES 




? 4 TIMES 


? 6 TIMES 


? 8 TIMES 




? 12 TIMES 


? 24 TIMES 






? AS REQUIRED 






? DRUG A 


? DRUG B 


? DRUG C 


? DRUG D 




? PROCESS ? FOOD 


? HISTORY 







Figure 3-8. Multiple Choice Input Message Fcrmat 

Selection of multiple choice fields can be used by unskilled terminal 
operators in user departments, tc enter informaticn for online 



Chapter 3. CICS/VS Data Communications Design 



65 



applications. Figure 3-8 illustrates a typical oultiple choice input 
message format using pen-detectable fields. 

Any of these transaction formats may be used for terminals which 
communicate with CICS/VS either directly or through programmable 
controllers. 



TRANSACTION EDITING 

After defining the methods to bo used for transaction initiation 
and designing the input message formats, the editing and validation to 
be performed on the message fcy the CEO or programmable controller must 
be defined. 

Hith the combination of BUS and the CICS/VS input formatting macro 
instruction, the application program is presented with an input message 
in a defined fixed format. The editing to be done by the application 
program is application-dependent; Figure 3-9 suggests some of the 
technigues available. Seme of these editing techniques are supported 
by CICS/VS built-in functions, while others must be supported by 
user-written routines. 



CUST. 
NO. 



CUSTOMER 
NAME 



CUST. 
REF. NO. 



1362. JONES, JA, 314-AZ, 843.21 
6148, SMITH, HW, 031492, 6332.50 
3882, BROWN, AA, 1131, 28.00 
5199, WILSON, JJ, 00316, 93998.60 



TOTALS 



101202.31 



TRANSACTION EDITING TECHNIQUES 



FIELD VERIFY/EDIT** 

- ALL ALPHABETIC (A-Z) 

- ALL NUMERIC (0-9) 

- ALL PACKED DECIMAL 
CHECK DIGIT 

- MODULUS 10 
-MODULUS 11 

HASH OR CONTROL TOTALS 
ZERO PROOF TOTALS 



LIMIT RANGE 
TABLE SEARCH*' 

- BINARY 

- SEQUENTIAL 
REASONABLENESS CHECK 
DATA SET CHECK 
SIGHT VERIFICATION 
KEY VERIFICATION 



"CICS/VS MACRO INSTRUCTIONS AVAILABLE FOR APPLICATION PROGRAM USE 

Figure 3-9. Transaction Editing Technigues 



Built-in functions are not supported by the subset option of 
CICS/DOS/VS. (S€e "CICS/DCS/VS Subset Option" in Chapter 7.) 
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Many of these techniques may te iiplemented by the user in 
programmable controllers tc provide for detection and correction of 
invalid data before transmission to the CPU. Editing of data at the 
time of initial entry at the source permits: earlier detection of 
errors, more efficient data transmission, and reduced CPU processing. 
With the offline capability cf ETAM supported programmable controllers 
such as the 3735, 3710, and \TAM supported programmable controllers 
such as the 3600, 3650, and 3790, data entry application availability 
is enhanced. Data may be edited and collected offline on disk storage 
for later transmission to CICS/VS. Only validated data need be 
transmitted to the CPU. This data may be transmitted at line speed, 
resulting in significant time and cost savings. 

Field Verify/Edit 

CICS/VS provides editing macro instructions as built-in functions 
to enable the ccntents cf a data field tc be verified as either 
alphabetic or numeric. On determining the contents of the data field, 
CICS/VS branches to the appropriate routine in the application program. 
Any field may be checked for the following: 

• Entirely alphabetic (blanks, or A to Z) 

• Entirely EECEIC numeric (0 tc 9) 

• Entirely packed decimal (COMEUTATICNAL-3 in AKS COEOL or FIXED 
DECIMAL in PI/I) 

If alphabetic characters have been entered into a data field that 
must be all numeric, the CICS/VS field verify function enables control 
to be passed to a user-specified routine. Usually an error message is 
sent to the terminal operator notifying him that ncnnumeric data was 
entered in the particular field. 

The CICS/VS field edit function allows the application program to 
present a field containing EECDIC numbers intermixed with ether values 

(for example, part number 119-445/E) to CICS/VS, and receive a result 
with all ncnnumeric characters removed. The result can be in EBCDIC 
decimal format. In effect, this function is the reverse of editing 

(that is, a de-edit operation) that is performed en a field for output. 
See the CICS/VS iEBlicatjLon Programmer's Beference Manual, SH20-9003, 
for additional information. 

Check Digit 

Numeric fields may be checked by user-written routines for validity, 
by means of a check digit appended tc the end of the field. Modulus 
10 or Modulus 11 check digit editing is provided by the user program 
to verify the correctness cf a field or to identify errors. This 
technique can be used for an identification field such as a part number. 
When the number is first assigned, a user program computes the revelant 
check digit and appends it tc the identification number. The check 
digit is then considered an integral part of the number, and can be 
used to check the accuracy of the entered number whenever that number 
is referenced. 

Hash or Control Totals 

Control totals can be developed by user programming of specified 
fields in a number of transactions. Control totals can also be 
developed for a batch of transactions and compared by the user program 
against similar control or hash totals developed manually prior to 
entry of the batch into the system. If the program-developed and 
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manually developed totals do not agree, the particular error or errors 

can fee located by comparing the information entered in that field with 

the origine original source inforoation for each transaction in the 
batch. 

Zero Proof Totals 

Generally, zero proof totals operate on a number of data fields 
within one transaction. These fields are added and subtracted together 
according to the requirements of the application. A nonzero result 
indicates an error in one cr several of the fields. This editing 
techniques may be supported by user-written routines. 

Limit Banqe 

This technique checks that the value in a data field lies between 
certain application-dependent limits. A field lying outside those 
limits is identified as an error. The user is responsible for 
developing this editing support. 

Table Search 

This editing technigue uses the data field contents to locate a 
similar entry in an application-dependent table. If the exact field 
contents cannot be located is the table, an error is indicated. A 
substitute value can be presented to the application program, if 
reguired. 

CICS/^S provides a table search built-in function to assist 
application programs in utilizing tables for transaction editing or 
processing. Either a seguential or a binary table search may be 
specified. Befer to the £I£S/VS Application Prajgramfigr^s Reference 
Manuai, SH20-9003, for more information. 

UasfiJJ&fciSJlgss Chggk 

The program applies various logical tests (provided by user-written 
routines) to the contents of a data field, to determine the 
reasonableness of that information as related to the particular 
application. If the contents of the field have not met the application 
criteria, it is identified as having an error. For example, the prograi 
may examine a product number entered as part of an order entry input 
message, in relation to the guantity of that product ordered. The 
application may reguire that certain products only be ordered in 
particular quantities. An ordered quantity outside that defined for 
the product would then be regarded as an error. 

Data Set Check 

This editing technique is similar in concept to the table search 
technique previously described, but is far more extensive and 
comprehensive. It requires user-written routines to satisfy the unique 
application editing requirements. Information in the input transaction 
is used by the application program to access a data set related to that 
transaction. Information in that data set record is then used to 
validate other information in the transaction. For example, an 
application might require a customer's number and name to be entered. 
The customer number is used by the application program to access the 
relevant customer record, and the name in the record is compared with 
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the name in the input transaction to determine that the correct customer 
number was entered with the custcmer name. 

Depending upon the disk capacity and capability of the programmable 
controller, application data sets or subset information may be stored 
on disk in a remcte controller. The 3601 controller permits up to 
288,000 bytes of data to be stored on disk. The 3651 and 3791 
controllers support as many as 9.3 million and 27,5 million bytes of 
disk storage respectively* This permits some data set validation of 
input to be carried out in the remcte controller before transmission 
to the CPU. 

sight Verification 

Sight verification can te used by the teriinal operator in 
conjunction with data set checking as described above. In this 
instance, information from the input transaction is used to retrieve 
a relevant data set record. Information in that record is then 
transmitted back to the terminal for sight verification by the terminal 
operator. For example, in an order entry application, the customer 
number entered at the start of an order can be used to access the 
relevant customer record. The customer name and address are then 
displayed at the terminal for confirmation against the actual name and 
address of the person placing the order. 

A less effective editing technigue is the sight verification of 
keyed information against the source information, prior to transmitting 
the keyed transaction into the computer. This technique is subject to 
error and is completely dependent upon the accuracy and 
conscientiousness of the terminal operator. 

Ke y Verification 

Certain data fields cannot be edited by any of the technigues 
described above. An example of such data fields can be sales amounts 
relating to products, or dollar amounts to be entered. Ihile control 
or hash totals can be developed across a series of transactions to 
identify an error, the application could reguire mere complete checking 
than control totals alone. Key verification refers to the double keying 
of specified fields at different times. This must be supported by 
user-written routines. The first entry of the field is saved by the 
computer and compared against the second entry of that field at a later 
time. If both entries disagree, one or both of the fields are in error 
and correction is necessary. 

Many of the editing technigues previously described can be 
implemented not only in CICS/VS, but also in programmable controllers 
such as the 3735, 3740, 3600, 3650, or 3790. The 3740 and 3790 are 
specifically designed for data entry and editing applications for many 
different industries. 

These editing technigues may be integrated directly into CICS/VS 
application programs, or may be carried out in a prior data entry step. 
This step may be accomplished offline for later batch transmission to 
CICS/VS. Alternatively, it may be carried out online to CICS/VS with 
terminals such as the 3270, ty using Video/370 (Program number 5736-BC3 
under DOS/VS, or 5734-BC5 under OS/VS) . Befer to "Belated Publications" 
in the Preface fcr relevant Videc/370 publications. 
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EBEOB COEEECTION 

This section identifies seme technigues which may be utilized by 
the system design team for error correction. Identification (through 
editing) of a transaction error tc be corrected by the terminal operator 
can either be made: 

1) on the first occurrence of an error in the message, or 

2) after the entire message has been edited and all errors have 
been detected. 

In conversational applications, the terminal operator should 
generally be notified by the application program cf any errors 
immediately after the input transaction has been edited. The error 
message should be concise and meaningful, and should identify the 
particular field or fields ii error, the nature cf the error, and the 
action required by the terminal operator. The operator should be given 
the opportunity to obtain more information describing the particular 
type of error detected if he needs it. 

Err or Message Contents 

The following types cf error lessages may be used, depending upon 
the requirements of the application: 

• Error number 

• Error number and text 

• Abbreviated text, with a user-written HELP facility 

An error number enables the errcr tc be uniquely identified. 
Additional information describing the cause cf the error may be provided 
in Terminal Operating Procedures documentation for the application. 
The user-written HELP facility enables the terminal operator to obtain 
more detailed information (that would otherwise be included in an 
operating procedures manual) , by a special inquiry requesting the 
computer to provide the necessary detail. This technique has the 
advantage of keeping the most current operating procedures available 
to all terminal operators. It reduces the user^ cost of developing, 
distributing, and maintaining written information en operating 
procedures for terminal operators. However, it has the disadvantage 
that it is utilizing available computer resources to provide information 
which can alternatively be documented in an operating procedures manual. 

CICS/VS-generated system errcr messages to be transmitted to the 
3600 consist of only the CICS/VS errcr messages and numbers documented 
in the CICS/VS Messao.es and Codes Manual, SH20-9C06. The 3601 AE must 
recognize the error numbers and insert the necessary text before 
transmission to the terminal operator. Additional information can be 
found in the CICS/VS Advanced Communication Guide/ SH20-90U9j 

Error Message Dficumentaticn 

The information which should be provided in documentation detailing 
an error includes: 

• Error number and errcr message 
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• Cause of the error 

• Operator correction 

This documentation of error messages should be made available online 
or incorporated into the user's terminal operating procedures 
documentation. Other reguired documentation should include CICS/VS 
terminal operating procedures and CICS/VS-supplied terminal transactions 
and error messages. See the CICS/VS Messages and Codes jjanual, 
SH20-900 8, and the CICS/VS T ei m I n al~£perl t or!s~G u i de , SH20-9005 for 
additional information on error messages. 

I-EIfil field Collection 

To use terminal operator time most effectively, the application 
should be so designed that the operator is reguired to enter only the 
field or fields in error. The operator should net be required to 
reenter the entire input transaction. 

For example, in the case cf the entry of new-business insurance 
policies that can approach 1000 characters in an input transaction, it 
would be unwise to reguire the entire 1000 characters be reentered if 
one field was in error. 

However, in an order entry application, the infermation entered for 
each line item ordered is generally enly product number and guantity. 
Detection of an invalid product number could reguire the reentry not 
only of the correct product number, but also of the guantity. Figure 
3-10 illustrates an error field correction procedure which may be 
utilized by application programs. 



APPLICATION PROGRAM PROCESSING 





Temporary 
Storage 



> 



> 



> 



1. Receive input message from 
terminal. 



2. Edit input message and send error 
message back to terminal. 



3. Write original input message to 
temporary storage. 



4. Receive corrected field from 
terminal. 



5. Retrieve original input message 
from temporary storage. 



6. Combine corrected field with 
original input message. 



7. Re-edit input message, and process 
if no error. 




> 





Edited Input Message 





Figure 3-10. Error Field Correction 
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Use of Temporary Storage 

If the terminal operator is required to input only the field in 
error, the application program must save the valid sections of the 
input transaction. Temporary storage enables application programs to 
save data either in dynanic storage cr on disk, identifying the data 
uniguely for later retrieval by the same program cr another program. 
As the terminal operator nay take some time to enter the necessary 
correction, the valid part of the input transaction should normally be 
stored in temporary storage on disk, rather than in dynamic storage. 
Dynamic storage may then be utilized more efficiently for other 
purposes. 

When transmitting an error message to a terminal, the application 
program nay set a temporary transaction code (see "Task Initiation" in 
this chapter). Using this, when the corrected field is retransmitted 
from the terminal, a unigue correction program may be initiated, based 
on the temporary transaction code, reguiring no further action by the 
terninal operator other than correction of the field. 

The user's correction program retrieves from temporary storage the 
transaction that was originally entered by the terninal operator. The 
corrected field is then inserted in place of the error field, and the 
entire transaction is reedited tc determine whether the correction is 
valid, and that no ether errcrs have been introduced. In the event of 
other errors being detected, further error messages are sent tc the 
terminal operator. 

The error correction process may be iterative until the input 
transaction has been completely validated. In the event that the 
terminal operator is unable tc correct the transaction, he should be 
allowed to enter a unigue code (such as "CANCEL") instead of the 
corrected field, indicating that this error transaction is to be 
ignored. The transaction will then need to be completely reentered at 
a later time. 

OUTPUT FORMATTING 

The actual format of output responses is application-dependent. 
However, a number of guidelines nay prove useful here. 

The output response is the main interface between the online 
application, under the ccntrcl of the computer, and the terminal user. 
Accordingly, it should be easily read and understood by a typical user 
of that online application. 

The amount of information that nust be presented in response to an 
input reguest depends upon the reguirenents of that reguest. For 
example, an inquiry requesting display of a customer's current account 
balance is a reguest for specific information. However, a reguest for 
display of a customer's account details generally requires all 
information relating to that account. 

Terminal paging 

Depending upon the particular terminal device being used, the amount 
of information tc be displayed may exceed the physical capacity of that 
device. For example, a 3270 Model 1 displays 480 characters in 12 
lines of 40 characters per line. The display of 15 lines of information 
requires that information be broken into two pages. 

The use of terminal paging in CICS/VS enables considerable 
flexibility to be achieved in output formatting, regardless of the 
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physical capacity of the terminal which will receive the output. This 
feature is available only for BMS-suppcrted terminals. Befer to 
"Terminal Paging" for further detail. 

BATCH APPLICATIONS 

Batch applications are generally associated with high-speed data 
transmission terminals such as the 277C, 2780, 3600, 3650, 3735, 3740, 
and 3790, or computers used as terminals, such as the System/3 Models 
6 and 10, the System/7, cr the Sjstem/370. 

In this envircnment, the emphasis is on the transmission of data 
from the terminal (or remote computer) to the central computer. Because 
of the nature of these devices, they are not designed for easy terminal 
operator interaction as is the case for conversational terminals. 
Generally, a batch of transactions is transmitted to the central 
computer, which processes that batch and then transmits any error 
messages back to the remote terminal oi computer. 

This online application environment is similar to the normal batch 
processing environment. In both cases, a batch cf transactions is read 
and processed, and error messages are produced in an error list for 
offline correction. 

This application approach is useful in an online environment where 
considerable amounts of information are to be transmitted across long 
distances. A high-speed batch terminal is able tc transmit larger 
volumes cf information than a conversational terminal, thus utilizing 
expensive long-distance transmission lines more economically. In this 
instance, the emphasis is en transmitting the data to the central 
computer as guickly and efficiently as possible, editing that data, 
and then transmitting any errcr messages back to the remote location 
guickly and economically. 

ASYNCHRONOUS TBANSACTION PBOCESSING 

CICS/VS provides a function, called asynchronous transaction 
processing (ATP) , which is designed for easy implementation of batch 
applications. ATP allows transactions, and the data associated with 
those transactions, to be transmitted in batches. Each batch is given 
a unigue identification by the terminal operator. CICS/VS accepts each 
transaction from a batch terminal and delays its initiation until all 
specified input batches have been transmitted. 

ATP reguires that transient data intrapartition file support be 
generated as part of the user's CICS/VS system. This enables ATP to 
save batches of data for future processing and editing. 

When all input batches have been transmitted, the transactions within 
the batch are then processed by application programs based upon their 
respective transaction cedes. Any error messages are directed by the 
editing program to transient data for later transmission back to the 
terminal . 

When the batches have completed processing, the terminal operator 
may then reguest that the output, if any, be sent to the terminal that 
originated the batch, or to a different terminal. Depending upon the 
amount of processing tc be carried out on transmitted batches, the 
batch terminal may be disconnected from the transmission line by the 
user until output is available tc be transmitted back to it. 

The ATP facility is designed specifically for handling input from 
batch terminals such as the 3780, 2780, or 2770. Generally, ATP can 
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be used from other interactive terminals (such as the 2741) . However, 
ATP does not support input from 3270 or 2980 terminals. Also, 
application programs which intend to execute under control of ATP must 
not use the BUS terminal paging macrc instructions. Figure 3-11 
illustrates the use of the CEDE and CWTR ATP commands, which are used 
respectively fcr input and output of batched data. 

The subset option of CICS/DOS/VS does not support ATP. 



CICS/VS AND APPLICATION 
PROGRAM PROCESSING 
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CRDR NAME=BATCH1,DELIM=$$$$ 
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CWTR NAME=(BATCH1,BATCH2), 
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COPIES=2,EXIT=A2, SAVE OR 
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1. Operator enters CRDR 
command specifying ATP 
input. 

2. ATP allocates batch 
queue in transient data. 



3. Transactions are trans- 
mitted to CPU and 
written to batch queue 
by ATP. 

4. At end of all input 
batches, they are 
scheduled for pro- 
cessing by appli- 
cation programs. 

5. Application programs 
direct output to tran- 
sient data. 



6. Operator enters CWTR 
command, requesting 
ATP output. 

7. Output is sent to re- 
questing terminal by 
CICS/VS ATP program. 




Extended Description 
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fJ3 CWTR command identifies batch 
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access to output, and user exit routine for 


finished. 


exit can be specified. Batch can 


extra processing. 




be saved, released or deleted, or 
status may be requested. 



Figure 3-11. ATP Terminal Operator Commands 



GENEBAL EATCH PROCESSING 

Some guidelines are presented below to assist in the design of batch 
applications when the design team does not wish to use ATP. 

Execution of a batch application is, by its nature, of long-term 
duration. Accordingly, any storage reguired in executing batch 
application programs will be in use for a relatively long time, compared 
to conversational applications. Depending upon the amount of dynamic 
storage available for both batch and ccnversational applications, this 
reguirement for long-term storage may affect the performance of 
conversational applications. Tc minimize the amount of storage used 
by batch programs, the following approach ma; be considered. 
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Ideally, an application program should be written to accept batch 
input transactions from the terminal, and queue these transactions on 
transient data. At the completion of each batch, the last transaction 
may automatically initiate a user program to validate and process the 
queued batch. In the meantime, the remote terminal is freed to allow 
further data input. On completion of batch processing, any error 
messages which were queued on transient data to send back to the remote 
batch terminal may be either automatically transmitted back as soon as 
that terminal is idle, or transmitted on request by the remote terminal. 

This approach is similar to that adopted by ATP as described 
previously. It offers the principal advantage of very efficient 
utilization of data transmission lines, and the overlapping of 
processing one batch with the transmission of the next batch to be 
processed. On the other hand, ATP enables all input batches to be 
transmitted to the CPU, and then allows the user to disconnect the 
batch terminal from the transmission line until all of those batches 
are processed. At that time, the user or the CPU may reestablish 
connection between the terminal and CPU for output transmission. 

This ATP approach is particularly economical when the processing 
time for all batches is longer than the input transmission time. 

An alternative approach that can be used involves the batch 
application program reading a transaction, immediately following which 
the input transaction received is edited and error messages are queued 
on transient data for later transmission. However, this approach 
suffers from the disadvantage of less efficient data transmission. 
Data is transmitted from the remote terminal, followed by a pause for 
processing. Then the next transaction is transmitted and processed, 
with the line again being idle while the second transaction is being 
processed. No overlap of processing with data transmission is possible. 

Either the first method described above, or the use of ATP, is 
recommended for most efficient and economic line utilization. 

TERMINAL ERROR RECOVERY 

CICS/VS uses BTAM, BGAM, TCAM , or VTAM for the control of terminals. 
These telecommunications access methods detect transmission errors 
between the central computer and a remote terminal, and automatically 
invoke error recovery procedures, if specified. These error recovery 
procedures generally involve the retransmission of data a defined number 
of times, or until that data is transmitted error- free. In the event 
that the error is not corrected after the specified number of retries, 
CICS/VS passes information' connected with the error to the terminal 
abnormal condition program (BTAM-supported terminals) or to the node 
abnormal condition program (VTAM- supported terminals) for additional 
processing. 

TERMINAL ABNORMAL CONDITION PROGRAM (TACP) 

The TACP is used by BTAM-supported terminal. After determining that 
the error is unrecoverable, the TACP sets default actions based on 
keeping the network live. These may involve: 

• Setting the terminal out-of- service 

• setting the line out-of- service 



Chapter 3 . CICS/VS Data Communications Design 75 



• Abnormally terminating the transaction 

• Disconnecting a switched line 

Before these default actions are taken, CICS/VS passes control to 
a user-supplied terminal error program (TEP) for application-dependent 
action if necessary (see Figure 3-12). On return from the terminal 
error program, TACP performs the indicated action as previously set by 
TACP or as altered by the TEP. 

CICS/VS provides a sample TEP, which can be used to generate a 
specific TEP to meet the user's terminal error recovery requirements. 
A generated example of a TEP is supplied as part of the subset option 
of CICS/DOS/VS. (See the Subset User 1 s Guide (DOS) for additional 
information.) This TEP can be used without change or as an example when 
developing a unique user-written TEP. 

Generation of a sample TEP is described in CICS/VS System 
Programmer's Reference Manua l, SH20-900U. 



CICS/VS AND USER TERMINAL 
ERROR PROGRAM PROCESSING 




1. Program issues terminal control 

WRITE macro to originating terminal, 
specifying output message. 



2. CICS/VS sends output message to ter- 
minal. 

3. On transmission error, BTAM attempts 
error recovery. 

4. If not successful, CICS/VS terminal 
control attempts recovery. 

5. If still not successful, default ac- 
tions are set by terminal abnormal 
condition program (T.ACP). 

6. Control passed to user-written ter- 
minal error program (TEP). 

7. TEP may: 

— Attempt further recovery 

— Allocate alternate terminal or 
device to receive output 

— Accept default actions and return 
to TACP, or 

— Alter default actions and return 
to TACP. 

8. CICS/VS TACP terminates task and 
carries out other defaults, unless 
changed by TEP. 




Extended Description 



□ 



TACP sets default actions to: 



- Abnormally terminate task 

- Mark terminal out-ofservice 

- Mark line out-ofservice 

— Disconnect switched line 
unless altered by user-written terminal error program (TEP). 



Figure 3-12. CICS/VS Terminal Error Recovery 



TERMINAL ERROR PROGRAM 

The terminal error program may be supplied by the user to attempt 
further error recovery, if necessary. Alternatively, a sample TEP can 
be generated or the CICS/DOS/VS subset option TEP may be utilized. 
(See CICS/VS System Programmer's Reference Manual , SH20-9004.) For 
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example, a user-written TEE can specify additional retries to ke carried 
out by CICS/VS before the error is considered coipletely unrecoverable. 

Alternatively, the user-written TIP can request that the output 
message be queued on disk using CICS/VS transient data, to be 
automatically transmitted to the error terminal when the problem has 
keen rectified. 

The user-written terminal error program might specify that the error 
terminal and line are not to be marked out-of-service, a switched line 
is not to be disconnected, or the task is not to ke abnormally 
terminated. On return from the TEP, the task may ke reactivated as if 
the error had not occurred. 

This may be a satisfactory solution, if transmission of the output 
message is not critical to the application, tut continued processing 
of the task is. For example, it may be necessary to allow the task to 
continue processing to enable various data sets to be completely 
processed and updated. Alternatively, the task may be allowed to 
abnormally terminate, and a program control SETXIT routine provided by 
the user may be utilized tc complete urgent processing for the task 
(see "Program Error Recovery" in Chapter 2). 

Generally however, all processing associated with a transaction and 
task, and updating of relevant data sets, should be completed before 
the programmer makes any attempt to transmit an output message to the 
terminal. This can be ensured on VTAM-supported terminals by specifying 
that transmission be delayed until a terminal control HAIT is issued, 
the program passes through a user synchronization point, or terminates. 
This is also the standard method used for ETAM-supported terminals. 
Receipt of an output message at the terminal should be regarded as an 
indicaticn that all of the processing for the particular input 
transaction has been completed successfully. 

The error recovery procedures described above for the terminal error 
program are discussed in mere detail in the sections "Terminal Backup" 
and "Dynamic Terminal Reconfiguration" in Chapter 4. 

NODE ABNORMAL CONDITION PBCGEAM (NACP) 

The NACP is used for VTAM-supported terminals tc process abnormal 
situations associated with logical units. Information concerning the 
processing state of a logical unit is contained in the relevant TCT 
terminal entry, and in the VTAM reguest parameter list (EEL) . There 
is no accompanying line entry as there is for ETAM-supported terminals. 

NACP is scheduled any time a VTAM request made by CICS/VS completes 
in error or cannot be honored. The receipt of a negative response sent 
by a logical unit also causes NACP to ke scheduled. This permits 
analysis of the sense information and issuance of any appropriate 
messages. 

Whenever NACP is scheduled, its analysis routines determine the 
actions that are mandatory tc the recovery procedure. Prior to 
performing these actions, NACP links to the user-written node error 
program (NEP) . 

NCDE EERCB PROGRAM (NEP) 

The user is responsible for coding an NEP for VlAM-supported 
terminals. To aid the user, certain optional actions are generated in 
the NACP. (For example, retry of a message.) If the user wishes any 
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of these actions to be performed, he can set the relevant optional 
action cedes in the TCT during NEP processing. 

The user can issue VTAM responses or commands in the HEP. (See 
"Terminal Control Using VTAM.") The user can also issue ¥TAM responses 
or commands frcm remote programmable controllers. For example, if a 
printer on a programmable controller runs out of paper, the user may 
code the controller to send a negative response to the CPU, specifying 
a relevant user sense code. This will cause NflCF (and NEP) to be 
scheduled in the CPU. The NEP can then guiesce the logical unit using 
that printer, until the paper supply is replenished. Refer to the 
CICS/VS jftdvaaced Communication GuJLde for additional information. 

MESSAGE LOGGING 

Input and output messages may be automatically logged by CICS/VS 
for message recovery and resynchronization. In the event of less of 
contact lith VTAM-supported terminals, logging and recovery protect 
message integrity. Transactions reguiring message integrity are 
specified in the PCT. The programmable controllers should also log 
(as a minimum reguirement) the VTftM seguence numbers of protected tasks. 

For performance reasons, transactions that do not change the system 
environment (such as inguiries that do not update data sets) should 
not specify message integrity. 

In the event cf system failure, CICS/VS emergency restart identifies 
in-flight tasks and backs cut in-flight task activity. The input 
message for an in-flight-protected task can be used during emergency 
restart to establish message resynchronization with the controller. 
This is also true for a committed output message fcr which a positive 
indication of receipt was not received by the CPU before system failure. 
(See "Transaction Recovery" in Chapter 8.) 

SECURITY DESIGN 

The main objective of an online application is to make timely, 
complete, and accurate information available to the people who need 
it. The availability of up-to-the-minute information will help maintain 
control over online applications, or facilitate changes which could be 
made only at considerable time and expense. Applications should be 
responsive tc the needs cf the application user, and should provide 
improved service to the company's customers. 

However, responsiveness and ready availability cf information can 
also be disadvantages if that availability is not controlled. 
Information accessible online should only be made available to those 
people who are authorized to use it. Thus: 

• Only manufacturing personnel may inguire into or change 
manufacturing work orders 

• Only bank tellers or authorized personnel may initiate savings or 
loan transactions 

• Only authorized personnel may inguire into a customer information 
system for banking, insurance, or utilities 

• Only authorized doctors or medical staff may inguire into a 
patient's history 

• Only authorized police personnel may inguire into a police 
information system 
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• Only authorized personnel may place orders in the pharmaceutical 
or distribution industries 

Regardless of how effective an online application is, if it does 
not have security provisions to prevent unauthorized access to or abuse 
of information, the conseguences can b€ far-reaching. 

CICS/VS OPERATOR SECURITY 

CICS/VS provides an optional operator security facility. Each 
terminal operator is identified to CICS/VS in an operator signon table 
(SNT) . Ihe following information is contained in the table: 

• Operator name 

• Operator initials 

• Operator password 

• Operator security codes 

• Operator security class 

« Operator priority 

Each terminal operator is reguired to signon to CICS/VS at a 
terminal, by entering the signon transaction code CSSN, together with 
his allocated ^-character password and his name, up to 20 characters 
in length (see Figure 3-13). Operator security is also discussed in 
CICS/VS Terminal Qpera,tor^s Ggide, SH20-9005. 
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Figure 3-13. Operator Signon 
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The CSSN transaction code initiates the CICS/VS signon program (SUP) - 
This program loads the signon table (SHT) and locates the operator name 
and password in the table. If these two do not agree exactly, the 
operator is prevented frcm entering further transactions until he signs 
on successfully. 

Once signon is achieved, the signcn program extracts the operator 
identification (for example, his initials) , security codes, and class 
and operator priority from the signon table. This information is 
transferred to the terminal ccntxol table (TCT) entry for the physical 
terminal to which he has signed on. This information remains in the 
TCT entry until the operator signs off with a CSSF transaction. 

The three-character operator identification is used for subseguent 
operator identification, and the operator priority is used in 
conjunction with terminal and transaction priorities to establish the 
overall task priority. This is discussed in more detail in "Priority 
Processing" later in this chapter. 

The operator security codes consist of a series of numbers ranging 
from 1 to 24. The function of these security codes is defined by the 
user, but conventionally security code 1 implies low security while 
security code 24 implies high security. 

These security codes are used in conjunction with a security code 
defined for each applicaticn transaction code. A transaction code with 
a defined security code of 10, say, can be used only by those operators 
who also have a security cede of 10. An operator may have more than 
one security code. Operator security codes 5, 6, 10, and 12, for 
example, would enable these cperatcrs to use only those transaction 
codes which also have been defined as security 5, 6, 10, and 12. 

The power of the CICS/VS operator security lies in the way the system 
designer defines the relevant transaction security codes for the 
application. For example, in an inguiry system, low security 
transactions may be given a security code of 1, which allows any 
operator to use that transaction code. However, only those operators 
who are authorized to make certain other high security inguiries are 
given the same security code as allocated to those inguiry transactions. 

All operators may be allowed to see general information following 
an inguiry, while only authorized operators are presented additional 
information based on their security codes. This may be achieved by 
having two versions of the inguiry program: one which displays limited 
amounts of information, and another which displays the full information. 
The limited information program rray be given a security code of 1 , for 
example, while the more detailed information inguiry transaction code 
may be given a different security code. 

If an operator attempts to enter an unauthorized transaction code, 
CICS/VS will reject the transaction and send an error message indicating 
a security violation to the terminal operator. The master terminal 
operator is also notified by CICS/VS of the attempt to enter an 
unauthorized transaction code. The operator identification, terminal 
identification, and transaction code used are detailed in the 
notification message to the master terminal, as shown in Figure 3-14. 
(See the CIC.S/VS. gessajges and Codes JJanjifil, SH20-9008, for additional 
information.) The'master terminal~operator may then take appropriate 
action. 

The operator security class is used primarily in conjunction with 
the CICS/VS message routing facility. Messages may be directed to 
specific terminals, specific operators, or all operators with a specific 
security class. An operator may have more than cne security class. 
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Messages directed to specific operators, or to specific operator 
classes, are net transmitted until the particular operator or operators 
sign on to CICS/VS. Refer to "Message Routing" in this chapter for 
more detail. 
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Figure 3-14. CICS/VS Operator Security 



SECURITY ENHANCEMENTS 

The CICS/VS operator security feature relies en an operator's name 
and his knowledge of a unigue password to allow him to signon. Once 
he has signed on, he has full access to all transaction codes which he 
is authorized to use. 

However, a password is like the combination to a safe. It is 
effective when it is known only by those persons authorized to use it. 
To avoid the possibility of unauthorized persons learning the signon 
procedure and an operator name and relevant password, the design team 
may incorporate some security enhancements into their system design if 
reguired by the application. 

The security enhancements which may be developed depend upon the 
particular application reguirements and the cost of providing that 
security in time and effort, as well as the potential cost to the 
organization if that additional security is not provided. 
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The following techniques are suggested user enhancements which may 
be considered as part of the system design, and which could be readily 
implemented by user-writter coding in the application programs. These 
enhancements build upon the CICS/VS security features and provide 
increasing degrees of security with each technique discussed. They 
may be iitplemented within CICS/VS application programs or in application 
programs written for programttable controllers. Implementation of these 
security enhancements in programmable controllers permits authorization 
to be performed before transmission to the CPU, and enables security 
checks to be carried cut based on each remote location's requirements. 

lijisical 3L§rii££l Secj}r,ity. 

This provides security on the basis of authorized operators entering 
transactions only frcm authorized physical terminals. Normally a 
terminal operator nay sign-on tc any terminal supported by CICS/VS. 
This includes conversational and batch terminals, together with 
simulated terminals such as card reader, tape, or disk. 

On initiation of a task, CICS/VS makes the terminal identification 
available to the user's application program. For security purposes, 
the CICS/VS (or programmable controller) application program may check 
this terminal identification against a user-supplied table of authorized 
terminal identifications. If the terminal is unauthorized, the 
transaction can fce rejected by th€ application program, together with 
an error message. The program may also notify the master terminal 
operator,. 

ZjaJDSilos Password fir Security Code 

For a transaction entered by an authorized operator using an 
authorized terminal, the system designer may reguire the terminal 
operator to provide an additional password (or security code) to the 
user program to permit access to high security functions or information. 
This additional password may be provided in the main body of the 
transaction when it is first entered, or be explicitly requested by 
the application program when it reaches that point in its execution. 

Data Set Passwords 

This security technigue requires the terminal operator to supply a 
password to the user program before a specific data set or data base 
can be accessed. A data reccrd password may additionally require a 
specific password to be supplied by the operator tc the program before 
information in particular records is displayed. This password may be 
incorporated as part of the record. A data field password is an 
extension of data record passwords, and reguires a password to be 
provided before specific fields can be displayed fcr the operator. 

fi-XSillic Pa ss word 

This applies to all of the passwords described above, and requires 
that a password be changed frequently by the user to prevent 
unauthorized persons gaining knowledge of it. 

For maintenance purposes, the current password is best recorded on 
disk, and is changed on disk by a specific transaction. This reduces 
the need to modify programs, but introduces the requirement that access 
to this password data set be strictly controlled both in the online 
environment and in the batch environment. To guard against possible 
unauthorized access of this data set, the passwords may be recorded by 
the user in a ceded (scrambled) form en the data set; this code is 
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unintelligible and useless unless it is translated using, for example, 
a unique translation table in the application program. 

This translation table can also be changed dynamically by the user, 
if reguired, to further reduce the possibility of unauthorized access 
to the password data set and the scrambled passwords. 

Dynamic Ojaeratgr fasswords. 

Support of dynamic operator passwords is achieved by periodic 
regeneration of the signon table (SNT) . An alternative which is also 
egually effective is dynamic passwords as described previously. 

The extent of security precautions is limited only by the imagination 
of the design team. However, the application requirements will 
generally dictate the point at which security procedures should stop. 

A battery of locks on a door is useless if the person authorized to 
open that doer dees not have all of the keys. In the same way, the 
use of dynamic passwords may prevent even authorized access if the 
person attempting that access forgets the current password and 
procedures. Furthermore, the security precautions adopted by the user 
may be so stringent as to prevent him from ever finding out those 
passwords and procedures. 

OFEBATOB EEBOB STATISTICS 

As a ty-product of the operator signon feature of CICS/VS, a count 
is maintained of all transactions entered by that operator, together 
with all operator errors as indicated by abnormal termination of 
application prcgrans using the program control AEEND macro instruction. 
When the operator signs off, using the CSSF transaction code, CICS/VS 
directs a message containing the operator identification, number of 
transactions entered, and number of transaction errors to a transient 
data destination. This transient data destination may be allocated to 
a terminal, a disk or tape data set, a line printer, or any ether 
CICS/VS-supported device. When directed to tape or disk, these operator 
statistics may be accumulated for audit, control, or evaluation 
purposes. 

f BIOJITY EJ0CES.SJH6 

Each terminal operator is allocated a priority code as well as 
security codes. This operator priority is used in conjunction with 
terminal and transaction priorities to establish the overall task 
processing priority. 

TASK PBICBITI 

CICS/VS uses priority cedes ranging from to 255. The represents 
low priority while 255 represents high priority. 

Each operator, terminal, and transaction code can be allocated a 
priority cede ranging from to 255. The operator priority is contained 
in the signon table (SNT) and is copied across to the terminal control 
table (TCT) when the operator signs on. The terminal priority is also 
contained in the TCT, while the transaction priority is contained in 
the program control table (PCT) entry for that transaction code (see 
Figure 3-15) . 
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When an operator enters a specific transaction code, his priority 
and the priority of the terminal he is using are extracted, together 
with the priority associated with the transaction code entered. These 
three priorities are added together tc produce a tctal priority. This 
total priority is used as the task priority, and also ranges from to 
255. In the event that the sum of the three priorities exceeds 255, 
the task priority is rcunded down to 255. 

This calculation of task priority provides the design team with 
considerable flexibility tc ensure that the best performance and 
response time are provided in the areas where they are most needed. 
Thus, operators carrying out higher priority functions than other 
operators may be given a higher priority code by the user. Similarly, 
some terminals may be given higher priorities than other terminals. 
Also, high priority transactions may be given a higher priority value 
than other transactions. 

A very high priority transaction may be given a priority value of 
255. In this case, regardless of the operator or terminal priority, 
that transaction is always given the highest task priority. In the 
same way, very high priority operators or terminals may be given 
operator or terminal priorities of 255. 
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The task priority is useful in these cases where, because of the 
transaction volume, there nay be several tasks cencurrently executing. 
In this event, CICS/VS passes control to the highest priority task 
which is able to continue executing, and that task retains control of 
the CPU until it requests various CICS/VS services. If the high 
priority task is not able to continue processing until a particular 
event (such as an I/O operation) has occurred, CICS/VS passes control 
to the next highest task which is able to execute. A high priority 
task is given preference in the use cf the CEO and other facilities 
even if entered later than a lower priority task. 

CICS/VS ensures that such high priority tasks are given first 
preference in processing to enable gcod performance to be achieved by 
that task. In the event that twe tasks with the same high priority 
value (for example, 255) are both ready to process, CICS/VS gives 
control to that task which reached the system first. 

CICS/VS is an event-driven system, and as such does not seize control 
from a currently dispatched (executing) task. Therefore, even a low 
priority task will continue to execute once it has been dispatched, 
until it voluntarily relinquishes control by issuing a CICS/VS macro 
instruction. If no CICS/VS services are required by such a task, it 
should periodically issue a task control dispatchable RAIT, or a CHAP 
(change priority), macro instruction. The CHAP need not change the 
task»s priority, but merely relinquish control. (See the next topic, 
or Chapter 6, for more detail.) 

CHANGE PFIOEITY 

A task may commence execution at one priority, and then may need to 
change its priority at another phase in its processing. CICS/VS 
provides this capability through the task control change priority (CHAP) 
macrc instruction (see Chapter 6) . A high priority task may be changed 
through the use of this macrc instruction to low priority, or vice 
versa. In this way, sections of an application program may be given 
a high priority for processing, while ether sections may be given lower 
priority. This enables a task to dynamically change its priority based 
on differing requirements determined through execution. Some examples 
when sections of a program may wish to change the task priority are 
illustrated in "Priority Change" in Chapter 6. 
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This chapter discusses CICS/VS temporary storage and transient data 
in a tutorial fashion. Experienced CICS users may wish to omit the 
section en transient data. However, it is recommended that such users 
read the section en temporary storage in its entirety. The temporary 
storage control program (TSP) is changed from that available in previous 
CICS versions. While still providing compatibility with previous CICS 
versions, this new TSP provides additional sequential as well as direct 
accessing capability, and utilizes VSAM. 



CICS/VS, together with DL/I, provides extensive data base capability 
to online applications. In addition to this data base capability (which 
is discussed in Chapter 5), CICS/VS offers additional facilities for 
internal data management. This chapter first identifies various 
application requirements which demand the services offered by CICS/VS 
temporary storage manageoent and transient data management, it then 
describes those services which can be used as "design tools" by the 
system designer to satisfy his own application requirements. 

APfLJCAlION BE.OJIB.EMENTS 

It is first necessary to define the various data management functions 
(as distinct from data base capability) which online applications 
require of a DB/DC system. These functions are briefly described below. 

WOBK FILE CAEABIIITY 

Most online applications require the ability to store information 
for later retrieval and use. This function is sometimes referred to 
as a "scratchpad" or work file capability, and is analogous to a person 
using sheets of paper to jet down the intermediate results of 
calculations for later use in processing. 

The following are two main work file requirements used for most 
online applications: 

• Scratchpad capability 

• Queuing capability 

Scratchpad C_ap.a.biiitv, 

This capability refers to the temporary storage of information for 
later retrieval. In a batch environment, this capability is often 
provided through the use of work data sets. In CICS/VS, this capability 
is provided by the CICS/VS temporary storage contrcl program. The 
application program identifies data which is to be temporarily stored 
by name, and subsequently retrieved by name without any consideration 
of its physical location. Online application uses of temporary storage 
include the following. 

Intermediate Bgsults: The storage of intermediate results developed 
during the processing of a transaction, for use later in the processing 
of that transaction. 
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Error Correction: The storage of input transactions which were 
found to be in error, for subsequent use when the corrected error fields 
are received from the terminal. 

Data HSfi^ISI* A temporary storage of data sc it can be used to 
transfer data between programs. This data transfer may occur 
immediately or at seme future time. 

Terminal £§.ginjg: An application program may develop several pages 
of information to be displayed at a terminal. This information should 
be temporarily stored until the terminal operator reguests that it be 
displayed for his attention. 

£S§J2ing Capability 

In addition to the temporary storage of data, online applications 
generally require a facility which will enable data to be queued for 
subsequent processing. The difference between this and temporary 
storage is that temporary storage stores and retrieves individual 
sections of data, while a gueuing capability enables several different 
sections of the same type of data to be queued, and then all sections 
retrieved together, sequentially, in the order that they were queued. 
In CICS/VS, this queuinq capability is provided by the CICS/VS transient 
data control program. Examples in which online applications may utilize 
a gueuing capability follow: 

Batch Transaction J£r ocesjs injg : Transactions of a particular type 
may be received from many terminals. If the application reguires that 
all cf these transactions be processed together, they may be stored in 
a unique queue for that transaction type, in the crder that they reach 
the CPU. This queue of transactions may then be processed in the 
CICS/VS partition as a small sequential group of transactions. 

Batched Message T ran smission: The online application may require 
that messaqes be batched and trarsmitted to specific terminals. 

Dutch Ea£iiticn Data fj^ajasfer: The online application may require 
that information be transferred to batch partitions for further 
processing, and the results cf that processing be provided to the online 
application for input at a later time. 

CICS/VS TEMPORARY STORAGE MASAGEJEJT 

The temporary storage management facility of CICS/VS provides a 
scratchpad capability for online application programs. It enables data 
to be stored either in dynamic storage or on auxiliary storage. Data 
to be stored can be identified symbolically, and retrieved symbolically, 
without application programs being concerned with the actual physical 
location of that data. Data can be retrieved on request by an 
application proqram in either a sequential or a direct access manner. 
Temporary storaqe allows records to be up to 32,000 bytes in length, 
but supports variable-length records only. 

TEMPORARY STORAGE USJIGE 

The previous discussion of application requirements identified the 
qeneral use of a scratchpad facility by application programs. CICS/VS 
temporary storage management is used to meet these application 
reguirements as follows. 
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Data 2iansjer FaciAllY. 

The ability to temporarily save data for later use, and retrieve it 
symbolically by name at a future time, enables easier implementation 
of complex processing. This complex processing may be broken into 
several logical steps, each step carried out by a separate module. 
Information may be passed between these modules using temporary storage. 

Depending upon the amount of information to be passed, and the time 
period before that information will be used, this data may be stored 
either in dynamic storage or, alternatively, in auxiliary storage. 

Scratchpad Facility 

Temporary storage may be used to save information for later use. 
An example would be the saving of error transactions for later 
combination with corrected fields received from a terminal, as described 
in "Error Correction". Using this capability, correct information in 
the original error transaction dees not have to be reentered by the 
terminal operator. Conseguently , error correction is easier, and the 
potential for further operator errors is reduced. 

Terminal Paging 

Terminal paging in CICS/VS is also supported through the use of 
temporary storage. Pages of information developed by application 
programs are presented by them to CICS/VS. These pages are stored in 
temporary storage for transmission to the terminal operator on reguest. 
Befer to "Terminal Paging" in Chapter 3 for more detail. 

1JSSS33S Boutins 

The ability to transmit messages from one terminal to another 
terminal, using the CICS/VS message switching transaction CMSG, or the 
EMS BOUTI macro instruction, is supported through the use of temporary 
storage. These messages are automatically transmitted to the relevant 
terminal when that terminal is able to receive them, or the specified 
operator has signed on to CICS/VS. Befer to "Message Bouting" in 
Chapter 3 for more detail. 

Interval Cgn.tr.oi 

The CICS/VS interval control program uses temporary storage to pass 
data from one task to another task which is to be initiated at a future 
time. An application program may indicate the task to be initiated at 
a specified time (based en elapsed time or, alternatively, time of day) 
and may transfer data to that future task. The interval control PUT 
macro instruction results in the data to be transferred being written 
to temporary storage on disk for subseguent retrieval by the interval 
control GET macro instruction. Befer to "Interval Control" in Chapter 
6 for more detail. 

DATA IDENTIFICATION 

Each record may be presented to temporary storage with a unigue 
eight-character data identification. Alternatively, several records 
may be presented with the same data identification. A queue of records 
associated with a particular logical function (as indicated by the data 
identification) can be developed, and subseguently retrieved in the 
same seguence. 
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The data identification is used by CICS/VS to develop a data element 
which contains that identification, the sequence or entry number of 
the record in a queue of records with the same data identification, 
and the location of the record either in dynamic storaqe or on disk. 
These data elements are maintained in CICS/VS dynamic storaqe. As 
records are written to temporary storaqe, data elements are dynamically 
built by CICS/VS and saved in dynamic storaqe. The number of temporary 
storaqe records which may te retained is limited only by the 
availability of dynamic storage and/cr the amount of disk space 
allocated to the temporary storage data set. 

Because many tasks may concurrently use the same proqram, the use 
of a constant in the program for identification of individual records 
is not advisable. The data identification may be dynamically qenerated 
by the proqram based upon information such as: 

• A combination of transaction identification (four characters) and 
operator identification (three characters) will enable that operator 
to store one record at a time for each transaction identification. 

• A combination of operator identification and time of day, or 
transaction identification and time of day, will enable the record 
to be uniguely identified. However, it requires the application 
proqram to determine the time of day and then respond to the 
terminal operator with the allocated data identification. He may 
then use it to uniquely identify the record in a later transaction. 

• Each task initiated by CICS/VS is qiven a unique task sequence 
number. This task number may be used as the data identification; 
it may be returned to the terminal operator fcr subsequent reentry 
by him when the relevant record is to be retrieved. 

The techniques for unique data identification described above assume 
an application environment where information is to be stored by the 
user's proqram, and directly retrieved at some future time under control 
of the terminal operator. 

If temporary storaqe is used to pass data from one application 
proqram to another, the allocated data identification may be passed to 
a subsequent application program (executed under control of the same 
task) throuqh the transaction work area (TWA) appended to the task 
control area (TCA) for that task. The proqram (executing under the 
same TCA) which is to retrieve the data from temporary storaqe can 
obtain the allocated data identification from the TWA. This data 
identification is then used to identify the record to be retrieved. 

If a record within a temporary storaqe queue is to be directly 
retrieved, it must be uniquely referenced by the data identification 
(ID) and its relevant entry (or sequence) number. When a record is 
written to a temporary storaqe queue (data identification is nonunique) , 
it is placed at the end of the queue of records with that same data 
identification. Temporary storaqe manaqement will allocate the next 
sequential entry number and return this entry number to the proqram. 
The record is now uniquely identified by the data ID and the entry 
number. 

This data ID and entry number may be transmitted to a terminal 
operator for subsequent reentry, if the retrieval is to be initiated 
by the terminal operator. If the retrieval is to be initiated 
automatically by subsequent application proqrams executed by the same 
task, the data identification and entry number should be saved in the 
TWA. The proqram which is to retrieve that unique record may then 
extract this information from the TWA for use. 
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OSE OF DV.NAHIC STOBAGE EI TEBPORABY. STCBAGE 

Dynamic storage is a valuable resource, and the overall performance 
of the online system is directly related to the aicunt of available 
dynamic storage and its relationship to real storage available for use 
as a virtual storage page pool (see "CICS/VS Working Set" in Chapter 
7). 

Generally, dynamic storage residence of records should be used only 
when the life of those records is to be of very shcrt duration. Its 
main purpose is in passing data between program modules which are 
executed under control of the sane task. Once the data has been passed 
between modules through dynamic stcrage, that data should be deleted 
and the storage occupied by it freed. Dynamic storage may be used for 
record gueues as well as unique entries; however, write reguests to 
dynamic and auxiliary storage with the same data identification cannot 
be used. CICS/VS will fcrce all subsequent write requests with the 
same data identification to use the same storage facility specified by 
the first request. 

The length of records to be stored in dynamic storage nay be up to 
the VSAM control interval size specified during CICS/VS system 
initialization, less 84 bytes for CICS/VS control information. 

CICS/VS permits temporary storage records to reside in dynamic 
storage only if the CICS/VS system is generated indicating no auxiliary 
storage residence support is required. The specification of no 
auxiliary storage support removes the requirement for VSAM by temporary 
storage. Instead, virtual stcrage is utilized; temporary storage 
information is only paged into real stcrage when referenced. 

Any temporary storage information residing in dynamic storage is 
lost if a controlled or uncontrolled shutdcwn occurs. See the QI£S/VS 
System pro gr ammer's Beference Ma.n,u.ai# SH20-9004, and "Temporary Storage 
Becovery" in Chapter 8 for additional information. 

As a general rule, if a record must be stored for more than one 
second, it should be directed to auxiliary or secondary storage rather 
than to dynamic or main storage. Dynamic storage is then available as 
much as possible for use in initiating concurrently executed tasks. 
Certainly, the writing of records to disk, and the subsequent retrieval 
from disk, will involve file accesses and so increase the processing 
time of those particular tasks. However, the overall effect on the 
entire online system is one cf potentially better performance than 
would result if considerable dynamic storage were utilized for temporary 
storage residence. 

ACCESSING BECOBDS IN TEHFOBAET STORAGE 

Temporary storage supports variable-length records only. A gueue 
or message set of records may be developed by issuing a temporary 
storage IOTQ macro instructicn fcr each record, using the same data 
identification. As each reccrd is written, temporary storage allocates 
the next sequential entry nuiber and returns it to the application 
program. 

Using the data identification and the entry number, the records in 
the gueue can be retrieved by application programs either sequentially, 
in the chronological order in which they were written, or directly 
accessed by referencing a specific entry number. 

A queue of records can be retrieved sequentially by specifying the 
data identification allocated for that queue and issuing a temporary 
storage GETQ macro instructicn. Temporary storage management retrieves 
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the first record in the queue for that data identification and presents 
it to the application prograi. Each subsequent GETQ macro instruction 
retrieves the next record in sequence until the last record has been 
retrieved, when an end-of-queue indication will be returned to the 
program. 

Alternatively, if it is required to commence sequential retrieval, 
not from the beginning of th€ queue but from a logical point within 
the queue, both the data identification and the entry number are 
specified by the program. GETQ macro instructions are then issued to 
retrieve each record sequentially from the logical starting point in 
the gueue. 

The program may directly retrieve records by issuing a temporary 
storage GETQ macro instruction with the specific entry number of the 
record in a queue to be directly retrieved. 

A record can subsequently be updated by issuing a temporary storage 
PUTQ macro instruction specifying the relevant entry number. 

The facilities offered by temporary storage for direct and sequential 
retrieval of information make it a powerful work file capability for 
online applications. Information ma; be retrieved as often as required 
until it is no longer needed. At that time, the records may be deleted. 

Queues of records based upon a specific data identification may be 
purged by an application program PUBGE macro instruction. The deletion 
or purging of these records results in the logical deletion of those 
records in the temporary storage data set, with the disk space occupied 
by those records being reclaimed when the space is subsequently used 
for another record. The data elements describing the deleted or purged 
records are freed, and the dynamic storage occupied by these records 
is reclaimed for other uses. 

The CICS/VS temporary storage control program supports requests for 
specific records using the POT, GET, and RELEASE macro instructions 
provided in previous versions of CICS. However, PUT, GET, and EELEASE 
are mutually exclusive with POTQ, GETQ, and PUBGE on a data 
identification basis. That is, a record written by a PUT macro 
instruction cannot be retrieved by a GETQ, or deleted by a PUBGE, for 
example. 

TEMECBARY ST0RAG1 BECOVEEY 

After a controlled or uncontrolled termination of CICS/VS, temporary 
storage records on disk may remain available for use, if desired. 
Temporary storage in dynamic storage is lost. 

On restart of CICS/VS, either a "cold start," "warm start," or 
emergency restart may be specified. If a cold start of temporary 
storage is specified, any information recorded on disk is lost. 

If a warm start is specified on system restart, the information in 
the temporary storage data set is retained. The temporary storage 
keypoint recorded at system termination (see "Termination Keypoints" 
in Chapter 8) is used to recenstruct the data elements in CICS/VS 
dynamic storage, to enable subsequent retrieval of information by 
application programs once the system has been restarted. 

If an emergency restart is specified, the information in the 
temporary storage data set is retained. The contents of that data set 
and any temporary storage update activity automatically logged to the 
CICS/VS system log prior to uncontrolled shutdown are used to 
reconstruct temporary storage tables in dynamic storage. These tables 
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identify the status of temporary storage at uncontrolled shutdown. The 
data identif ication of temporary storage records and queues, the number 
of entries in gueues, the location of each entry in auxiliary storage, 
and the status of available space in the temporary storage data set 
are reconstructed during emergency restart. 

The processing of in-flight tasks is also backed out during emergency 
restart. A task is considered in-flight if it did not pass through a 
user synchronization point (with re subseguent legging activity) or 
terminate before uncontrolled shutdown. 

Thus, a consideration in the use cf dynamic storage or auxiliary 
storage as a temporary storage medium is the reguirement for 
recoverability. Information stored in main storage will be lost; 
information stored in auxiliary storage may be recovered, if a warm 
start is specified en restart. 

SELECTION OF TEMEOEABY STOEAGE OB TRANSACTION WOEK AREA DATA TBANSFEB 

The design team must indicate whether information to be passed from 
one module tc ancther may be transferred using the transaction work 
area (TWA) appended to the task control area (TCA) , or that temporary 
storage must be used. 

TWA fojE Data Trejusjiej 

The TWA can be used only if the information will be subsequently used 
by the same application prcgram, or by another application program 
which executes under control of the same TCA. That is, control must 
be passed to the subseguent program either by prcgram control XCTL or 
by LINK macro instructions. If the information is to be passed to some 
future task initiated by time, or by a subsequent transaction entered 
by a terminal operator, then the TBA cannot be used. This is because 
the TCA and associated TWA are destroyed when the task which generated 
the information terminates execution. Consequently, the TWA may be 
used for data transfer of a short-term nature, while temporary storage 
is generally used for data transfer cf long-term nature. 

IJ3A Size 

A consideration in the use of a TWA or temporary storage is the 
amount of data tc be stored. The size of the TWA associated with a 
transaction code is stored in the prcgram control table (ECT) . This 
TWA size is used to allocate a TWA appended to the TCA. Thus, if a 
TWA of 200 bytes is indicated in the ECT, the TCA is allocated 200 
bytes more than if no TWA size is specified. 

1*A f fir Short-Term p_ata Tr ajjsf er 

A further factor is the duration of execution cf the task, and the 
amount of time between when data may be stored in the TWA and when it 
will be subsequently retrieved from the TWA. As a general rule, if 
data may remain in the TWA fcr lenger than one second it should be 
stored in temporary storage. This would be particularly advisable if 
a TWA much larger than 200 tc 300 bytes was to be used. Furthermore, 
because of the relatively low activity of use of this data (because of 
the long execution time) , it should be stored on disk rather than in 
dynamic storage address space. 
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Variable TWA Size Bgqfiiremeijts 

Another factor is the possible requirement of the program for 
different size TWAs based upcn the processing reguired. For example, 
909E of transactions which use the saie transaction code and application 
program may reguire a TWA of 50 bytes. However, the remaining 10* of 
these transactions may reguire a TWA of 500 bytes, say. If a TWA was 
used for all transactions by this program, a 500-byte TWA would have 
to be specified in the relevant ECT entry. This would mean that for 
90% of transactions using that program, H50 bytes of storage would be 
wasted. 

A more efficient solution in this case would be to allocate a 50-byte 
TWA, and utilize this TWA for the 90% of transactions which need 50 
bytes. In the case of the remaining 10% of transactions, temporary 
storage on disk should be utilized. Thus, storage is used most 
efficiently, with the additional time to store information on disk and 
retrieve it from disk only affecting 10% of the transactions in this 
example. 

CICS/VS TRANSIENT j^^ 

The queuing facility provided by CICS/VS for online applications is 
supported by the transient data management routine of CICS/VS. There 
are two types of transient data queues. These are: 

Extrapartition : Extrapartition gueues are sequential data sets used 
for transfer of information between CICS/VS and batch partitions. 

lBii§£a£tiii2fi : Tne intrapartition data set supports queues used within 
the CICS/VS partition itself, to transfer information between CICS/VS 

tasks. 

TBANEIEN3 DATA OSAGE 

The application uses of extrapartition and intrapartition data sets 
will new be discussed. 

I2i repartition Data Sj§ts 

Extrapartition data sets in CICS/VS are used for the following main 
purposes: 

Batch Data Transfer: Information which is to be passed from CICS/VS 
to batch partitions is directed to extrapartition data sets or queues. 
These data sets are normal sequential data sets using QSAB for OS/VS 
or SAM for DOS/VS. 

Similarly, information to be passed from a batch partition to CICS/VS 
is read by the relevant CICS/VS task from an extrapartition input data 
set. 

Sequential Devices: Extrapartition data sets may be used by CICS/VS 
to communicate with various sequential devices, such as line printers. 
Because the standard sequential access method under OS/VS or DOS/VS is 
used to support extrapartition data sets, those devices supported by 
the standard sequential access method can be utilized by CICS/VS. These 
include card reader, line printer, disk, and tape. Particularly because 
of OS/VS device independence, most sequential devices which are 
supported by QSAM may be utilized as either input cr output data sets 
by CICS/VS, when the user specifies them as extrapartition data sets. 
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Intrapartition Data Set 

Intrapartition queues are used to pass direct access organized data 
(chained sequentially) between CICS/VS tasks. A number of 
applicaticn-oriented uses for intrapartition files are detailed below. 

Batch Queues: Data received from many terminals for the same 
application may be consolidated in one queue for processing as a batch. 
Each concurrently executing task may direct the data to the relevant 
batch gueue, where it is chained sequentially. Subsequently, this 
batch or queue of data may be processed as an input file of information 
by a CICS/VS task. 

MifiSatic Tasks: Data stored as a queue as described above may be 
automatically processed by a CICS/VS task when a specified amount of 
information has been queued. Based upon a trigger level (or count) 
for that queue, a specified task may be automatically initiated to 
process that quantity of data. The trigger level may vary from (which 
implies no automatic task initiation) through 1 (which initiates a task 
each time information is written to the queue) to a trigger level of 
greater than 1 . 

Terminal QiLtput: Output may be automatically directed to a terminal 
from several tasks. This automatic output may net be able to be sent 
to the terminal for some time, because it is engaged in other activity 
such as entering an input transaction or receiving output from previous 
transactions. 

In addition, the terminal may be one to which output is only sent 
when requested. An example cf such a terminal wculd be a video 
terminal. Automatic output directed to a video terminal may not be 
displayed at a convenient time, cr may not allow sufficient time for 
assimilation of the information displayed. Hard-copy terminals, 
however, may be able to receive automatic output at any time they are 
not active, unless they are used with preprinted stationery. In this 
case, automatic output for a terminal must be queued on disk until the 
terminal is able to receive it, cr until the terminal operator has 
explicitly requested it. 

Output to be directed automatically to a terminal is queued on an 
intrapartition queue. A trigger level may be associated with this 
gueue such that when a specified number of output messages have been 
gueued a task is automatically initiated to transmit those messages to 
the terminal, if the terminal is able to receive those messages at that 
time. 

AJUMi! Intrapartition (cr extrapartition) queues may be used to 
accumulate information for audit purposes. Intrapartition queues may 
be specified as being ncnreusable. Data written to these queues is 
accumulated throughout the operational period of CICS/VS, and will only 
be deleted (and the disk space used will only be freed) by an explicit 
transient data PUBGE macro instruction issued by an application program. 

Alternatively, gueues may be specified as reusable, in which case 
information on these queues is purged automatically by CICS/VS when 
the data has been read by application programs. The subset option of 
CICS/DOS/VS supports extrapartition data sets but not intrapartition 
data sets. (See "CICS/DCS/VS Subset Option" in Chapter 7.) 

EXTBAPAETITION TBAHSIENT DATA 

As discussed above, extrapartition data sets provide a sequential 
data set capability tc CICS/VS. Standard access methods such as QSAH 
for OS/VS or SAM for DOS/VS are utilized. The specification of the 
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particular sequential data set is made at system generation time. 
Further information describing that data set may te provided at CICS/VS 
system initiation time from CS/VS DD, or DOS/VS ELEL and EXTENT, job 
control statements. Extrapartition data sets can be either fixed-length 
or variable-length, blocked or unblocked data sets. 

ISfioid Accessing 

Each extrapartition data set is identified by a four-character 
destination identification. This destination identification is 
specified by a CICS/VS task when it reguests input (GET) or output 
(PUT) on a particular data set (see Figure 4-T) . 

This destination identification is used to locate the relevant entry 
in a destination control table (ECT) describing that particular 
extrapartition data set. CICS/VS transient data management then issues 
the appropriate EOS/VS or OS/VS GET or PUT macro instructions for the 
particular seguential access method. (See the CIC Sy ys Application 
l£fiaiSIBiIl§ leferenge Manu.aJL# SH2C-9003.) 
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When an application program has to initiate input from a seguential 
data set, it issues a transient data GET macro instruction specifying 
the relevant destination identification. Transient data determines 
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the data set involved, automatically requests that an input area large 
enough tc contain the next record be allocated for the particular task, 
and moves the next sequential input record into that area. The address 
of that input area is returned tc the requesting task after successful 
completion without error. The accessing of extrapartition data sets 
is illustrated in Figure 4-1. 

Extrapartition data sets may be either fixed-length or 
variable-length, blccked or unblocked. 

ISSfivery of Extr^pa^titicj Data Sets 

CICS/VS does not attempt tc recover extrapartition data sets after 
a controlled shutdown or in the event of abnormal termination or system 
failure. (This subject is discussed in more detail in Chapter 8.) 

INTBAPABTITION TRANSIENT DATA 

As discussed previously, the intrapartition data set provides a 
useful queuing facility for passing information between CICS/VS tasks. 
Its main use is to provide support for accumulation of data to be either 
processed as a batch or automatically transmitted to a terminal, for 
example. 

Becord Iccessing 

Data is written to or read from intrapartition queues by CICS/VS 
application programs in exactly the same nay as for extrapartition data 
sets. However, only variable-length records are supported. An 
application program requests an output area to be allocated to it by 
CICS/VS storage control, sets up the output record, and issues a 
transient data POT macro instruction specifying the relevant 
four-character intrapartition destination identification. 

Similarly, for input, when a transient data GET macro instruction 
is issued by an application prcgran, transient data reguests that an 
input area be allocated. The record is then read and passed to the 
requesting task. 

From a general programming point of view, there is no effective 
difference between reading and writing extrapartition data sets or 
intrapartition queues. The indication by the proqram as to whether an 
extrapartition data set or an intrapartition queue is to be used is 
the specification of the relevant destination identification. 

One main difference between extrapartition and intrapartition queues, 
however, is that intrapartition queues may be specified as being 
reusable, if required. Thus they can be used as work files if needed, 
queuing data to be processed, and then, after processing that data, 
deleting it so that the disk space it occupied can be utilized for 
other purposes. This is discussed in more detail in "Beusable 
Intrapartition Queues" later in this chapter. 

Ifl£l3£artitiofi Disk Qr.5a.njLza.ti0n 

CICS/VS uses a direct access data set to support intrapartition 
gueues. The disk space allocated for the intrapartition data set is 
reqarded as a pool of tracks which may be allocated to intrapartition 
queues (destinations) as required (see Figure 4-2) . 
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1. Application program issues 
transient data put macro, 
specifying destination ID 
(DESTID=JKLM for example). 



2. CICS/VS locates entry in des 
tination control table (DCT) 
for DESTID'JKLM 



3. DESTID is for intrapartition 
queue. If it is first record for 
this DESTID, CICS/VS allocates 
track from pool of tracks and 
writes DESTID to track. 



4. CICS/VS writes output area to 
track as first data record. 



5. CICS/VS places disk address of this 
record in DCT as get pointer, if 
it is first record for this DESTID. 



6. CICS/VS places disk address of next 
available record location in DCT, as 
put pointer to write next record 
to this DESTID. 



7. CICS/VS updates put pointer as 
each record is written. At end of 
track, CICS/VS allocates new 
track chained to first, for use 
when subsequent records are put. 




Figure 1-2. Intrapartition Disk Organization 

Transient data maintains a series of tracks allocated to each active 
destination, based on the dyramic requirements fcr intrapartition disk 
space. However, reccrds are logically read frcm a destination in the 
seguence in which they were written; it thus appears to the CICS/VS 
task as if it were operating on a normal seguential data set. The data 
set is actually a direct access file. 

INTRAPARTITION QOEOE USAGE 

As discussed above, intrapartition queues are generally used to 
accumulate and process data as a batch of records. The various 
application uses to which intrapartition queues can be applied are new 
discussed in more detail. 

Batch Retrieval 

Records may be accumulated as a batch on an intrapartition gueue or 
destination. Retrieval and processing of these records are achieved 
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by a task issuing transient data GET macro instructions specifying that 
intrapartition destination. The initiation of these tasks may be 
achieved in one of three ways: 

Transact io.n !£itia.t£gn: A transaction entered by a terninal can 
initiate a task which issues transient data GET macro instructions for 
a particular intrapartition destination. Data retrieved in this way 
can then be processed as required. 

Intersil £fifitjo2 Ifli t ia, t is n : A task can be initiated at a future time 
based upon elapsed tine or tine cf day. This task can issue transient 
data or interval control GET macro instructions to read records queued 
on an intrapartition destination and process then. (See "Interval 
Control.") 

AjJiSJStic T^sk 1 nitiajtic; jj : A task may be automatically initiated by 
transient data when a specified nuiber of records have been written to 
an intrapartition destination. The trigger level specified in the DCT 
entry for that destinaticn is compared with the count of records which 
still remain to be read. When the gueue count equals the trigger level, 
a specified task (as identified by a transaction cede in the DCT entry) 
is initiated. This task may issue transient data GET macro instructions 
to read and process the data on that queue. This is discussed further 
in the section, "Terminal Output." 

intrapartition Regs very: 

CICS/VS supports the recovery of intrapartition transient data 
gueues on a warm start following a controlled shutdown, and on an 
emergency restart following an uncontrolled shutdown. The DCT status 
of each intrapartition destination is reestablished to reflect the GET 
pointer, POT pointer, queue count and trigger level status as it was 
prior to the shutdown. Intrapartition queues are recovered, and 
automatic task initiation can then proceed after CICS/VS restart as if 
shutdown had not occurred. 

On emergency restart following an uncontrolled shutdown, an; 
intrapartition destinations can te recovered to reflect all activity 
against those destinations up to the point of uncontrolled shutdown. 
This is called "physical recovery." Alternatively, any intrapartition 
destinations can be recovered to reflect the activity of completed 
tasks pricr to uncontrolled shutdown; all in-flight task activity at 
uncontrolled shutdown is backed out during an emergency restart. This 
is called "logical recovery." The user specifies in the DCT, at system 
generation time, whether an intrapartition destination requires physical 
recovery or logical recovery. Refer to "Transient Data Recovery " in 
Chapter 8 for additional information. 

Isniasl Output 

Data may be directed to a terminal from many tasks. That terminal 
may presently be active either entering input or receiving output from 
one task. When ether tasks wish to transmit output messages to that 
same terminal, it is necessary for these messages to be queued on disk 
until the terminal is ready to receive them. 

This message queuing is achieved by requiring the other tasks to 
write the terminal output messages to a transient data destination. 
This destination is intrapartition, and furthermore is identified as 
being associated with a terminal. The destination identification used 
jjjst be identical to the terminal identification in the terminal control 
table (TCT) entry for the associated terminal. Tasks may issue 
transient data POT macro instructions specifying as a destination 
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identification the terminal identification. These output messages will 
then be gueued in the intrapartition data set (see Figure 4-3) . 

To initiate transmission of these output messages to the relevant 
terminal, a trigger level of 1 is generally specified for that terminal 
destination. As socn as cne output message has teen written to that 
terminal intrapartition destination, a task (identified by a transaction 
code in that DCT entry for the relevant destination) is eligible to be 
automatically initiated. The program used by that transaction code 
will conventionally be a ccmmcn program, developed by the installation, 
to transmit data from various destinations to their relevant terminals. 

However, to be able to transmit messages from the intrapartition 
destination to the terminal, that terminal must be idle and able to 
receive automatic output— 'that is, the output sent to the terminal is 
not in response to a transaction entered earlier by the terminal. 

Accordingly, unless the associated terminal is idle and able to 
receive output, a task is not automatically initiated based upon the 
trigger level of a terminal destination. If these conditions exist, 
the task is initiated. The terminal is allocated to that task as if 
the terminal itself had entered the transaction code which initiated 
the automatic task. The automatic task may now issue transient data 
GET macrc instructions tc retrieve output messages from the particular 
terminal intrapartition destination. These messages may be transmitted 
directly tc the terminal using CICS/VS terminal control or basic mapping 
support macro instructions. 
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Figure 4-3. Terminal Output Via Intrapartition Data Set 

IsoAjaal status 

To indicate whether a terminal nay receive automatic output or not, 
a processing status is defined fcr each CICS/VS terminal. The 
processing status codes are: 

• TBAHSACTICN status 

• TBANSCEIVE status 

• BECEIVE status 

• IHPUT status 

• PAGE status 

• AOTOPAGE status 
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TRANSACTION processing status indicates that a terminal is unable 
to receive automatic output. It can receive output only as a result 
of an input transaction entered from that same terminal. Output queued 
from other tasks for a TEANSACTICN status terminal can be transmitted 
to it only when the terminal operator enters a transaction code which 
will read the data from the relevant intrapartition queue, and send it 
to that terminal. The terminal operator has control over when he will 
receive the queued output. Generally, and particularly for video 
terminals, one intrapartition message would be trarsmitted each time 
the relevant transaction cede is entered. The terminal operator can 
then assimilate the information presented to him before the next output 
message is requested. 

TEANSCEIVE status indicates tbat a terminal may enter input 
transactions, but can also receive automatic output from ether tasks. 
This is generally used for hard-copy terminals, where several lines of 
output may be automatically transmitted when the terminal is idle. 

BECEIVE status indicates that a terminal is unable to enter any 
input data, but is only able to receive automatic output from other 
tasks. This is generally used fcr printers. 

INPUT status indicates that a terminal can enter data but cannot 
receive data. 

PAGE status indicates that a terminal can only retrieve pages on 
request, one at a time. 

AOTOPAGE status indicates that a terminal will receive all pages 
queued for it. 

Two additional terminal status codes are used to indicate the 
activity status of each CICS/VS terminal. These are: 

• IN--SEBVICE status 

• OOT-OF-SEBVICE status 

IN-SEEVICE status indicates that the terminal is presently active 
and able tc process as defined above. 

OUT-OE--SEBVICE status indicates that the terminal is presently 
inactive, either because it has been marked out-cf -service by the master 
terminal operator for example, or because of an unrecoverable I/O error 
which occurred on that terminal. In this case, it is unable to enter 
any messages or receive any output, automatic or otherwise. 

Thus, for a task to be automatically initiated based upon a terminal 
intrapartition destinaticn triqqer level, the relevant terminal must 
have the followinq status: 

• IB-SEBVICE status 

• TEANSCEIVE status, or BECEIVE status 

If the terminal is ODT-CF-SEBVICE, messages are accumulated on the 
intrapartition destinaticn qceue until the terminal is placed 
IN-SEBVICE. If the status is TBANSACTION, messages are also accumulated 
on the intrapartition queue until either the status is changed to 
BECEIVE or TEANSCEIVE, or the terminal operator enters the transaction 
code to initiate a task which will read the messages from transient 
data and send them tc the terminal. 

A VTAM-supported terminal (such as the 3600) which supports automatic 
task initiation, may be IN-SEBVICE and in TEANSCEIVE or BECEIVE status 
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Notijijg^tion og Cjieued fiutput Messages 

In the case of a TRANSACTION status terminal, some indication should 
be given to the terminal operator that messages arc gueued. This can 
be done either by the terminal operator periodically requesting that 
any messages queued be sent to him, or through the technigues shown in 
Figures 4-4 and 4-5. 

Figure 4-4 shows one terminal operator notification technique. The 
application program that retrieves the data from Transient Data may 
indicate in a standard area cf a display screen the number of messages 
to be sent. This is then presented to the program for incorporation 
into the output message that is sent tc the terminal. Part of the 
response sent back to that terminal then indicates the number of 
messages presently gueued to be transmitted to the operator upon his 
reguest. 
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Figure 4-4. Notification to Terminal Operator of Automatic Output 

A second technigue is shown in Figure 4-5, and utilizes the terminal 
paging facility cf CICS/VS tc control automatic output to the terminal. 
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The terminals must be specified as TBANSCEIVE or BECEIVE status, such 
that automatic output may te sent to them. Tasks preparing output to 
be transmitted tc a specific terminal prepare that output as a series 
of pages to be displayed tc the terminal. These pages, however, are 
directed to temporary storage through the use of the BMS terminal paging 
macro instructions, instead of tc the intrapartiticn destination for 
that terminal. 

The terminal operator may then reguest at his convenience pages of 
information to b€ displayed in whichever seguence he reguires. 
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Figure 4-5. Notification of Paged Output 



The t 
BMS BOOT 
it of th 
so that 
CICS/VS 
terminal 
limited 
reguest 
should b 
for auto 



ask that 
E macro 
e fact t 
they can 
terminal 
operate 
to one 1 
subsegue 
e design 
matic sy 



generated t 
instruction 
hat pages ha 
be displaye 
paging comm 
r has to rea 
ine, and he 
nt output wh 
ed to reserv 
stem-to-cper 



he pages for display may als 
to send a message to the ter 
ve been stored, and identify 
d, when convenient, by the o 
ands. Thus the amount of in 
d as the result of automatic 
can use the CICS/VS paging c 
en he desires it. Terminal 
e at least one line en displ 
ator messages of this nature 



o issue the 
minal notifying 
ing the pages 
perator entering 
formation the 

output is 
oamands to 
output formats 
ay terminals 



This second technigue is based on terminal paging, which utilizes 
temporary storage and VSfiH. 

If a task is to be automatically initiated to send output to a 
VTAM-supported terminal such as the 3600, CICS/VS establishes a logical 
connection, if the relevant logical unit is not currently connected to 
CICS/VS. The 3600 AP controlling that logical unit is then notified 
of the reguirement by CICS/VS to automatically initiate a task on behalf 
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of that logical unit. This is achieved by CICS/VS requesting VTAM tc 
send a "bid" command. On receipt cf the bid, the AP can notify the 
terminal operator (perhaps by displaying a message or by turning on an 
indicator light en the 3601) that automatic output is to be sent to 
him. If he indicates that he can receive that output, the AF can 
respond positively tc the bid. CICS/VS then automatically initiates 
the task to send data to the AP, and hence the terminal operator. If, 
however, the terminal operatcr dees not wish to accept automatic output 
at that time, the AP can respond negatively to the bid. CICS/VS will 
not reissue the bid at a later time. When the terminal operator is 
able to accept the automatic output, he notifies the AP. The AP then 
transmits a "ready to receive" cemmand to VTAM, and hence CICS/VS. 
CICS/VS then automatically initiates the task as discussed above. Refer 
to the CICS/VS £dvan<ged Ccjmunicatiojn Guide for further information. 

If none of the above technigues is to be utilized, the terminal 
operator can periodically enter a user transaction which reads any 
messages queued for that terminal destination in transient data, and 
transmits those messages tc the terminal. This dees not require the 
use of the technigues previously described, but has the disadvantage 
that it is completely dependent upon the terminal operator. 

IS* °E UlSih Elifiliil Processing 

CICS/VS intrapartition gueues may be utilized fcr low (or high) 
priority processing. A program can receive transactions from a 
terminal, validate them, and notify the terminal cf any error messages. 
Valid transactions are directed tc an intrapartition destination, and 
queued for that destination until a specified trigger level is reached. 

A terminal is not associated with this destination. Bhen the trigger 
level is reached, a task is automatically initiated based upon the 
transaction code specified for that destination. As no terminal or 
operator is associated with this task, the task priority used in 
processing these transactions is the transaction priority as specified 
for that transaction code in the program control table (PCT) . The 
initiated task may read the transactions queued to that intrapartition 
destination, process their, and update any required data sets depending 
upon the application reguirements. Processing of data may then proceed 
independently cf subsequent terminal input. 

This technigue is utilized by the asynchronous transaction processing 
(ATP) facility in CICS/VS (see Chapter 3) . A batch of transactions 
may be entered from a batch terminal using the ATP transaction, CBDB 
(refer to Figure 3-11). This batch is given a batch name by the 
terminal operator, and each transaction is gueued on a transient data 
intrapartition gueue until all batch input is completed. At this time, 
a task (or tasks) is initiated, based upon the transactions in the 
batches, to process those batches. In the meantime, the terminal 
operator is free to enter any other transactions, including other ATP 
batches. 

During processing of the ATP batches, terminal output is directed 
by applicaticn programs to intrapartition destinations. This terminal 
output may be retrieved and transmitted to the terminal, when requested 
by the terminal operator. This is achieved by entering the ATP 
transaction code CUTE (see Figure 3-11). 

REUSABLE INTBAPAETITION C01UES 

Intrapartition destinations can be specified as nonreusable or 
reusable. Nonreusable gueues accumulate data ever the entire CICS/VS 
operational period, including any warm starts following termination of 
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CICS/VS (see "CICS/VS Initialization" in Chapter 8). Data on 
nonreusable destinations is not destroyed until transient data is cold 
started, or until explicitly purged by user prograns. 

If reusable queues are employed, when an application program issuing 
a transient data GET nacre instruction causes data to be read from a 
new track, the track just read is automatically returned by transient 
data to the pool of tracks available for use in satisfying other POT 
reguests., This also causes transient data to reformat the returned 
track for later use, and may in some cases result in performance 
degradation during this reformatting. 

The intrapartition data set can therefore be utilized most 
efficiently for those destinations for which data does not need to be 
retained; however, other destinations containing data which must be 
retained for audit or recovery purposes, are not disturbed. 

INDIBECT DESTINATIONS 

CICS/^S transient data uses extrapartition, intrapartition, and 
indirect destinations. 

An indirect destination has its own destination identification, but 
in turn identifies another destination. Output eventually to be 
directed to specific devices may be written to a "logical" 
intrapartition destination. This logical destination identification 
is an indirect destination, which in turn specifies the destination 
for the physical device to be used to receive that output (see Figure 
4-6) . 
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Figure 4-6. Indirect Destinations 

If the output is to be subsequently directed to seme ether device, 
the application programs dc not have to be changed. The output is 
directed to the relevant logical destination. However, the entry for 
that indirect logical destination is changed in the DCT to refer to 
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the new device, which nay be either intra partition, such as a terminal, 
or extrapartition, such as a tape, disk, or printer. 

Thus the amount of maintenance resulting from a change in the 
terminal network configuration, for example, is reduced to only a change 
and reassembly of the OCT. 

Different types of output to be directed to the same terminal should 
be written to different logical indirect destinations. These different 
destinations may refer indirectly to the same terminal destination. 
If, at seme later time it is decided to separate logical output across 
terminals, instead of havitg it appear on the same terminal, this can 
be achieved merely by changing the relevant indirect logical 
destinations to point to the new terminals to receive that output. No 
change need be made to the application programs. 

As well as reducing the amount cf program maintenance resulting from 
a change in the terminal network configuration or a change in 
application reguirements directing output to different terminals, 
indirect destinations have other useful purposes. These are summarized 
below. 

BSJJlce 3£de.E€aden.ce 

By directing output to logical indirect destinations instead of to 
specific terminal destinations, the programs now become independent of 
the particular device selected tc receive that output. An indirect 
destination may point to any intrapartition or extrapartition 
destination. For example, the output which may normally be directed 
to a terminal printer may be directed to an extrapartition destination 
line printer. This can be achieved by writing the output to an indirect 
transient data destination, and then reassembling the DCT to point to 
the line printer extrapartition destination identification. 

The use of indirect destinations and device independence raises the 
guestion of terminal backup. Through the use of indirect destinations, 
programs are no longer dependent upon the availability of specific 
terminals. In the event of a terminal going down, an alternative 
terminal or device (tape, disk, cr printer) may be assigned to receive 
the output logically directed to the failing terminal. 

On terminal failure (see figure 3-12) , it is not practical to 
reassemble the destination control table to change the indirect 
destination to the backup device, without terminating CICS/VS. In this 
case, the system design team should evaluate the reguirement for a 
backup capability to enable critical information to be received. 

If it is necessary that information be directed tc an alternative 
device, then the destination control table may be changed dynamically 
by user-written programs. The user may write an application program 
(initiated by a specific transaction code) to search the destination 
control table for the specified indirect destination. The destination 
identification pointing indirectly tc the failed device can then be 
modified to point indirectly tc the destination cf an alternative 
device. Data already queued for the original destination cannot be 
sent to the failed terminal, but must then be copied by the user program 
to the destination gueue of the allocated device. Subseguent data 
written to the indirect destination will then automatically be directed 
to that device (see Figure 4-7). 
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Jgote: In the event of abncrial termination because of a power failure 
or machine check, and subsequent reinitiation of CICS/VS, such user 
modifications to the DCT may be lost. The DCT will be initialized by 
CICS/VS as if the user modification had net occurred, since it is not 
aware that the DCT was changed bj the user. This can be overcome by 
the user program journaling each DCT modification and reestablishing 
each modification itself after reinitiation. (See "Journaling.") 
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Figure M-7. Terminal Backup and Reconfiguration 

The transaction code allocated to the DCT modification program may 
be given a security code sc that only certain authorized terminal 
operators, such as the master terminal operator, may use it. 

Dynamic germinal ISgon^jUjurjition 

The user-written ECT Modification program for terminal backup 
described above may also be utilized for dynamic terminal 
reconfiguration. If at different times of the day it is required to 
change the destination of logical output to different physical devices, 
this can be achieved by using the ECT modification transaction code 
and program. 

This raises the possibility of dynamically reconfiguring the terminal 
network, or other devices, to receive output. For example, at one time 
of the day output may be directed to a particular terminal printer, 
while at other times it may te directed to a display screen, and again, 
to a line printer. 

As described above, any dynamic DCT modification made by user-written 
programs should be journaled by the user, and utilized after CICS/VS 
reinitialization to reestablish the modified DCT. 
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The availability of CICS/VS terminal device independence, which 
enables application prograos to present output messages in a standard 
form regardless of the terminal type which will receive those nessages, 
lends itself to such dynamic reconfiguration capability. Dynamic 
terminal reconfiguration is discussed further in "Terminal Backup" in 
Chapter 8. 

Because CICS/VS allows anj terminal (or simulated terminal such as 
card reader, disk, or tape) to enter any transaction, the user-developed 
support of dynamic reconfiguration also enables the master terminal 
operator to exercise control ever where output is to be directed based 
upon online application requirements. Used in this way, transient data 
and indirect destinations become powerful online application tools. 

Some VTAM-supported terminals (such as the 3600) permit dynamic 
terminal reconfiguration to be performed by the controller for the 
devices controlled by an AF. Through use of logical device addresses, 
the AP identifies devices to be used for I/O. The controller relates 
their logical device addresses to physical device addresses using a 
table associated with that AE. The controller also permits this table 
to be changed dynamically so that a specific logical device address 
may refer to a different physical device. The 3600 system operator 
may reguest this reassignment to be carried cut by a user-developed 
AP. For example, a 3600 system operator may reassign an alternative 
printer for use by an AP with an inoperative printer. 

This device reassignment is transparent to CICS/VS. CICS/VS 
communicates output disposition to an AP through use of logical device 
codes (LECs) . The AP then relates the logical device code to a logical 
device address and issues the relevant output reguest. The controller 
then relates the logical device address to a physical device as 
previously described. 

The AF can interpret the IDC based upon application requirements 
and identify a logical device address to the controller. The controller 
can then identify the physical device currently assigned to that logical 
device address for that AF. 

Use of alternative devices and device reassignment support in the 
3601 provides additional system flexibility and availability for 3600 
users. 
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CHAPTEB 5. CICS/VS BAT A, JASE DESIGN. 



This chapter presents a tutorial discussion of data base design. 
Experienced CICS users naj wish tc omit reading about those facilities 
which are identical to those provided in previous versions of CICS. 
New facilities provided in CICS/VS include support of VSAM data sets 
and DL/I data bases. Appreciation of these facilities can be obtained 
by reading the following topics: 

• Data base iroplementaticn for applications 

Bandcm record deleticn (VSAM cnlj) 

Locate mode processing (VSAM cnlj) 

Mass record insertion (VSAM cnly) 

Skip sequential browsing 

Weighted retrieval function (VSAM only) 

Becord identification 

Phonetic conversion function 

Segment updating (key-seguenced VSAM) 

Recovery considerations 

DL/I products 

Data base selection criteria 

Because of the. significant capability available both to the 
CICS/DOS/VS and the CICS/CS/VS user for accessing DL/I data bases, it 
is strongly recommended that the CICS/VS user whc is not familiar with 
DL/I concepts and advantages read the DL/I Products section in its 
entirety. 



In designing data bases, it is important to identify the data base 
requirements of each application tc be implemented. Accordingly, this 
chapter first examines the data fcase requirements cf a number of 
different applications, to identify these factors roost important to 
the applications in selecting the appropriate data base support. 
Following this, the services offered by CICS/VS file control and by 
the various DL/I products are described. Techniques are identified 
for the design cf data bases using these facilities to satisfy various 
application requirements. At the end of the chapter, a number of 
selection criteria are discussed for the determination of the most 
appropriate data base support in specific environments. 
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APHjICMIOJS BEfilJIJUJiENTS fiF DATA, E.AJJS 

DATA BASE DEFINITION 

The term "data base" may have a different meaning to different online 
applications or installations. A general definition of a data base, 
which covers most considerations, is: 

"A structured nonredundant collection of interrelated information 
accessible to many users at the same time." 

Structures 

The term "structured" in the definition refers to the organization 
of information in a manner by which it can be easily retrieved. The 
following two structuring approaches can be used: 

• Physical structure 

• Logical structure 

To reguire an application program to be aware of the physical 
structure of the data base ioplies that any change to the organization 
of information on that data base might also necessitate modification 
of the application programs which access the data base. 

A logically structured data bas<- is one in which an application 
program can refer to information in that data base by name, without 
necessarily being aware of the physical organization or location of 
data on the data base. The physical structure or organization may be 
separately described by a data description table, while the application 
program can describe its logical accessing and usage of the data using 
a program description table. These tables provide an interface between 
the application program and the physical structure of the data base. 

The advantage of logical structures is that a change in the data 
base generally only reguires a change in the relevant tables, often 
without necessitating any change in the application programs. This is 
termed data independence, and results in reduced maintenance of programs 
following modification of a data base. 

Data bases which are referenced by physical structure usually have 
limited (or no) data independence, and programs may reguire considerable 
modification following a data base change. However, programs that 
refer to data bases logically, exhibit a much higher degree of data 
independence. Any data base changes are reflected in the data base 
tables and program tables rather than in the program itself. 

£ata 3§du.: B da,nc;y, 

The term "nonredundant" in the above definition refers to the ability 
of a data base to record certain information (for example, a customer's 
name and address) once only, but make that information available to 
ether programs that use it. 

Traditionally, batch applications and programs are developed with 
their own data sets, often disregarding information that is recorded 
on separate data sets for separate applications. The result in the 
traditional batch environment is the existence of redundant 
information — that is, the same information is often recorded in many 
data sets. A change to that information must be propagated through 
all data sets to ensure that the information remains in step across 
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all applications. The advantage in recording information only once, 
and yet making that cne record of information available to all 
applications, is that once that information is changed, the change is 
reflected across all applications that use the information. 

A further advantage resulting from nonredundant storage of 
information is storage economy, either on disk or tape. 

Collection of l£terr,ei§.|jd, Jlifoj:f atign. 

The term "collection of interrelated information" in the definition 
refers to the consolidation cf information relating to applications at 
one common point. The advantages offered by such consolidation include: 

• More readily available information 

• More timely information 

• Elimination of redundant information 

• Saving in disk or tape storage requirements 

• Easier maintenance of information 

• Development cf information relationships 

The last advantage listed refers to a significant advantage of data 
bases: the determination cf the logical relationship of all information 
referring to a particular entity. The identification of such logical 
relationships of information enables that information to be utilized 
for better management of an organization's activities. This information 
may have been available previously, but may not have been utilized 
effectively before implementing the data base. 

To illustrate the importance of the data base factors 
discussed above, namely: 

• Interrelated infcrmaticn 

• Logical structuring cf information 

• Data independence 

• Nonredundant information 

the application requirements for data base support in the following 
industries are discussed: 

• Manufacturing 

• Banking 

• Insurance 

• Medical 

• Pharmaceutical 

• Distribution 

• Law Enforcement 

• Utilities 
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The entire data base requirements will not be described for each 
industry. However, some data base requirements will be identified 
here, to use as a base fcr subsequent discussion in this chapter and 
in Chapter 11. The reader may wish to read only that section below 
relevant to his cwn industry, and then refer to the topic "Data Base 
Implementation for Applications. " 

One of the most important resources in each of the industries next 
discussed is data, lithcut access tc such data or information in these 
industries, the following applications cannot exist. The availability 
of such information can cpen application potentials which were not 
practical previously. 

The application design in each cf these industries is discussed in 
more detail in Chapter 11. However, the data base requirements 
introduced here highlight the main requirements fcr data base support 
in each industry. References are also made to diagrams in Chapter 11. 

The DI/I products provide extensive data base support, which exceeds 
that provided by CICS/VS file ccntrol. File control is a data 
management system which can be utilized to access data sets. However, 
the user must be aware of the physical organization of data on those 
data sets. DL/I refers tc data in a data base, while CICS/VS file 
control refers tc data in data sets. Hhile recognizing the different 
levels of data base support cffered by DL/I and by CICS/VS file ccntrol, 
tc avoid confusicn of terminclogy between data sets and data bases, 
all information is discussed belcw as being part of a data base, 
regardless of whether CICS/VS file ccntrol or DL/I is used. 

MANUFACTURING INDUSTRY 

Seme of the information requirements of this industry relate to 
manufacturing (or production) work orders. The data describing the 
products to be manufactured, parts to be utilized, availability of 
materials and resources, and status and location cf wcrk orders in the 
manufacturing process are essential to manufacturing control. Figure 
11-1 illustrates a manufacturing production crder and status reporting 
system. 

Manufa ct uring Wfirk Order Data. Ba§e 

At least three data bases may be required for ccntrol of information 
relating to manufacturing. One is the manufacturing order data base, 
on which the entire manufacturing application depends. This generally 
contains the record for each manufacturing order as illustrated in 
Figure 11-2. This manufacturing crder data base ccntains information 
describing the manufacturing requirements for each wcrk crder, together 
with information reporting the status of that work order at each step 
in the manufacturing process. 

Hart Number Cross^Ref grence Data .ga.se. 

A second data base is used to indicate relationships between part 
numbers and open manufacturing orders using a particular part. This 
data base is called the part number cress-reference data base. By 
accessing this data base for a particular part, each current 
manufacturing crder which uses that part may be identified, as 
illustrated in Figure 11-3. Further information relating to that 
manufacturing order may be obtained from the manufacturing work order 
data base. 
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Ma.nul3Ctur.iiia, £l§££i£S £Sia Ejse 

A third data rase is the manufacturing planning data base, which 
contains information for each manufacturing order that has been planned 
and that will be released to the shop flcor for work. This data base 
is used mainly for audit trail and control functions. The information 
contained in this data base is illustrated in Figure 11-4. 

£a.ta Base Dsajge 

As manufacturing crders are received, the; are added to the 
manufacturing order data base, and all parts utilized by that 
manufacturing wcrk crder are added tc the part number cross-reference 
data base. As each work crder is planned for manufacturing, it is 
entered into the manufacturing planning data base. 

Data Base Bequj.rem§Ets 

The data base reguirements for this application should support: 

• Logical relationships of data to be established; for example, all 
work orders using a particular part. 

• Multiple occurrences of information relating tc particular data, 
for example, multiple status information relating to a work order, 
or multiple work orders relating tc a part. 

• Adding information to the data base, replacing or altering 
information, or deleting infcrmation. This enables new work crders 
to be added, existing work orders to be altered, or completed work 
orders to be deleted. In additicn, one work crder may be split 
into two or more work orders. This implies the need for changing 
the original wcrk order and adding each new split work order. 

Additional facilities which shculd, ideally, be provided by data 
base support in this industry are: 

• Data independence 

• Nonredundant information 

• Easy maintenance 

• Batch and online access to the data base 

BANKING INDOSTBI 

The applicaticns often cf interest in this industry are: 

• Savings bank and mortgage loan system 

• customer information system (called Customer Information File - 
CIF) 

The savings bank and mortgage lean system, when implemented as an 
online application, enables savings bank deposits and withdrawals and 
mortgage loan transactions to be entered from teller terminals located 
in various branches cf the bank. These transactions are used to update 
savings bank and loan accounts. Figure 11-7 illustrates a typical 
savings bank and mortgage loan system. 
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The customer information system is used to identify all information 
relating to a customer^ activities with the bank. This enables the 
following information to be identified for each customer: 

• Savings accounts 

• Checking accounts 

• Loan accounts held 

Furthermore, given a customer's name and account number, it can also 
be determined from that account all ether accounts owned by that 
customer. Figure 11-11 illustrates a typical banking customer 
information system. 

To implement these applications, several data bases are reguired. 
These data bases should be interrelated, to allow implementation of 
the customer information system. A description of these possible data 
bases follows. 

Savings account Data Base 

The savings account data base contains information relating to each 
savings accounts-such as account number and current balance. 
Information describing each transaction against that account, such as 
deposits, withdrawals, and interest, is also contained in this data 
base. There may be multiple transactions against each account, as 
illustrated in Figure 11-8. 

Mortgage Loan Data Base 

The mortgage loan data base may be similar to the savings account 
data base, as illustrated in Figure 11-8, except that the multiple 
transactions that occur against a loan account are normally payments. 
The initial granting of a loan usually results in the creation of a 
new loan account, against which there may be multiple transactions 
reflecting periodic payments against that loan, and interest 
calculations based upon the current balance. 

Checking Account Data Base 

The checking account data base is somewhat similar to the savings 
account data base, except that the multiple transactions that occur 
against the checking account are checks written, or deposits received, 
together with fees charged against the account, as illustrated in Figure 
11-12. 

Customer Account Cross-Bef erence Data Jj3a.se 

The customer account crcss-reference data base generally provides 
information describing the customer, such as name, address, and 
telephone number, and contains information describing every type of 
account and account number held by that customer at the bank. Because 
a customer can have many different types of accounts, multiple account 
references may exist (see Figure 11-9). 
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Pj|ta Base Beguirements 

The data base support required for this application should support: 

• Multiple occurrence of transactions relating to an account. 

• Logical relationship of accounts to a specific customer, to produce 
an interrelated data base. 

• Add new accounts, change accounts, and delete accounts front the 
data base. 

• Add new transactions, change transactions, and delete transactions 
from accounts. 

• Using related data bases, record customer information only once, 
but allow that information tc be available tc all of the customer's 
accounts sc as tc avoid redundant information. 

• Modify the data base without reguiring program modification — that 
is, data independence. 

• Access the data base both online and offline. 

INSOBANCE INDUSTBY 

The applications within the insurance industry, covered in the 
following paragraphs include: 

• Policy information system 

• New-business policy entry system 

A policy information system is somewhat analogous to a customer 
information system in the banking industry. It utilizes a number of 
data bases which describe all of the policies issued by the insurance 
company for each customer (see Figure 11-14) . Other information 
relating to claims and renewals against each policy enable the insurance 
company to assess mere accurately a customer's insurance value. 

The new-business policy entry system enables new policies to be 
entered and added to the policy data base (see Figure 11-18) . In 
addition, provision is made through this system to alter or delete 
policies already in the policy data base. 

Ifilicy. Data B§se 

The policy data base generally contains all the information relating 
to each current insurance policy. In addition, claims and renewals 
against that policy are associated with the policy information. There 
may be multiple claims or renewals against each policy, as shown in 
Figure 11-14. 

£u§ipjne£ £££.§szlJ§£e£en.£e £at a Sase 

The customer cross-reference data base contains information relating 
to the customer, such as name and address, together with identification 
of each policy number owned (see Figure 11-16). 
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JeEiesefiiStlie^T.errito.rv. Data Base 

In soie cases, a representative or a territory data base may be 
used. This identifies each insurance company representative, or 
geographic territory, together with all the policy numbers relating to 
that representative or territory (see Figure 11-17). 

Data Base Requirements 

Data tase support for these applications should support the 
following: 

• Multiple occurrences of information, such as claims and renewals 
to be associated with each policy 

• Multiple policy numbers to be associated with each customer 

• logical relationships of a customer's ownership of various policies 

• Nonredundant storage of information, so that information describing 
a particular customer cr policy may appear only once and yet be 
accessible in many different ways 

• Data independence, tc enable the data base to be modified without 
reguiring corresponding program maintenance 

• Batch and online access to data base 

MEDICAL INDUSTRY 

One online application in this industry is the control and 
maintenance of infcrmaticn relating to all the patients in a hospital 
or clinic, in a patient information system (see Figure 11-20). This 
application enables a history to be developed for each patient, 
describing all visits, diagnoses, and treatments received for that 
patient. In addition, each patient receiving certain medication or 
with a particular disease can be noted to enable rapid identification 
cf such patients receiving certain treatment or suffering from 
particular diseases. 

f Sii^nt Bistory Data Base 

The patient history data base generally contains all the information 
describing each patient, such as name, address, sex, and physical 
characteristics. In this data base may be information describing each 
visit by each patient to the hospital or clinic, each diagnosis made 
for that patient, and all medication or treatment received (see Figure 
11-21) . 

Medication Cross^Bef erence Data Juse 

The medication cross-reference data base may contain information 
describing the particular medication, together with identification of 
all patients who have received that medication, as illustrated in Figure 
11-22. 

Diseas.es D at a Ease 

A diseases data base may be used, which contains information relating 
to each disease, together with identification of all patients suffering 
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from that disease. Alternatively, the patient history data base can 
be searched sequentially, to select all patients with a particular 
disease. The use of a separate diseases data base is recommended if 
there will be a significant number of disease inguiries, 

Data lase Reajair.eraents 

Data base support for such a patient information system should 
support: 

• Multiple visits, diagnoses, and treatments to be recorded for each 
patient, or multiple patients to be recorded for each medication 
or disease 

• logical relationships of medication or disease to patient history 
and vice versa 

• Add, change, or delete patients or patient history information such 
as visits, diagnoses, and treatment 

• Add, change, or delete identification of patients receiving certain 
medications cr suffering from specified diseases 

• Nonredundant storage of information, such that information 
describing a patient occurs only once 

• Data independence, such that a modification of the data base will 
not reguire corresponding modification of programs 

• Access to the data base from batch and online programs 

PHARMACEUTICAL INDUSTRY 

One online application in this industry is the entry of orders from 
pharmacists for various products and the filling of those orders in 
the pharmaceutical company*s warehouse, as illustrated in Figure 11-2*1. 

Pharmacist Data Ease 

This application uses a pharmacist data base, describing the 
information relating tc a pharmacist such as name, postal address, 
ship-to address, and credit rating (see Figure 11-26). 

Product Data Base 

The products which may be ordered are held in a product data base 
which describes the infcrmaticn relating to each product. 

Synonym Data Base 

The synonym data base may contain display images of all product 
names with the same first few characters (first four, five, six, or 
seven characters for example), together with product information such 
as unit price, unit size, discounts, and warehouse location, as shown 
in Figure 11-25. This data base is used to identify by name the product 
ordered. The display image is transmitted to the terminal operator to 
enable the appropriate product name to be identified. 
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Accepted Order Data Jase 

The accepted order data base contains orders which are to be filled 
by the warehouse. The products within each crder nay subsequently be 
sequenced into warehouse location sequence for production of warehouse 
packing slips (see Figure 11-27) . 

Order In- Progress Data Base 

The order in-progress data base may have the sane record format as 
the accented order data base (see Figure 11-27), and is used for 
temporary storage of products ordered, until the entire order is 
complete,, to allcw for changes in the order. 

Data Base Requirements 

The data bases used for this application may need to support multiple 
occurrences of information, such as multiple product details for 
products stored in more than one warehouse. The particular data base 
support used should provide: 

• Access of information relating to pharmacists and products 

• Add orders to the crder data base 

• Multiple occurrence of details fcr products in the data base which 
may be stored in several warehouses 

• Nonredundant storage of data, with all the information relating to 
a pharmacist or a product, fcr example, stored only once 

• Data independence, such that modification of the data base does 
not require corresponding modification of programs 

• Access to the data base by batch and online programs 

DISTRIBUTION INDUSTBY. 

A common application in t*be distribution industry is order entry 
and invoicing. This application is sometimes similar to the 
pharmaceutical order entry system described above, but differs mainly 
in the area of stock status checking. Orders are accepted against 
products, and the product inventory is immediately updated. 
Furthermore, information such as issues and receipts against each 
product can be retained online as part of the current product 
information. Figure 11-28 illustrates one example of an crder entry 
and invoicing system. 

Some of the data bases used in this application may be similar to 
those used in the pharmaceutical crder entry system, but with additional 
inventory control information in the product data base. 

Customer Data Ba.se 

The customer data base is generally a record of information relating 
to the customer, such as name, postal address, ship-to address, and 
credit rating (see Figure 11-30) . 
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l£oj3uct Data. B.ase 

The product data base lay contain information describing the product, 
together with current balance, minimum balance, reorder guantity, unit 
price, and disccunts acrcss several warehouses (see Figure 11-31). In 
addition, each accepted product crder may result in an issue against 
inventory, while each reorder placed against suppliers may eventually 
result in a receipt into inventory when the reordered guantity is 
delivered. 

These issues and receipts may be recorded in separate data bases or 
associated with the original product in the product data base. In this 
case, there may be multiple issues and receipts against each product 
in the product data base. 

Accented Order Data Ease 

The orders data base may contain information describing each accepted 
crder, and the products comprising that order (see Figure 11-29) . 
Products in the accepted order data base may be seguenced into warehouse 
location seguence for production of a warehouse packing slip. 

Order Ifir£l23£S§§ P.ata Msl§§ 

The order in-progress data base temporarily holds each product 
ordered until the entire order is completed, in case it is necessary 
to alter the order before completion (see Figure 11-29). 

Data Base Ee.Sfliremen.ts 

The data base support requirements for this application should 
support: 

• Accessing of customer information 

• Accessing and updating of product information and inventory levels 
of products in the data base which may be stored in several 
warehouses 

• Application of issues and receipts against a product in the product 
data base 

• Addition of accepted orders to the order data base 

• Nonredundant information, by associating product issues and receipts 
with the original product record 

• Data independence, such that modification of the data base will 
not reguire corresponding modification of the programs 

• Access to the data base from both batch and online programs 

LAN ENFOBCEMENT INDUSTB* 

One online application in this industry is a police information 
system. This is generally an integrated data base system containing 
all information relating to known criminals, and data available on 
crimes such as ffic^us. 2EejEaj)£i and suspects (see Figure 11-33). 

A police information system provides a useful function, not only in 
the recording and maintenance of all information relating to criminals 
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and crimes, but also through the relationships of information. A police 
information system can be utilized as a powerful law enforcement tool, 
by examining various relationships; for example: 

• The personal characteristics of suspects against personal 
characteristics of known criminals 

• Comparing the |!2dj}s ££££.3£iH used for a particular crime against 
the known modus ojBerajdi of various criminals 

• The examination of all factors relevant to a particular crime and 
the relation of those factors to other information 

A number of separate data bases may be used in this application to 
produce an integrated police data base. Some of these data bases are 
described in the following paragraphs. 

Crim in al Data Jjase 

The criminal data base may contain all information relating to each 
known criminal, such as nate, kncwn addresses, aliases, and reference 
information in other data bases, such as personal characteristics and 
particular igdjgs ope ra ndi. 

Crimes Data £ase 

The crimes data base may contain all kncwn information relating to 
particular crimes, together with details of the crime, such as modus 
2£§£3££4# and reference tc possible suspects. 

Suej)ec.ts Data jiaje 

The suspects data base may be similar in nature to the criminal data 
base, and records all kncwn information relating to each suspect of a 
crime. 

Convictions Data. JJase 

The convictions data base may relate solved crimes to criminals, 
and may indicate the punishment dispensed. 

Personal Characterises ££t£ £a.s.e. 

This data base may contain the personal characteristics (such as 
height, weight, age, and description) of all known criminals, suspects, 
and participants in crimes. 

Modus Cjeegancli Daia J^se 

This data base may contain the m.gdj2s operandi used by known 
criminals, suspects, and participants in crimes. 
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The data base support requirements for this application are quite 
extensive. The data base support shculd allow: 

• The multiple occurrence cf infer nation, such as multiple references 
to crimes and convictions for each criminal, or multiple references 
to criminals for each crime 

• The ability to readily add, change, or delete information on the 
various data bases 

• The ability to manipulate coded and textual information of data 
bases— that is, the suppcrt of variable-length text information 

• The ability to identify logical relationships between various 
information 

• The capability tc search data bases, selecting infermation based 
upon specified criteria 

• Monredundant information, to reduce the amount of disk storage 
space reguired 

• Data independence, such that medification of the data bases will 
not reguire corresponding modification of programs 

• Access to the data bases by batch and online programs 

UTILITIES INDOSTBY 

One online application in this industry may be a Customer Information 
System (see Figure 11-35). This may contain all information relating 
to the utility company's customers, such as name, address, account 
details, appliances installed, and their maintenance history. 

CliStojiex Data ££££ 

The customer data base contains descriptive information such as 
name, address, appliances installed, consumption history, account 
details and history, installment lean account details, and history and 
maintenance history for appliances (see Figure 11-36). The historical 
information may be part of the customer data base and reguires that 
multiple entries of information relating to the particular account or 
appliance be associated with each customer. 

13SiBi£MSSe Te.£h.n.ici&n $£&£ £§s§ 

To enable scheduling cf maintenance technicians to repair faulty 
appliances as reported by customers, a maintenance technician data base 
can be used. It may contain infermation describing the maintenance 
technician, his particular experience, a planned wcrk schedule for that 
technician, and, possibly, service calls and repairs already carried 
out. Based upon customer service calls, and unallocated slots in a 
technician's schedule, technicians may be allocated to answer particular 
service calls. This service call information refers to the particular 
customer and appliance invclved. Information describing the service 
call and repair may also be added to the maintenance history for that 
customer's appliance in the custcmer data base. 
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mia Bas<= Jtequireaents 

The data base support requirements for this application should 
permit: 

• Multiple occurrence of inf ormaticn, such as account history cr 
maintenance history, tc be asscciated with each customer or 
appliance, or each maintenance technician 

• Ability to add, change, cr delete customers, appliances, account 
information, and maintenance information 

• Ability to generate maintenance work crders for technicians, 
accessing prior maintenance bistcry for an appliance 

• Ability to ccntain varying amounts of information for each customer, 
such as information relating tc multiple appliances, or no 
appliances, and extensive account history, or no account history, 
while still utilizing disk storage space efficiently 

• Nonredundant infcrmaticn 

• Data independence 

• Access to the data bases from batch and online programs 

DATA BASE IMPLEMENTATION FCB APPIICATICNS 

Data Base Requirements S,umjBary. 

The most common requirements of data base support for the foregoing 
applications are: 

• Ability to support the multiple occurrence of information, with 
the number of occurrences varying from zero tc many 

• Utilize disk storage most efficiently, without requiring storage 
space to be allocated for information which is net present for a 
particular record 

• Handle variable- length information such as names, addresses, or 
textual information for better disk storage efficiency 

• Add, change, or delete records in a data base 

• Add, change, or delete multiple occurrences cf information for a 
record 

• Nonredundant storage of information 

• Data independence 

• Access to the data bases by batch and online programs 

Multiple Occurrence IJElSjejatsticj 

Before examining the various data base support techniques available 
to determine how these can satisfy the above requirements, it is 
particularly important to examine the way in which multiple occurrences 
of information for a particular data base record can be implemented. 
The two techniques are: 



124 CICS/VS System/Application Design Guide 



• Physically related occurrences 

• logically related occurrences 

Physically related occurrences generally are implemented fcy utilizing 
separate data sets. The main "rcct" information is stored in one data 
set. This may be specific customer data in a customer information 
system, account information in a savings bank and loan system, or 
product information in an order entry system. 

The multiple cccurrences cf related information are then stored in 
a separate data set or data sets, and are related back to the main root 
information in the root data set by means of pointers. Furthermore, 
the separate occurrences cf information relating tc a root can be 
chained by means of pointers. 



For example, in the banking industry, all 
a bank's customers may be recorded in saving 
sets, with each account record ccitaining po 
the customer's root information, such as nam 
record for that customer may also contain a 
for that same customer in a chain cf account 
transaction data set, contains deposits and 
Each transaction refers back to its related 
a pointer, and tc the next transaction again 
chain of transactions, using another pointer 
Figure 5-1. 



the accounts relating to 
s and loan account data 
inters which refer back to 
e and address. Each account 
pointer to the next account 
s. A further data set, a 
withdrawals for accounts, 
account record by means of 
st the same account in a 
This is illustrated in 




Savings 
Transactions 
Data Set 



Figure 5-1. Savings and Loan Data Base Chaining 
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The separation of the root information in one data set, with the 
variable transaction information in ether data sets chained logically 
to the root data set and also to ether transactions for that same root, 
enables standard access methods to be utilized in providing data base 
support. The root information may be organized as a standard DAM 
(Direct Access Method), ISAM (Indexed Sequential Access Method), or 
VSAM (Virtual Stcrage Access Methcd) data set. Generally, the 
transaction data set would be organized as a DAM data set, or an 
entry-seguenced VSAM data set, tc enable direct retrieval of transaction 
records. Eetrieval of all the transactions relating to a particular 
root reguires retrieval of the root information itself, followed by 
retrieval of each transaction in the chain — with a possible separate 
physical access for each transaction. 

This physically related chaining technigue may be supported by the 
CICS/VS file control indirect access feature, which is discussed in 
more detail later in this chapter. 

The logically related technigue for the multiple occurrence of 
information generally incorporates the multiple transactions in the 
same data set (or data base) with the root information. Most of the 
transactions relating tc the root information are potentially accessible 
in fewer physical disk accesses than for physically related information. 
The data base support endeavors to place multiple transactions as close 
physically to their logically related root information as possible. 
For example, root information such as customer details is recorded 
immediately followed by multiple occurrences of information, each 
detailing a separate account for that customer and transaction activity 
against each particular account. 

The data base support tc implement a logically related technigue 
must enable new information related to the root information to be added 
to other information for that root, existing information to be changed, 
or information tc be deleted. This may require the utilization of 
internally controlled pointers and chains which are known only to the 
data base support and which are transparent to the application program. 
The application program may logically regard the multiple occurrences 
of information as if that information were physically adjacent to the 
root information. 

Alternatively, the data base support may attempt to physically insert 
added information with the root and existing information, thus shifting 
along other information in the data base. 

The data base support available for such logically related 
information is: 

• CICS/VS file control segmented record feature 

• DL/I products 

These are discussed in more detail in the remainder of this chapter. 

Uhlh BASJ SUPPORT FOB CICS/VS 

The features and system design aspects of CICS/VS file control and 
DL/I products are presented below. Included are the factors to consider 
when selecting appropriate data base support and selection criteria. 
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CICS./VS FILE CONTBOJ, (I5AM.^_DAJJ^_VSAJ) 

The CICS/VS file central program provides data base support for 
application programs executing under its control. It uses the standard 
access methods available under DCS/VS and OS/VS 1 or 0S/VS2 — namely 
the Indexed Sequential Access Method (DOS/VS ISAM cr OS/VS BISAH) , 
Direct Access Method (DGS/VS DAM or OS/VS BDAM) , and Virtual Storage 
Access Method (VSAM) . For the remainder of this chapter, "DAM" will 
be used to refer both to DOS/VS DAM and OS/VS BDAM, and "ISAM" will 
refer to both DOS/VS ISAM and OS/VS EISAM. 

The facilities provided by the standard access methods are extended 
in some cases by CICS/VS file control to provide additional support. 
For example, file ccntrcl supports the following data sets: 

• Fixed-length and variable-length records 

• Blocked and unblocked data sets 

• ISAM, DAM, and VSAM 

Extensions provided by CICS/DOS/VS file control enable the support 
of variable-length DOS/VS ISAM data sets, which are not part of standard 
support provided by DOS/VS ISAM. Similarly, file control provides 
support for blocked fixed-lergth or variable-length DAM data sets, 
which are not included in the standard support provided by DOS/VS DAM 
or OS/VS BDAM. The support of blocked direct access data sets is 
particularly useful if those data sets are processed sequentially by 
CICS/VS programs, as discussed below in "Sequential Access (Browsing)." 
CICS/VS file ccntrcl aliens both direct access and sequential access 
to ISAM, DAM, and VSAM data sets. 

BIBECT ACCESS 

Direct access, sometimes referred to as random access, is supported 
by file control for ISAM, DAB, and VSAM data sets. The following 
services are provided by CICS/VS file control for BAM, ISAM, and VSAM: 

• Bandcm record retrieval 

• Bandom record update 

• Bandcm record addition 

• Bandom record deletion (VSAM only) 

• logically open/close data sets 

• Exclusive control of reccrds during update operations 

• Variable-length ISAM reccrds (both DCS/VS and OS/VS) 

• Blocked DAM records 

• LOCATE mode, read-only retrieval (VSAM only) 

• Mass record insertion (VSAM only) 

• Segmented records 

• Indirect access 

These services enable CICS/VS file control to provide data management 
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support that surpasses os/vS or DOS/VS data management support in nany 
areas. 

Direct access tc data sets is made on the basis of record 
identification of the particular logical record to be retrieved. The 
record identification may be either a record key in the case of ISAM 
or key-sequenced VSAM data sets, or a record location within the data 
set for DAM or entry-sequenced VSAM data sets. The use of record keys 
or locations for direct access is discussed in more detail under "Eecord 
Identification. " 

Based upon presentation of the appropriate record identification by 
the application program, CICS/VS file control will access the data set 
requested by the program tc carry out the services listed above, and 
described in detail in the following sections. 

Eandcm Eecord Retrieval 

File control will directly access the record identified by the 
application program using either key or record location (depending upon 
the type of data set) frcm the specified data set. The application 
program issues a file control GET macro instruction, identifying by 
name the data set tc be accessed, and indicating the location in the 
program which contains the record identification. The data set name 
is used by CICS/VS to locate the relevant entry for that data set in 
the file control table (FCT) . This entry contains specifications for 
that data set, such as: 

• Access method used 

• Eecord length 

• Elock length 

• Key length (if applicable) 

• Key location (if applicable) 

This information is not contained within the application program. 
In the event of a change tc the data set, the relevant changes may be 
made to the FCT, without affecting the application program. This 
provides a limited degree of data independence. 

When the application program issues a file control GET macro 
instruction, CICS/VS dynamically allocates storage to be used as an 
input area (file I/O area — FIOA) , and a work area (file work area — FHA, 
or virtual storage work area — VSRA — for locate mcde processing of VSAM 
data sets) if required. The input operation then begins. The 
application program waits until that requested operation is completed. 
Any I/O errors on completion, which cannot be recovered by the access 
methcd or by file ccntrol, are then returned to the application program 
for action. See Figure 5-2. 

Although an application program does not continue processing while 
a reguested I/O cperation is being carried out, CICS/VS utilizes the 
available processing time during the I/O for other concurrently 
executing tasks. Consequently, all tasks are given an equal opportunity 
to process, based upon their respective task priorities, while I/O is 
in progress. The net result is improved overall performance of all 
concurrently executing tasks in the system, even though the full 
processing overlap potential of the single task issuing the I/O 
operation request is not utilized. 
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Figure 5-2. CICS/VS File Control Bandcm Becord Betrieval 
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When the record has been processed and is no.lcr.ger reguired, the 
FIOA and FWA or VSWA (if allocated) can be dynamically released by the 
application program, and the storage utilized by these areas may be 
returned to the CICS/VS dynamic storage area for use in satisfying 
other storage requests. Figure S-2 illustrates the function of CICS/VS 
file control random record retrieval. 

Band cm Becord Update 

A record can be directly accessed using a file control GET macro 
instruction, as described abcve, for potential subsequent update. An 
indication that this reccrd nay subsequently be updated is made by the 
application program at the time that the GET macro instruction is 
issued, by indicating that the type cf operation is a GET for UPDATE. 
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In this case, the record is retrieved as described above for the 
GET macro instruction. After the application program has updated the 
logical records in the FRA, it issues a POT macro instruction, supplying 
to CICS/¥S the address in storage of that FWA, CICS/VS file control 
determines the fact that this is a POT of a record which was earlier 
retrieved for update. The logical record then replaces the original 
record on disk (see Figure 5-3) . 



Program 



DFHFC TYPE=GET, 
DATASET=FILE1 
RDIDADR=KEY1 
TYPOPER=UPDATE 



DFHFC TYPE=PUT 



> 



> 



APPLICATION PROGRAM AND 
CICS/VS PROCESSING 



1. Application Program Retrieves 
Record Indicating Intention To Sub- 
sequently Update It. 



2. CICS/VS Applies Exclusive Control To 
Block For This Task, To Prevent Con- 
Current Updating By Other Tasks. 



3. Application Program Processes 
Retrieved Record. 



4. If Record Is Not To Be Updated, 
Program Issues DFHFC TYPE=RELEASE 
Or Next DFHFC TYPE=GET MACRO 
Instruction. 

5. If Record Is To Be Updated, Program 
Issues DFHFC TYPE-PUT To Write 
Updated Record Back. 



6. CICS/VS Releases Exclusive Control 
To Permit Other Tasks To Update 
Block, If Required. 



> 



> 



> 



> 




Figure 5-3. CICS/VS File Control Random Record Update 

If the application prcgrai does net wish to update the record which 
was retrieved, it dees not issue a POT macro instruction. The 
application program should issue a File Control BEIEASE macro 
instruction. 

Exclusive Control JBsiifiS ££&.§£.§ 

If the exclusive control feature was specified when the file control 
management routine was generated for the installation, file control 
will ensure that no other concurrently executed task is able to issue 
a GET with UPDATE macro instruction for the same logical record for 
ISAM data sets, physical reccrd for CAM data sets, or control interval 
for VSAH data sets (referred to as the "physical record" below). This 
is necessary in a multitasking environment to avoid two or more 
concurrently executing tasks updating the same physical record on disk, 
with the possibility of losing information resulting from one or more 
concurrent updates. However, a GET reguest without update may be 
concurrently issued with a GET reguest for update, for the same physical 
record. Several tasks may read that record at the same time, but only 
one task is permitted to update it. 

If it is not necessary to update the record retrieved, exclusive 
control on that physical reccrd can be released by issuing a file 
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control BBLEASE macro instruction (see Figure 5-3) . This will permit 
any other waiting task which also wishes to update the same physical 
record to commence its update, at an earlier time than it could if the 
application program did not issue a RELEASE macrc instruction. 

I3&49.1 Second Ad^itiSfi 

Records may be added to a data set through the use of a File Control 
POT macro instruction indicating that the type of operation is a new 
record addition. In this case, the application program must first 
reguest that a file work area (FNA) be allocated to enable the new 
record to be constructed in main storage. The allocation of an FHA is 
achieved by issuing a file ccntrcl GETAREA macro instruction specifying 
the data set name to which the record will be subseguently added. The 
data set name is used to locate the appropriate entry in the FCT and 
so determine the record length tc be used by CICS/VS in allocating the 
FWA. 

After constructing the new record in the allocated FN A, the 
application program issues a PUT macro instruction, specifying that 
the type of operation is the addition of a new reccrd. The record 
identification supplied by the program is used to determine where the 
new record will be added. 

If the record identification provided is a reccrd key for addition 
of new records tc ISAM or key-seguenced VSAM data sets, the record is 
placed in seguence in the data set based upon that key. For DAH data 
sets, the new record is inserted as clcse as possible to the specified 
record location as described below. 

For fixed-length unblccked DAH records, such data sets must be 
initially generated with a number of dummy records interspersed 
throughout the data set. A dummy record is one containing hexadecimal 
FF in the first byte of the record. The record to be added is inserted 
in the first available dummy record location following the specified 
record location. If no dummy records are available in the same cylinder 
(for DOS/VS) , the application program is notified; it may then reissue 
the PUT reguest for the new record tc another part of the data set 
until a dummy record is found. Uhen the new reccrd replaces the dummy 
record, file control returns the record location where the new record 
is stored to the application program (see Figure 5-4) . 
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For entry-seguenced VSAM data sets, new records are always added to 
the end of the data set regardless of whether they are fixed or 
variable-length. The relative bjte address of the added record in the 
data set is returned to the application program. 

JaMfil lecpjrd. Deletion (V.SA.M fijnly) 

The file control DELETE macro instruction is used to specify the 
deletion of records in a VSAH key-seguenced data set. The specified 
record is physically deleted. The space occupied by that record is 
reclaimed and added to the available free space in the particular 
control interval which contained that deleted record. 
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Figure 5-5. CICS/VS File Control Addition tc Variable-Length 
DAM Data Set 

Locate Mode 2£££§s§i££ (2SAM BeaJ-CjAyJ 

The normal mode of processing for file control operations is move 
mode. With mode processing of blocked data sets, the logical record 
is moved from the blcck into a FfA, and the address of that FWA is 
presented to the application program. 

For VSAM data sets, lccat€ mode processing may be specified for 
read-only operations. With locate mcde processing, the address of the 
logical record in the control interval is stored in a virtual storage 
work area (VSWA) . The additional CFD processing reguired to move the 
logical record from the control interval is therefore avoided. However, 
locate mcde is invalid if a read f cr update is specified and/or 
segmented records are being retrieved. 

Blocked DAM Eesgrds. 

CICS/VS file control provides for the deblocking of logical records 
in a blocked direct access (CAM) data set. This service is provided 
for both fixed-length and variable-length records. When creating or 
adding to blocked DAM data sets, the application program must work with 
entire blocks. 

The advantage in supporting blocked DAM records is to enable both 
direct and seguential access of the data set. The block size should 
be such that the physical record retrieved for direct access is 
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maintained as small as possible, while still providing sufficient 
blocking to enable satisfactory performance for sequential retrieval. 

DQS/VS I S^M Variajble-Lenjgth Beco,rd.s 

CICS/EOS/VS supports the retrieval and static update (that is, no 
length variation) of variable-length records withir a fixed-length 
block under ISAM organization. These pseudovariable blocks must contain 
the block length in the first four bytes in the standard form LLfcb. 
Since all blocks are fixed-length, this value is the same for all 
blocks. Each logical record within the block must also reflect the 
length of the record in the first four bytes (ILbb) . A logical record 
may not te continued into the next block. The first byte of any unused 
portion of a block must contain a hexadecimal FF. 

The addition and deleticn of records for a DOS/VS ISAM 
variable-length record data set must be handled by the user in an 
offline batch environment. fihen creating the data set, it must be 
defined as fixed unblocked, and the key for each block must be the same 
as the last logical record in that block. The block size must be an 
even number of bytes. All records must reside in the prime data area; 
no overflow records are allowed. 

However, the use of key-seguenced VSAM data sets instead of ISAM 
allows the support cf both fixed-length and variable-length records, 
with the added advantage that the record length can be either increased 
or reduced as a result of a record update, addition, or deletion. 

Dynamic O.PEN/CLOSE of Data Sets 

When the CICS/VS system is initialized, data sets may be specified 
in the file control table (FCT) as either open or closed. Closed data 
sets may be dynamically opened for accessing at a later time, by means 
of a master terminal command. The design techiques described below 
utilize dynamically opened or closed data sets. 

Data sets may be dynamically closed at certain times of the day, to 
prevent access to information from terminals, and may be dynamically 
opened when access is to be permitted. In this way, support for certain 
online applications may be provided only when desired. If an 
application program attempts to access a data set which has been closed, 
an error indication is returned to the program. 

Mass Beccrd Insertion (VSAM Cnl.y) 

When adding records to a key-seguenced VSAM data set, significant 
performance advantages can be realized if many records have to be added, 
and if those records are added in the same seguence as the original 
data set. This is referred to as mass record insertion. The 
application program specifies the mass insert operation in a GETABEA 
macro instruction. This indicates to the file control program that 
the user intends to submit several successive POT reguests for new 
logical records with keys that are in ascending seguence. VSAM then 
performs the addition of the new records faster than if the additions 
were made in random seguence. 

Each subseguent POT macro instruction utilizes the same FWA as each 
record is added. The mass insert operation is terminated by issuing 
a file control RELEASE macro instruction. 
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VSAM Shared Resources ( CIC5/0S/VS Only ) 

VSAM shared resources enable a pool of I/O related blocks, channel 
programs, and buffers to be shared among several VSAM data sets. This 
permits efficient utilization of storage in an environment in which 
many VSAM data sets are open and it is difficult to predict the amount 
of activity against a given data set, or in a situation where each 
transaction may access several VSAM data sets. 

The user indicates in the FCT which VSAM data sets are to share 
resources. CICS/VS calculates the maximum amount of resources required 
by using the number of strings specified in the FCT for each of the 
VSAM data sets that are to share resources and the control interval 
sizes for these data sets from the VSAM catalog. CICS/VS then requests 
VSAM to build a resource pool large enough for a certain percentage of 
maximum amount of resources required. The user can override this 
percentage and resource calculation if desired. For example, the user 
may wish to override the CICS/VS calculation to reflect specific data 
set activity known only to the user. 

Storage utilization efficiency obtained by sharing VSAM resources 
must be evaluated against the effect on performance. If insufficient 
resources are available to satisfy a specific I/O request against a 
shared resource data set, the requesting task is placed in a CICS/VS 
wait until the necessary resources become available. CICS/VS provides 
statistics (number of strings, buffer sizes, and number of buffers of 
each size) to identify the resources allocated. Statistics are also 
provided to aid in the optimization of these resources to ensure that 
sufficient buffers and VSAM strings are available to avoid excessive 
task wait time. (See "CICS/VS Working Set" in Chapter 7.) 

If the activity against specific data sets is higher than can be 
managed using shared resources, those data sets should be defined in 
the FCT as not sharing resources. 
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SEQUENTIAL ACCESS (EEOiSIKG) 

The operations discussed above refer to direct access. CICS/VS file 
control enables DAN, ISAM, and VSAM data sets to be sequentially as 
well as directly accessed. This sequential access is sometimes referred 
to as a "browse" operaticn. Data sets to be browsed may be either 
fixed-length or variable-length, blocked or unblocked data sets. 

A browse operation using CICS/VS file control is analogous to the 
sequential retrieval of records frcm ISAM data sets, sometimes called 
SETL retrieval, in a batch environment. However, a batch program can 
only sequentially retrieve records from one logical section of a data 
set at a time. Cn the other hand, CICS/VS enables many browse 
operations tc be concurrently executed on the same data set, either 
from the one task or several tasks. This is referred to as multiple 
browsing, and is discussed further belcw. 

Browse Initiation 

To specify a browse operation, the application programmer identifies 
the data set tc te browsed, and provides the reccrd identification of 
the logical starting point in the data set for the browse operation. 
This logical starting pcint can be either a specified record location, 
or key, or a generic key. For example, if it is desirable tc browse 
an orders data set, containing orders for products placed by different 
branches, a generic key Bay indicate that browsing is to start with 
the first order recorded from a specified branch. The initiation of 
a browse operaticn is achieved by the application program issuing a 
file control SETL macro instruction. 

Browse Retrieval 

Each record is sequentially retrieved for the browse operation when 
the application program issues a GETNEXT macio instruction. Each 
GETNEXT macro instruction presents the next sequential logical record 
to the application program fcr processing. In the case of an ISAM data 
set or a key-sequenced VSAM data set, the records are presented in 
ascendinq key sequence (except fcr a browse operation using relative 
byte address (EBA) fcr a key-sequenced data set, when records may be 
presented in physical seguence) . For a DAM data set, or an 
entry-seguenced VSAM data set, the records will be presented in the 
sequence in which they are physically stored on the data set. 

Erowse Terjd.nation 

The browse operation continues with each subsequent GETNEXT macro 
instruction, until the end of the data set is reached or it is desired 
to terminate the brcwse operation. This termination is achieved by 
issuinq a file ccntrcl ESETL macio instruction. 

When a browse operaticn is initiated by a SETL macro instruction, 
a file work area (FWA) and file I/C area (FIOA) , or a virtual storage 
work area (VSWA) fcr VSAM data sets, is allocated for that browse. 
Each subsequent reccrd read as the result of a GETNEXT macro instruction 
is presented to the application program in this FDA. When the ESETL 
macro instruction is issued tc terminate the browse, the FWA and FIOA 
or VSWA are released. 
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Figure 5-6. Multiple Brcwse Operations Using CICS/VS File Control 

There is no logical limit to the number of brcwse operations that 
may be executed concurrently for the same data set, either from the 
same task or many tasks. The only limitation is the availability of 
dynamic storage to maintain an FIOA and FWA or VSWA for each concurrent 
or multiple browse. This is a factor of the block length, record 
length, degree of multitasking, and amount of dynamic storage allocated 
in the CICS/VS partition, and number of VSAB strings specified for a 
VSAM data set. 

The multiple browse technigue introduces a number of very useful 
system design solutions. For example, an orders data set may contain 
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orders that are in sequence according to product number as placed from 
several tranches within a company. If it is desired to retrieve all 
product crders from a specific branch, this can be achieved by issuing 
a browse operation, starting the browse at the first product number 
ordered from that cranch. Subsequent GETKEXT macro instructions will 
retrieve the next product crdered from the branch, until the end of 
all products ordered from that branch is reached. At this time the 
browse operation may be terminated by an ESETL macro instruction. 

However, if the product orders received from several branches are 
reported using a terminal, this lay imply that the orders data set 
should be sorted into the seguence of branch number within product 
number. 

Generally, online sorting is impractical. Beccrds should be 
retrieved in the sequence cf branch within product, while still 
maintaining the crders data set in the seguence cf product within 
branch. This can be achieved by issuing multiple browse operations, 
having each browse initiated from the first product order record from 
each branch. Each browse operation in effect logically breaks up the 
orders data set into a number of separate order data sets, one for each 
branch. 

A GETKEXT reguest can be issued for each branch browse operation to 
retrieve the orders placed fcr the first product number in the small 
logical data set for each branch. The second GETHEXT macro instruction 
issued for each browse operation then retrieves the next product order 
record for each branch. 

This can continue, retrieving all the information from each branch 
relating to a specified product until the application program has 
constructed an entire terminal page. At this time, the browse 
operations for the products and branches contained on that terminal 
page may be terminated by issuing an ESETL macro instruction for each 
browse. 

As previously stated, the technique of multiple browsing enables 
the sequential retrieval cf information in a seguence different from 
that in which a data set is crganized. This multiple browsing design 
technique may open up powerful data inquiry possibilities for online 
data sets. 

£&i£ sequential Exaisiua iMM Q&lx) 

Skip sequential refers to the ability to sequentially browse through 
a logical section of a data set, and then skip tc another logical 
section cf a data set to continue the same browse operation. In effect, 
it provides a direct access capability in the middle of a sequential 
retrieval operation. The record identification of the next logical 
section of the data set may be moved into the record identification 
field set up in the program, and another GETKEXT macro instruction can 
be issued. This will position the browse to the new section of the 
data set, thus effecting a skip sequential operation. This technique 
cannot be used for DAH or IS AN data sets. 

£§4gfate£ £jt£isial iJlfiSilfin. (1515 Ojaly) 

This facility is provided as a built-in application function and 
can be used only for key-sequenced VSAK data sets. It enables a data 
set to be searched by CICS/VS and records to be extracted from that 
data set based upon selection criteria. These criteria may be specified 
either by the application prcgram, or by the terminal operator, to be 
used by the application prcgram. 
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This provides a powerful information retrieval capability to CICS/VS, 
so that records nay be retrieved and fields within those records may 
be matched against information provided by the application program or 
terminal operator. Records may te selected based upon an exact match 
with the selection criteria, or a match within a specified range of 
the selection criteria. Figure 5-7 illustrates the concept of weighted 
retrieval. 
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3. CICS/VS Initiates Weighted Retrieval On Key- 
Sequenced VSAM Data Set Using Specified 
Selection Criteria. 

4. If Record Field Matches Criteria, CICS/VS 
Adds Match Value To Weighted Counter, 
And To Total Counter. 

5. If Record Field Does Not Match Criteria, 
CICS/VS Subtracts Non-Match Value From 
Weighted Counter. 

6. After All Criteria Are Applied To Record 
Fields, CICS/VS Calculates Percent Of 
Weighted Counter Divided By Total 
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7. If Percent Falls Between User-Specified 
Limits, CICS/VS Saves Record Ident. And Per- 
cent In CICS/VS Dynamic Storage. 

8. After All Records Are Examined, CICS/VS 
Retrieves Selected Record ID's And Per- 
cents From Dynamic Storage And Sorts 
Into Descending Sequence Based On Percent. 



9. CICS/VS Drops All Record ID's After User- 
Specified Maximum Number. 



10. CICS/VS Retrieves Remaining Records From 
Data Set And Presents Each One To User 
Program, Together With Percentage. 
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After all reguired records are examined, the Keys and percentages 
are read back from dynamic storage and sorted into sequence based upon 
the percentage cf compliance cf each record with the selection criteria, 
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If the number of keys satisfying the selection criteria exceeds a 
maximum, say N, specified by the application program, then all keys 
having a percentage equal to or lower than that of the N+1th key are 
dropped. Following this, the retaining records are retrieved and made 
available to the application program one at a time in order of 
decreasing acceptability, together with each record's percentage. Refer 
to the CICS/VS. Applicgtijgn Programmer 1 s Egfejefifie MaSJ3§i * or nore 
detailed information about the use of weighted retrieval. 

JU2Eli£il£ion Uses f or. Weighted Retrieval Function 

The weighted retrieval function uses the browsing capability of 
CICS/VS file control and is applicable only to key-seguenced VSAM data 
sets. Use of this weighted retrieval capability opens significant 
online application opportunities in a number of industries. For 
example, in a manufacturing industry, weighted retrieval may be used 
to search a key-seguenced VSAM work order data set to identify specified 
part numbers, guantities, revenue, and completion periods for all work 
orders. Alternatively, a VSAM manufacturing planning data base can be 
searched to identify all work orders planned to be manufactured by 
specified equipment or with particular materials or parts. 

In the banking industry, the weighted retrieval function can be a 
powerful tool. It enables all customer records cf various branches of 
the bank to be examined. These with a current balance above or below 
a specified amount for certain types of accounts, can be selected. 
Alternatively, Weighted retrieval can be used to provide an exception 
report of all checking accounts with an overdraft greater than a 
specified amount. 

Weighted retrieval can be used in the insurance industry to search 
key-seguenced VSAM policy data bases. It can identify those policies 
with claims exceeding a certain value for specified types of policies 
in particular geographic locations or owned by a particular class of 
policyholder. 

In the medical industry, a patient information system can use the 
weighted retrieval function to identify all patients receiving 
particular medication in specified guantities over a particular period 
of time. Alternatively, all patients with a particular combination of 
symptoms may be selected. 

Weighted retrieval can also be used in law enforcement agencies to 
search a key-seguenced VSAM criminal data base tc select all criminals 
with specified personal characteristics and mgdus operandi that compare 
with characteristics and modus operandi of participants in a specific 
crime. Alternatively, a key-seguenced VSAM crimes data base can be 
searched, selecting those crimes with the same jcdjis operandi, and 
using this modus operajidi to select those criminals known to use that 
modus o£erajidi from a criminal data base. The reccrds of these 
identified criminals can be further searched to select criminals who 
satisfy ether criteria identified by the nature cf a particular crime. 
Using weighted retrieval in this application becomes a powerful tool 
for crime analysis and the identification of criminals or suspects 
associated with these crimes. 

As shewn by previous examples, the application potentials offered 
by the use of the built-in weighted retrieval furction can be 
significant. In fact, utilizing weighted retrieval may be an important 
consideration in determining the data base support tc be used for the 
particular information tc be retrieved. 

The weighted retrieval furction can only be used with key-sequenced 
VSAM data sets. As will be seen later in the discussion of the DL/I 
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products,, DL/I DOS/VS uses VSAM. IMS/VS DL/I may use either VSAM or 
BISAM and 6DAH. A DL/I VSAM data base utilizing root segments only 
can be accessed as a standard VSAM data set and operated upon by the 
weighted retrieval function. 

For effective online performance, VSAM data sets (and, hence, 
weighted retrieval) should net b€ used with systems having less than 
144K of real storage. This is discussed further in "Data Base Selection 
Criteria" at the end of this chapter. 

BECOED IDENTIFICATION 

As discussed above, data sets supported by CICS/VS file control can 
be accessed either directly or sequentially. Records are accessed 
based upon the record identification supplied by the application 
program. The record identification utili2ed depends upon the particular 
data set being accessed. There are two types of record identifications: 

• Eecord key 

• Becord location 

Eecord Key. 

Eecord identification based upen a key is used to access ISAM data 
sets and key-seguenced VSAM data sets. The key nay be either a full 
key for retrieval of a particular logical record, or a partial (generic) 
key, to indicate a logical point in a data set from which a browse 
operation is to commence. This generic key contains sufficient 
information in the high-order bytes of the key tc uniquely identify 
the logical section of the data set. The remaining low-order bytes of 
the key may be either binary zeros or blanks. For key-seguenced VSAM, 
a truncated generic key may be utilized, with the first byte of the 
key specifying (in binary) the number of significant bytes in the 
generic key which follows. 

For instance, the orders data set discussed above for browsing can 
utilize a key containing a branch number in the high-order bytes of 
the key, and specific product numbers in the low-cider bytes of the 
key. For example, crders for product number 1016 from branch number 
12 may be contained in a record which utilizes the key of 121016. The 
generic key to enable the first product record tc be accessed for branch 
number 12 would then be the generic key 120000 for ISAM, or 212 for 
VSAM. The "2" indicates (in binary) that a generic key of length two 
bytes follows,- fcr branch number 12 in this example. 

When a full record key is used to access an ISAM data set, it must 
locate a record on that data set with the identical key; otherwise, an 
error indication is returned to the application program. 

However, when a full record key is used to access a key-seguenced 
VSAM data set, any search for relevant VSAM records must be specified 
as: 

• Full Key. Egual - indicates that the key provided by the application 
program is a full key, and failure to locate a record with this 
exact key will result in an error indication being returned to the 
application prcgram. 

• Full Key Greater fir. Jflual - specifies that the record key is a full 
key, and that the first data record with a key equal to or greater 
than the supplied record key is to be retrieved. This is equivalent 
to using a generic key in ISAM. 
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• Generic Key Jguai - indicates that the record key is a generic key 
with a specified generic length. A record whose key is equal to 
the supplied generic key for the number of bytes indicated is then 
retrieved. If one cannot be found, a "no record found" condition 
is returned to the program. 

• Generic Kev. Greater, pr Equal - indicates that a generic key is 
provided, and the first data record with a key egual to or greater 
than this generic key for the number of bytes indicated is to be 
retrieved. 

An additional advantage in the utilization of record keys is in the 
addition of records. when new records are added to the data set, they 
are inserted in seguence in the data set based upcn their record key 
value. 

Record Location 

To facilitate retrieval from EAM or VSAM data sets, records are 
identified by their locations in the data set. VSAM record 
identification is based on relative byte address (EBA) within the data 
set. In the case of DAM, the physical block (record) identification 
can be on the basis of: 

• Actual disk address (MEBCCHHB) 

• Eelative track and record within the data set 

• Eelative block number (fcr CICS/CS/VS only) 

If a physical key is recorded for the physical record, it may be 
appended to each of the record identifications detailed above. Figure 
5-8 shows some representative record identification field formats. 

DAM data sets with or without physical keys can be accessed. If a 
physical key is recorded en disk preceding the data record, the record 
identification can indicate the relative track within the data set, 
and the key which is physically recorded with the data record to be 
retrieved. 

Both blocked and unblccked DAK data sets are supported by CICS/VS 
file control. In the case of blocked DAM data sets, additional 
information may be provided to identify the logical record within the 
physical block. This logical record identification immediately follows 
the physical block identification (as detailed above) in the record 
identification field provided by the application program. logical 
records may be selected from a physical block based upon: 

• Eecord number within block 

• Eecord key within block (as illustrated in Figure 5-8) 

where the location of the record key within each logical record is 
defined in the file ccntrcl table. 

CICS/VS file control uses this logical record number or key to 
deblock the relevant logical record from the physical blcck and present 
it to the application prcgran. 

For VSAM data sets, the record location utilized is a relative byte 
address (EBA) . VSAM data sets use this relative byte address to 
identify the location within the entire data set of information (such 
as a logical record) to fce retrieved. 
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Initially, this appears tc restrict the size of the data set. 
However, the relative address is maintained in a fullword, enabling a 
data set to be maintained, containing 2 raised to the power of 32 bytes. 
This is equivalent to a data set of approximately 43 billion bytes, 
extending over more than forty-three 3330 disk drives. 

Records which are written to an entry-seguenced YSAM data set are 
never moved until the data set is reorganized. Any additions to the 
data set are made at the end of the data set, and the relative byte 
address by which that added record may be subsequently retrieved is 
returned to the application program. 

Using the relative byte address for record identification of a VSAM 
data set provides the following advantages: 

• Operates equally well with fixed-length or variable-length records 

• Provides rapid file access, with full rotational position sensing 
support even when variable-length records are utilized 

The record identification provided by an application program to 
access a VSAM data set by BBA is a fcur-byte relative byte address. 
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This may be calculated using technigues similar to that used to 
calculate a relative reccrd cumber or relative blcck number for DAM 
data sets, or the relative byte address may be stored as a pointer in 
logically related records. 
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Extended Description 



Double Letters Are Treated As Single Letters. 

Two Or More Contiguous Letters With Same Value Are Considered As A Single Value. 



Bypass Characters Are: A, E, H, I, 0, Y, W, U, Blanks, And Nonalphabetic Characters. 



If More Than Three Numbers Can Be Computed From The Name, Only The First Three 
Are Used. 



Figure 5-9. CICS/VS Phonetic Conversion 

The key produced is based upon the phonetic sound of the name. Names 
which sound similar, but are spelled differently, will generally produce 
the same phonetic value (see Figure 5-9) . For example, the names SMITH, 
SMYTH, SMYTHE, and SMITHS produce a phonetic key of S530. Likewise, 
the names ANDEESCN, ANDBESEN, and ANEBESENN produce a phonetic key of 
A336. This phonetic key is used as a partial key, which can then be 
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used to access a name data base. Phonetically siiilar names will 
produce the sane value, reducing errors caused by pronunciation or 
misunderstanding in spoken conversation. Misspelled names can be used 
in retrieving required data. 

The built-in phonetic conversion function is based upon the phonetic 
conversion capability provided in the IBM Frograa Eroduct FASTER (Filing 
And Selection Technique for Easy Retrieval: 5734-G21 (OS) , 
5736-G24 (DOS)) . It is particularly useful in industries which require 
data sets to be accessed based upon naies cr product descriptions. It 
is also useful in a police information system, to identify all criminals 
and suspects with phonetically similar names. Phonetic conversion, 
together with the built-in weighted retrieval function, enables records 
to be retrieved based upon names, and records with phonetically similar 
names to be further identified based upon selection criteria through 
the use of the weighted retrieval function (see above). 

For example, all criminals named Smith with specific personal 
characteristics can be identified. Criminals with a particular name 
and other identifying information, such as birth date and address, may 
be used to select the appropriate records. 

A phonetic conversion subroutine is also provided by CICS/VS for 
use by batch programs which process online CICS/VS data sets in a batch 
environment. 

INDIRECT ACCESS 

CICS/VS file control enables data bases to be constructed. This is 
achieved by the use of the indirect access feature of file control, 
enabling various data sets to be constructed to identify logically 
related records in other data sets. The indirect access feature 
utilizes pointers frcm a record in the data set to logically related 
records in other data sets. The pointers can contain the actual disk 
address of a logically related record, the relative location of that 
record in its data set, cr the key of that record. This enables 
identification and retrieval of information logically related to the 
record being processed. 

l£J§il££i Access Application Examples 

Figure 5-10 illustrates a product record in a product data set and 
the supplier of that product through a supplier number. This supplier 
number is used as a pointer to access a separate supplier data set to 
obtain further information about the supplier of the product in 
guestion,, The supplier number in the product record becomes a pointer 
to the supplier data set and can be indirectly accessed frcm the product 
data set,, 
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Figure 5-10. Product Data Set Indirect Access 
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Smith, John A. 




Policyholder 



Smith, John A. 



Figure 5-11. Policy Data Set Indirect Access 

An indirectly accessed data set may also contain pointers to other 
logically related records in ether data sets. The customer record, 
indirectly accessed from the policy record, may in turn have a field 
which identifies that customer's insurance agent. The identification 
of this agent (agent number) may be used to access the related agent 
record in an agent data set (see Figure 5-12). 
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Figure 5-12. Indirect Access to Insurance Agent Data Set 



Indirect Access IJSJBlenentaticjQ 



The C 
a record 
other da 
to other 
Data set 
f ixed-le 
data set 
either a 
record k 

The d 
record i 
logicall 
index da 
logicall 
accessed 
to point 
original 
indirect 



ICS/VS file 

to be utili 
ta sets. Th 
data sets w 
s nay fce ind 
ngth or vari 
s. Dependin 
record loca 
ey (in the c 



control indirect access feat 
zed as pointers to logically 
ere is nc limit to the numbe 
hich may be made through the 
irectly accessed, regardless 
able-length ISAM data sets, 
g upcn the tjpe of data set, 
tion (in the case of DAM or 
ase of ISAM or key-seguenced 



ure enables fields in 

related records in 
r of indirect accesses 

use of these pointers. 

of whether they are 
DAM data sets, or VSAM 

the pointer will be 
VSAM data sets) , or a 

VSAM data sets) . 



ata set which contains a pcinter field tc a logically related 
n another data set is referred to as the index data set. The 
y related data set is referred to as the object data set. An 
ta set may utilize several fields in a record to point to 
y related records in several object data sets. These indirectly 
object data sets may in turn utilize a field in their records 
to logically related records in ether data sets. These 
object data sets become index data sets fcr the next level of 
ly accessed data set. 



IfiJiject Access InitiaiAcn 



Indir 
related 
a parts 
ISAM dat 
part nam 
the part 
supplier 
turn, th 
associat 
payable 



ect acce 
records 
data set 
a set. 
e record 
s data s 

number 
e suppli 
ed accou 
data set 



ss enables a 
in many diff 
, which may 
This data se 
is utilized 
et. This pa 
utilized as 
er record ma 
nts payable 



chain tc be constructed through logically 
erent data sets. Figure 5-13 illustrates 
be organized in part name seguence as an 
t is accessed by means of a part name. The 

as an index to a part number record in 
rt number record may in turn contain a 
a pointer to the supplier data set. In 
y contain a disk address pointer to an 
record for that supplier in a DAM accounts 



146 CICS/VS System/Application Design Guide 




Bolt, 2 Inch 



Part No. 




Supplier No. 




6173 


82 




-^F 



TTR 
Disk 
Address 



Figure 5-13. Indirect Access Chain in a Farts Data Base 
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Figure 5-14. indirect Access Operation 

CICS/VS file control automatically retrieves the part name record 
for the part name key prcvided by the program, extracts the part number, 
and uses it as a key to retrieve the part number record from the parts 
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data set. Also, the supplier number is extracted from that parts record 
and is used as a key by file ccntrcl to retrieve the related supplier 
record from the supplier data set. This supplier record is the record 
requested by the application program and is returned to it for 
processing. 

In one GET request, CICS/VS file control follows the necessary 
indirect access chain, accessing as many data sets as reguired, to 
retrieve the record requested and present it to the application program. 
However, the application program is not aware of the number of data 
sets indirectly accessed. It appears to the program as if the supplier 
data set in the above example is in fact organized in part name 
sequence, rather than in supplier number sequence. 

By following an indirect access chain in this way, file control must 
be aware of the logical relationship between data sets. This is 
achieved at system generation when the file control table (FCT) is 
generated. 

Specification of Indirect Access Logical Belationships 

As characteristics of each data set are specified in the FCT entry 
for that data set during FCT generation, an indirect access relationship 
between that data set and another data set may be specified. 
Information required to define an indirect access relationship is: 

• location of the field in the record to be used as a pointer to the 
indirectly accessed data set 

• Length of that field or pointer 

• Name of the object data set 
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Figure 5-15. Specification cf Indirect Access Logical Belationships 
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All fields in the record which are to be utilized as pointers to 
indirectly accessed data sets are identified, together with the data 
sets to which they refer, as shown in Figure 5-15. This information 
defines the data set in question as an index data set and identifies 
the indirectly accessed data set as an object data set. These data 
sets, when they are subsequently defined in the FCT, are also identified 
as index data sets which refer to ether object data sets. This is done 
by defining the record fields which are to be used as pointers in those 
data sets, and the names cf the object data sets tc which they refer. 

A chain of logically related data sets is defined in the FCT during 
system generation. Hhen an application program requests indirect access 
retrieval, file control identifies a chain on which the object data is 
located. It then retrieves each related record in the data sets on 
the identified chain in the sequence specified by the FCT, until the 
related record in the object data set is retrieved. It is then 
presented to the application program for processing. 

Indirect access retrieval enables data bases to be constructed 
utilizing logically related information in a number of data sets. One 
file control GET macro instruction causes all the reguired indirect 
accesses to be carried out until the requested record is retrieved for 
presentation to the task. This indirect accessing is carried out 
asynchronously, enabling ether cencurrently executing tasks to continue 
processing. 

Updating Indirectly Accessed Beccrds 

Indirect access retrieval may be carried out with the intention of 
subsequently updating the object data set record, if required. This 
is indicated by the application program specifying that this indirect 
access retrieval is also part of an update operation. Hhen the object 
record is retrieved, exclusive ccntrcl is placed on that logical record 
for ISAM data sets, physical record for DAM data sets, or control 
interval for VSAM data sets. The application program issues either a 
POT macro instruction to write the updated record back, or a BELEASE 
macro instruction to indicate that the record is net to be updated, 
but that exclusive control is to be released. 

DuElicates Data Set 

In following a direct access chain through several data sets, the 
pointer field in an index data set record can identify a number of 
separate records in its relevant object data set. As shown in Figure 
5-12, a policy record identifies the policyholder by name. The customer 
data set in this case may be organized in custcmer name sequence, with 
the name used as a key tc access relevant records. However, there may 
be several customers with the same name, such as Jones. To develop a 
unique key for each policyholder with the name of Jones, additional 
information coverinq first and secend names, birth date, or address 
must be added to the key. However, adding extra information to the 
record key reduces the ancunt of disk storage available for an ISAM 
data set, and wastes disk storage when additional identifying 
information is not used. 

To overcome this problem, CICS/VS file control provides an additional 
capability with the indirect access feature, to enable duplicate records 
to be identified. This is achieved by utilizing the first byte of a 
pointer field in an index data set record. This first byte contains 
a unigue code which cannct otherwise occur as part of the key. In the 
case of customer Jones, the first byte of the custcmer name field in 
the policy record can contain a unique code, for example, hexadecimal 
FF, as shown in Figure 5-16. This is immediately followed by the 
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customer name (Jones in this case) . The hexadecimal code FF identifies 
this as a pointer to several records with the same key. The key is 
utilized to access a separate duplicates data set, rather than the 
normal okject data set. In this example, the key Jones is used to 
access a "duplicate customer" data set that contains one record with 
the name key of Jones. This duplicate record may in turn contain 
information enabling further identification of customers with the name 
Jones. 




Duplicates Key 



Coded Keys 



Figure 5-16. Duplicates Data Set for Indirect Access 

Duplicates Data Set IjJ2lementaticn 

The definition of a duplicates data set associated with a particular 
index data set is specified in the FCT as part of the index data set 
FCT entry. This indirect access FCT entry identifies the location and 
length of the pointer field in the index record and the name of the 
object data set. In addition, the user-specified duplicates code in 
the first byte of the pointer is defined, together with the name of 
the duplicates data set. 
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instead of returning the requested object data set record. The function 
of the user-supplied duplicates routine is to examine the information 
presented in that duplicates reccid, and uniquely identify the pointer 
to be used to retrieve the next record in the indirect access chain. 
This identification can be made either by the application program 
itself, cr by a reeguest for further information from the terminal 
operator if necessary (see Figure 5-16). 

The duplicates data set feature becomes a powerful capability, 
enabling unigue record identif icaticn problems to be resolved so that 
an indirect access chain can be maintained through the various logically 
related data sets. 

Additions to Indirect Access Data ^ets 

Records can be retrieved using the indirect access data set, either 
for processing only (GET) , or for subseguent update (GET with UPDATE) . 
The updated object record can be written back with a PUT macro 
instruction, or ignored by issuing a BEL EASE macro instruction. 

However, when adding new records to data sets which are indirectly 
accessed, care must be exercised tc ensure that the indirect access 
chains are correctly maintained. 

Records can be added to data sets which are part of an indirect 
chain, using the procedures described in the topic "Direct Access." 
When constructing new records, the indirect access pointer fields must 
be correctly positioned, and must contain the correct information for 
record identification tc access the cbject data set referenced by that 
particular index pointer. 

The order in which new records are added to indirect data sets is 
significant, depending upen whether a record key or a record location 
pointer is utilized. If all the indirect access pointers are record 
key pointers (for example, tc be used for accessing ISAM or 
key-seguenced VSAM data sets), the order in which additions should be 
made to the indirect data sets is not particularly significant. 
However, if some or all of the pointers are record location fields for 
use with DAM or VSAM data sets, the crder becomes significant, because 
the actual locations of the added records are not known until the 
addition is completed. 

As discussed above, and illustrated in Figures 5-4 and 5-5, records 
added to DAM data sets are written at a specified loeatien or near a 
specified location depending upon the type of data set involved. In 
the case of DAM data sets with fixed-length records, an addition is 
made utilizing the first available dummy record after the location 
specified by the application program where the addition should be made. 
In the case of DAM variable-length data sets, the addition is made at 
the end of the specified track, for CICS/DCS/VS, provided there is 
sufficient room to insert that new record. For CICS/OS/VS, a specified 
number of tracks can be searched tc locate a track which can contain 
the record. 

On adding a new record to a DAH data set, the actual record location 
occupied by the new record is returned to the application program. 
This record location can be used as a pointer to that new record from 
an indirect access index record. Ey inserting this record location 
pointer in the appropriate field of the record used to index the added 
record, the indirect chain between these two data sets is maintained. 
Similarly, if the index record containing this record location pointer 
is a new record to be added, the location of that index record is 
returned to the application program and can be utilized as a pointer 
to the higher level index record for that data set. 
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In this way, new records lay be added to a series of data sets, 
constructing any indirectly accessed chains in the process. This is 
achieved by adding records tc the lowest level data sets first, and 
then progressing upward through higher level index data sets until the 
highest level data set reccrd is added. The reccrd location occupied 
by each new record is returned tc the application program for use in 
constructing the next higher level index record. 

Figure 5-17 illustrates the addition of records to indirectly 
accessed DAN data sets. 
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Figure 5-17. Addition of Becords to Indirect Accessed Data Ease 
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next higher indirect access level. This progresses upward through 
successively higher indirect access levels until the highest indirect 
access level record has keen added to its associated data set. 

An indirect access chain can utilize any combination of DAH, ISAM, 
entry seguenced VSAH, or key-seguenced VSAM data sets. If an indirect 
access chain utilizes any direct access data sets (DAH or 
entry-seguenced VSAM), additions must proceed frcm the lowest level 
data set upward to the highest level data set. It is a good technique 
to always add records at the lowest level and then at subsequently 
higher levels regardless of whether DAK, ISAM, or VSAM data sets are 
used. 

Inject Access fiiaifi 1M£29L&X 

Special consideration should be given to the possibility of system 
failure during the addition of an indirect access chain. If a system 
failure occurs before all the logically related records are added to 
their relevant data sets, an incomplete direct access chain will result. 
Accordingly, techniques discussed in Chapter 8 should be utilized for 
journaling any indirect access additions, to enable incomplete indirect 
access chains to be backed out on restart if necessary. 

Normally, new indirect access chain records should be added offline 
to the data sets. However, adding these indirect access record chains 
online using the preceding technique is required to reduce the 
vulnerability of those data sets tc system failure, and it is advisable 
to ensure that only one direct access chain be added at a time. This 
may be achieved by all application programs that generate new indirect 
access chains enqueuing on the same single user resource prior to 
commencing an indirect access chain addition. On successful completion 
of the entire indirect access chain addition, the application program 
can degueue itself from the single user resource. By utilizing CICS/VS 
task control ENQ/DEQ macro instructions, only one task at a time will , 
be able tc carry out an indirect access chain addition, while this 
may have an effect en online performance, depending upon the frequency 
of adding new chains, it will result in a definite improvement in the 
integrity and safety of the various data sets in the event of a system 
failure. 

SEGMENTED BECOBDS 

The CICS/VS file ccntrol segmented record feature enables data sets 
to be constructed for efficient use en disk and dynamic storage space, 
including those data sets containing a considerable amount of 
variable-length information and which have various fields that are 
either present or absent in specific records. 

The segmented record feature considers a record to be comprised of 
a number of segments - each segment containing one or more related 
fields. For example, in a customer data set (see Figure 5-18), the 
customer name may be defined as one segment and each address line as 
another segment. A number of customer account history fields containing 
the balance outstanding (current, cne month, two menths, three months, 
and over three months) may comprise another single segment. 
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Figure 5-18. Typical Customer Record Format 

Another example of segaented records is shown in Figure 5-19, which 
illustrates a savings acccunt data set used in the banking industry. 
The account master inf or nation may be defined as one segment. Each 
deposit or withdrawal transaction made previously against the account 
may also be defined as a segcent. 
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Figure 5-19. Typical Savings Acccunt Secord Format 

Segment Design 

Generally, fields are grouped within one segment if they have some 
similar relationship, such as similar information which will be operated 
upon together by various programs, or fields which are either all 
present or all absent for a particular record, or single fields which 
may contain variable-length information such as nane or address lines. 

A segment may contain any number of fields up tc a total segment 
length of 255 bytes. Segments may be further defined as either 
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fixed-length segments, or variable-length segments whose length is 
indicated by a one-byte binary field at the start cf the segment. 

Consider the storage of a customer name and address in the record 
format shown in Figure 5-16. Hon many bytes should be allocated for 
the name field? Should each na)me field be allocated 20 bytes or 30 
bytes or 15 bytes? Depending upcn the characteristics of various 
customer names, a 30-byte name field could contain every possible name, 
whereas a 20-byte name field may contain 95% of customer names, and a 
15-byte name field only 80* cf names. Using the 30-byte name field 
will avoid the necessity of abbreviating or reducing the lengths of 
names, as would be necessary using 20-*byte or 15-byte fields. However, 
the great majority of names may be less than 15 bytes. In this case, 
15 bytes or more of disk space in each customer record is wasted if a 
30-fcyte name field is allocated. 

How many bytes should be allocated to each address line? Allocation 
of 30 bytes for each address line may enable every possible address 
line tc te stored in full, while 20-byte or 15-byte address lines may 
reguire some form of abbreviation. Again, the use of 30-byte address 
line fields may result in wasting approximately 15 bytes cr more per 
address line, because the majority of address lines may fit within 15 
bytes. 

Another consideration is the number of address lines to allocate 
for a customer record. Many customer addresses have two or three 
address lines, while seme may reguire six or more address lines. Should 
six address lines be allocated for each customer record? Should instead 
three address lines be allocated, reducing longer addresses to three 
lines, but wasting an address line field in the case of a two-line 
address? 

The segmented record feature enables record format definition 
problems such as these tc be easily resolved. The customer name and 
each customer address line may be defined as separate segments. 
Furthermore, they may be defined as variable-length segments such that 
for one additional length byte at the start of each segment, the exact 
length of that segment can be indicated. Thus, a five-character 
customer name would occupy five bytes plus one byte for the length 
indication - a total of six bytes. However, a 25-byte customer name 
would occupy a total of 25 plus cne cr 26 bytes, while a 14-character 
name would occupy a total cf 15 bytes. Only the amount of storage 
reguired for each individual name need be allocated, for more efficient 
disk storage utilization. 

Figure 5-20 shows that each address line segment may be defined as 
variable-length, with the actual length of each address line occupying 
only that many bytes, together with an additional byte per address line 
as a length indication. Names and addresses need not be abbreviated, 
but may cccupy as little or as much disk storage as reguired. 
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Figure 5-20. Segmented Customer Record Format 



ll§sence or Absence of Segments 

A further advantage of variable-length segments is that segments 
may te defined as being either present or absent on an individual record 
basis. In Figure 5-18, eight address line segments are defined for 
each customer record. However, if only three address lines are 
required, only three address line segments need be present for that 
record (see Figure 5-20) . The remaining five possible address line 
segments are not present, and do not occupy any disk space. 

Jooi Segment 

Fields which are always present in every record, such as a customer 
number, credit rating, and other reguired information for each record, 
are generally grcuped together into one segment. This is called the 
root segment and precedes all other segments in the record. This 
segment is always present in a segmented record. 

Segment Indicator jFJLaqjs 

The presence cr absence of other segments in the record is indicated 
by segment indicator flags. These indicator flags are contained within 
the root segment, and may comprise either bit indicators or halfword 
indicators. 

Bit indicators use a separate bit to indicate the presence or absence 
of each specific segment. If the segment associated with a bit is 
present, that bit is turned en. However if the segment associated with 
the bit is absent, that bit is turned off. 

Halfword indicators utili2e two bytes to indicate the presence or 
absence of each segment. The two fcytes are used as a zero/nonzero 
switch. If the two bytes are nonzerc, the associated segment is 
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present; if the two bytes are binary zero, the associated segment is 
absent. 

COBOL programs must use halfword indicators, unless the bit 
manipulation built-in function supplied by CICS/VS is utilized (see 
"Application Built-in Functions" in Chapter 2). Figure 5-21 illustrates 
the use of segment indicator flags, and relates to the customer record 
shown in Figure 5-20. 

Segment Definition in F£T 

While it is the responsibility of the system programmer to specify 
segments in the ECT, it is important that the system designer have a 
general understanding of how segments are defined, to better understand 
the operation of the CICS/VS segmented record feature. This will enable 
him to take advantage of facilities offered by this feature when 
initially designing the various data bases which will be utilized by 
the application. 

Either bit indicators or halfword indicators may be used with a 
particular segmented record data set, but not both. The selected type 
of indicators is specified in the file control table (FCT) entry for 
that segmented record data set. As many bytes as required to contain 
all of the necessary segment indicator flags (up to a maximum of 99 
segment flags) must be defined within the root segment. The starting 
location, and length in bytes, of the segment indicator flags field in 
the root segment is also defined in the FCT entry for a segmented record 
data set. See Figure 5-21. 

Each separate segment is then defined in the FCT entry (see Figure 
5-22) . Every segment is allocated a segment name up to 8 characters 
long, and is specified as a fixed-length segment or a variable-length 
segment of a defined maximum length. In addition, any reguired boundary 
alignment (byte, halfword, fullwcrd, or doubleword) necessary when the 
segment is read into storage is identified. As each segment is 
presented to the application program for processing, the segment is 
aligned on the specified boundary. However, the extra bytes reguired 
to ensure specific boundary alignment are not recorded on disk; they 
are inserted when the record has been read from disk and before the 
segment is passed to the application program. 

An application program may utilize several segments in a record for 
processing. These segments may be grouped together and called a segment 
set. By identifying a segment set by name, all the segments comprising 
that segment set are also identified. 

Consider a customer data set in the utilities industry, as shown in 
Figure 5-23. An application program which reguires access only to the 
customer name and address may reguest a segment set comprised only of 
the customer name segment and each of the postal address line segments. 
This may be uniguely identified as a segment set which is given a 
specific name, such as NAHEAEDB. 
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Record Format: Variable-Length 

• Length Of This Customer 
Record: 90 Bytes 

• Original Record Length If 
Not Segmented: 282 Bytes 



L = 1-Byte Length Field For 
Variable- Length Segments 

LLbb = 4-Byte Variable- Length 
Record Control 



Segment Indicator Flags 



I 1 . 1 . 1 . 1 . . . . ! ! . 1 . I ... I 



Flag 

Number I ' I 1 ■ ' l' i ° ■ " I " I " 1 " I » I 1 ■ I ■ I . 1 ...... . 

12 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 



• Segment Indicator Flags Indicate The Presence Or Absence Of Segments. 

• 1 Bit or 2 Bytes May Be Used To Indicate The Presence Or Absence Of Each Segment. Here, Bit Indicators 
Are Used. 

• Flag 1 Refers To The First Segment After The Root, That Is, Customer Name. Flag 2 Refers To Postal Address 
Line 1, Flag 3 Is Postal Address Line 2, And So On, Up To Flag 11, Which Is Account History. 

• A Bit ON Indicates The Relevant Segment Is Present; A Bit OFF Indicates The Segment Is Absent. 

• The Example Here Shows That Customer Name, A 3-Line Postal Address, And Account History Are Present In 
This Particular Customer Record. 

• Bits 12 Through 26, In This Example, Are Not Used. They Have Been Allocated To Enable Another 13 Segments To Be 
Added To This Record Later, For Other Applications, Without Necessitating Any Modification To Existing Application 
Programs. 

Figure 5-21. Segment Indicator Flags 
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Segment Definitions 
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(See Record Format Above) 



Figure 5-22. Segment Definition in FCT 
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Segment Definitions 
For Dataset = Customer 



Segment Set 
Definitions 



Figure 5-23. Segment Set Definition in FCT 

Another application program may require access only to the customer 
naie and account history segments in Figure 5-23. These segments may 
be defined in a separate segment set which may be given a unique name 
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such as ACCOUNT. The application program in this nay indicates that 
it is sensitive only to segments in the specified segment set. 

Segment Betrieva^ 

When the application program nishes to retrieve a specified segment 
set from a segmented reccrd, it provides information for the 
identification of that record, such as a record key or record location 
field, identifies the data set tc be accessed by name, and then 
identifies the segment set by name to be presented to the application 
program (see Figure 5-24) . 



/ 



DFHFCTYPE=GET, 

DATASET=CUSTOMER, 
RDIDADR=KEYFIELD, 
SEGSET=ACCOUNT 



> 




1. Program Issues File Control 
GET for Segmented Record. 



2. CICS/VS Locates Entry In 
FCT For Data Set. 



3. File I/O Area Allocated By 
CICS/VS Based On Data Set 
Blocksize. 



4. CICS/VS Retrieves Record 
From Data Set Into File I/O 
Area. 



5. CICS/VS Locates Segments In 
Specified Segment Set In FIOA. 



6. File Work Area Allocated 
By CICS/VS Based On Length 
Of Segments In SEGSET. 



7. CICS/VS Moves Specified Seg- 
ments To File Work Area. 



CICS/VS Frees FIOA Storage, 
And Passes Address Of FWA 
To Program. 



il 



File I/O Area (FIOA) 



ZJ 



1 



Root I Name I Arrs 



> 



DFHFCTYPE=GET 
SEGSET-ACCOUNT 




Figure 5-24. Segment Betrieval 

File control uses the reccrd identification field to access the 
reguired record from the specified data set. The segment set name is 
then used to identify the particular segments making up that set. Each 
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of the segment names in the segment set is defined in the FCT entry as 

being fixed-length or variable-length, of a specified maximum length, 

and reguiring specified boundary alignment. Segments are assumed to 

be in the same seguence in the record as the seguence in which they 
are defined in the FCT. 

The segments in the segment set are extracted from the record by 
file control. These segments are presented to the application program 
together with the root segment, as if only those segments were present 
in the record on disk (see Figure 5-24) . Other segments which are not 
part of the segment set are ignored, and are not presented to the 
applicaticn program. 

The presence or absence of segments in the record passed to the 
program is indicated by the status of the segment indicator flags (see 
Figure 5-21) . These segment indicator flags are located within the 
root segment, and each flag is tested by the application program to 
determine whether it is en pi off, and hence whether its associated 
segment is present or absent. The first segment indicator flag (which 
may be a bit flag, for example) indicates the presence or absence of 
the first segment in the record following the root segment. The second 
indicator flag specifies presence or absence of the second segment in 
the record following the root segment, and so on. These indicator 
flags specify the presence or absence of all segments within the record, 
not only those segments in the segment set passed to the program. 

The use of DSECTs or structures in application programs can simplify 
the testing and nanipulaticn of segment indicator flags. If the 
appropriate DSECT or structure defining all indicators is copied into 
the application program when it is compiled, the use of 
installation-controlled labels for each indicator may be achieved. The 
applicaticn prcgrams may then be less sensitive to changes in segments, 
a segment change being made to the DSECT or structure and the programs 
then recompiled. 

Segment Ppdat|,nq (KeyrSegueiiced VSAJ) 

Application programs may replace segments, delete segments, or add 
new segments. However, the extent to which new segments may be added 
depends upon the particular access method used for the data set. If 
DAM, ISAM, or entry-seguenced VSAM data sets are used for the segmented 
record data set, the total segmented record length may jjc£ be increased, 
but may be reduced if required. (An exception is with OS/VS 
variable-length ISAM reccrds, where the segmented record length may be 
increased if necessary.) Nith key-seguenced VSAM data sets, the 
segmented record length may be increased, either through the addition 
of new segments to the record or by a change in the length of existing 
segments. The increased reccrd length is regarded by file control as 
a replacement of the previous segmented record and is handled in much 
the same way as the addition of a new record to the data set. That 
is, records which follow the lengthened record in the same control 
interval are shifted to the right to enable the increased-length record 
to be inserted. 

If it is necessary to increase the length of DAM, ISAM, or 
entry-seguenced VSAM segmented reccrds, a different technigue, segment 
updating, must be utilized. 

Segment Opdating (DAJ, IJ5AM, and Bqtry-Sequenced VSAM) 

When it is determined that a segmented record in a DAM, ISAM, or 
entry-seguenced VSAM data set will be increased in length because of 
the addition of a new segment, or the increase in length of an existing 
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segment, the original segmented record retrieved must be updated by 
the application program to indicate that that record is now obsolete. 
This nay be specified by the program placing a logical delete flag in 
the root segment as shown in Figure 5-25. 








Current 
Record 
Pointer 






Obsolete Segmented Record 



Updated Segmented Record 
(Length Increased) 



Figure 5-25. 



Segment Updating, with Length Increase in DAM, ISAM, and 
Entry-Seguenced VSAM Data Sets 



The increased-length record may be written by the user program to 
a separate user-defined "overflow" data set. The location of that 
increased-length record in the overflow data set may be inserted as a 
record pointer field in the root segment of the criginal record (see 
Figure 5-25) . The logical delete flag in the root segment may be 
utilized as the record pointer field. If this reccrd pointer field is 
zero, it indicates that the segmented record is current. However, if 
the record pointer field is nonzero, it indicates that the segmented 
record has been logically deleted and replaced by ancther record in 
the overflow data set. The record pointer may be utilized by the user 
program as a record key, or record location pointer (depending upon 
the particular data set it pcints to) . It directs the application 
program to the new current segment in the overflew data set. 

Uith this technique, an increase in length of a segmented record 
may be logically supported using EftM, ISAM, or entry-seguenced VSAM 
data sets. The increased-length reccrd is first written by the user 
program to the overflow data set. The record location field returned 
by CICS/VS as a result of that addition, or the record key for ISAM, 
is then inserted into the record pcinter field in the root segment of 
the record in the segmented data set (See Figure 5-25) . 

On subsequent retrieval, the application program first tests the 
record pointer field in the root segment. If the pointer field is 
nonzero, the application program uses that pointer as a record 
identification to the more current segmented record in the overflow 
data set, and retrieves that current segmented reccrd for processing. 
The overflow data set must be specified during FCT generation as having 
the same segments, and segient sets, as the original segmented data 
set. 

If a segment is to be updated uith no change in length, that update 
is effected and the segments are presented bj the progran to CICS/VS 
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to be written back to the data set by means of a POT macro instruction. 
If the length of a variable- length segment is to b€ reduced, the length 
byte is todified to reflect the new length of the updated segment. 
This segment is then written back to the data set by issuing a file 
control PUT macro instruction. rile ccntrol blocks up each segment in 
the segmented record, removes any boundary alignment bytes, and uses 
the length byte in variable- length segments to allocate a sufficient 
number of bytes to contain contents cf that segment. 

To allow for a potential increase in length after a GET with UPDATE 
macro instruction of variable-length segments, or the addition of a 
new segment which was missing in the segmented record, CICS/VS file 
control will present the application program with a segmented record 
containing space set aside fcr each segment, whether present or absent, 
based upon either the fixed length of that segment, or the maximum 
variable length cf that segment. 

Segment Deletion 

A segment may be deleted if the application program turns off the 
relevant segment indicator in the root segment. File control then 
physically deletes that segment when it writes the segmented record 
back to disk. 

Fixed- and Variable-Length Segmented Eecjsrds 

CICS/VS segmented records may be either fixed-length or 
variable-length. For fixed-length records, the actual segmented record 
may be less than the allocated fixed-length record size. Slack bytes 
are therefore used at the end of the segmented reccrd to make up the 
specified fixed-length reccrd. Segmented records which are variable 
in length because of variable-length segments, or the absence of 
particular segments, may be specified as variable-length records (see 
Figure 5-26) . In this case, variable-length records enable more 
efficient disk storage utili2aticn» 



Fixed- Length Record 




Segmented Fixed- Length Record 



Variable- Length Record 



ll m 



Segmented Record 



Segmented Variable-Length Record 

Figure 5-26. Segmented Eecoid Disk Utilization 
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JLEiiaticm and Maintenance of lamented £g£SI^S 

CICS/VS file control provides no facilities fcr the creation or 
maintenance of segmented reccrds. These records must be created 
offline, with the various segments (either fixed- or variable-length) 
blocked by user programs. The offline user program must set the 
relevant indicator flags, to specify the presence cr absence of each 
segment in that segmented record. Once segmented records have been 
created offline, they may be retrieved online using the CICS/VS 
segmented record feature. In the event of addition of new segments or 
deletion of existing segments online, the online application program 
is responsible fcr determining that the appropriate bit or byte 
indicator flag is en or eff, and turning on the appropriate indicator 
for a segment which has been added online, or turning off the indicator 
for a segment which is to be deleted online. CICS/VS will examine 
these indicator flags when the record is to be written back to disk, 
and take the appropriate acticn tc either delete the segment or increase 
the segmented record length if necessary to allow for an added segment. 

With the availability of the built-in bit manipulation function (see 
Chapter 2) , Assembler, PL/I, and American National Standard (ANS) COBOL 
application programs may test bit indicator flags and set bit indicator 
flags on or off. Consequently, the use of halfword indicator flags 
for ANS COBOL programs is not necessary, and all indicator flags may 
be maintained as bit flags. 

ADVANTAGES OF SEGMENTED BECOEDS 

The principal advantages in the use of the segmented record feature 
are described belcw. 

Disk Storage Utilization. 

Through the use of variable-length records, variable-length segments, 
and omitting unused segments, only that amount of disk storage required 
for storage of the information relevant to each record need be 
allocated. 

Dynamic Storage JJjf iciejjfiy 

On an application program GET macro instruction, the entire segmented 
record is read into the allocated file input/output area (FIOA) , or, 
for VSAM data sets, into the VSAM buffer. The segments making up the 
segment sets reguested by the program are extracted by CICS/VS from 
the record in the PICA, buffer, cr VSWA and are moved into the file 
work area (FWA) . At this time, if the applicaticn program did not 
indicate that the record will subsequently be updated and written back, 
CICS/VS file control releases the FICA or VSWA dynamic storage, and 
transfers only the requested set of segments to the FWA. Consequently, 
the amount of main storage used in processing those segments is only 
as large as the segments themselves. No additional dynamic storage is 
utilized for segments which are not being processed. 

LiiSiied Data Independence 

Because an application program identifies only that set of segments 
which are significant to it, the modification of segments in the data 
set which are not relevant tc the program concerned requires no 
modifications to that program. Limited data independence is thus 
achieved with a consequent reduction in the amount of program 
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modification following a change to the record format or data set 
organization. 

A further consideration of data independence is that additional 
segment indicator flags may be allocated in the root segment to allow 
for the addition of future segments. If bit indicators are used, each 
additional byte of bit flags will enable up to eight segments to be 
added to the end of the segmented record. When these segments are 
eventually added to the records, seme reorganization of the data set 
will of course be necessary. However, application programs which 
utilize segment sets which dc net contain the new added segments are 
not affected. 

CICS/VS FI1E CCNTBOL DESIGN CONSIDERATIONS 

As can be seen frcm the above discussion cf the indirect access 
feature and segmented record feature of CICS/VS file control, data 
bases may be constructed. A number of factors should be taken into 
account in deciding the appropriate data base support technique, either 
indirect access, or segmented records, or both. 

Access To Online Data Ease bj Offline programs 

If data sets utilized online in a data base must also be processed 
offline, the indirect access feature may be found to be more suitable 
than segmented records. Use of this feature reguires each offline 
application program to provide its own support for the extraction of 
segment sets from segmented records, and the insertion of segment sets 
back into segmented records for updating. Alternatively, the code 
supporting the segmented reccrd feature in the CICS/VS file control 
program may be extracted by the user and modified for use by batch 
programs. 

If the batch processing requirements of the installation dictate 
that standard access methed support be used for batch programs accessing 
online data sets, the indirect access feature rather than the segmented 
record feature should be used. This enables logically related 
information to be maintained across a series of different data sets. 
However, this additional file accessing will have an effect on the 
performance of the online applications, and consequently on response 
time. This is a further consideration in the design of a CICS/VS file 
control data base. 

Provided that suitable support can be developed to enable batch 
application programs to access segmented records in online data sets, 
the segmented record feature is superior to the indirect access feature 
when one considers the reduced file accessing necessary and the 
efficient utilization of disk storage. With one file access, a 
segmented record with all its related segments may be retrieved. With 
indirect access, these related segments may have been defined in 
separate indirectly accessed data sets, each requiring a separate file 
access. Furthermore, only the object or target data set is returned 
to the user. 

Segmented Records 

A consideration with segmented records is the extent to which 
additions to segments may be made. If segment additions result in an 
increase in the segmented record length, then the segmented record data 
set should ideally be defined as a key-sequenced VSAM data set, or a 
variable-length OS/VS ISAM data set. Alternatively, DAM, ISAM, or 
entry-seguenced VSAM data sets may be utilized using the dummy segment 
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and overflow data set techniques described above. However, this will 
result in less efficient disk storage utilization, more user 
programming, and more file accesses. 

A further consideration is the extent to which information nay be 
added to data set records at a future time. If there is a strong 
possibility of this occurring, it may be advisable to use the segmented 
record feature, allocating additional segment indicator flags in the 
root segment to allow for a specified number of additional future 
segments. At that time, additional segments may be added, without 
requiring modification of programs which utilize segment sets not 
associated with the newly added segments. 

Ujjlii^iJ Occurrence <jf jSesments 

The use of the segmented record feature enables a large number of 
multiple segments to be stored fcr a particular logical record within 
a block, to a maximum of 99 segments in each logical record. The number 
of multiple occurrences of segments may be further limited by user data 
set creation and maintenance factors. 

Ejal ££o£a<]e AJ?a liability 

While the segmented reccrd feature does net provide the capability 
of the DI/I products, and introduces some difficulties regarding batch 
program access to segmented iecords, this segmented record feature may 
be considered for installations with real storage of less than 144K 
bytes, which are unable to use the DI/I products because of insufficient 
real storage. See "Data Ease Selection Criteria" at the end of this 
chapter for more detail. 

BECOVEBY CONSIDEBATICNS 

Becovery of information in the event of system or program failure 
must be considered in data base design. This subject is discussed in 
more detail in Chapter 8, but is introduced here to identify those 
factors which are relevant tc the recovery of CICS/VS file control data 
sets. The optional journaling feature of CICS/VS permits a record to 
be automatically logged by file ccntrol to the system log and/or to be 
journaled to a user journal data set. The subset option of CICS/DOS/VS 
does not support automatic legging or automatic journaling. 

Automatic Loajgina, 

Automatic logging is required if data set backout is to be supported 
by CICS/VS on emergency restart following an unccntrolled shutdown. 
Automatic logging is specified in the file control table entry of each 
data set for which backout is to be supported by specifying LOG=YES. 
(See CICS/VS System Pro.a.ra.mjejr.I.s. gfference fla.gu.fil.) On any update, 
deletion, or addition of a new record, the "before" image is 
automatically recorded on the CICS/VS system log if automatic logging 
is specified. The system log is journal number 1. 

Automatic jouxnalins 

Automatic journaling allows the user to specify data set activity 
to be recorded on any CICS/VS journal. For example, automatic logging 
records the "before" image of a record to be updated and goes to the 
system log. Automatic journaling may specify that the "after" image 
is to be recorded also. Additional journaling activity is identified 

Chapter 5. CICS/VS Data Ease Design 167 



in the FCT entry for each data set through use of the JREQ parameter, 
and may be directed to a user journal data set or the system log through 
use of the FCT JID parameter. This nay be desired if a chronological 
record of all data set activity is to be maintained. It permits 
implementation of a user-written recovery program to recover a data 
set from a previous backup copy if an unrecoverable I/O error is 
detected. 

The information recorded en automatic logging, and on automatic 
journaling, contains the identification of the task which carried out 
the update, deletion, or addition, the transaction code and terminal 
identification involved with that task, the time of day, other 
information required by the CICS/VS journal control program, and an 
exact image of the record which was updated or deleted, or the record 
identification of an added record. These records are written to the 
CICS/VS system leg and/or relevant journal data set in chronological 
seguence ., 

These logged updates, deletions, and additions to the CICS/VS system 
log are utilized by CICS/VS on energency restart following uncontrolled 
shutdown to back out the data set activity of in-flight tasks. 
Additional restart information can be found in Chapter 8. 

DL/I 110DUCTS 

This section introduces the concepts, user design considerations, 
and advantages of the DL/I products. It is strongly recommended that 
all CICS/VS users read the section in its entirety, unless they already 
have prior DI/I experience. 

This section is intended enly as an introduction to some of the 
significant features of DL/I, as used in the CICS/VS environment. It 
should not be considered as a substitute for the DI/I product 
documentation. No attempt is made to describe the operation of the 
various DL/I products in depth, ncr to describe in detail the design 
of DL/I data bases. DL/I is discussed only in sufficient detail to 
enable the CICS/VS system designer to evaluate the various DL/I products 
and the CICS/VS File Control facilities as data base support for online 
applications to run under control of CICS/VS. Befer to the appropriate 
DL/I genial InJor.ma.tion. Manual, S.ystej!/A££2£cat£oj Design guide., and, 
other DL/I manuals listed in the preface of this publication for further 
information about these DL/I products and the design of DL/I data bases. 

This chapter on data base design concludes with a discussion of 
various selection criteria which can assist the system designer in his 
choice of the appropriate data base support to be used for the online 
applications being designed. 

CICS/VS enables data bases created and maintained by the following 
DL/I products to be accessed by CICS/VS application programs: 

• DL/I ENTBY 

• DL/I DOS/VS 

• IMS/VS DL/I 

DL/I ENTEY 

DL/I ENTRY provides a subset cf the data base facilities offered by 
DL/I DOS/VS. It utilizes DOS/VS SAM and VSAM on which DL/I access 
methods HSAH and HISAH are organized. Data bases may be created, 
maintained, and operated upon by batch processing programs. In 
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addition, CICS/VS application programs may retrieve, update, add or 
delete information in DL/I EMTEY HISAM data bases online. However, 
DL/I ENT5Y does not support logging of DL/I activity, and does not 
provide data base recovery utilities that are available with DL/I DOS/VS 
and IMS/vS. 

DL/I DOS/VS 

DL/I DOS/VS provides a subset of the data base facilities offered 
by IMS/VS and utilizes DCS/VS SAB and VSAM as its standard access 
methods, on which are organized the EL/I access methods, HSAM, HISAM, 
HIDAM, and HDAN. These access methods are described later in this 
chapter. Data bases may be created, maintained, and operated upon by 
batch processing programs. In addition, CICS/VS application programs 
may retrieve, update, add, and delete information in DL/I DOS/VS data 
bases online. Data base recovery utilities are supplied for data base 
backout in the event of an uncontrolled shutdown and for data recovery 
following an unrecoverable I/O errcr. 

IMS/VS DL/I 

IMS/VS DL/I operates under control of 0S/VS1 or 0S/VS2. It utilizes 
VSAM as its standard access lethcd (and also BISAM and a EDAM access 
method called OSAM) . DL/I access methods HSAM, HISAM, HIDAM, and HDAM 
are organized on VSAM (see later in this chapter) . Data bases may be 
created, maintained, and operated upon by batch processing programs. 
In addition, CICS/VS application programs may retrieve, update, add, 
and delete information in IMS/VS DL/I data bases online. Data base 
recovery utilities are supplied for data base backout in the event of 
an uncontrolled shutdown and for data recovery following an 
unrecoverable I/O error. 

Unless specifically stated otherwise, the following discussion of 
DL/I support applies to each of the EL/I products previously described. 

DL/I ACCESS FBOM CICS/VS 

Access to DL/I data bases online from CICS/VS application programs 
is achieved using the multitasking facilities of CICS/VS. Any CICS/VS 
application programs may concurrently access the same data base, up to 
the maximum number of active DL/I tasks specified for the CICS/VS 
partition, or the maximui number of concurrent DL/I tasks specified 
during initialization of the relevant DL/I product with CICS/VS. 

DL/I ENTBY permits concurrent data base access up to a maximum of 
8 tasks, DL/I DOS/VS up to 255 tasks, and IMS/VS DL/I up to 15 tasks. 

DL/I utilities are used to describe the physical organization of 
data bases and the way in which programs will logically access the data 
bases defined. In addition, a number of DL/I utilities are provided 
to allow recovery of data bases in the event of I/O errors or system 
failures. 

IMROJ2SC.3IPJ TO fiL^i 

DL/I is a general-purpose data base control system that executes in 
a virtual storage environment under DOS/VS, 0S/VS1, or 0S/VS2. It has 
been designed to simplify the user's task of creating and maintaining 
large common data bases to be accessed by various applications. Its 
design is open-ended, which allows future DL/I functions to be added 
without affecting existing functions. DL/I also allows growth to online 
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applications through an interface with CICS/VS, and through the data 
communications feature cf IMS/VS. 

DL/I has been developed by IBB to serve two application areas: 

• Batch processing 

• Online processing 

In batch processing, single data base transactions reguested by 
applications are accumulated and processed periodically against the 
data base. Because of the elapsed time, data in the data base is not 
always current. The use of batch processing should depend on how 
current the user*s information must te r viewed in relaticn to the cost 
of other methods of processing data. 

For online processing, IMS/VS DL/I provides a data communications 
feature, and also a CICS/VS EL/I interface facility. With DL/I ENTBY 
and DL/I DOS/VS, data communications support is provided only by a 
CICS/VS DL/I interface facility. The use of online processing, as 
opposed to batch processing, enables a response to be generated for 
each transaction as it is reguested. This reduces the elapsed time 
inherent in batch processing systems and allows the user to maintain 
current data for his applications. 

Traditionally, data used by application programs is organized in 
data sets. Each data set is physically structured to present data in 
the physical seguence and format reguired by the particular application 
program. 
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Figure 5-27. Traditional Data Set Approach 
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Figure 5-28. DL/I Data Ease Approach 

All application data is stcred in one or more data bases in a 
hierarchical fashion; that is, the most significant data resides on 
hierarchically higher levels, while less significant but related data 
(dependent data) appears on hierarchically lcwer levels, as illustrated 
in Figure 5-29. This hierarchical approach enables programs tc view 
data in a data base apart frcm its physical organization. Through the 
use of a concept called "sensitivity," each application program views 
only that data in the data base which it uses. (Sensitivity is 
discussed further, in "Logical Data Structures," later in this chapter.) 
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DL/I accesses data in the data itase and presents only the information 
requested by the prograo. The data presented to the program by DL/I 
is called a "segment." A prcgran requests a segment from DL/I by 
issuing a DL/I call. 

In practice, a system designer reviews the data requirements of all 
applications (as illustrated at the start of this chapter), then defines 
the data base or bases. Tc create a data base, the user defines to 
DL/I a common data structure and format that serve his applications 
and loads his application data into that data base. 

The definition of the data base is provided by a data base 
description (DED) , and a CED is required for each data base (see Figure 
5-29) . This is generated pricr tc the loading of data into the data 
base, by assembling a set of DED macro instructions which define the 
data base. 
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Figure 5-29. DL/I Data Ease Access 

The second definition required is the program specification block 
(PSB) . There is one PSB for each application program. The FSB defines 
to DL/I: 

• The data bases accessed by an application program. Associated with 
each data base used by an application is a FCB. One or more PCBs 
exist within a PSB. 
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• Each PCB identifies the sensitive data (segments) in the data base, 
available to the application program which uses the PSB. 

• Each PCB identifies the way in which the program views the data 
base. 

• More than one PCB defined in a FSB allows the application program 
to process multiple data bases. 

The PSB is generated by assembling a set of PSB macro instructions 
which define the above factors. 

An application program specifies its associated PSB to be used to 
access data bases. Each PCB is used to pass information to DL/I 
identifying: 

• The name of the DBD describing the particular data base 

• The type of calls (or processing options) which the program will 
use to access the data base 

• The number of segments to which this program is sensitive 

In addition, fields are provided in the PCB fcr DL/I tc pass 
information back tc the prcgram r such as: 

• The level number in the hierarchical structure of the last retrieved 

segment 

• The DL/I status code indicating the result of the last DL/I call 
issued by the program 

• The name of the last segment retrieved by DL/I 

• The key of the last segment retrieved 

Through DL/l's use of the DBD and PSB, application programmers can 
write their programs without much regard to the physical structure of 
data. Instead, they refer orly to segments of data as needed by the 
program, without consideration fcr the physical location of that data 
in the data base. 

ADVANTAGES OF DL/I 

DL/I provides applicaticn independence from access methods, from 
physical storage organization, and from the characteristics of the 
devices on which the data cf the application is stored. This 
independence is provided by a common symbolic program linkage and by 
data base descriptions external tc the applicaticn program. A reduction 
in application program maintenance is generally realized. 

DL/I provides for the reduction, and possible elimination of, 
redundant data or sharing cf common data. The majority of the data 
utilized by any company has many interrelationships that can cause 
significant redundant storage of data if conventional organization and 
access methods are used. For example, manufacturing and engineering 
departments work with subset data which is alsc useful to guality 
control. 

The storage organization and access methods employed by DL/I 
facilitate data integration with a minimum of data redundancy. However, 
if an analysis of a company's data shows that all of the data cannot 
be placed in a single common data base, DL/I allows the user the 
additional capability of physically structuring the data across more 
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than one data base. Before EL/I, application programmers frequently 
did not have the tine or ability tc integrate other data with their 
own data to eliminate redundancies without the necessity of a major 
rewrite of the application programs involved. 

SEGMENT DESIGN 

The smallest element of data that may be retrieved by DL/I is a 
segment. A segment contains cne cr more logically related data fields, 
and is fixed-length for DI/I ENTFY, and fixed- or variable-length for 
DL/I DOS/VS and IMS/vS DI/I. 

The design of segments to be utilized in DL/I data bases is dependent 
upon a number of factors. Seme of these are: 

• The amount cf data required at a time by the applicaticn program 

A segment is the smallest element cf data which may be operated 
upon in a DL/I data base and may comprise one cr several related 
fields. The allocation cf fields to segments is generally based 
upon common usage of the data contained within those fields. For 
example, if a particular group of fields may be required by one 
application program, it nay he desirable tc grcup these into a 
segment, if ether characteristics of those fields are similar (see 
below) . 

• The multiple occurrence cf information 

The multiple occurrence cf information may require each separate 
occurrence to be defined as a segment. For example, in a savings 
bank system there may be many deposits or withdrawals against each 
savings account (see Figure 5-30) . The savings account details 
such as the account number, account name, current balance, and 
interest-to-date may comprise cne segment which, because it may be 
reguired by many applications processing those accounts, may be 
defined as a "root segment." A ioot segment is at the highest 
level and generally contains information required by most 
applicaticn prcgrams. 

Each deposit transaction may contain fields such as date of deposit, 
amount of deposit, and type of deposit. These fields may be defined 
together as being a deposit segment. Similarly, a withdrawal 
transaction may contain fields such as date cf withdrawal, 
withdrawal amount, and type cf withdrawal. These fields make up 
a withdrawal segment. Because there may be many deposit and 
withdrawal segments for a savings account root segment, defining 
each transaction as a separate segment will enable individual 
transaction details tc be readily accessed. Figure 5-30 illustrates 
the multiple occurrence cf deposit and withdrawal segments based 
upon a savings account rcot segment. 
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Figure 5-30. Multiple Occurrence of Segments 

• The sensitivity to data by various programs 

The reguirement for certain application programs to have access to 
certain information (that is, te sensitive tc certain segments), 
and not be able to access (01 be sensitive tc) other information 
or segments, assists in the segment design. For example, related 
fields of information relevant to a particular application program 
may be designed as a segment. That applicaticn program may then 
be made sensitive to this segment. 

• Variable-length segments 

In the case of IMS/VS DL/I, the ability to support variable-length 
segments may dictate those fields which should be defined as 
comprising a segment. Fcr example, a customer data set contains 
customer name and address. A customer name is normally variable 
in length, as are customer address lines. In addition there may 
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be a variable number of address lines. In this case, it may be 
desirable to define the custceer name as one segment, called, for 
example, the name segment, and to define each address line as a 
separate address segment. There may be multiple address segments 
to allow a variable number of lines in a customer address. 

• Application-dependent requirements for information grouping 

The design of segments, as veil as the fields which make up those 
segments, is dependent upon the application. An 
application-dependent requirement may be the extent to which 
information in the data base night be expected to change in the 
future. If there is a high likelihood that certain fields within 
a segment may change, it may be desirable to define these 
potentially changeable fields in a single segment, or a small number 
of segments. The extent of program maintenance because of a change 
in the segment contents is therefore reduced. DL/I enables new 
segments to te defined very readily, without affecting application 
programs which dc not need to access those segments. 

To assist in the design of segments, consult the appropriate 
Systej/Applicaticn, fiegign fiflide for DL/I ENTBY, EL/I DOS/VS, or IMS/VS 
DL/I. 

DATA INDEPENDENCE 

Dnder DL/I, the data base concept gives the user data independence 
between the physical storage of data and the application programs which 
access the data in various ways. Physical data storage is accomplished 
through the use cf two unique DL/I storage organizations: 

• Hierarchical Seguential 

• Hierarchical Direct 

The Hierarchical Seguential organization is supported by two DL/I 
access methods: the Hierarchical Sequential Access Method (HSAH) and 
the Hierarchical Indexed Seguential Access Method (HISAM) . The 
Hierarchical Direct organization is supported by two DL/I access 
methods: the Hierarchical Direct Access Method (HDAM) and the 
Hierarchical Indexed Direct Access Method (HIDAH) . The application 
program interface with these two organization types and four access 
methods is totally symbolic. The application is typically insensitive 
to the physical data organizaticn cr the access method used. The 
various data base organizations and access methods are discussed in 
more detail in the BJ./I DOS^VS Sjjstej/Apjslisation fiesifln Gjiide and the 
IMS/VS SlstejZApplicatiojTpgsJgn Guide. 

To provide this £ njep en, de nge , three definitions are required prior 
to the use of the data base ty~a program: 

• The segments within a logical data base record to which a program 
wishes to be sensitive 

• The logical data base record structure represented by one or more 
segments from one or more physical records 

• The data base organizaticn and access methods 

These definitions are made through the use of the following data 
base definition functions: 

• Data Base Description (DED) Generation 
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• Program Specification Elcck (FSB) Generation 



• Application Control Elcck (ACB) Generation 
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Figure 5-31. Customer Acccunt Record Format 
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This same data record appears in Figure 5-32 as a DL/I logical data 
structure. The name, postal address, ship-to address, and customer 
and account history fields are considered DL/I segments. Each segment 
of information may be made up of several fields. 
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Through the concept of program sensitivity, DI/I allows a program 
to be structured so that only these segments of information that are 
relevant to the processing being performed are presented to it. For 
example, an account program could be written for only the name and 
account segments of the logical data base structure, as shown 
cross-hatched in Figure 5-32. The program need net be aware of the 
existence of the address segments. 
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Figure 5-32. Customer Account Logical Structure 
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The DL/I data base capabilities allow for handling hierarchically 
related logical data structures cf considerable variance. The maximum 
number of segment types is limited for DL/I to 255 per logical data 
base record (63 for DL/I ENTfiY) . A maximum cf 15 segment levels can 
be defined in a logical data base record. 



Figure 5-33 represents an example of a logical data structure for 
a banking savings account. The structure consists of four segment 
types: account detail, account name, deposit, and withdrawal. 
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The legical structure in Figure 5-33 shows that account detail is 
a root segment. The acccunt name segment is a dependent segment of 
the account detail segment, and the deposit and withdrawal segments 
are dependents of the account names. 
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Figure 5-33. Savings Acccunt Logical Structure 
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A dependent segment relies on seme higher level segment for its full 
meaning or identification. Since the number of account name segments 
may vary from one savings account to the next, logical data base records 
will vary in length according to the number of segments occurring in 
the hierarchy of the data structure. 

The root segment in Figure 5-33 contains the specific account details 
for account number 67321. There are multiple account name segments 
for persons using this account: John Smith and Nary Smith. 

Also, for this account, there are two withdrawal and three deposit 
segments,. The data base has four segment types, and this particular 
data base record consists of eight segments because of the multiple 
occurrences of the account name, deposit, and withdrawal segments. 

The segments immediately above and below a given segment are called 
the "parent" and "child" segments respectively. In Figure 5-33, the 
account detail segment for account 67321 is a parent of the two name 
segments. Each account name segment is a child of the account detail 
segment. The deposit and withdrawal segments subordinate to the account 
name segments are their children. All occurrences of a particular 
segment type dependent on a particular parent segment are called "twin" 
segments.. The account name segments for John Smith and Mary Smith are 
twins of each other. 

Refer to the System/ Application Design Guide for the relevant DL/I 
product for further discussion of logical structures. 

DATA BASF ACCESS CALLS 

A common symbolic program linkage and data base description allow 
batch and online application programs to request Dl/I to: 

• Betrieve a unique segment (GET UNIQUE) 

• Betrieve the next seguential segment (GET NEXT) 

• Replace the contents of an existing segment (REPLACE) 

• Delete the data in an existing segment (DELETE) 

• Insert a new segment (INSERT) 

Additional data base access calls are provided to enable all 
dependent segments based on a particular parent segment to be retrieved 
seguentially. The retrieval access calls may also specify that a record 
being retrieved is to be held, because it will subseguently be updated, 
replaced, or deleted. 

Application programs written in American National Standard (ANS) 
COBOL, PL/I, and Assembler Language utilize the CALL statement facility 
in these languages to perform the input/output functions listed above. 
The external data base descriptions (DEDs) and program specification 
block (PSB) describe the physical data organization and logical data 
structure of the data base to DL/I. Because of this approach to data 
reference, input/output operations and associated system control blocks 
are not compiled into the application program. This avoids program 
dependence upon currently available access methods and physical storage 
organizations. Other application data can be added to this data base 
without necessitating changes to application programs that use the 
data. 
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DATA BASE ORGANIZATION AND ACCESS METHODS 

DL/I supports two basic physical storage organizations as discussed 
briefly above. The first organization. Hierarchical Sequential, 
provides the base for both the Hierarchical Seguential Access Method 
(HSAH) and the Hierarchical Indexed Seguential Access Method (HISAM) . 
The second organization. Hierarchical Direct, prcvides the base for 
two more accessing technigues, th€ Hierarchical Direct Access Method 
(HDAM) and the Hierarchical Indexed Direct Access Method (HIDAM) . HDAM 
uses an addressing algorithm for direct access support of the 
hierarchical direct organization. Standard addressing algorithms are 
provided by DL/I, or may b€ supplied by the user installation for each 
HDAM data base. HIDAM is an indexed access support of this hierarchical 
direct organization. 

^ach DL/I access method and data tase organization will now be 
briefly introduced. Refer tc the Sy stem/A ppljlcaticn p.e§ign Guide for 
the relevant DL/I product for a more detailed description of each data 
base access method. 

Hierarchical gegugntial Cr.saniz,a,tic.n 

The primary differences between hierarchical direct and hierarchical 
seguential organizations are the manner in which segments are related, 
and the technigues of data storage and access. Segments in the 
hierarchical seguential organization that represent one data base record 
(that is, a physical hierarchical tree structure) are related by 
physical adjacency. This reguires that segments which represent one 
data bass record be contained in a variable number of segment blocks 
unigue to that data base record. 

HSAM Record Forfat 

HSAM is used for seguential storage and access en tape or direct 
access storage. The DOS/VS and CS/VS seguential access methods (SAM 
and ESAM respectively) provide the data management services for HSAM. 

Physical blocks (a variable number) reguired tc contain a particular 
data base record are accessed by physical adjacency (HSAM). 

HISAtJ Jjecord Foj: mat 

HISAM is used for indexed seguential access to the hierarchical 
seguential organization, data base record may be directly accessed 
through an index. Segments within a data base record are related by 
physical adjacency. All physical blocks used to store the segments of 
a single data base are related by direct address pointers. The virtual 
storage access method (VSAM) provides data management services for DL/I 
ENTRY, DL/I DOS/VS, and IMS/VS DI/I. IMS/VS can optionally use BISAM 
and a EDAM-like access method called OSAM for data management services. 
(However, DL/I facilities such as variable-length segments, or secondary 
indexing (see later in this chapter) are only available to data bases 
which utilize VSAM.) Generally, a HISAM data base is comprised of one 
VSAM key-seguenced data set and cne entry-seguenced data set. 

Note: DL/I ENTRY only uses one VSAM key-seguenced data set to support 
a HISAM data base. 
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Hier arc hical Direct Organization 

Segments in the hierarchical direct organization that represent one 
data base record (that is, a physical hierarchical tree structure) are 
stored in one or more physical blocks. However, all segments in that 
data base record, rather than the physical blocks containing the data 
base record, are related by direct addresses. Each segment in a data 
base record refers to segments of the same type, as well as to adjacent 
segment types, through direct addressing. Physical blocks that contain 
segments of the data base record are not related by direct addressing. 

In the hierarchical direct organization, the space requirement for 
each segment is increased frcm that reguired in the hierarchical 
sequential organization. This space is reguired to accommodate direct 
addresses. However, the following advantages are gained: 

• More rapid direct access to segments within a data base record. 

• The ability to share space in a direct access storage block across 
multiple data base reccrds. One physical blcck may contain segments 
from different data base reccrds. This may result in a considerable 
saving of data base stcrage space. 

• The ability to reuse space occupied by deleted segments through 
the iaintenance of free space addresses. 

HDAM Eecord Format 

HDAM is used for direct algorithmic randomized access to records in 
the hierarchical direct organization. Direct access is available to 
each data base reccrd. VSAM provides the data management services for 
HDAM. OSAM provides optional data management services for IMS/VS DL/I, 
but (as discussed previously for HISAM) facilities such as 
variable-length segments or secondary indexing cannot be utilized with 
OSAM. DL/I ENTEY does not support HDAM. 

HIDAM Becgrd Format 

HIDAM is used for indexed access to the hierarchical direct 
organization. Indexed access is available to each data base record. 
VSAM provides the data management services for HIDAM for DL/I DOS/VS 
and IMS/VS DL/I. BISAM and CSAM provide optional data management 
services in HIDAM for IMS/VS DL/I. (See reference to EISAM and OSAM 
limitations above for HISAM and BDAM.) DL/I ENTEY does not support 
HIDAM. 

Befer to the Sy.steji/]^)£lica.tioji Desiaji Guide for the appropriate 
DL/I product for further information concerning data base organization 
and access methods. 

LOGICAL STEOCTOEE DESIGN 

The preceding discussion has established the concept and organization 
of DL/I data bases. As discussed previously, the smallest data element 
which can be accessed by an application program is a segment. The 
design of segments is a key factcr in the design of DL/I data bases. 
Following this segment design, the design of logical data base 
structures should be considered. 
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Desijgn Factors 

Logical structure design depends upon the application. However, 
some of the factors which shculd be considered in the design of logical 
structures are; 

• The utilization of dependent segments 

A program may wish tc access the information in the root segment 
of a data base record. In the savings account example in Figure 
5-33, the account details will be contained in the root segment. 

Following the accessing cf this root segment, the application 
reguirements may dictate that segments dependent on this root must 
te accessed. In the savings account example in Figure 5-33, the 
account name segments, then the deposit segments and the withdrawal 
segments may be accessed either individually or in their order of 
occurrence. 

• The sensitivity cf programs to segments 

An account inguiry program, for example, may wish to access only 
the account detail (root segment) and the account name segments. 
In this case, the program would te defined as being sensitive only 
to these segments. 

Similarly, an account processing program may need to access only 
the account detail (root segment) and the deposit and withdrawal 
segments, without reguiring reference to the account name segments. 
This enables deposit and withdrawal transactions to be retrieved, 
updated to reflect possible correction, or added as new deposit or 
withdrawal transactions are received against an account. In this 
case, the account processing program would be defined as being 
sensitive only tc the account detail root segment, and the 
withdrawal and deposit segments, but not sensitive tc the account 
name segment. 

• Application factors 

In a savings account example, once an account is opened, information 
such as the name segment may not be changed or added to 
significantly. In fact, if there is only one name for each account, 
it may be logical tc place the name within the root segment itself. 
However, because there may be more than cne tame associated with 
an account, the possible multiple occurrence of names may dictate 
that these be separate segments which are dependent upon the account 
detail root segment and further describe that account. The deposit 
and withdrawal segments reflect activity of transactions against 
the account. Because there may be multiple deposit and withdrawal 
transactions, it is logical to make them separate segments which 
are also dependent (logical children) upon the account detail root 
segment. 

Similarly, in an insurance policy information system, a policy data 
base may contain policy details in the root segment, policy 
beneficiaries in name segments dependent upon the root segment, 
and policy claims and renewals transactions dependent upon the name 
segments (see Figure 11-19). 

In a manufacturing wcrk order system, the manufacturing work order 
data base may contain all cf the manufacturing wcrk order 
information in a root segment, with multiple status information 
recorded at different stages cf manufacture in status segments 
dependent upon the root segment (see Figure 11-5). 
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In a medical patient information system, the patient's name, birth 
date, and ctber details vould be contained in the root segment, 
with his address in separate address line segments dependent upon 
the root segment. Dependent upon these address segments vould then 
be visit segments, diagnosis segments, and treatment segments of 
which there may be multiple occurrences for a patient (see Figure 
11-23) . 

Segment JJeference Ues^^n. Fac to rs 

In a police information system, the logical structure may be designed 
for a criminal data base by placing the personal characteristics of 
the criminal in a root segment together with his true name. This is 
illustrated in Figure 5-3*1 for reference during the discussion in the 
following paragraphs. 

Alias names may be dependent segments of the root segment. The 
particular mode of operation for various crimes lay be each stored in 
a separate modus op,era.n.dji segment. These modus operand^ segments may 
be dependent upon the alias segments (see (A) in Figure 5-34) , but more 
logically are further descriptions of the criminal who is described by 
the root segment. Thus, the alias segments and modus operandi segments 
are regarded as twins if both are children of the root segment (see 
(B) in Figure 5-34). 

Following the modus operandi segments may be various convictions 
recorded against this criminal (C) . Each conviction is contained within 
a conviction segment, and typically identifies the crime to which the 
conviction is related, the particular punishment carried out, and the 
extent to which that punishment has been carried out. Alternatively, 
the conviction segments may be children of the root segment and twins 
of the nodus p.£er,andi and alias segments (see (D) in Figure 5-34) . 

The decision whether to define the logical structure in such a manner 
that these dependent segments are twins, or children, depends upon the 
information which will be available for subsequent accessing of this 
data base record. To access a child segment efficiently requires 
identification of the parent. 
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Figure 5-34. Police Data Ease Logical Structure 

In this example, if ifidjs. fipgrjinji were a child of alias (A) , and 
convictions were children cf lsdjjs fi£erj.fldjL (E) , to retrieve inforaation 
relating to particular convictions for a criminal would reguire 
knowledge possibly of his true name, his alias nane, and various ao.d,ij§ 
2£er,ajidl (see (E) in Figure 5-34) . Bowever, in this application, that 
identification may not be available to access information relating to 
convictions. In this case, it wculd better to define convictions as 
children of the root segment (D) • 

If the convictions, l£d.u.s ojge^§nd..4, and alias segments are twins, 
any segment may be accessed~knowing only the true name of the criminal. 
Knowledge only of a particular alias name, or of a particular ffiS^us 
2£jrandi for a criminal, in some cases, may reguire the use of 
additional DL/I features, such as logical relationships, or secondary 
indexing, which are described below. 

Alternatively, instead cf using secondary indexing, a separate data 
base may be organized based en alias names, which provides a 
cross-reference to the original criminal names, and another data base 
may be organized based U£cn jtgdjis o.£e£ajidi which again identifies the 
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criminal's true name. Thus, by accessing the separate data bases first, 
the criminal may be identified and theD further information related to 
that criminal may be obtained frcm the criminal data base. 

Obviously, the factors which may be considered in the design of 
logical structures are cften verj dependent upon application. Refer 
to the System^Afiplicatiop. Design 6u£de for the relevant DL/I product 
for further discussion of logical structure design. 

UPDATES, ADDITIONS, AMD EEIETIONS 

In order to update (REPLACE) segments in DL/I data bases, it is 
necessary to indicate when the original record is retrieved that there 
is a possibility that the record may be updated. This is indicated by 
placing a "hold" en that segment with a GET call, such as GET HOLD 
UNIQUE, GET HOLD NEXT, or GET HOLD NEXT HITHIN PARENT. The segment 
presented on a GET HOLD call is then updated by the application program 
and written back with a EEPLACE call. Alternatively, if the segment 
is net tc be updated, this is indicated by the next GET call, without 
an intervening REPLACE or DELETE. In effect, the HOLD used with the 
GET call implies that "exclusive ccntrcl" is to be placed on that 
segment to prevent the same segment from being concurrently updated by 
another task. Only when the REPIACE or DELETE call (or the next GET) 
is issued is the exclusive ccntrcl released. 

When DL/I DOS/VS or IBS/VS DL/I is used with CICS/VS, concurrent 
updating will be prevented at the segment-type level with the 
scheduling-by-intent feature. The DL/I task will not be scheduled if 
it has conflicting intent with another active DL/I task on the same 
segment type. This may have performance implications, depending upon 
the frequency cf reference tc the same segment type by concurrently 
executing tasks. However, it provides the ability to back out programs 
independently in the event cf an uncontrolled shutdown. VANDL-1 and 
DL/I ENTEY, used with CICS/DCS/VS, does not perfcrn checks at scheduling 
time and does net prcvide specific backout support following an 
uncontrolled shutdown. 

To illustrate the significance of segment intent scheduling on data 
base design and performance using DL/I DOS/VS or IHS/VS DL/I # consider 
the following order entry and inventory control application in the 
distribution industry. 

Each store carries its own inventory and enters orders from a 
terminal located in the stcre. These orders update the inventory 
maintained in a central data base for all stores. If the inventory 
data base is designed with orly one segment type for inventory details 
across all stores, only one task (that is, store transaction) would be 
scheduled to update that segment type at a time. This may have 
significant performance implications if several stores were concurrently 
entering orders, and may result in single thread access to the data 
base. 

However, as each store carries its own inventory, a separate 
inventory details segment type may be defined for each store (subject 
to the maximum of 255 different segment types, imposed by DL/I) . In 
this way, each store transaction would be scheduled on its own inventory 
details segment type, with no conflict with other stores inventory 
segment types. This will permit multithread access to each stores 
inventory details, with conseguent improvement in performance without 
any loss in data integrity. However, it will be dene at the expense 
of additional HDAM data base pointers, control block storage, and 
application program logic. 
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In the case of an addition (INSERT) , the segment to be added is 
constructed according tc the application requirements, and then added 
to the appropriate part of the data base by identifying the keys of 
various higher level segments (using a GET HOLD UNIQUE call, for 
example) and hence the location within the data base. 

For a deletion (DELETE) , the segment to be deleted may be identified 
by providing the keys of various higher level segments, and hence the 
location of the segment within the data base by using a GET HOLD UNIQUE 
call. Depending upon the hierarchical access method used, the segment 
may be either physically deleted immediately (HIDAM or HDAM) , or 
logically deleted, and net physically deleted until the next data base 
reorganization (HISAM) . 
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Figure 5-35. police Data Ease Logical Relationships 
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To avoid this duplication, logical relationships utilize pointers 
in the criminal data base conviction segments to identify the relevan 
crimes inf oriaticn in the crimes data base (see Figure 5-35) . 
Similarly, pointers in the crimes data base enable relevant criminal 
information to be identified in the criminal data base. Crimes 
information and criminal information need appear cnly once, each in 
its cwn data base. 
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Figure 5-36. Logical Data Base Viewed from Crimes Data Ease 
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Figure 5-37. logical Data Base Viewed from Criminal Data Base 
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Consequently, that information is accessible tc the other data base 
through the use cf logical relationships. 

Through the concept of logical relationships, expanded data 
structures can be created. These expanded data structures are then 
available to application programs. See Figures 5-36 and 5-37. 

Once a logical data base is defined through one or more physical 
data bases, the logical data base can be accessed by an application 
program through a PCE. 

Logical relationships and logical data bases are available with 
IMS/VS and DL/I DOS/VS, and limited logical relationships are available 
with DL/I ENTRY. 

SECONDABY INDEXIMG 

Secondary indexing is a feature offered by IMS/VS and DL/I DOS/vS, 
and to a limited extent by DI/I EHTBY, for data bases which utilize 
VSAM. Effectively, it enables separate indexes tc be developed based 
upon the data as key or data fields cf particular segments. For 
example, in the police information system described previously, and 
shown in Figures 5-34 and 5-35, it may be necessarj to access 
information in the criminal data base given the jc,du,s operandi, or 
given the personal characteristics of a criminal. This can be achieved 
by establishing a data base organized by modus oj:era,nd.i and another 
data base organized by personal characteristics. 

Secondary indexing, however, enables separate indexes to be developed 
by DL/I for segments at any level in a logical structure of a data 
base. These indexes may be used tc directly retrieve segments at that 
level. Eapid access to specific information within a data base can be 
achieved, as well as the ability to consider a data base as being 
organized in different seguerces. In addition, secondary indexing 
allows a data base structure to be inverted. Consider the criminal 
data base in Figure 5-35, with a secondary index based on a field within 
the jodus operandi segment. The structure may then be referenced in 
an inverted form, as shewn in Figure 5-38. 



MODUS 
OPERANDI 



CRIMINAL 



Figure 5-38. Inverted Folice Data Base Logical Structure 

If secondary indexing is ret to be used, an alternative approach 
may be adopted. By defining additional small data bases containing 
the relevant segment key infermatien, and identifying the data base 
record key information as described above, a similar effect may be 
achieved, but with possibly aore physical disk accesses and more user 
programming. 
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DATA BASE UTILITIES 

A numrer of data base utilities are provided for DL/I. These 
facilitate the specification of data bases, and the recovery of the 
data bases in the event of failure. 

JEfoaiam .Specif icati^n Jlock (J?SB) Generation 

The program specification block (ESE) macro instructions generate 
the control blocks that define tc EL/I the physical or logical data 
bases used, the logical data structures within each physical or logical 
data base, and the operations allowed on each data base by a particular 
application. The sensitivity of an application prcgram tc particular 
information cr segments within the data base is also defined in the 
PSB generation assembly. 

Data Base Description (DED) Generation 

The deita base description (DEE) macro instructions generate control 
blocks that define to DL/I fcr each data base, the data base name, its 
data structure, its data format, any logical relationships, any 
secondary indexes, and the DL/I access method used. 

Application Control BJLssis (ACB) Creation ap.d Maintenange Utility 

Before the prcgram and data base descriptions created by the PSB 
and DBD generation utilities can be used with DL/I DOS/VS or IMS/VS 
DL/I, they must be merged and expanded to an internal format. 
Instruction execution and direct access I/C time, reguired to prepare 
the program for execution, are minimized by prebuilding the reguired 
application control blocks bj means cf the application control block 
creation and maintenance utility. Then, when an application program 
is to be run, its control blocks are read in directly (if they are not 
already in dynamic storage), and control is passed to the application 
program, with DL/I DOS/VS, the control blccks are brought into the 
CICS/DOS/VS address space at initialization of CICS/VS. 

£§ta Base Beorc[ani2;j|tj.on, finlcad jnd EeJL2a.il 

When the data in the data base is updated, the physical structure 
of the data may change, increasing access time. Also, the space 
occupied by obsolete data is not in all cases reclaimed and reused. 
The data base reorganization unload and reload utilities may be used 
to unload, reorganize, then reload HISAM, HIDAM, and HDAM data bases 
to eliminate these problems. Additional information on DL/I data base 
reorganization and recovery nay be fcund in the Dtilij^igs Refere nce 
Manual for the relevant DL/I product. 

BATA BASE BECOVEBY 

The data base recovery system provided by DL/I DOS/VS and IMS/VS 

comprises four utility programs and is designed to provide a rapid, 

accurate, and easy-to-emplcy means of restoring the contents of the 

physical data base after destruction through an I/O error or abnormal 
task termination. The utilities are: 

• Data base data set image copy 

• Data base change accumulation 
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• Data base data set recovery 

• Data base backout 

These utilities are introduced here, and discussed in more detail in 
Chapter 8. 

DL/I ENTBY does not provide any support for data base recovery. 

DL/I £0G 

All updates or additions to a data base are automatically logged on 
a DL/I log tape in a batch environment, or optionally on the CICS/VS 
system log when DL/I is used on online with CICS/VS. These changes 
may be utilized, together with the data base recovery utilities 
described below, to restore the data base to its data state at a 
particular point in time, in the event of the destruction of the data 
base through I/O errors, program errors, or system failure. 

Data Base Backup, 

The data base data set image copy utility dumps individual data sets 
on tape or disk in a format suitable for use by the data base data set 
recovery utility. It is run periodically for data base backup. 

Periodic Data. Sa.se. Chajacje. 2ccumu.la.ti en 

The data base change accuoulaticn utility sorts records from the 
data base log tape and co it tires all records that update the same 
segment. The result is a seguential data set that contains a condensed 
description of all changes tc the data base, and results in faster data 
base recovery. 

Data Base I/O EjEiar MBSS2SI2 

The objective of the data base data set recovery utility is to 
recover from I/O error destruction of the data base. This utility 
reconstructs individual data sets of the data base by first obtaining 
from the data base backup run an image of each data set at a point in 
time when it was known to te valid, and then merging the accumulated 
application data from the most recent data base change accumulation 
run. Finally, any DL/I system leg tapes which were not included in 
the accumulated change input are applied until the data set contains 
the desired data. The net effect is tc update the backup data base to 
its status at the time of failure caused by an I/O error. 

P§t a B^se Eafikout (B§tgh) 

The data base backout utility is designed tc recover frcm data base 
"pollution" caused by abnormal program termination in a batch 
environment. It reads the DI/I system log tape backward and removes 
(backs out) changes made to the data base frcm the point at which the 
EL/I system terminated, tc the pcint at which the program was scheduled. 
The resulting data base is new restored to its data state at the time 
the application program was originally scheduled, except for changes 
made by ether ncn tacked-out programs that terminated afterward. This 
utility also creates a log tape that reflects backcut changes. 
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Data Base Backout (Ojjlijie) 

In the online environment with CICS/VS, DL/I log activity is 
optionally directed to the CICS/VS system log. Curing emergency restart 
following an uncontrolled shutdown, the CICS/VS recovery utility program 
(DFHBOP) identifies in-flight tasks and collects in-flight tasks to 
the restart data set. (This identification may include in-flight DL/I 
activity.) CICS/VS backs cut in-flight DL/I activity directly during 
emergency restart. The hatch DL/I backout utility need not be used. 
See "Online DL/I Data Base Becovery" in Chapter 8 for additional 
information. 

DL/I DATA BASE DESIGN 

The informaticn presented above has been given to enable the CICS/VS 
system designer to develcp a conceptual understanding of the 
capabilities of the various EL/I products. Guidelines were given for 
the design of segments and logical structures, which make up part of 
the design of a data base. The following discussion identifies some 
additional factors which should be considered in data base design. 

• Physical disk storage available 

Boot-segment-only lcgical structures may enable an access method 
to be chosen which utilizes little or no prefix information, but 
contains only the data base record. However, a more complex logical 
structure, such as one involving lcgical relationships, contains 
considerable additional information in the prefix to define the 
pointers tc varicus related segments. 

A further consideration is the reduction of redundant storage of 
information through the use of integrated data bases and lcgical 
relationships. 

• Number of disk accesses 

The number of accesses which will be necessary to retrieve 
particular informaticn is a factcr to be considered in the design 
of data bases and of logical structures. These are influenced by 
factors which are the responsibility of the data base administrator, 
such as logical record lengtis, block lengths, access method chosen, 
logical relationships, and secondary indexing. 

• DL/I product to be used 

Another factor in data base design is the selection of the 
appropriate DL/I product. Fcr example, in the case of DOS/VS 
installations, DL/I BOS/US would normally be utilized with CICS/VS 
for installations having at least 160K of real storage or greater. 
For satisfactory performance, 192K of real storage, or greater, is 
recommended, support available with the particular product chosen 
may influence the data base design decision. 

For further informaticn on data base design, refer to the 
£>Xsteffl/A££licati£n Pesign Guide for the relevant DL/I product. 

PJTA BAJE SEIEC2J0N C.BIT.EBIA 

Having broadly defined the data sets and programs reguired for the 
various online applications, a decision must be made as to the 
appropriate data base supper t for these applications. Various 
characteristics of the application and of the data sets reguired, as 
discussed at the beginning of this chapter, are used to make this 
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decision. The support fcr CICS/VS applications should be selected fron 
the following alternatives: 

• CICS/VS file control support 

• Data Language/I (DL/I) support 

Several factors should fee considered when making this decision. The 
most important of these factcrs are detailed in the following 
paragraphs. 

• EXISTING BECCRD FOBHATS 

The particular record format for each data set should be considered. 
If the records are best suited to fixed format, any of the data 
base support products may be selected, depending on other criteria. 

However, if the data set can take advantage cf variable record 
formats, the record contents should be examined in more detail. 
If the record is of variable-length because it contains a variable 
number of fixed-length sections cf information (segments or 
logically related fields), then one of the DI/I products should be 
seriously considered. 

Each of the DL/I products supports the use of fixed-length segments. 
An effectively infinite number of segments can be present for each 
record, so resulting in a variable-length record. 

On the other hand, if there may be up to a certain maximum number 
of segments within each record, CICS/VS file control, using the 
segmented record feature, may be considered. 

If the variable record is made up of variable-length fields such 

as customer name and address, they may be supported by DL/I EBTBI 

or DL/I DOS/VS only if these variable-length fields are contained 

in fixed-length segments. 

If the record is variable because of the presence or absence of 
different sections or segments of the record, the record may lend 
itself either to CICS/VS file control segmented record support, or 
to DL/I support depending upon whether the segments are fixed-length 
or variable-length. If variable-length segments jjigt be used, 
select CICS/VS file control, or if CICS/OS/VS is used, then IMS/VS 
DL/I may be selected. 

• DATA BASE PEBFOBMAKCE 

CICS/VS Fiie £fifit£oi Accgssijjg 

Prime consideration in online application design should be given 
to the access time fcr retrieval of information from a data base. 
Depending upon the performance requirements of the application, 
this may dictate the selection of data base support. For example, 
if a data set may need to be accessed through ether data sets, it 
may lend itself to the use of the CICS/VS file control indirect 
accessing feature. However, if several data sets have to be 
indirectly accessed to obtain the reguired information, these 
additional file accesses could have an adverse effect on online 
performance. 

The particular access method selected with CICS/VS file control 
for the application may affect the performance. For example, the 
direct access method (DAM) generally provides excellent online 
performance. However, DAM support reguires that records be 
identified by either their physical location on disk cr their 
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relative location in a data set. The application, on the other 
hand, nay reguire that a reccrd be accessed ty a key. In this 
case, the indexed sequential access method (ISAM) may be suitable, 
but its use will involve at least two file accesses to retrieve 
each record. Furthermore, if many additions are made to an ISAM 
data set, the access time for a specific reccrd may increase. 

To overcome some of the above limitations, the virtual storage 
access method (VSAM) nay be best suited. This enables records to 
be retrieved directly, based on relative location in the data set, 
or by key. It also enables rapid retrieval of information for 
applications with a high percentage of additions to the data set. 
However, VSAM should net be used on CPDs with less than 144K of 
real storage, if satisfactory performance is to be achieved. 

Another factor which should be considered is the serial scheduling 
of concurrently executing tasks, several of which may wish to update 
the same reccrd in a data set at the same time (see "Exclusive 
Control During Update" in this chapter) . CICS/VS will permit only 
one task tc update a reccrd at a time, and other tasks wishing to 
update that same record must wait for completion of the first 
update. (However, other records in the data set may be concurrently 
updated, if required.) This serialization of updates may affect 
performance, if application factors may cause concurrent updating 
of individual data set records tc be attempted. 

PL /I J.ccessinc[ 

DL/I provides a number of access methods which may be used for 
satisfactory performance depending upon the requirements of the 
application. These access methods are the: Hierarchical Sequential 
Access Method (HSAM) , Hierarchical Index Sequential Access Method 
(HIS«M), Hierarchical Direct Access Method (HD2M) , and Hierarchical 
Index Direct Access Method (HI CAM) . Eefer tc the System/Appli cation 
£§sign Guide for the relevant DL/I product for further information 
about DL/I access methed selection. 

The CICS/VS-DL/I interfaces all scheduled DL/I CALLs from CICS/VS 
application programs on a multitbread basis. Several CICS/VS 
application programs (tasks) nay concurrently access the same, or 
different, data bases up to a maximum of 255 concurrent tasks for 
DL/I DOS/VS, 32 for DL/I ENTBY,, cr 15 for IMS/VS DL/I. CICS/VS 
tasks may concurrently access different segment types in a data 
base. However, if two or more tasks attempt to concurrently access 
the same segment type, DL/I DCS/vS and IMS/VS DL/I determine the 
type of accessing requested. If both tasks enly wish to read the 
segment type, they are permitted cencurrent access. However, if 
the tasks wish to update the segment type concurrently, for example, 
they are not scheduled concurrently by DL/I. The second task must 
wait until the first task has terminated its use of DL/I. This is 
called "Scheduling by Intent." It may affect performance if several 
tasks attempt concurrent update (for example) of specific segment 
types in the data base. (See "Updates, Additions, and Deletions" 
with DL/I in this chapter for an example of data base design to 
reduce the effect of segment intent scheduling in perfbrnance.) 

The CXCS/DOS/VS-EL/I EHTfY interface pernits multithread access to 
DL/I data bases, up tc 32 tasks for DL/I ENTIY. In order to prevent 
double updating of a segment, DL/I ENTBY uses CICS/VS facilities 
to enqueue (between the GET HOLD and the REPLACE calls) on the 
logical record that contains the segment to be replaced. 
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• EATCH PROGRAM ACCESS 

If the online application data sets require further processing in 
a batch environment, this consideration should also be taken into 
account in selection of the data base support. 

Factors which should be considered are that CICS/VS file control 
supports variable-length records within a fixed-length block for 
DOS/VS ISAM data sets, standard OS/VS variable-length BISAM data 
sets, and blocked records for DAK data sets. DOS/VS ISAM does not 
support these variable-length records for ISAM in a batch partition. 
They can be accessed in a batch environment by defining then to 
DOS/VS ISAM as fixed-length unblocked records. However, the batch 
processing program must itself deblock the variable-length records 
from the fixed-length block returned to it by DOS/VS ISAM. 

Neither DOS/VS DAM, CS/VS1, or OS/VS2 EDAM supports blocked records. 
If blocked DAM data sets are tc be accessed in a batch environment 
sequentially, they may be defined as DOS/VS SAM data sets or OS/VS 
ESAM or QSAM data sets. In this instance, the sequential access 
method will handle deblocking of records. 

However, if the batch processing programs need to access these 
blocked records directly instead of sequentially, the responsibility 
rests with the batch program to define the data set as an unblocked 
DAM data set and provide its own deblockinq of records within that 
physical block. 

The use online of the CICS/VS file control indirect access and 
segmented record features reguires that special coding to support 
these features in batch programs be developed by the installation. 

The DL/I products support the sane access methods and iecord formats 
both online and offline. No additional coding is required to enable 
batch DL/I programs to access online data bases. 

CICS/VS and concurrently executing DI/I batch programs in other 
partitions should net attempt to access the sane data bases. 

• EATCH DATA BASE CREATION 

CICS/VS file control provides no facility for creation of the online 
data bases, apart from that provided bj standard SAM, VSAM, DAM, 
and ISAM support. The insertion of indirect access pointers in 
data sets, and the preparation and organization of segmented 
records, is the responsibility of the user. Generally, special 
data base creation programs must be written by the user. 

Similarly, no facilities are provided for maintenance of the online 
file control data bases in a batch environmert. To provide this, 
the user*s data base creation program should also be designed to 
allow a maintenance capability. 

DL/I allows creation and maintenance of data bases through the use 
of various utilities. Furthermore, because the program is 
independent of the physical data base organization and only refers 
to its logical organization, considerable flexibility is offered 
the installation in data base reorganization and maintenance. 
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• INSTALLATION DATA BASE SOPPOBT DIRECTION 

In evaluating each of the selection criteria described above, the 
system designer oust keep in mind the future direction for his 
installation in the use cf particular data base support. 

CICS/VS file control may be utilized if desired, because CICS/VS 
has teen identified by IEM as one of its standard data base/data 
communications program products. However, the CICS/VS installation 
may wish to take full advantage of the extensive data base support 
provided by DL/I, by using the appropriate CICS/VS-DL/I Interface 
feature. 
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CHAPTER 6. CICS/VS ADVANCED FEATURES 



This chapter describes task control, interval control, and some of 
the facilities provided to CICS/VS application programs. 



A number of facilities are provided to CICS/VS application programs 
for: 

• Immediate creation of tasks 

• Task priority change 

• Enqueue/ dequeue resource allocation 

• Terminal read timout 

• Isolated task paging 

• Automatic task initiation at a future time 

• Wait for completion of a time event 

• Cancel a future time event 

These facilities are provided by the task control program and the 
interval control program of CICS/VS. They are described in more detail 
in the C ICS/VS Application Programmer' s Reference Manual , SH20-9003. 

TASK CONTROL 

Task control allows CICS/VS application programs to attach new tasks 
for execution, if required. This may be done either by the automatic 
task initiation feature of transient data intrapartition queues, by 
time-ordered initiation (see "Interval Control," below), or by explicit 
use of the task control ATTACH macro instruction issued by an 
application program. The ATTACH macro instruction identifies the 
transaction code corresponding to the program to be executed. This 
program is initiated in exactly the same way as if a terminal 
transaction with that same transaction code had been received. The 
task attached competes for execution with other concurrently executing 
tasks based upon its task priority, which is determined from the 
transaction priority. 

Priority Change 

During the execution of a task, the task priority may be altered by 
use of the task control CHAP (change priority) macro instruction. The 
priority may be set to any priority value between and 255. A normally 
low priority executing task may temporarily change itself to high 
priority (possibly during a section of logic which may involve updating 
of data sets) and then later change itself back to its previous low 
priority, if necessary, through use of the task control CHAP macro 
instruction. The use of the change priority facility enables data set 
updating (for example) to be completed in the shortest possible time. 
Alternatively, a task may execute initially in high priority, and then 
may be able to complete its execution in low priority. 
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The use of the task control CHAP macro instruction, without 
specifying a priority value, enables control to be released by a task 
to allow any high priority task which is ready for execution to gain 
control of the CPU. It is equivalent to issuing a task control WAIT 
macro instruction, and causes a task switch. This should be utilized 
if a task involves a considerable amount of CPU processing, to ensure 
that it does not monopolize the CPU and prevent other tasks from gaining 
control of the CPU. 

Wait 

The task control WAIT macro instruction functions in a similar 
fashion to the DOS/VS or OS/VS WAIT macro instruction, enabling a task 
to wait on completion of a single event or one event in a list of 
events. However, the WAIT may first result in task switching to another 
CICS/VS task which is able to process. Only if no CICS/VS task is able 
to process is control passed to another DOS/VS or OS/VS 
partition/region . 

Terminal Read Timeout 

This feature allows the user to specify a timeout limit for a 
conversational transaction when the transaction is waiting for a 
terminal input message. This keeps a single transaction from occupying 
system resources for long periods of time while waiting for a reply 
from the terminal. 

Isolated Task Paging 

This option allows the user to participate (with the operating 
systems page manager) in selecting pages to be made available for 
pageout. When the TCA storage of a private or long running task is 
acquired by task control, a number of additional pages may be acquired 
as specified by the ANTICPG operand in the tas^s PCT entry. Task 
control makes these pages available for pageout when the task waits 
for a response from a terminal, and causes them to be asynchronously 
paged in when the task is to be given control after the response has 
been received. This allows pages occupied by data areas belonging to 
conversational tasks to be paged out faster than the normal paging 
process. 

Enqueue/ Pegu eu e 

Task control provides ENQ and DEQ macro instructions for other 
CICS/VS modules and application programs to enqueue and dequeue on 
various resources. 

An enqueue and dequeue facility is often necessary in a multitasking 
environment, to ensure that only one task is able to utilize a 
particular resource at a time. In the case of the potential concurrent 
updating of records in a file control data set, file control utilizes 
the task control ENQ and DEQ macro instructions to ensure that the 
first task that retrieves a particular record for update is given the 
exclusive use of that physical record. A second or subsequent task 
which also wishes to update that same physical record while the first 
task is still in the process of updating it, is prevented from carrying 
out its update, when the first task has completed its update, and is 
dequeued from exclusive control of that record, the next task is given 
exclusive control of the record through the ENQ macro instruction. It 
carries out its update until it has completed, and then is dequeued 
from that record. 
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INTERVAL CONTPOL 

Future Task Initiation 

Tasks can be initiated at a future time, based on either an elapsed 
period of time or a specific time of day. These future tasks can be 
initiated either with no data transfer through the use of the interval 
control INITIATE macro instruction, or with data transfer through the 
use of the interval control PUT macro instruction. 

The INITIATE macro instruction enables a task to be attached at a 
future time. A unique time request identification can be allocated to 
that INITIATE macro instruction, to later identify that request if it 
is necessary to cancel the request before the task is initiated. 

The use of the interval control PUT macro instruction also allows 
a task to be initiated at a future time, based on elapsed time or time 
of day, and specify data to be transferred to that task. Temporary 
storage is used to record the data to be passed to the future task. 
This time request is given a unique identification, and data which is 
to be transferred to the future task is written by interval control to 
temporary storage for each interval control PUT macro instruction which 
is executed. 
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When the future task is initiated, its data may be retrieved from 
temporary storage by the application program issuing an interval control 
GET macro instruction. Subsequent GET macro instructions will retrieve 
each record which was initially POT to temporary storage for the future 
task, until all expired records have been retrieved. 

This facility is useful when designing online applications, to ensure 
that particular application events which must occur at a specific time 
of day, or after a specific elapsed time following seme other 
application action, can be initiated automatically. However, procedures 
must be developed during online system design to cancel these future 
application events, if necessary for the application. Generally, 
canceling of future events wculd be placed under control of the master 
terminal operator, through user-written programs which are given the 
same security code as that allocated to the master terminal operator. 

liJBS I^eJBt Wait 

Application programs may need to wait on completion of a specific 
period of time or until a specific time of day occurs. This can be 
achieved by the use of the interval control WAIT macro instruction, 
specifying the reguest identification of the original interval control 
macro instruction which specified the particular time request. 

The use of an interval control WAIT macro instruction will utilize 
CICS/VS resources (such as dynamic storage for residence of the 
particular program and associated areas) , until the WAIT is satisfied. 
Accordingly, the WAIT macro instruction should not be used unless the 
time duration is only a matter of seconds. If it is necessary for a 
longer duration wait to be in effect, this should te achieved by 
initiating a future task at some short interval of time before the time 
event to be waited on expires. This future task may issue the interval 
control WAIT macro instruction tc wait for completion of the specified 
time event, and so ensure that CICS/VS dynamic storage is tied up for 
the shortest possible time. To minimize the effect of utilizing these 
resources, that future task should occupy as little storage as possible. 

Application programs may also reguest the time of day through the 
use of a CICS/VS interval control GETIHE macro instruction. 

liie Even.t £an££l 

As indicated previously, it may be necessary for future time events 
to be canceled. This is best achieved by user-written application 
programs which issue the icterval control CANCEL macro instruction, 
specifying the time event reguest identification fcr that event to be 
canceled. Ideally, these canceled transactions should be placed under 
control of the master terminal operator, by allocating a security code 
to the transaction code so that it can be utilized only by the master 
terminal operator. 
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CHAPTER 7. QIQS/VS PERFCEJHANCE CONS IDEE ATIONS 



This chapter does not provide specific CICS/VS performance 
information, tut instead discusses the various factors which should 
be considered to ensure adequate online performance for applications 
executed under control cf CICS/VS. It describes various facilities 
provided by CICS/VS for the evaluation and improvement of online 
performance and details hew these facilities can be used to vary 
the working set of CICS/VS, and hence its demands for real (main) 
storage. This chapter, particularly "Nucleus Load Table," is 
recommended reading in its entirety for all CICS/VS users. 



DESIGN CEJTEBIA 

APPLICATION DESIGN 

Good application design will ensure that the amount of information 
to be transmitted between terminal operators and CICS/VS is kept to 
the minimum reguired by the application. In addition, good design 
ensures that only that information reguired for the application is 
retrieved from data sets, and possibly updated. The objective of 
Chapter 11, "Application Design," is to assist the CICS/VS system 
designer to develop application specifications which will result in 
satisfactory online performance. 

MESSAGE DESIGN 

The amount of information to be transmitted by the terminal operator 
to the CPU and the amount cf information transmitted back from the CPD 
should be kept to a minimum. Most efficient utilization of dynamic 
storage for conversational tasks may be achieved by limiting, where 
possible, the use of the CICS/VS terminal control EEAD or GET macro 
instructions, or the BMS IN macro instruction, if it takes several 
seconds for a terminal operator to enter the relevant data. Instead, 
use should be made of temporary transaction codes (see Chapter 3) , or 
entry cf transaction codes by the terminal operator. This will permit 
the dynamic storage occupied by the program waiting for terminal input 
to b€ utilized for ether purposes, if the transaction load requires 
it. When the terminal input is received, the program reguired to 
process it is then initiated as for any other CICS/VS task. 

Use the versatility offered by the various programmable controllers 
to perform data editing and message formatting pricr to transmission 
to CICS/VS. 

PBOGBAM DESIGN 

CICS/VS application programs may be modular, and may contain only 
that code necessary to process a particular transaction. Code not 
reguired in every case for the processing of a transaction, such as 
exception routines or error routines, may be incorporated in separate 
modules. 
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However, the amount of program nodularity should not be extended so 
far that it requires too many application programs to be loaded to 
process the information in a particular transaction. The need to 
transfer control (XCTL) or link (LINK) to many application programs in 
processing each transaction will add extra processing overhead to the 
potential response time, because of the need to search larger tables, 
dynamically allocate more register save areas for LINK macro 
instructions, or dynamically load application programs from the CICS/VS 
program library if they are net presently resident. It may also 
increase virtual storage paging activity (see "Virtual Storage 
Considerations" later in this chapter) . 

DATA BASE DESIGN 

One of the mest important factors in the design of online application 
programs is the data base design. The factors identified in Chapter 
5 should be considered when determining the appropriate data base 
support. The particular support selected is a function of the 
application requirements, amount of logically related information, 
degree of data independence and reduction in data redundancy, the number 
of file accesses necessary to retrieve and possibly update the required 
information, and the amount cf main storage in the system to support 
the CICS/VS applications. 

The mere file accesses that are necessary to retrieve information 
the longer is the potential response time. The number of file accesses 
necessary in following a logical chain of information across data sets 
using the indirect access feature cf CICS/VS file control may be quite 
extensive in many applications. The utilization of a segmented data 
base support, such as that provided by the CICS/VS file control 
segmented record feature, and by the DL/I products, may be instrumental 
in reducing the amcunt of file accessing necessary. However, the use 
of complex logical relationships with DL/I may involve additional file 
accesses.. 

DYNAMIC STOBAGE 

One of the most significant resources in ensuring adequate online 
performance and response time is the availability of dynamic storage 
for program execution. 

A formula is provided in the CICS/VS General Inforjyition Manual 
(GJMJ to enable dynamic storage to be estimated. The amcunt of dynamic 
storage required is a function of: 

• The maximum number of tasks that are active at any instant in time 

• The amount of information to be transmitted between the CPO and 
the terminals 

• The storage required bj application programs needed to process the 
transaction information 

• The additional storage required for file input/output areas, file 
work areas, temporary storage requirements, and working storage 
areas 

The amount of dynamic storage allocated should be consistent with 
the degree of multitasking to be supported (see "Multitasking" in this 
chapter) . It should also be large enough to prevent any CICS/VS short 
on storage (SOS) situations from occurring. Such a situation occurs 
when the storage cushion has been released to satisfy storage requests, 
and subsequent storage requests exceed the remaining storage in the 
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cushion. In this instance CICS/vs will temporarily stop inviting 
terminals to send input messages until sufficient storage has keen 
released by active tasks to reestablish the storage cushion. Terminals 
will then be invited to send input once more. The effect of the SOS 
condition then is to temporarily degrade the acceptance of input until 
the condition disappears. If insufficient dynamic storage is allocated, 
and SOS occurs, performance may degrade. 

It was suggested with previous versions of CICS/VS that SOS be 
permitted to occur occasionally, by allocating only sufficient dynamic 
storage to satisfy average transaction loads. At peak transaction 
loads, SOS could be useful tc control the arrival of transactions for 
processing by the CPU. This technigue is not recommended for use with 
CICS/VS, since an SOS condition can result in virtual storage 
performance degradation. It can be avoided by allocating a sufficiently 
large virtual storage partition/region to result in a large dynamic 
storage area, or by reducing the maximum tasks value used by CICS/VS 
(see "Multitasking" later in this chapter). The CICS/VS statistics 
indicate when SOS occurs. 

The dynamic storage area should also be large enough to avoid 
excessive application prcgran loading from the CICS/VS program library, 
but not so large as to result in the generation cf a large number of 
page faults in a virtual storage environment The amount of dynamic 
storage allocated, and hence the virtual partition size, is chosen 
based upon: 

• The storage reguired, using the formula from the CICS/VS GIM 

• The amount of multitasking tc be used 

• The amount of contention for real storage by CICS/VS and other 
partitions 

The optimum CICS/VS virtual partition size is dependent upon the 
paging characteristics and storage reference patterns of CICS/VS and 
its application programs, and also the type cf ccncurrently executing 
batch application programs. While the CICS/VS virtual partition and 
dynamic storage size can be estimated as described above, the contention 
between CICS/VS and batch prcgrais fcr real resources (such as main 
storage, CPU computing capability, channels, and disk file arms) must 
be determined. In many cases, benchmarking the particular CICS/VS 
online application with specific batch programs nay be appropriate. 

Previous versions of CICS recommended that transaction processing 
storage re reguested in small amcunts, be acguired only when needed, 
and be released as soon as possible, iith CICS/VS, several separate 
reguests for storage should be consolidated, so that a larger area is 
acguired to satisfy the individual reguirements frcm that area. This 
has the advantage of localizing storage references, and so reduce the 
possibility of page faults. 

Alternatively, storage should be preallocated in the TWA when the 
TCA for each task is created by CICS/VS. The TWA for each transaction 
code may be specified by the user when the PCT is generated. 

MULTITASKING 

The ability of CICS/VS to permit up to 999 tasks to be processed 
concurrently can enable efficient resource utilization to be achieved. 
As soon as a transaction reaches the CPU from a terminal, CICS/VS 
endeavors to create a task tc commence processing that transaction as 
soon as possible. When the task has to wait on the completion of an 
event, such as an I/O access, another task which is able to continue 
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processing is given control of the system. Although no provision is 
made by CICS/VS to enable a task tc continue processing while an I/O 
operation is in process for that same task (except for VTAM terminal 
I/O operations specified for immediate execution and asynchronous 
journaling activity - see "Jcurnaling" in Chapter 8) , the multitasking 
capability enables other tasks to execute while that task is waiting 
on the completion of an event. 

Multitasking permits many transactions to be processed concurrently 
and efficiently, with the result that a much smaller range of response 
times is achieved than if cne transaction were processed at' a time, 
that is, in single-thread processing. With single-thread processing, 
if three transactions reached the CPU at the same time and each reguired 
one second for processing, the transactions would be processed one at 
a time. Thus the first transaction would have a response time of one 
second, the second transaction would have a response time of two 
seconds, and the third transaction would have a response time of three 
seconds. If, however, 50 transactions reached the CPU at the same 
time, with this example the spread of response times would range between 
one second and 50 seconds. 

Even though the time for processing of each transaction may be 
slightly increased over that achieved with single-thread processing, 
the net effect is a reduction in the range of response time. This is 
very significant to the overall performance of a heavily loaded system. 

The degree of multitasking (the "maximum tasks" value) to be carried 
out by CICS/VS can be specified by the user, either at CICS/VS 
initialization time, or dynamically during online execution by the 
master terminal operator. (See the CICS./VS. System AdlinjLSt£atorJ".s 
Guide, SH20-9006.) While a large maximum tasks (HAXTASKS) value can 
reduce the range of response times, an unnecessarily large value can 
increase the number of virtual storage pages utilized by CICS/VS. This 
can affect the anount of paging activity carried out by the CPO, and 
is discussed further in "CICS/VS forking Set" later in this chapter. 

PRIOBITY PROCESSING 

A further factor which affects the processing time and response time 
of individual transactions is the degree to which the priority 
processing facilities of CICS/VS are utilized. In an environment in 
which the transaction load is such that there may be several 
transactions concurrently in process, certain transactions or tasks 
may be given a higher priority for execution than ether transactions 
or tasks. Thus, in most instances in which a high priority and a low 
priority task are able to continue processing, the high priority task 
is given control of the CPU ever the lew priority task. 

Task priority can be set as described in Chapter 4, by the sum of 
the allocated terminal priority, operator priority, and transaction 
priority. The terminal and/cr transaction priorities may be dynamically 
modified during CICS/VS operation by the master terminal operator (as 
described later under "Systea Control Changes") to reflect the changing 
significance during operation of various application transactions or 
terminals. 

The various factors which influence the performance of online 
applications under CICS/VS have been discussed abeve. The determination 
of the actual performance achieved in an operating environment, and 
the variation of the CICS/VS system to improve performance, is the 
function of the system administrator. 
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SYSTEM ADMINSTRATION FUNCTIONS 

The system administration, monitoring, and control of the online 
system are generally functions of the CICS/VS master terminal operator 
in the installation. An installation may allocate a terminal, ideally 
a hard-copy printer, to the master terminal operator such that automatic 
messages directed to his attention by CICS/VS may be immediately 
printed. While the master terminal operator may sign on at any CICS/VS 
terminal, it is usually desirable for the installation to provide a 
specific master terminal. This may be a hard-copy terminal such as a 
2740 Communications Terminal or a video terminal such as a 3 270 
terminal, with either a 3277 or a 3275 display station and a 3284 or 
3286 printer for master terminal messages. 

A number of monitoring and control functions are available to the 
master terminal operator. These will now be discussed. 

Operating Statistics 

The master terminal operator can request particular CICS/VS operating 
statistics or all CICS/VS operating statistics. (See the CICS/VS System 
Administrator 1 s Guide , SH20-9006.) These requests can be made at any 
time. CICS/VS will output the various statistics which have been 
accumulated since the last time they were requested. 

Optionally, the CICS/VS automatic statistics feature can be used to 
get statistics on a regular interval basis and have them printed in 
interval and/or summary format. 

Some of the statistical information maintained includes: 

Maximum number of tasks for any time period 

Number of times at the maximum tasks value 

Number of tasks initiated 

Maximum number of active tasks in system for any time period 

Total number of ATP transactions 

Total number of ATP batches 

Number of storage acquisitions 

Number of times storage cushion is released 

Number of times storage request is queued 

Number of times storage queues were established 

Maximum number of requests in the storage queue 

Number of times each transaction was used 

Number of times each transaction was stall purged 

Number of times each transaction required storage in addition to 
the specified anticipatory paging amount 

Time (in seconds) that elapsed while the first search of the PCT 
was made for each transaction used 
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Number of times a program is used 

Time (in seconds) that elapsed while the first search of the PPT 
was made for each program used 

Total number of storage dumps 

Total number of storage dump write errors 

Number of polls issued per line 

Number of input messages per terminal 

Number of output messages per terminal 

Number of transmission errors per terminal 

Number of transactions per terminal 

Number of transaction errors per terminal 

Number of pipeline messages discarded 

Number of groups of pipeline messages discarded 

Maximum length of a group of discarded pipeline messages 

Maximum number of VTAM RPLs posted in RPL pool 

Total number of times that maximum number of RPLs was reached 

Number of times VTAM was short on storage 

Number of READ requests per data set 

Number of WRITE update requests per data set 

Number of WRITE adds per data set 

Number of READS from overflow area per data set (ISAM only) 

Number of times each individual segment in a segmented record data 
set is operated upon 

Total number of tasks required to wait for a VSAM string per data 
set 

Highest number of tasks required to wait for a VSAM string per data 
set 

Total number of DL/I requests of each type (GU, GN r GNP, GHU r GHN r 
GHNP r ISRT, DLET, and REPL) 

Number of WRITES or READS (per data set) to extrapartition data 
sets 

Number of WRITES or READs (per data set) to intrapartition data 
sets 

Number of temporary storage irecords PUT/PUTQ to main storage 

Number of temporary storage PUTs to unique IDs 

Maximum virtual storage used for temporary storage records 
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• For each journal: 

a. Number of records written 

b. Number of blocks written 

c. Number of times the buffer was full 

d. Number of times the block was shifted up 

e. Average output block size 

This statistical information is necessary not only to indicate the 
actual performance of the CICS/VS system during operation, but also 
for management's planning for future system growth. The statistics 
are useful to: 

• Help the system programmer determine that efficient data set 
allocation has been made 

• Aid the system programmer in choosing programs to be made 
permanently resident during system initialization processing, as 
opposed to those programs CICS/VS is to load dynamically 

• Determine the activity of terminals and transactions 

• Reorder the sequence of entries in various CICS/VS tables, to ensure 
that the most active entries are toward the top of tables and thus 
minimize table scanning 

• in general, determine if the resources of the system are being 
effectively used 

Statistics concerning DL/I DOS/VS data base accesses are collected 
by DL/I rather than by CICS/VS. In addition, DL/I DOS/VS provides 
utilities which may be used to produce reports of these statistics. 

IMS/VS DL/I also collects statistics, in addition, the 
CICS/OS/VS-DL/I interface maintains statistics in the file control 
table for the following DL/I CALL functions: GU, GN, GNP, GHU, GHN, 
GHNP, ISPT, REPL, and DLET. 

Performance Monitoring 

The statistics described above are particularly useful for the system 
administrator or master terminal operator, to monitor the overall 
performance of CICS/VS, and also to vary the working set of CICS/VS 
(see "CICS/VS Working Set" later in this chapter.) 

If the statistics indicate that the maximum number of tasks in the 
system for any time period approached the maximum tasks value allocated, 
some improvement may be realized by increasing that maximum tasks value. 
However, if the maximum number of tasks in the system for any time 
period is significantly less than the maximum tasks value, that value 
should be decreased to the maximum number of tasks indicated by the 
CICS/VS statistics. This may result in improved virtual storage 
operation. (The maximum tasks value can be varied dynamically by the 
master terminal operator, as described in "System Control Changes" 
later in this chapter) . 

If the storage cushion has not been released and a storage queue 
has not been established, there is sufficient dynamic storage available 
to maintain a higher degree of multitasking, if required. On the other 
hand, if the storage cushion has been released frequently and storage 
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queues have also been established frequently, perhaps approaching the 
total number of storage acquisitions, insufficient dynamic storage has 
been allocated to enable effective operation of the online applications. 

statistics on the number of transmission errors per terminal may 
indicate a possible failing line or terminal which may require 
maintenance, similarly, a large number of transaction errors per 
operator or terminal may indicate inadequate operator training. 

CICS/VS statistics may be reset by the master terminal operator as 
desired. The master terminal operator may also specify that they are 
to be written out periodically and then reset. For example, it may be 
desired to output the statistics every 15 minutes. These statistics 
are directed to the transient data destination CSSO, which may be 
defined or as an extrapartition destination such as a tape, or disk. 
A CICS/VS- supplied edit program can be used to produce a formatted 
report of the statistics to illustrate changes in the system environment 
by time. 

The CICS/VS Performance Analyzer Field Developed Program (Program 
No. 5798-AZN) may be used to measure the performance of tasks executed 
in the online system. Refer to "Related Publications" in the Preface 
for relevant publications. 

Class Max Task 

This feature allows the user to tune the CICS/VS system by 
controlling the mix of transactions within CICS/VS. Without this 
feature, all transactions initiated within CICS/VS are considered equal, 
and one transaction type can dominate the system. (For example, a 
broadcast to all terminals would flood CICS/VS with transactions until 
the broadcast was complete and prevent terminal operators from 
performing any useful work.) 

The class max task feature also allows resource balancing within CICS/VS 
by limiting the number of transactions allowed to run concurrently. 
CICS/VS supports ten transaction classes (1 through 10). The function 
of the classes is at the discretion of the user. An example of the 
use of the transaction classes is: 

Class 1 - Inquiry only transactions. 

Class 2 - Update or add transactions. 

Class 3 - File browse or weighted retrieval transactions. 

Class 4 - Auto- initiated tasks (such as ICP or TDP initiated) 
Classes 5 through 10 - Could be used to group 
transactions with similar working set sizes by 
working set size. This feature, in conjunction with 
Isolated Task Asynchronous Paging, can be used to 
control paging load in CICS/VS through use of a data 
area swapping technique. 

Max Activ e Tasks 

This feature allows the user to tune the system by controlling the 
paging rate within CICS/VS. It provides a tuning tool for CICS/VS 
conversational systems where max task cannot be less than the number 
of terminals in the system. 

The user can specify a max active task value to CICS/VS in the svstem 
initialization table, or as an override at start-up time. The master 
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terminal program can also change the max active task value. (See the 
System Programmers Reference Manual , Order Number SH20-9004 for 
additional information.) 

System Control Changes 

Based upon the CICS/VS operating statistics provided to the master 
terminal operator, either on request or at system termination, he may 
monitor the performance of the online system. He may wish to make 
changes in various significant areas of the CICS/VS online system to 
attempt to improve its performance. The master terminal operator can 
also dynamically vary system parameters, as well as change the status 
of lines and/or terminals and/or data sets. All processing for master 
terminal operation is controlled by conversational terminal interaction, 
using the master terminal transaction CSMT. (See the CICS/VS System 
Admini strator ' s Guide , Order No. SH20-9006.) 

Some of the system control functions which the master terminal 
operator is able to carry out include: 

• Altering transaction and/or terminal priority 

• Disabling and enabling various table entries (PPT, PCT, FCT, DCT) 

• Placing terminals in-service or out-of-service 

• Dynamically listing active tasks 

• Purging active and suspended tasks 

• Dynamically opening or closing selected data sets 

• Switching to an alternate dump data set 

• Increasing or reducing the maximum number of tasks which will be 
processed concurrently by CICS/VS 

• Changing the storage cushion size 

• Acquire and release VTAM terminals to establish CICS/VS- terminal 
sessions 

Of the functions detailed above, the modification of the maximum 
tasks value and of transaction and terminal priorities may have most 
effect on overall online system performance. 

In addition, the ability to dynamically list active tasks may enable 
certain long executing tasks which are tying up system resources and 
dynamic storage to be identified, and if required, to be purged 
(abnormally terminated) under control of the master terminal operator. 
This will enable the resources being utilized by those long-running 
tasks to be freed for use by other tasks. 

CICS/DOS/VS SUBSET OPTION 

The subset option of CICS/DOS/VS does not support the following 
CICS/DOS/VS facilities. 

• Program Control - Dynamic program loading 

• Interval Control - Except for system stall detection and runaway 
task control 
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Terminal Control - Terminals other than 3270, 27 40, 2741, sequential 
terminals, and CPU console 

File Control - Automatic logging 

Transient Data - Automatic logging 

Temporary Storage - Auxiliary storage residence 

Journal Control 

Sync Point Management 

Supervisory Terminals 

Asynchronous Transaction Processing 

BMS Terminal Paging 

BMS Message Routing/Switching 

System Recovery - Partition abnormal termination interception 

Emergency Restart 

System Log/Journal Utilities 

2260 Compatibility 

Built-in Functions 

Removal of this support reduces the working set of CICS/DOS/VS 
substantially. Refer to the Subse t User 1 s Guide ( DOS ) , Order No. 
SH12-540U for further details. 

VIRTUAL STORAGE CONSIDERATIONS 

CICS/VS executes in a virtual storage environment under control of 
POS/VS, OS/VS1, or OS/VS2. A number of factors must be considered in 
the virtual storage environment to ensure that optimum online 
performance is achieved, consistent with satisfactory batch program 
performance. 

Page Pool 

With the availability of virtual storage on System/370 computers, 
the function of main storage (that is, real storage) in a computer has 
been changed from an essential resource, necessary to enable various 
programs to execute, to a performance resource. 

The majority of application programs can execute in a virtual storage 
environment regardless of the size of the program or the amount of real 
storage available. However, the more real storage available, the less 
the amount of paging which must be carried out by the virtual storage 
supervisor to enable that program to execute. Because each page fault 
represents I/O and CPU execution overheads, the real storage available 
for execution of virtual storage programs should be sufficiently large 
as to minimize the number of page faults necessary. 

The page pool is the total real storage available to all partitions 
or regions, after operating system requirements are met. It is 
difficult to change the size of the page pool without adding more real 
storage. In many cases, the adequacy of the page pool cannot be 
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effectively determined without benchmarking the batch programs and 
CICS/VS together and evaluating performance (as measured by response 
time for CICS/VS, and as measured by throughput for the batch programs) 
as the demands on the page pool vary. 

The size of the page pool necessary for satisfactory performance of 
the CICS/VS applications together with concurrently executing batch 
programs is very dependent on the "working sets" of all the programs 
operating concurrently. The working set of a program is the number of 
page frames (the amount of real storage) required by that program at 
any given point in time. Performance degrades or improves in direct 
relation to the amount of contention for the page pool caused by the 
working sets of all the concurrently operating programs. 

To determine the factors affecting total performance, CICS/VS and 
its working set on the one hand should be balanced with the rest of 
the system and its working sets on the other. As the working set of 
CICS/VS is increased, the available real storage for the rest of the 
system is decreased, possibly degrading the performance of other 
operating programs. The converse is also true. It is the user's 
responsibility to determine the number of partitions or regions to be 
used and the best mix of batch programs to operate concurrently with 
CICS/VS. 

Those factors which affect the working set and performance of CICS/VS 
will now be examined. 

• VSAM Shared Resources (CICS/OS/VS Only) 

VSAM shared resources enable the real storage requirements for VSAM 
control block and buffer resources to be reduced. This results in a 
reduction of the working set of CICS/VS. Shared resources permit 
efficient utilization of storage in an environment in which many VSAM 
data sets are open and it is difficult to predict the amount of activity 
against a given data set, or in a situation where each transaction may 
access several VSAM data sets. (See Chapter 5 for additional 
information concerning VSAM shared resources.) 

CICS/VS provides statistics to evaluate the efficiency of resource 
sharing. If too few VSAM buffers or strings are available, tasks may 
wait an excessive amount of time. If too many are available, real 
storage may be being used inefficiently. The statistics are calculated 
by CICS/VS to provide the following information: 

• Maximum key length 

• Number of strings 

• size of buffers 

• Number of buffers of each size 

The effectiveness of these resources can be evaluated using the 
following statistics: 

• The highest number and total number of requests that had to wait 
for the availability of a buffer according to control interval 
sizes. This information may be used to change the percentage of 
the maximum amount of resources required, or to specify the sizes 
of buffers and number of buffers for each size to be allocated. 

• The highest number and total number of requests that had to wait 
for a string. This information may be used to change the percentage 
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of the maximum amount of resources required, or to specify the 
number of strings to be allocated. 

• The maximum number of strings active concurrently. This may be 
used to change the percentage of the maximum amount of resources 
required, or to specify the number of strings to be allocated. 

• The number of successful read requests that were satisfied by data 
that was already in the buffer. 

• The number of buffer reads. 

• The number of buffer writes. 

The last three statistics may be used to change the percentage of the 
maximum amount of resources required, or to specify the sizes and number 
of buffers for each size to be allocated. 

CICS/VS Working Set 

• Activity 

The message rate, while not directly under the control of the system 
programmer, has the effect of increasing or decreasing the CICS/VS 
demands on the system. The batch processing load in other partitions 
may need to be varied when the message rate increases at times of peak 
online activity. 

Through the use of the MAXTASKS and/or AMXT parameters, the master 
terminal operator can directly affect the amount of activity that 
CICS/VS will attempt concurrently. Each initiated task increases the 
CICS/VS working set by the demands of the task for dynamic storage and 
application programs. The MAXTASKS and AMXT parameters are tuning aids 
for the system. 

As discussed previously in this chapter, an arbitrarily large value 
which significantly exceeds the maximum number of tasks active in the 
system for a given period of time (see "Performance Monitoring") can 
result in unnecessarily high demands on real storage. This may result 
in performance degradation, if an inadequate page pool is available to 
satisfy these real storage demands. The user should vary the MAXTASKS 
and AMXT values until he determines the best value for his 
installation's performance requirements and real storage availability. 

At periods of low online activity, a method of controlling the 
frequency of use of CICS/VS is by the use of the system partition/region 
exit time interval (ICV) . A low ICV value causes control to return to 
CICS/VS quickly with a strong possibility of the more frequently 
utilized CICS/VS management routines remaining resident in real storage, 
and thus also a strong possibility of improved response time. The ICV 
value can be varied by the master terminal operator to meet high and 
low CICS/VS demands at times of differing online activity. 

• Short-Term and Long-Term Transactions 

CICS/VS enables transactions in the program control table (PCT) to 
be defined as being either short term or long term in execution. 

Short-term execution transactions are allocated dynamic storage from 
common pages. A page is utilized to satisfy the storage requests of 
concurrently executing short-term transactions. Pages are allocated 
for concurrent usage by short-term transactions as required. When all 
the storage allocated in a short-term transaction page has been freed, 
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it is returned to a common CICS/VS pool of pages for use in satisfying 
other dynamic storage requests. The storage required by a short-term 
transaction is intermixed in pages with the storage required by other 
short-term transactions. 

On the other hand, all the storage required for execution of each 
long-term transaction is included in one page (or more, if necessary) , 
•and each long-term transaction storage is kept separate from other 
long-term transaction storage in different pages. If there are long 
periods of inactivity for these long-term transactions, the pages in 
which storage has been allocated for them may be paged out, if 
necessary, to enable those page frames to be utilized for other 
purposes . 

Identification of short-term and long-term transactions is made by 
the user in the program control table. If not specified for a 
transaction, CICS/VS will default to a long-term specification for that 
transaction. A large number of long-term transactions may result in 
inefficient utilization of virtual storage pages, if those transactions 
are in fact short-term. This will increase the CICS/VS working set, 
and result in higher demands for real storage than would otherwise be 
necessary, with possible performance degradation. The CICS/VS General 
Information Manual , GH20-1280, and CICS/VS System Programmer * s Reference 
Manual , SH20-9004, describe the allocation of dynamic storage by CICS/VS 
to various subpools, based upon the expected use of storage by the 
application programs. 

If insufficient dynamic storage is allocated, together with a large 
maximum tasks (MAXTASKS) and maximum active task (AMXT) values, CICS/VS 
will, in allocating storage for short-term transactions, encounter 
short- on- storage (SOS) conditions. Accordingly, MAXTASKS and AMXT 
values should be utilized consistent with the allocated dynamic storage 
area, as discussed previously in "Dynamic storage" in this chapter. 
Too large a value may result in a large number of SOS situations. 

• Nucleus Load Table 

The nucleus load table (NLT) is used by CICS/VS to control the load 
order of the CICS/VS nucleus during system initialization. This enables 
the user to vary the nucleus load sequence to reflect his installation's 
use of various CICS/VS management modules, and to reduce the amount of 
real storage required by CICS/VS. The purpose of the NLT is to allow 
tailoring of the nucleus loading to provide the user with the smallest 
possible working set for his particular environment. 

The user should first identify those CICS/VS management modules most 
frequently used by his application programs, and those less frequently 
used, or not used at all. For example, the TCT, CSA, KCP, ICP r TCP, 
and SCP are used frequently in polling terminals and servicing terminal 
input. The PCT, PPT, and PCP are used when initiating task processing. 
During execution, tasks may initiate activity in the FCP, FCT, JCP, 
and JCT. Other management modules such as TSP, TDP, DCT, and BMS may 
be referenced during execution. However, modules such as DCP, SRP, 
SCR, and the SRT are only referenced to handle abnormal conditions, 
CICS/VS dumps, or to intercept abnormal conditions and attempt recovery. 
(See the CICS/VS System Programmers Reference Manual , SH20-9004, for 
NLT examples.) Use of the NLT enables these modules to be sequenced 
with all frequently referenced programs packaged together to reduce 
the number of pages required, and may be page fixed in real storage if 
desired. 

• Application Load Table 
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The application load table (ALT) is used to control the load order 
of application programs. The application load table is an optional 
feature in CICS/VS. If it is not used r application programs will be 
loaded based on parameters in the processing program table. If the 
application load table is used, the application programs specified in 
the application load table will be loaded first. Any programs in the 
PPT not specified in the ALT will be loaded with the options specified 
in the program processing table. Options such as page fix, page align, 
page out, and so on, are available in the ALT. 

• Page Fixing 

The NLT enables CICS/VS modules to be page fixed. By fixing these 
CICS/VS management modules in real storage, their availability can be 
assured when needed to ensure their responsiveness to requests for 
service from application programs. 

In addition to fixing some CICS/VS nucleus modules, various 
application programs which will be used frequently, or for which optimum 
response is required, may be defined as being resident and may also be 
fixed in real storage. This is specified in the program processing 
table. These fixed application programs are never paged out of real 
storage. 

Page fixing of parts of CICS/VS and of various application programs 
may degrade batch processing program throughput and possible CICS/VS 
reponse times. These fixed page frames are available only to the 
CICS/VS partition and, in effect, increase its working set. The net 
effect is the reduction of the number of remaining page frames for 
other partitions. When considerable contention exists for real storage, 
this reduction of available page frames for use by other partitions 
may significantly degrade the performance of programs operating in 
those partitions and result in deactivation of low priority partitions 
(see "Batch and CICS/VS Page Contention" later in this chapter). 

• Anticipatory Paging and T/P Balancing (CICS/DOS/VS only) 

In a low volume online environment, batch program contention may 
force most of CICS/VS to be paged out. To permit these pages to be 
rapidly paged in again when needed, CICS/VS supports anticipatory paging 
of CICS/VS nucleus modules. 

The CICS/VS user may specify (using the NLT) various frequently used 
modules which are to be paged in when the CICS/VS partition is given 
control by DOS/VS. These pages may have been paged out by DOS/VS to 
satisfy the paging requirements of concurrently executing batch programs 
in a low volume online environment™ CICS/VS constructs a page-in list 
and, as soon as it is given control, requests DOS/VS to page-in the 
user-specified modules if they are not already in real storage. This 
is called "anticipatory block paging," and is supported by CICS/DOS/VS 
V1.0.1 or higher. It is not supported by CICS/OS/VS. 

All pages referenced in the page- in list are migrated by the T/P 
Balancing feature of the DOS/VS supervisor to "most recently used" 
status in its paging algorithm. Batch pages may have been paged out 
to enable the referenced CICS/VS pages to be paged in. Batch partition 
execution is permitted to continue if required. At this time, CICS/VS 
may specify, using the NLT, certain infrequently referenced modules 
which are to be paged-out. 

CICS/VS modules can be paged out at times of no activity until a 
terminal transaction is received for processing. DOS/VS then pages in 
blocks of pages identified by CICS/VS with minimum I/O activity. Batch 
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processing may be deactivated to ensure that CICS/VS has exclusive use 
of all of the resources it needs. The result is consistent online 
response time; the trade-off is possible reduced batch throughput. 

Anticipatory block paging and T/P balancing of CICS/VS nucleus 
modules should not be specified when CICS/VS is continually active, as 
in a high volume online environment, because of the additional 
processing overhead of anticipatory paging. In this case, the NLT can 
be used to minimize the CICS/VS working set. However, it should not 
specify page-in or page-out for any modules. Normal CICS/VS and batch 
program execution contend for the available page pool as in a normal 
virtual storage environment. 

If CICS/VS is executing in a dedicated environment without concurrent 
batch execution, no benefit is gained by anticipatory block paging or 
T/P balancing; it should not be specified in the NLT. Refer to the 
CICS/VS System Programmer's Reference Manual for additional information 
on anticipatory paging and T/P balancing using the nucleus load table. 

• Nucleus Load Table Design 

A default NLT is supplied by CICS/VS. This is documented in the 
CICS/VS System Programmer 1 s Reference Manual, SH20-9004, together with 
several examples of typical nucleus load tables. If the system 
programmer wishes to design an NLT for his installations environment, 
the following factors should be considered: 

• The use of BTAM and/or VTAM modules, and reference characteristics 
reflected by terminal communication activity 

• Application program characteristics as reflected by use of CICS/VS 
nucleus modules 

• Individual nucleus module sizes 

• Module grouping to minimize page faults 

Use may be made of CICS PLOT, a Field Developed Program (Program 
No. 5798-CCG) , to determine the virtual and real storage usage of 
CICS/VS and identify possible nucleus load table structures. 

• Resident CICS/VS Application Programs 

Application programs may be specified in the PPT as resident in the 
nucleus or dynamically loaded (as required) in the dynamic storage 
area. Resident programs are loaded with the CICS/VS nucleus at 
initialization time, and are packed to occupy the minimum number of 
pages. The PPT also provides facilities to define page alignment and 
force pageout requirements for resident programs. These options can 
be used to improve the utilization of system address space. 

When a program is selected for force pageout, CICS/VS issues a force 
pageout command to the operating system when the program has terminated 
processing and is no longer being used by the application program. The 
force pageout command will include the complete page or pages occupied 
(or partially occupied) by the program. The program will be paged out 
by the operating system upon first occurrence of a page fault. 

Dynamically loaded programs occupy unique pages in the dynamic 
storage area; a program occupies contiguous pages. Each program is 
loaded on a page boundary and space at the end of a page is not used. 
Consequently, dynamically loaded programs may increase the working set 
of CICS/VS. 
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CICS/DOS/VS and its subset option permit execution using a DOS/VS 
supervisor which specifies no asynchronous processing support (AP=NO) . 
see CICS/DOS/VS Operations Guide , SH20-9012. This reduces the size of 
the DOS/VS supervisor by approximately 5K. The 5K becomes available 
as extra storage for the page pool. However, if AP=NO is specified, 
CICS/VS journal control facilities and the CICS/DOS/VS-DL/I DOS/VS 
interface cannot be used. 

• CICS/VS Generation Options 

As more CICS/VS generation options are selected, the size and number 
of the management modules increase. As mentioned earlier, some of 
these modules may be page fixed by the user, while others are always 
pageable,. The CICS/VS working set will generally increase as more 
generation options are selected. The user should therefore give careful 
thought to planning his CICS/VS system generation. 

The subset option (CICS/DOS/VS) defines an environment which 
specifies only selected generation options for ease of use and 
installation and for a reduced working set. Refer to "CICS/DOS/VS 
subset Option" in this chapter for the CICS/VS facilities not 
supported. 

• Network Control System (NCS) 

The user may wish to examine the relevance of NCS to his environment, 
and its effect on the real storage requirements for his online 
applications. Refer to "Related Publications" in the Preface for 
relevant NCS publications. 

• General Considerations 

The size of the CICS/VS dynamic storage area is an important factor 
in considerations involving the CICS/VS working set, as identified 
previously. The dynamic storage area increases as the CICS/VS virtual 
partition size allocated by the user is increased, and the converse is 
also true. Too small a dynamic storage area can cause frequent CICS/VS 
program loading and use of the storage cushion, which may slow terminal 
response due to a short- on- storage (SOS) condition. A large maximum 
tasks value with a small dynamic storage area will also result in an 
SOS condition, with subsequent performance degradation. 

On the other hand, in the same online environment, too large a 
dynamic storage area where there is considerable contention with other 
partitions for the available page pool may increase the amount of 
virtual storage paging necessary. The most suitable dynamic storage 
area for the user's environment can best be determined by varying the 
CICS/VS virtual partition size and maximum tasks value in separate 
runs, and evaluating their effect on both CICS/VS performance and the 
performance of programs executing in other partitions. 

Program residency in a virtual storage environment has a different 
meaning than in a nonvirtual storage environment. Page fixing in 
CICS/VS is equivalent to program residency in previous versions of 
CICS. A resident CICS/VS program is loaded when the CICS/VS system is 
initialized, but can be paged in and out as needed. The user should 
evaluate, in his own environment, the effect of specifying various 
application programs as resident, and also as page fixed, on CICS/VS 
performance as well as on the performance of programs executing in 
other partitions. 
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The number and size of I/O areas used by application programs for 
file and terminal I/O also have a direct effect on the CICS/VS working 
set. File I/O areas will be short-term page fixed for the duration of 
the I/O operation. Terminal and line I/O areas, on the other hand, 
are long-term page fixed while terminals are being invited to send 
input. In addition, all of BTAM and the TCT are page fixed at CICS/VS 
initialization. The number and variety of different terminal types 
supported by BTAM and VTAM in the user's environment increase their 
real storage requirement, and hence the working set of CICS/VS. 

CICS Dynamic Map (Program No. 579 8-AXR) , and CICS PLOT (Program No. 
5798-CCG) Field Developed Programs may be used to analyze virtual and 
real storage usage of the CICS/VS partition during execution. Refer 
to "Related Publications" in the Preface for relevant publications. 

Batch and CICS/VS Page contention 

As discussed previously, the most significant impact on online and 
batch program performance, executing. in a virtual storage environment, 
occurs when there is considerable contention between the various 
concurrently executing programs for available page frames in the page 
pool. The extent to which the total pages required by all concurrently 
operating programs exceeds the number of page frames in the page pool 
is called the degree of "overcommitment." The degree of overcommitment 
will determine the amount of performance degradation for both online 
and batch programs. If the overcommitment of the page pool is too 
great, such that the amount of paging necessary to enable various 
partitions to execute exceeds certain limits (depending upon the virtual 
storage operating system used) , the particular operating system will 
attempt to deactivate the lowest priority partition. This situation 
is called "thrashing." The page frames occupied by this deactivated 
partition are made available for programs executing in higher priority 
partitions. When the paging rate reaches an acceptable level again, 
the lowest priority partition is reactivated. 

Thrashing is a situation in which the demands made by various 
partitions for real storage result in a high proportion of necessary 
paging activity to enable the system to complete useful work. It is 
temporarily alleviated by the operating system deactivating a low 
priority partition to reduce the demand for real storage. Depending 
upon the degree of overcommitment, reactivation of the low priority 
partition by the operating system causes thrashing and subsequent 
deactivation. 

In this environment, the only permanent solutions to avoid thrashing 
are either to avoid operating all programs together, or to provide more 
real storage for use as a page pool. 

Virtual Storage Access Method ( VSAM ) 

VSAM may be utilized by CICS/VS for support of temporary storage on 
auxiliary storage. In addition, temporary storage is used to provide 
the necessary support for the terminal paging and message switching 
features of CICS/VS. 

The temporary storage program can be generated specifying that 
auxiliary storage residence is not to be used. In this case, temporary 
storage records reside in dynamic storage, and are paged into real 
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storage when referenced. VSAM is then not required for support of 
temporary storage. (See the CXQJS./VS Sjstem lEOflrjajmer^s Bef erence 
Manual, SH20-9004. 

However, it should be recognized that the use only of dynamic storage 
for temporary storage will increase the paging activity of the system, 
depending upon the freguency of reference of temporary storage records 
by CICS/VS application programs, or for terminal paging or message 
switching. This increased paging activity should be balanced against 
that encountered when VSAM is used by temporary storage for auxiliary 
storage residence of data. 

CICS/VS file control enables VSAM data sets to te accessed by 
application programs. Furthermore, the built-in weighted retrieval 
function of CICS/VS can cnly operate on VSAM data sets. 

VSAM is the standard access method support utilized by DL/I ENTBY 
and DL/I DOS/VS. It is also used by IMS/VS EL/I for the support of 
advanced features such as uariable-length segments and secondary 
indexing. 

The number of pages reguired by various VSAM features can be 
estimated from the VSAM documentation. This information should be 
utilized, together with ether information on CICS/VS, to evaluate the 
contention for the available page pool between the CICS/VS working set 
and the batch partitions. 

DL/I DOS/VS Performance 

Refer to "Performance" in the D l/ I DOS/VS Gene ral Information Manual 
for a discussion of performance measurements carried out on DL/I DOS/VS, 
and identification of the real storage requirements of DL/I DOS/VS and 
VSAM. DL/I DOS/VS, when used by CICS/DOS/VS application programs, 
differs from batch DL/I DOS/VS in the online interface and program 
reguest handler (approximately 8K bytes) . The action modules are the 
same as for batch. 

To permit multithread access to data bases, DL/I DOS/VS uses one 
PST (Program Specification Table - the DL/I DOS/VS counterpart of the 
CICS/VS TCA) and one PSB per DL/I task. This storage, together with 
that reguired by ether DL/I control blocks, will determine the amount 
of real storage required for multithread accessing by DL/I DOS/VS, and 
hence its performance. 

CICS/OS/VS— 3850 MASS STCBftGI SYSTEM OPEBATION 

CICS/OS/VS enables the 38 50 Mass Storage System to be used to support 
massive data bases online. Applications which previously could only 
be supported in a batch environment, or could not be placed on computers 
at all because of physical size and/cr cost limitations, can use the 
3850 for online data base residence. (See Chapter 11.) Typical 
applications include: 

• Online residence of manufacturing engineering drawings and technical 
reports 

• Banking current account (checking) transaction history 

• Medical and police data bases 

• Legal report cases 
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Overview of 3850 OperatifiD 

The 3850 transfers (stages) information from the 3851 Mass Storage 
Facility to 3330 drives where it is accessed as needed. As the capacity 
of the 3851 far exceeds that of the available 3330 drives in an 
installation, a virtual BASD storage algorithm is used. In order to 
understand the performance implications inherent in the use of the 3850 
in a DB/DC environment, an analogy will be drawn between the use of 
the 3850, and the use of virtual storage by CS/VS. 

The 3851 Mass Storage Facility contains from 35 billion 1 bytes to 
236 billion bytes of data. This data resides on "virtual 3330 drives," 
analogous to virtual storage using CS/VS1 or OS/VS2, It represents a 
third level of storage residence for data. (CPU and DASD being the 
first and second.) 

When data in a virtual 3330 drive is referenced (either at CPEN 

time, cr as a result of a seek and read) , the 3850 first determines if 

that data currently resides en the "real 3330 drives" associated with 
the 3850. 

If it is resident on a real 3330, the data is transferred to the 
CPU as if it was a normal read tc a 3330. This is analogous to a 
program 1 s reference to a virtual page which is currently in real storage 
in the CPO. 

If the data is not currently resident on a real 3330, it must first 
be staged from the 3851 to available cylinders in the real 3330 
(analogous to virtual stcrage paging) . The 3850 maintains tables to 
indicate the location of virtual 3330 cylinders on the real 3330 
cylinders (analogous to CS/VS supervisor page tables). A least recently 
used algorithm is used tc select the most suitable real 3330 cylinders 
to be used to contain the referenced virtual 3330 cylinders. 

If the data presently in the selected real 3330 cylinders has been 
modified, it must first be staged back to the 3851 (analogous to a 
page-out operation) . Following this, the referenced virtual 3330 
cylinders can be staged in (analogous to a page-in) to the now-available 
real 3330 cylinders. Once the data has been staged, it is available 
for use as normal 3330 data. 

3850 P.erforma.n.ce £o,n.sJtderatic > n.s 

The previous comments show the similarity between 3850 operation 
and virtual stcrage operation. Factors which affect virtual storage 
performance can also influence 3850 performance in a DB/DC environment. 

• Real 3330 Storage 

The number of real 3330 drives associated with the 3850 is analogous 
to the amount of real CPO stcrage in a virtual storage environment. 
An overcommittment of real CPU storage results in virtual storage 
paging, with consequent perfcrmance degradation. Similarly, an 
overcommittment of real 3330 storage results in 3850 staging. As the 
3850 represents third level data storage, its staging time is measured 
in seconds. Virtual storage uses 3330 or 3340 secend level storage 
and has a paging time measured in milliseconds. Consequently, the 
effect of real 3330 overcommittment en performance is more apparent 
with 3850.. 



1 One billion eguals 10*. 
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As th€ 3850 is transparent to application programs (such as 
CICS/OS/VS) , and appears as if it is a normal 3330, such performance 
degradation seems tc the program as if a "long" seek is in progress. 
A CICS/OS/VS application program is not aware of a possible need to 
stage data from the 3851 tc 3330, and so cannot notify the terminal 
operator of the amount of response delay expected. However, the 
application program should still notify the terminal operator of the 
EOSSifeility, of a delay before the data base reference is made. 

• Locality of Data Reference 

Locality of reference in a virtual storage program reduces the 
working set and hence real storage reguirements cf that program. 
Similarly, locality of data reference in a 3850 data base reduces the 
data working set (and hence real 3330 storage reguirements) of that 
data base. Thus data bases which have some seguential retrieval 
reguirements are well suited to 3850. 

• Transaction Volume 

High transaction voluies in a virtual storage system increase the 
activity of the system, and nay increase its locality of reference and 
hence, paging activity. Similarly, high transaction volumes with the 
3850 increase the activity of the 3850, and may increase its locality 
of data reference (access to different parts of the data base) and 
hence, staging activity. High staging activity in the 3850 can also 
result in gueuing delays, which can increase staging time. 

• Freguency of Data Reference 

Data which is referenced frequently will tend tc remain resident on 
3330 provided if sufficient real 3330 devices are available. 
Infrequently referenced data may be staged out. (This is analogous to 
paging out infrequently referenced virtual storage pages.) 

• Data Binding 

Data can be "bound" to real 3330 cylinders so that it cannot be 
staged out, similar tc virtual storage "page fixing." Such bound 3330 
cylinders, while ensuring ready availability of the bound data, reduce 
the number of real 3330 cylinders available for staging, and so may 
possibly increase staging activity for other parts of the data base. 

• Batch Partition Activity 

Batch partitions may use the 3850 to support data sets previously 
held on tape files. (The 3850 may hold data froa thousands of reels 
of tape.) Such "tape" data sets may be completely staged from 3851 to 
3330 at OPEN time, thereby using the 3850 as an automated tape library. 
However, a request tc stage a tape data set may take minutes to 
complete, and may delay a later staging reguest gueued in processing 
a CICS/VS transaction. Thus, as with virtual storage batch activity, 
high volume batch partition staging activity may seriously degrade 
online performance. 
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3S50 SXEical Application. £ro.file. 

Based on the 3850 performance considerations discussed previously, 
typical 3850 applications can be identified. Such applications nay 
exhibit some of the following characteristics: 

• Large data bases 

• low transaction volunes, if direct access required 

• long response tines acceptable 

• Seguential retrieval of sections of the data base 

• Primarily enqueuing, with limited update activity 

• High activity against limited elements of the data base 

• Limited use of DL/I logical relationships across DL/I data bases 
and data set groups 

Applications which meet these criteria include information retrieval 
applications such as technical, legal, and medical data bases containing 
textual information. The STAIRS/VS Program Product (Program No. 
57U0-XR1) can be used to search a keyword index, established on real 
3330 drives, of documents stored on 3850. Based upon keyword selection 
criteria, documents can be ranked in order of relevance. The lost 
relevant documents can be selected and staged to 3330 for subsequent 
printing. Befer to the S.TAJEJ/2S General I^Jsimation. lafiJlSi (GH 12-5114) 
for further information. 

Another typical application is the retrieval of banking current 
account (checking) transactions. Such a historical data base exhibits 
highest activity against the most recent transactions for enquiry 
purposes. This section of the data base will tend to reside on 3330 
due to its activity. 

A Police Information System (see Chapter 11) typically involves the 
storage of massive awounts of information generally in a coded form to 
reduce disk storage requirements. The 3850 permits textual information 
relating to crimes and criminals to be maintained online, and enquired 
against (using STAIBS/VS for exanple) . 

As discussed previously, such information retrieval applications 
generally exhibit low transaction volumes and are well suited to the 
3850 Mass Storage System. Manual retrieval techniques, or in some 
cases batch processing against tape data sets, may be used currently 
for these applications. Response times for inforaation using these 
techniques may be hours, or even days. The use of 3850 to store such 
data bases online enables such response times to be reduced to minutes 
or seconds. 

DL/I DOS/VS performance may also be influenced by segment intent 
scheduling. Befer to "Updates, Additions and Deletions with DL/I in 
Chapter 5 for an example of data base design to reduce the effect of 
segment intent scheduling on DL/I performance. A CICS/VS application 
program issues a DL/I scheduling call, identifying the PSB it wishes 
to be scheduled against. It issues a DL/I termination call when it 
has coipleted its use of the PSB. (Befer to Chapter 4 of the ££/£ 
DQS/VS Application £rosiajmin.g Befer.sn.ce ^anjjal.) The period over 
which a task is scheduled against a PSB should be kept as short as 
possible by issuing the termination call at the earliest possible time. 
This per sits more effective multithread access by DL/I DOS/VS, and 
hence improved performance. 
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PEBFOBMANCE EVALOATION 

Two main techniques nay be utilized fcx performance evaluation. 

• Simulation techniques 

• Benchmark techniques 

Simulation Techniques. 

Simulation techniques involve the development of simulation models 
which describe the particular application processinq involved, CICS/VS 
features utilized, transaction loads for processinq, allocation of data 
sets, and machine configuration. Simulation models may be developed 
using simulation languages such as GPSS V (General Purpose System 
Simulator #V~ Program Product 5734-XS2 (OS) , 5736-XS2 (DOS) ) , or CSS II 
(Computer System simulator II — Program Product 5734-XS5 (OS)) , or 
analytical languages such as API (A Programming language— Program 
Product 5734-XM6 (OS) , 5736-XM6 (DCS) ) . 

Simulation techniques are only approximations of performance and 
are only as accurate as the input prcvided. If they model only the 
CICS/VS partition environment, rather than the overall system together 
with concurrently executing batch prccessing programs, they will not 
be able to evaluate the effect of those batch programs on CICS/VS online 
performance caused by page contention. However, the effect of a number 
of different system design approaches on overall CICS/VS online 
performance can be quickly evaluated to assist in the design process. 

B.§B£]j!il££ Technigjg^s 

A more accurate performance evaluation technique is that of 
benchmarking. Using this technique, dummy (or prototype) CICS/VS 
application proqrams may be written to model the number and type of 
file accesses involved in processinq a transaction, and reflect the 
amount of CPU processing necessary, possibly by executing loops of 
instructions to represent the expected CPU processinq of the final 
application proqrams when they are written. These dummy or prototype 
application programs may then be executed with the generated CICS/VS 
system to be used by the installation, and the CICS/VS statistics can 
be examined to determine the performance of the system when executing 
the type of transactions and particular transaction volumes which will 
be encountered in real life. Furthermore, the effect of concurrently 
executing batch programs, and different-sized page pools, may be 
examined to evaluate their effect en the CICS/VS online application 
performance. The CICS/VS Performance Analyzer Field Developed Program 
(Program No. 5798-AZU) may be used to measure the performance of the 
benchmarked system. 

The transaction volumes used for the benchmark should model actual 
terminal activity as closely as possible. Use may be made of sequential 
terminals such as card reader/line printer, disk or tape, or of actual 
terminal input. If sequential terminals are used, time delays must be 
introduced in the reading of transactions from such terminals to ensure 
that the input rate approximates that of the system to be benchmarked. 
Unless such delays are introduced, the rate of input from such 
sequential terminals may be significantly different from the actual 
system being benchmarked, with a resultant difference in storage 
reference patterns in a virtual storage environment, and hence different 
performance. It should also be recognized that the use of sequential 
terminals does not permit measurement of the effect of BTAM on the 
performance of the online applications. 
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If input delays cannot be designed into the system to be benchmarked, 
or if measurements using BTAE are reguired, the use of actual terminal 
input may be more appropriate. 

Dsing this technique early in the system design process enables an 
approximate evaluation of performance to be determined. Subsequently, 
when the CICS/VS application programs which will be used in the 
operational online system have been developed, these programs may be 
substituted for the prototype programs described above. The performance 
of the actual system which will be utilized in an operational 
environment can then be evaluated again. At this time, too, the effect 
of batch processing programs and the size of the page pool on the online 
application performance, and the effect of the amount of dynamic storage 
and degree of multitasking on online performance, can be further 
evaluated. 
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CHAJTEB 8. CI.CS/VS IJCfiVEBY ^MD BESTAJT 



This chapter discusses the facilities provided by CICS/VS in the 
area of reliability, availability, and serviceability (HAS), and 
describes various design techniques which may be adopted by the user. 
It first examines various restart and recovery requirements of online 
applications and identifies CICS/VS facilities which can be used to 
meet those requirements. It identifies additional BAS facilities that 
may be required by some CICS/VS users and suggests design approaches 
which may be adopted by the user fcr their implementation. This chapter 
is recommended reading, in its entirety, for all CICS/VS users. The 
following failure conditions are considered: 

• Program failure 

• Terminal failure 

• Device failure 

• CPU failure 

Techniques for recovery of information following such failures are 
discussed. The information covered includes: 

• Temporary storage recovery 

• Transient data extrapartition data set recovery 

• Transient data intra partition data set recovery 

• File control data set recovery 

• DL/I data base recovery 

• Transaction recovery 

Unless otherwise explicitly stated, the recovery procedures discussed 
in this chapter apply to both CICS/DCS/VS and CICS/OS/VS, referred to 
collectively as CICS/VS. 



becovebjt MS I152JET ovjbvjo 

Two of the most significant aspects in the design of applications 
to execute under control of CICS/VS are the recovery of the system from 
various errors and restarting the system after recovery. Depending 
upon the complexity of the online application and the CICS/VS facilities 
utilized, the design of recovery and restart procedures may represent 
little effort on the part cf the design team or may be a major element 
of the overall system design. 

For example, for an inquiry application that cnly retrieves 
information from data bases and does net update that information or 
add new information, recovery and restart generally involves 
reestablishment of the CICS/VS system to its status at the time of 
failure. 

However, for an online application which retrieves information from 
data bases, and updates, deletes, or adds records to the data bases. 
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the information which must be recorded by the system during normal 
operation may be extensive. This information is utilized following a 
system failure to recover the status of the various data sets and data 
bases to a defined pcint, such that all necessary updates, deletions, 
and additions up to that point have been completed. Recovery of such 
an online update and addition application can involve considerable 
system design effort. 

Regardless of the type cf application, the system design team should 
consider the effect on the online application of each of the various 
types of error or failure situations described in this chapter. The 
team should determine whether any acticn is necessary to design 
procedures which ensure that information necessary for recovery purposes 
is recorded during execution. 

Many online applications process adequately with no recovery and 
restart procedures. However, the value of a well-designed online 
application containing recovery and restart procedures is trulj realized 
when an error situation arises. Regardless cf how well a system is 
designed and debugged, failure situations will occur because of program 
errors, data transmission errors, I/C access errors, or system component 
failures (such as CPU) . An online system that allcws for error 
situations and has recovery and restart procedures to handle them is 
better able to continue operation when errors occur. 

A measure of the performance cf an online system is its ability not 
only to provide satisfactory response time, but also to provide online 
access to applications from terminals over extended periods of time. 

While error situations must inevitably occur, they should not be 
permitted to disrupt the availability cf online applications for long 
periods of time. Good recovery and restart design procedures can 
minimize the amount of time a system is down following a failure. They 
can also minimize the effect of a system going dewn at an unscheduled 
point, by ensuring that the integrity cf any data sets or data bases 
is maintained. 

The importance of thorough design of recovery and restart procedures 
has been emphasized earlier in this chapter. The next section details 
the more common error or failure situations. It provides an overview 
of the recovery and restart suppcrt provided by CICS/VS, and identifies 
that support which may need to be provided by user programming. 

BECOVEBY FROM ERCGEAM EBBOES AND HEENDS 

CICS/VS intercepts program checks and system ABENDS through the use 
of the system recovery program (SRP) . The SBP attempts recovery of 
OS/VS ABENDS identified in the system recovery table (SRT) as system 
recoverable. ABENDS may also be specified in the SRT as being user 
recoverable, in which case ccntrcl is passed to a specified user routine 
to attempt recovery. 

The program ccntrcl program intercepts program control ABENDS and 
passes ccntrol tc specified user-written program-level AEEND exit 
routines, and to a user-written installation-level program error program 
(PEP) . These routines may attempt recovery cf the error condition, 
ignore the ABEND and continue task execution, or record application 
dependent informaticn. 

To prevent propagation cf an error by the same transaction or program 
at a later time, an option is provided by CICS/VS to permit the relevant 
PCT and/or PPT entries tc be dynamically marked as disabled or 
inoperative (if desired by the user) . These facilities are utilized 
by a design technigue described in this chapter fcr program backup. 
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Partition/region ABEND processing is not supported by the subset 
option of CICS/DCS/VS. 

EECOVEEY FROM TEBMINAL I/C EBBOBS 

Chapter 3 describes the use of a user-written installation- level 
terminal error program (TEE) for recovery from terminal I/O errors. 
It also describes techniques for dynamic terminal reconfiguration (by 
user programming) following an unrecoverable ter spiral I/O error. 
Techniques are discussed for use with ETAH-supported terminals and 
VTAM-supported programmable controllers. 

EECOVEEY FEOM DISK I/O EEBCES 

CICS/VS passes error indications to application programs, identifying 
the occurrence of disk I/O errors. An installation-level user-written 
disk error program may be designed to obtain control following any disk 
I/O error detected by an application program. 

EECOVEEY FEOM DEVICE FAIIOBE 

CICS/VS provides limited support for recovery from device failure. 
Various facilities can be utilized by user-written routines to permit 
recovery from many of these failures. Design techniques for such 
user-written support are discussed in this chapter. 

TEEMINATION OF CICS/US SYSTEE 

CICS/VS supports both a controlled shutdown and an uncontrolled 
shutdown following serious error situations. 

Controlled Shutdown of CI^S^VS 

A controlled shutdown enables CICS/VS to guiesce system activity in 
such a way that currently active tasks are allowed to terminate 
normally. 

During controlled shutdown, information describing the operating 
environment of CICS/VS at the time of termination is recorded (by 
CICS/VS) on the restart data set reserved for this purpose. This 
information is referred to as a warm keypoint. It contains key system 
information which will enable CICS/VS operation to be reestablished to 
the same environment status as at controlled shutdown. This 
reestablishment of CICS/VS is referred to as a warm start, and is 
discussed further .in following paragraphs. 

flncofitroJ.led Shutdown of £ICS/VS 

An uncontrolled shutdown occurs when CICS/VS is unable to quiesce 
system operation to permit active tasks to terminate normally. 

Eecognizing the possibility of an uncontrolled shutdown occurring 
at any time during operation, CICS/VS periodically records information 
on system activity on the system log data set. System activity 
information is referred to as an activity keypoint. It contains key 
information describing the processing activity of the system at the 
time of the keypoint, utilized en subsequent reinitialization of CICS/VS 
to restore the system tables and to determine which tasks were still 
active at system termination (that is, in-flight tasks) . This 
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reinitialization of CICS/VS is referred to as an emergency restart, 
and is discussed further in following paragraphs. 

System logging is not supported by the subset option of CICS/DOS/VS. 

BEESTABLISHMENT CF CICS/VS SYSTEM 

CICS/VS operation may be reestablished following a controlled 
shutdown, either as a cold start or a warm start, or following an 
uncontrolled shutdown as an emergency restart. 

Cold Start of CI£S/VS 

A cold start initializes CICS/VS system data sets and system tables 
as defined during system generation. Cold start initialization of 
CICS/VS is not influenced by previous system activity. 

Warm Start of CICS/VS 

A warm start of CICS/VS enables information in a warm keypoint, 
describing the previous CICS/VS operating environment on a controlled 
shutdown, to be used to initialize system data sets and system tables. 
The warm keypoint information is merged into the system during system 
initialization, to restore system data sets and tables to their status 
as they existed at the previous CICS/VS controlled shutdown. 

Emergency Bestart of £ICS/VS 

An emergency restart enables CICS/VS to rebuild and initialize the 
system to its status at the time of an uncontrolled shutdown. The most 
recent system activity keypoint recorded prior tc uncontrolled shutdown 
is used to determine the activity status of CICS/VS at the time of the 
keypoint. System activity keypoint and subsequent system activity data 
recorded on the system log data set (such as user data set changes) is 
used to determine those tasks which were still active (in-flight) when 
uncontrolled shutdown occurred. 

The activity of completed tasks, whose processing resulted in changes 
to system and user data sets and tc tables since the activity keypoint 
was taken, is used to restore those data sets and tables to the same 
status as they existed at covpleticn of those tasks prior to 
uncontrolled shutdown. The activity of in-flight tasks, whose 
processing resulted in changes tc system and user data sets since the 
activity keypoint was taken, is used to back out the effect of 
processing by these uncompleted tasks. The affected data sets are 
restored to the same status as if those tasks had never started 
execution. 

Emergency restart is not supported by the subset option of 
CICS/DOS/VS. 



TEMPOBABY. STOBAGE BECOVEEY 

CICS/VS restores auxiliary storage temporary storage data 
identifications (and the temporary storage use map) during a warm start 
or emergency restart, to their status prior to a controlled or 
uncontrolled shutdown. Mo support is provided by CICS/VS for recovery 
of temporary storage in dyramic storage. 
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Temporary storage in dynamic storage is lost following either a 
controlled or uncontrolled shutdown. 

Temporary storage recovery is not supported by the subset option of 
CICS/DOS/VS. 

TRANSIENT DATA RECOVERY 

The processing carried cut by uncompleted (in-flight) tasks may have 
resulted in CICS/VS transient data activity. These tasks may have 
operated on extrapartition data sets or intrapartition destinations 
during processing. 

Extrapartition Data Set Be.£fiver.y. 

CICS/VS does not provide any facilities for recovery cf 
extrapartition data sets. Hcwever, design technigues are presented 
later in this chapter detailing approaches which may be utilized by 
the user to develop his cwn extrapartition recovery procedures. 

Iptr apa rtition Data Set Recovery 

CICS/VS provides facilities for recovery of data en intrapartition 
destinations during warn start and emergency restart. 

A warm start is carried out when a controlled shutdown is successful. 
Reestablishment of the destination ccntrol table (ECT) to its status 
at system terminaticn will result in the restoration of intrapartition 
destination status, as system activity was guiesced at controlled 
shutdown . 

On emergency restart, CICS/VS utilizes logged intrapartition data 
set activity of tasks which completed execution following an activity 
keypoint, to update the DCT (for the destinations used by those tasks) 
to reflect their processing activity. The activity of in-flight tasks 
on intrapartition destinations is backed out, to return those 
destinations to their status as if those tasks had never commenced 
execution. 

Intrapartition data set recovery is not supported by the subset 
option of CICS/DCS/VS. 

RECORDING OF CICS/VS FILE CONTROL DATA SET MODIFICATIONS 

Data set modifications may optionally be automatically logged by 
the CICS/VS file ccntrcl program during normal operation, to either 
the system log data set and/or a separate user journal data set. The 
processing carried out by in-flight tasks may also have resulted in 
modification to user data sets. These data set modifications may 
comprise data set record updates, additions, or deletions, and can 
subseguently be used during emergency restart to back out those 
modifications made by uncompleted tasks. 

Automatic logging is not supported by the subset option of 
CICS/DOS/VS. 

CICS/VS FILE CONTROL DATA SET BACKOOT 

During emergency restart, CICS/VS collects (from the system log data 
set) logged records for in-flight tasks which describe user data set 
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modification activity carried out by those tasks. (User journaled 
records written by those in-flight tasks to the system log are also 
collected.) These collected records are written by CICS/VS, daring 
emergency restart, to the restart data set. The information on this 
restart data set is used by the transaction backcut program, which is 
executed as part of CICS/VS emergency restart to back out modifications 
made to those user data sets by in-flight tasks. 

Data set backcut is net supported by the subset option of 
CICS/DOS/VS. 

TRANSACTION RESTART ON S1STEM RESTART 

CICS/VS does not provide support for automatic transaction 
reinitiation on system restart. This support, if required, must be 
provided by user-written routines. Curing CICS/VS execution, 
VTAM-supported terminal input transactions may be logged by CICS/VS if 
specified as "protected" by the user in the FCT for specific transaction 
codes. The input messages for in-flight tasks are collected by the 
transaction backout program during emergency restart and transferred 
to temporary storage. Tbey can be retrieved from temporary storage 
based upon the identification of the terminals that entered the 
in-flight transactions. A user-written transaction restart program 
may reinitiate each backed-out task, to reprocess its relevant 
transaction. A technigue is described in this chapter for the design 
of such a transaction restart program. 

CICS/VS also logs the last output message that is transmitted by 
"protected" tasks to VTAM-supported terminals. These are referred to 
as "committed output messages," and they require a positive response 
indicating receipt by the relevant VTAH terminal. This response is 
also logged. On emergency restart, CICS/VS can determine whether a 
committed output message was received by the relevant terminal prior 
to the uncontrolled shutdown. If it was not received, it is transferred 
to temporary storage as previously described for input transactions. 
The 3600 enables committed output messages to be retransmitted to the 
relevant VTAH logical unit on emergency restart for message recovery 
and resynchronization. 

The recovery support provided by CICS/VS and that support which must 
be provided by the user are summarized in Figure 8-1 for easy reference. 

The remainder of this chapter describes the CICS/VS RAS facilities, 
outlined previously, in more detail. It discusses particular instances 
when each facility may be utilized, and outlines various design 
approaches which may be adopted by the user. The remainder of the 
chapter will cover each facility in the seguence presented in Figure 
8-1. 
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CICS/OS/VS CICS/DOS/VS 

CICS/VS- User- CICS/VS- User- 

Recovery Activity Provided Provided Provided Provided 

Recovery From Program Errors And Abnormal Termination 

— ABEND codes Marked System-Recoverable in SRT YES - YES - 

— ABEND codes Marked User-Recoverable in SRT - YES - YES 

Reestablishment Of CICS/VS System 

— Cold Start Of CICS/VS YES - YES 

— Warm Start After Controlled Shutdown YES - YES - 

— Emergency Restart After Uncontrolled Shutdown YES — YES — 

Emergency Restart Following System Failure 

— Due To Power Failure YES - YES - 

— Due To Machine Check YES - YES - 

— Due To Operating System WAIT/ABEND YES - YES 

— Due To CICS/VS Partition/Region ABEND YES - YES 

Recording Of CICS/VS File Control Data Set Modifications 

— Automatic Logging Of Data Set Modifications YES — YES — 

CICS/VS File Control Data Set Backout 

— Identification Of Inflight Tasks On Emergency Restart YES — YES — 

— Collection Of Data Set Activity Of Inflight Tasks On 

Emergency Restart YES - YES - 

— Data Set Backout On Emergency Restart YES - YES - 

Temporary Storage Recovery 

— On Warm Start After Controlled Shutdown YES - YES - 
— Logging Of Temporary Storage Activity YES — YES — 

— Temporary Storage Recovery On Emergency Restart 

— Auxiliary Storage Residence YES — YES - 

— Dynamic Storage Residence — YES — YES 

Transient Data Extrapartition Data Set Recovery 

— Joumaling Of Extrapartition Data Set Activity 

— Extrapartition Data Set Recovery On Warm Start 
After Controlled Shutdown 

— Extrapartition Data Set Recovery On Emergency 
Restart After Uncontrolled Shutdown 

Transient Data Intrapartition Data Set Recovery 

— On Warm Start After Controlled Shutdown 

— Logging Of Intrapartition Data Set Activity 

— Intrapartition Data Set Recovery On Emergency 

Restart After Uncontrolled Shutdown YES - YES - 

Transaction Backout On System Restart 

— Automatic Logging Of Terminal Input And Output 

Messages (VTAM Terminals Only) YES - YES 

— Identification Of Inflight Tasks On Emergency Restart YES — YES - 

— Collection Of Logged Terminal Messages For Inflight 

Tasks YES - YES 

— Transaction Restart On Emergency Restart — YES — YES 

— Message Research Of Committed Output Messages YES — YES — 
In Doubt 

Recovery From Terminal I/O Errors 

— Detection Of Terminal I/O Errors 

— Terminal/Node Error Program Recovery 

— Dynamic User Terminal Reconfiguration 

Recovery From Disk I/O Errors 

— Detection Of Disk I/O Errors 

— Common User Disk Error Recovery 

Figure 8-1. Suinary of Becovery 
by User 
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SISjCEM B ICO VERY fBOGJAJi (SEP) 

CICS/VS supplies a system recovery program (SEP), which provides 
logic for the recovery fret various program-check interrupts. In 
addition,, the system recovery program handles partition/region ABEND 
recovery implemented within the system recovery table or within user 
routiness. 

The system recovery program (SEE) is a component of the reliability, 
availability, and serviceability (EAS) features cf CICS/VS. In the 
event of CICS/VS abnormal termination by the operating system, the SEP 
regains control through use of the SUAE and SPIE macro instructions of 
OS/VS, or the STXIT macrc instruction of DOS/VS. 

FBOGBAM CHECK INTEBCEFTICN IB SEP 

If a program check occurs during execution cf a CICS/VS application 
program, the SEP intercepts the interrupt at the OS/VS SPIE or DOS/VS 
STXIT routine defined in the SEP. The handling of the program check 
depends en the point reached during execution of the application 
program. The following situations are identified by the SEP: 

• Program Check in Storage Control - SEP activates storage 

contrcl recovery 

• Program Check in Application - SEP AEENDs the task 
Program 

• Program Check in CICS/VS System - SEP AEENDs the 
Module partition/region 

1£Pj9I31 Check in Stp.r§a,e Control 

If the program check occurred with the storage control program 
executing, SRP passes control to the storage control recovery program 
(SCE) . (Generally, such a program check occurs if a storage accounting 
area (SAA) or storage chain pointers have been destroyed by prior 
incorrect execution of an application program.) The SCB attempts to 
recover the destroyed information using either a duplicate SAA appended 
to each allocated storage area, cr by using forward and backward chain 
pointers connecting free area gueue elements (FAQE) . If recovery is 
successful, the storage violation is noted in the CICS/VS statistics 
and task execution continues. If recovery is unsuccessful, a program 
control ABEND macro instruction is issued to ABEND the task. This 
activates program-level ABEND exit routines associated with the task 
as described later in this chapter. 

l£2SIilI &i!eck 12 Application Pro^r^m 

If the program check occurred in a CICS/VS application program, the 
task is abnormally terminated with a program control ABEND macro 
instruction. This activates program-level ABEND exit routines 
associated with the task (see Figure 8-2) . 

RLQ3ISLE Cfi^ck in CICS/VS {System IJodijle 

If the program check occurred while a CICS/VS management module 
(such as task control) was executing, the SEP issues a DOS/VS or OS/VS 
user ABEND macro instruction to ABEND the entire CICS/VS 
partition/region. This is intercepted by the OS/VS STAE or DOS/VS 
STXIT routine defined in the SRP. The SEP may attempt recovery or 
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recording of application dependent information prior to initiating a 
ccntroll€d shutdown. 

CICS/VS EAETITIOM/BEGIOH AEEKD 

The CICS/VS system recovery program determines what action must be 
taken under the various partition/region AEEND conditions. This 
determination is made from irfcrmaticn defined by the user in a System 
recovery table (SET). In the case of DOS/VS, if the system recovery 
program determines that CICS/VS execution cannot continue, it may 
attempt to exercise the recording cf vital information so that CICS/VS 
can be warm started. If the recording of vital information is 
impossible and the shutdown is uncontrolled, the user must subsequently 
conduct an emergency restart or, instead, a complete cold start of 
CICS/VS. 

SYSTEM BECOVEBY TAELE 

The system recovery table (SET) utilized by CICS/VS contains 
user-specified entries for selected ABEND codes, and identifies them 
as either system or user AEEKD cedes. A program to be given control, 
or a routine within the SET, is identified. 

Through the use of the system recovery table it is possible to 
identify various CICS/VS-issued CS/VS and DOS/VS system and user ABEND 
codes, and to indicate whether the AEEND error can be recovered by 
CICS/VS or by user routines. This gives the user considerable control 
over the termination of application programs and of the CICS/VS system. 

Upon detecting a partition/region AEEND situation, the SEP gains 
control and scans the SET to determine if the ABEND code passed to it 
is in the table. If an entry for the ABEND code specified is found in 
the table, the associated recovery routine is scheduled. 

If the ABEND processing routine is resident in the SET, control is 
given to that routine. After processing is complete, control can be 
returned to the SEP specifying that the partition/region is to be 
abnormally terminated, or (only for CICS/OS/VS) whether the 
partition/region can continue processing. Since an OS/VS ABEND can be 
recovered from, CICS/OS/VS allows the user to avoid ABENDing the entire 
partition or region. The EOS/VS supervisor does net permit recovery 
from a partition ABEND and does not allow the user to avoid the ABEND. 
However, the user may record information for a subsequent warm start. 

If a nonresident ABEND processing routine is a program, control is 
given to that program through a program control LINK. Upon return to 
the SEE, the same options may be specified as in resident processing. 

If no ABEND code is present in the SET (or if recovery is 
unsuccessful) , the task and the CICS/VS partition/region are abnormally 
terminated. During such task termination, any program-level ABEND 
exits for the task are processed. Following this, the user's 
installation-level program error program is giver control, and a 
controlled shutdown if attempted. 

Since a partition/region ABEND may occur at any time, a number of 
tasks may be in-flight at the time of the ABEND. Although the SEP 
attempts a controlled shutdown by recording information for a subsequent 
warm start, the user may wish to do an emergency restart to back out 
the processing carried out by the in-flight tasks. 

A similar situation may occur if the master terminal operator 
attempts a controlled shutdown and specifies immediate termination of 
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CICS/VS. (See CICS/VS. System Ml2S.i.§tiatoTls Guide, SH20-S0 06.) Tasks 
which were in-flight at immediate termination lay need to be backed 
out by an emergency restart. 

EBOGBAM CONTBOL iEENE BEQUESTS 

Program control ABEND macro instructions, issued either by CICS/VS 
application programs or by CICS/VS, are intercepted by the program 
control program. Control may be passed to program-level ABEND exit 
routines (see Figure 8-2) specified by each separate program level 
reached as the result of a program control LINK macro instruction. 
These ABEND exit routines nay: 

• Attempt recovery and retry of the situation which caused the ABEND 
to be requested 

• Becord application-dependent information for later recovery and 
permit the AEEND to continue 

• Choose to ignore the AEEND and specify that normal execution is to 
continue 

Control is then passed to the next higher program level whose relevant 
ABEND exit routine is given control if the AEEND is permitted to 
continue. If the ABEND is ignored at the lower ABEND exit, control is 
returned to the statement following the LINK macro instruction which 
originally activated the lower level program. 

PBOGBAM IEVEL ABEND EXIT BCUTINE 

Program-level ABEND exits are supported by CICS/VS, so that 
user-written routines can remove the effects of incorrectly executing 
tasks. The exit is activated and deactivated by a CICS/VS SETXIT macro 
instruction coded in an application program (see "SETXIT Program 
Processing" in this chapter) . The exit routine may exist either as a 
separate program, or as a routine within the program issuing the macro 
instruction. 

Once a program control ABEND occurs in a task and a SETXIT exit 
routine has been entered, any of the following three ways can be used 
to terminate the exit routine processing: 

1. Issue a program control BETUEN macro instruction to continue 
processing this task as if the ABEND had net occurred. In this 
case, control is passed to the program on the next higher logical 
level (at the stateneEt following the LINK macro instruction) 

or, if the program in control at the time of the ABEND was at 
the highest level, the task is normally terminated by CICS/VS. 
(See A in Figure 8-2.) 

2. Issue a program control AEEND macro instruction to continue with 
AEEND processing. This may indicate execution of a specified 
exit routine for a program on a higher logical level, or at the 
highest level may cause a LINK to the CICS/VS abnormal condition 
program to complete the abnormal termination. (See B in Figure 
8-2.) 

3. Branch to a point in the program that was in control at the time 
of the ABEND, and attempt to retry the operation. (See C in 
Figure 8-2.) 
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SETXIT Program Processing 

In order to activate the exit for a particular task, the application 
program may issue the program control SETXIT macro instruction at each 
program level reached by a LINK macro instruction. (See Chapter 2.) 
This identifies either the name cf a separate prcgram or of a routine 
within the abnormally terminated program, to which control is to be 
passed if an ABEND occurs while that program level is in control. If 
the program level, after further processing, wishes to cancel the exit, 
it issues a SETXIT macro instruction without specifying a program or 
routine name. 

The program control SETXIT macro instruction can be issued by any 
Assembler Language, American National Standard (ANS) COBOL, or PL/I 
program. The ability to pass control to a specified routine or program 
on a program ABEND, conceptually allows it tc be implemented in a manner 
somewhat similar tc that provided by PI/I ON-conditions. However, 
normal PI/I ON-conditions cannot be utilized in CICS/VS FL/I application 
programs . 

In prcgram-level ABENE exit routines defined for a task, the user 
may wish to record application-dependent information relating to that 
task pricr tc its abnormal termination. He may also attempt dynamic 
backout of that task's specific activity through user-written routines. 
(See "Dynamic Task Backout" later in this chapter.) 

PROGRAM ERROR PROGRAM (PEP) 

A program errcr program (PEP) capability is provided by CICS/VS, to 
offer an opportunity for a user-written program error program to carry 
out installaticn-level action following a program error. Such action 
may involve the recording of application-dependent information, for 
utilization by user-programs when CICS/VS is reinitialized. 
Alternatively, a generalized dynamic task backout routine may be 
developed by the user. 

The PEP is given control during the processing cf abnormal task 
termination through a LINK from the abnormal condition prcgram (ACP) 
of CICS/VS after all prcgram-level AEEND exit routines have been 
executed by the ABENEing task. Included in the data passed to the PEP 
are the FCT and PPT entry addresses for the transaction code which 
initiated the program, and the AEEND code. The PEP can decide that 
CICS/VS is to mark the FCT and/or EFT entry as disabled (inaccessible) 
when control is returned to the ACP. The user may perform any 
additional functions he desires. The ACP will write a message 
indicating abnormal task termination to the master terminal destination, 
and indicate if the PCT and/cr PPT entries have been put out of service 
(disabled) . Any further information to be passed to the master terminal 
operator may be written by the user-developed EEF. 

The PEP is given control en any program control ABEND requested by 
a user or system module, with the exception cf a forced ABEND, in an 
effort tc alleviate a stall situation. In this case, if the LINK to 
PEP would be suspended because of a shortage of storage, the LINK does 
not take place and nc acticn is taken against the FCT entry. A message 
is sent to the master terminal destination stating that the PEP was 
not executed, so that the master terminal operator can disable the PCT 
and/or PPT entries, if desired. 
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PCT/PPT DISABLE AND ENABLE 

CICS/VS provides support for the disabling of transaction codes and 
programs following their abnormal termination, and their subsequent 
enabling when the particular problem has been rectified. 

If an application program abnormally terminates (perhaps because of 
a program check or a program control AEEND macro instruction) , the 
user, in a SETXIT routine or in the EEP, can flag the appropriate 
transaction code entry in the PCT, and the program entry in the PPT, 
as disabled. Any further attempt by terminals or programs to use that 
transaction code and/or program will be rejected by CICS/VS until the 
transaction code and/or prcgiam are enabled again. Consequently, the 
effect of program checks can be minimized, so that every use of the 
offending program does not result in a program check. Only the first 
program check is processed, and, if the PEP indicates that the PCT 
and/or PPT entries are to be disabled, subsequent transaction codes 
for that program will not be accepted by CICS/VS. 

Following correction of an application program, the relevant PCT 
entry for the transaction code and PPT entry for the program can be 
enabled by the master terminal operator, to allow terminals to utilize 
that transaction code and program again. The master terminal operator 
can also disable transaction codes and programs when transactions are 
not to be accepted for application-dependent reasons, and enable them 
again at a later time. (See the £JCS^VS Sj§tem Administrator's Gu.ide, 
SH20-9006.) 

DYNAMIC TASK BACKOUT 

The user may wish to attempt dynamic backout of an ABENDing task's 
activity, either in program- level ABEND exit routines defined for that 
task, or in the program error program (PEP) . User-written support 
placed in the various program- level ABEND exit routines can be tailored 
to the specific processing carried out by the ABENDing task. Since 
only one PEP can be used by CICS/VS, support in the PEP must be more 
generalized and able to be used for all tasks in the installation. 

During normal CICS/VS operation, task activity may be automatically 
logged to the CICS/VS sytem log. This may include file control data 
set modifications, transient data intrapartition activity, temporary 
storage activity, and input and output terminal messages for tasks 
defined as protected in the PCT. 

CICS/VS journal control permits data to be read from the CICS/VS 
system leg or_user journal data sets during normal CICS/VS operation. 
(See "Journaling" in this chapter.) A user-written dynamic task backout 
routine may read logged activity belonging to the ABENDing task from 
the CICS/VS system log. This activity can be extracted from the system 
log by user-coding using logic similar to that used by the CICS/VS 
recovery utility program (BOP) during emergency restart. (See "CICS/VS 
Recovery Utility Program" in this chapter.) The AEENDing task's 
activity can then be backed out by user-coding using logic similar to 
that used by the CICS/VS transaction backout program. (See "CICS/VS 
Transaction Backout Program" in this chapter.) 

However, the effect of reading the CICS/VS system log on the 
execution of other concurrently executing tasks must be considered. 
To ensure integrity of the system log, system environment, and user 
data sets, a task that reads to the system log (for dynamic task 
backout, for example) is given exclusive control by CICS/VS of that 
system leg. The log is placed in input status and any tasks which 
reguire the log to be in output status (for a write) must wait until 
it is returned to output status by the task reading the log. Therefore, 

Chapter 8. CICS/VS Recovery and Bestart 233 



any tasks which initiate autcmatic legging activity will wait; the 
entire online system may subsequently fee brought to a halt while the 
dynamic task backout is performed,. 

This nay impact online service tc terminal users and may not be 
desirable. The following alternative approach, related more to the 
application characteristics, may be considered. 

Many online applications have specific application backout 
requirements which require processing similar to that needed for dynamic 
task backout. For example, an order entry application in the 
distribution and pharmaceutical industries may have to permit 
cancellation of orders befcre order completion by the terminal operator 
if insufficient stock is available to satisfy a requirement for certain 
items in the order. An incorrect banking or insurance transaction may 
have to te voided by the terminal operator. A manufacturing work order 
reguest may have to be reversed because of unforeseen unavailability 
of equipment or raw materials. 

An approach, which may te adopted by these applications to permit 
reversing (or backing out) reguests to be accepted by the system, is 
to record each input message relating to the operation (such as each 
line iten in an crder) on teiporary storage. If the operation is 
completed normally, those input messages can be purged frcm temporary 
storage at the end cf the crder. However, if the terminal operator 
requests backout of the operation {cancellation cf the order) , all of 
the input relating tc that operation is available on temporary storage. 
A user-written program can retrieve the original input messages and 
reprocess them to reverse their effect on various data sets. For 
example, cancellation of an crder will require that the stock 
availability of each previously accepted line item be adjusted to 
reflect the cancellation of the earlier order. Ihis results in an 
increase in stock availability if the stock availability was earlier 
decreased when the line item was first accepted. Similar reversing 
activity would be carried out for each of the other previously described 
application examples. 

The cancellation cf the order, as previously described, was initiated 
at operator reguest. A program check, or program ABEND, is a 
system-initiated reguirement to cancel further processing by the 
offending task. Dynamic task backout is a system-initiated requirement 
to reverse that task's processing up to the point cf abnormal 
termination. As previously described, the application backout code 
may be utilized for dynamic task back cut. 

Application programs should be written to reccrd all relevant input 
messages on temporary storage. Eefcre fields in data sets are updated 
(for example, to reduce stock availability by the quantity ordered for 
the relevant product) , the program should test a program switch to 
determine whether, for example, the quantity ordered is to decrease 
the stock availability or increase it. This switch would normally be 
set to decrease availability for an crder, or increase availability 
for a receipt into inventory. The appropriate update activity is then 
carried out, based on the status of the program switch. 

With this program design, cancellation of the crder can be initiated 
on terminal operator request by having the application program first 
setting the program switch tc indicate receipt back into inventory, 
and then executing the original program which first accepted the line 
item. Similarly, on a program check or ABEND, the program switch should 
also be set to indicate receipt back into inventory. This is done in 
the program-level ABEND exit routines for the ABENDing task. These 
routines may be part of the crder entry program. After setting the 
switch accordingly, each input message can be read from temporary 
storage by the AEEND exit routine and supplied tc the order entry 

234 CICS/VS System/Application Design Guide 



program for processing. This processing will now back out each input 
message's activity against data sets based on the program switch status. 

The result is system-initiated task cancellation, and user-developed 
dynamic task backout witbcut requiring access to the CICS/VS system 
log. The system log is then only used for emergency restart following 
uncontrolled shutdown. 

The previous discussion is oriented toward dynamic task backout 
against file control data sets. The same approach may also be used 
for DL/I data bases. Once the order entry program retrieves the 
relevant segment, it may be updated based on a reduction in inventory 
(an order) or a receipt into inventory (backout of an order) . In either 
case, the updated DL/I segment replaces the segment in the data base. 

PROGRAM EACKOP 

CICS/VS does not provide specific support for program backup. 
However, a number of CICS/VS facilities may be employed by the user, 
as described in the following paragraphs. 

To prepare for the possibility of program checks occurring in a 
particular version cf an application program, an earlier version of 
that application program can also be present in the PPT, and identified 
in the PCT by a unigue transaction code. This earlier version can be 
utilized as a backup program in the event cf failure of the current 
version. A technigue for program backup is described below. This 
considers the situation in which changes to a correctly operating 
program may introduce errors, and assumes that the previous version of 
the program may be used for backup until the errcr is corrected 
(assuming that the earlier program still provides the facilities 
reguired by the online application, and is suitable for temporary use 
by the application) . 

If a program check cccurs in the new version cf the program, the 
PCT and PPT entries may be disabled by CICS/VS or by the user-written 
PEP. Through the use of the CICS/VS message switching transaction 
(CMSG - see Chapter 3) , terminal operators may be notified by the master 
terminal operator to use another transaction code, which will initiate 
an earlier version of the program in error (see figure 8-3). 

This technigue reguires terminal operators to change their operating 
procedures. It lay introduce teninal operating procedure difficulties, 
as it reguires the terminal cperator to utilize that alternative 
transaction code until subsequently notified by the master terminal 
operator that the original transaction code can be used once more. 

This notification would be made when the program in error has been 
corrected, recataloged to the CICS/VS program library, and the PPT 
updated by the CICS/VS-provided master terminal cperator transaction 
(CSMT) to point to the corrected program. (See "Online Program 
Maintenance" in this chapter.) Following this, the CICS/VS master 
terminal operator transaction may be utilized to enable the relevant 
PPT and PCT entries, to activate the program and transaction code again. 
A CMSG transaction may then notify terminal operators of this fact. 

The correction cf the errcr program, and subseguent activation of 
the original transaction cede, may take a considerable amount of time. 
During this time the terminal operator must remember to use the 
alternative transaction code (and transaction format if the backup 
program demands a different format) . If the terminal operator does 
forget, and instead uses the original transaction code for the program 
in error, CICS/VS will notify him that the transaction code and/or 
program is disabled. 
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The albove program backup technique does not require any modification 
of CICS/VS, but does require different terminal operating procedures 
to be adopted until the error program is corrected. The user must 
weigh the difficulties which these different operating procedures 
introduce in his application environment, with the problems involved 
if the functions carried out by the error program are unavailable to 
the terminal users. 
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Figure 8-3. Program Backup Technique 



DUMP DATA SET 



If a program check or proqram control ABEND occurs, a program dump 
cf all the storage associated with the task in error is automatically 
produced by CICS/VS. This includes any application programs which have 
been linked to, or any terminal I/O areas, file I/O areas, file work 
areas, and other working storage utilized by that task. 
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These program dumps are directed to one of two dump data sets. 
Relevant CICS/VS areas such as the CSA (common system area) and TCA 
(task control area) , together with the associated terminal control 
table entry for that task, are also dumped. 

Two dump data sets are utilized by CICS/VS, but only one is in active 
use at a time. Any program dump, resulting from abnormal termination 
or use of the CICS/VS dump control macro instructions issued by 
application programs, is directed to the active dump data set. The 
master terminal operator can indicate that the second dump data set is 
to be made the active dump data set, and the first dump data set is to 
be left inactive. This switching of dump data sets is accomplished to 
enable dumps previously written to a dump data set to be printed from 
that data set while CICS/VS execution is in progress. The printing of 
dumps is achieved through the use of the CICS/VS dump utility program, 
which may be executed in a batch partition concurrently with CICS/VS. 
(See the relevant CICS/VS Operations Guide for DOS or OS.) 

ONLINE PROGRAM MAINTENANCE 

CICS/VS provides support for online program maintenance. The master 
terminal operator is notified by CICS/VS when an abnormal program 
termination occurs. If a hard-copy terminal is used for such automatic 
master terminal operator output, that indication will be immediate, 
provided the terminal is in service and not presently being used for 
other terminal I/O. Depending upon the severity of the problem, the 
master terminal operator may decide to switch dump data sets and run 
the CICS/VS dump utility program in another partition to print the 
particular offending dump as soon as possible. That dump can then be 
passed to maintenance programmers for debugging and correction, while 
CICS/VS execution continues for other application programs. 

When the error is corrected, and the corrected version of the program 
is compiled and cataloged to the CICS/VS program library, the master 
terminal operator can alter the processing program table entry for that 
program to point to its newly link-edited version. This is achieved 
by the master terminal operator transaction (CSMT) provided by CICS/VS 
(see CICS/VS System Administrator 1 s Guide ) . Program maintenance and 
correction can therefore proceed together with CICS/VS execution. 
Following correction of the program in error, the relevant PPT and PCT 
entries may then be enabled by the master terminal operator, to allow 
the corrected program and transaction code to be put into active use 
again. (See "Program Backup.") 

KEYPOINTING OF CICS/VS 

The function of "keypointing" is to collect selected system 
information to be used in a subsequent restart. CICS/VS provides two 
types of keypoint: 

• Warm keypoint 

• Activity keypoint 

These functions are described in the following paragraphs, together 
with two other recovery facilities: 

• Logical task synchronization 

• Protected resources 
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SYSTEM WARM KEYPOINTS 

A system warm key point is written by the CICS/VS- provided key point 
program as part of controlled shutdown, when all system activity has 
been quiesced. It is used during a warm start of CICS to restore the 
operating environment following a controlled shutdown. The following 
information is recorded as part of a warm keypoint: 

• FCT - File status (disabled, enabled, closed, read-only) 

• TCT - Terminal and line status and negative poll delay (for 

nonswitched terminals) 

• DCT - Intrapartition destination status 

• TST - Temporary storage control blocks and data set bit map 

• ATP - Asynchronous transaction processing control blocks 

• ICP - Interval control outstanding requests 

• PPT/PCT - Disabled entries 

• CSA - Information in the common system area; for example, 

storage cushion size, ICV, ICVS, ICVR, and MAXTASK 

The above information is written to the CICS/VS restart data set 
just prior to a controlled shutdown. Since the system may be 
inoperable, this function is performed without the use of CICS/VS macro 
instructions. The addresses of the data are also checked for validity. 

SYSTEM ACTIVITY KEYPOINTS 

The purpose of system activity keypoints is to indicate to CICS/VS, 
during an emergency restart, the user tasks active at the time of the 
keypoint, the status of transient data intrapartition destinations, 
temporary storage data identifications, and terminal control table 
status for VT AM- supported terminals. This is used to minimize the 
amount of emergency restart activity necessary. 

A system activity keypoint is written periodically by CICS/VS during 
normal operation, to record on the system log data set the processing 
activity status of CICS/VS and user tasks at the time of the keypoint. 
The frequency of recording system activity keypoints is a function of 
the number of output operations to the system log. This frequency may 
be specified by the user either at CICS/VS system generation or at 
system initialization, and may also be dynamically changed during online 
operation through the use of the master terminal operator transaction 
(CSMT) . The frequency of the activity keypoint, and the amount of 
journaling performed by active tasks, determines the amount of data on 
the system log to be processed when CICS/VS is restarted. The amount 
of this data will influence the duration of the CICS/VS emergency 
restart. 

The information recorded by the system activity keypoint comprises 
the following CICS/VS tables and control blocks: 

• TCAs - status of tasks that have at least logged one record or 

have completed a LUW by issuing a sync point 

• DCT - status of transient data intrapartition destinations 

• TST - status of temporary storage unit table entries 
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• TCT - identification of terminals waiting for response to 

committed output messages (see later) 

The activity keypoint function is initiated by the transaction CSKP 
which is attached periodically by the journal control program (JCP) . 
This transaction transmits system data to the system log and then issues 
a conditional link to a user activity keypoint program, DFHOAKP. The 
purpose cf this facility is to allow the user to insert 
application-dependent information in the system activity keypoint. In 
order to operate properly, the program must re resident and should use 
only storage control and journal control functions. Journal operations 
should be asynchronous without start I/O. Synchronization is provided 
by an end-of-keypoint synchronous record, written by the activity 
keypoint program at the end cf keypoint processing. The user should 
ensure that the keypoint transaction has higher priority over other 
tasks that are eligible tc leg data. 

During an emergency restart, the recovery utility program (EOP) 
copies tc the restart data set only that data which has been output by 
in-flight tasks (tasks that were still active at system termination 
time) . In order tc force EDI to copy user activity keypoint data to 
the restart data set, the user must provide a journal record identifier 
with the high-order bit CK in the record ID field of the user keypoint 
data record. Eefer to the CICS/VS System Programmer's Eeference Manual 
for more detail. The user keypoint should be used to keypoint only 
limited amounts of data, for example, selected user data or tables. 

LOGICAL TASK SYNCHBOHIZATICN 

Logical task synchronization defines the completion of a logical 
unit of work (and the intent to begin another) . It enables the user 
to split a long duration task into logical units of work cf short 
duration which better fit the task f s recovery reguirements. A logical 
unit of work (LOW) is a user unit cf work which performs a complete 
processing function. One task may perform a complete LOW, or several 
LOWs may be performed, as identified by the user*s application program. 
The completion of a logical unit cf work is referred to as a "sync 
point" (synchronization point) , and may be explicitly defined by the 
user task (see CICS/VS Apj: licati^n Proajrjif mer^s Eeference Manual) . A 
sync point is generally implicitly defined to be at the completion of 
processing of an entire task. The completion of a logical unit of work 
indicates to CICS/VS that: 

• All updates or modifications performed by the task up to that point 
in time are logically complete, and should net be backed out in 
the event cf a subsequent system failure. 

• Functions reguested prior to the synchronization point, but deferred 
until the end of the logical unit of work, shculd be initiated. 

An example of this is a transient data track release function which 
is performed at end of LOW, in the case cf recoverable 
intrapartition destinatiens. 

• All resources which were protected by the task up to this point 
will be released. Such a resource may be a transient data 
intrapartiticn destinaticn which is logically associated with a 
task (see "Protected Bescurces," following) . 

The location cf a sync point for a task on the system log, relative 
to other journaled activity for that task, determines the extent to 
which CICS/VS may need tc provide transaction backout. 

Transient data intrapartition data set activity of tasks which had 
not reached logical task synchronizaticn (a sync point) , at the time 
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of an uncontrolled shutdown nay re backed out by CICS/VS to the previous 
sync point for that task (cr to the start of the task) on emergency 
restart. 

Sync points are also used by CICS/VS to delimit the extent to which 
user data set modif icaticns nay need to be backed out for tasks which 
had not completed a logical unit cf work at the time of an uncontrolled 
shutdown. CICS/VS collects all user data set modifications during 
emergency restart, only for tasks which had net ccmpleted a logical 
unit of work at the time cf an uncontrolled shutdown. These data set 
modifications are copied by CICS/VS to the restart data set during 
emergency restart. They are read by the CICS/VS transaction backout 
program to back out the data set modifications made by tasks which 
failed to complete a logical unit of work. This is discussed in more 
detail in "User Data Set Eackout" later in this chapter. 

EBCTECTED BESOUBCES 

Consider the following example cf t*o tasks which update the same 
record in a data set. Task A gains exclusive control of the record, 
updates it, and releases exclusive control. Then task B gains exclusive 
control, updates the reccrd, and completes normally. However, task A 
could not complete normally because of system termination. 
Consequently, the effect of the partially completed task A must be 
backed out on restart. When task A*s update is backed out, the update 
of task E will also be backed out, erroneously. 

To avoid this, CICS/VS prcvides a protection facility to engueue a 
task on specific records which are being updated, deleted, or added 
using "protected" data sets (defined in the FCT entry LOG=YES) . The 
engueue applies until the end of a logical unit of work, and protects 
records from subsequent modification activity by ether tasks, until it 
is determined that the logical unit of work is completed. 

When task A issues a file ccntrcl GET for update, CICS/VS engueues 
explicitly on that record. It then reads the record from the data set 
and logs the input record to the system log. When the task issues the 
subsequent POT, to update the record, CICS/VS does not dequeue its use 
of that record until task A indicates completion cf a logical unit of 
work. CICS/VS then dequeues the task from the data set record. 

In the meantime, if task E wishes to update the same record, when 
CICS/VS enqueues on that reccrd, the task is placed on the suspended 
task chain by CICS/VS until task A completes and dequeues from the 
record. Task B then gains ccntrol of the record and carries out its 
update. If the system terminates before the completion of task A, the 
task A update can be backed out without affecting ether processing of 
the record because task A had exclusive control of the record of 
termination. 

Enqueuinq on the record for the duration of the task therefore 
protects the reccrd from possible less of an update made by a completed 
task, because of backout of the update of a partially completed task. 

The same procedures also apply to additions and deletions. 

Similar protection is carried cut by CICS/VS for transient data 
intrapartition destinations. Only one task at a time is permitted to 
access an intrapartition destination for input and one is permitted to 
access it for output. The destination is regarded by CICS/VS as two 
separate resources — one input resource, and one output resource. 

By serializing updates as described above, the integrity of the data 
set following backout en restart is protected. However, this may have 
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some effect on performance if several tasks are operating on the same 

resource at some time during their combined total period of execution. 

This effect on performance must te evaluated in terms of improved 
integrity. 

The user should recognize the possibility of a lockout occurring if 
several tasks attempt to update two cr more records concurrently in a 
protected data set (FCT LOG-YES) , and the records are not accessed in 
the same sequence by each task. This is illustrated in the following 
example. 

Consider an order entry application, which accepts orders for several 
products in the same CICS/VS transaction. This transaction updates 
the stock availability fcr each product in a product data set, that 
specifies automatic logging in its FCT entry (LOG=YES) . If one terminal 
enters a transaction for crders against product numbers 638, 815, and 
1068, the application program will update those product records. 
CICS/VS file control will enqueue against each record until the task 
passes through a user-syncbrcnizaticn point, or terminates. If another 
terminal also enters a transaction at the same time for crders against 
product numbers 501, 1068, and 815, an enqueue interlock will cccur on 
product numbers 815 and 1068, and neither task will terminate. It will 
appear to the operators cf these terminals that the system has gone 
down, while in fact it is still processing other terminal transactions 
successfully. 

To avoid this automatic legging enqueue interlock, three actions 
are possible: 

1. The terminal operator should always enter product numbers in 
the same seguence (such as ascending sequence) . 

2. The application program first sorts the input transaction 
contents so that product numbers are ascending, before processing 
begins. 

3. The application program issues a user sync point macro 
instruction after processing each product order in the 
transaction. 

The first solution reguires special terminal operator action which 
may not te practical within the constraints of the application. (For 
example, crders nay be taken by telephone in random product number 
sequence.) 

The second solution requires additicnal application programming, 
but imposes no external constraints on the terminal operator or 
application. 

The third solution requires less additional programming than the 
second solution. However, by issuing a user sync point, it implies 
that previously processed product crders in the transaction are not to 
be backed out on emergency restart if a system failure occurs before 
the processing of the entire transaction is completed. This may not 
be valid for the application, and raises the question on emergency 
restart of which products in the transaction were processed (orders 
accepted) and which were backed out by CICS/VS. If the entire 
transaction must be backed out, either a user sync point should not be 
issued, cr only one product order should be entered in each CICS/VS 
transaction. 

Of the three solutions, the second solution (sorting product numbers 
into ascending sequence by programming) is most widely accepted. 
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The possibility of an automatic logging enqueue interlock occurring 
exists for any application which processes several application-oriented 
logical units of work (product orders) , within ore CICS/VS logical unit 
of work. 

FBOTECTEK MESSAGES 

VTAM- supported terminals, such, as the 3600, enable message recovery 
and resynchronization to be attempted during emergency restart of 
CICS/VS. The user can specify in the ECT that various transaction 
codes art- to be "protected." 

Message Becgvery. and Besy,nchrsnjLz,a,t j £cg 

If message-protected transaction codes are used with VTAM-supported 
terminals, the first input message during a logical unit of work 
associated with a task is logged to the system leg. If uncontrolled 
shutdown occurs, the input message for each in-flight LOW is identified 
during emergency restart and transferred to temporary storage. It can 
be retrieved frcn temporary storage by user programs based on the 
identification of the terminal which entered the message. The in-flight 
activity associated with each task is backed out during emergency 
restart. The user may then initiate reprocessing of that input message. 
(See "Transaction Becovery and Bestart" later in this chapter.) 

The last output message transmitted by message-protected tasks 
without a WAIT, are regarded as "committed output" messages. The output 
message is legged, and the message is transmitted by VTAM together with 
a request for a positive response from the VTAM terminal on receipt of 
the message. When the positive response is received by VTAM, it 
notifies CICS/VS, which logs the receipt of the positive response to 
the system log. 

If an uncontrolled shutdown occurs before the positive response is 
logged by CICS/VS, it can be detected by the CICS/VS recovery utility 
program during emergency restart. The output message is transferred 
to temporary storage, from which it can be retrieved by user programs 
based on the identification of the terminal designated to receive the 
output. The task which generated the output message may have terminated 
normally prior to uncontrolled shutdown, but the terminal may not have 
received that committed output message. On emergency restart 3600 
logical units, CICS/VS retransmits this output message with a reguest 
for positive response, to ensure its receipt by the terminal. 

CICS/VS uses the VTAM sequence numbers, which are allocated to each 
input and output message associated with a logical unit, to establish 
message resynchronization with programmable controllers during emergency 
restart. These are obtained from the system log by the CICS/VS recovery 
utility program. 

Inquiry transactions which do net modify data sets should not be 
specified in the PCT as protected. Logging of input or output messages 
will not occur. Such transactions can be reprocessed on emergency 
restart, if necessary. 

deferred Output Ifite.cir.itv. 

An uncontrolled shutdown may occur during the processing of an LOW 
belonging to a protected task. Such an in-flight LOW will be backed 
out on emergency restart by CICS/VS. If a coimitted output message is 
transmitted to a terminal when first reguested by the application 
program, it may reach the terminal even if an uncontrolled shutdown 
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occurs before the protected task terminates normally. The contents of 
the output message may indicate to tbe terminal that processing of the 
task was completed before uncontrolled shutdown. However, if the task 
was in-flight, it will be backed cut on emergency restart. The task 
must then be reprocessed following emergency restart. The terminal 
operator is not aware that the task was in-flight and was backed out, 
and would not normally reenter it on emergency restart. The result is 
the loss of that task's processing. 

To avoid this possibility, CICS/VS defers transmission of the last 
output message until completion of the task's current logical unit of 
work. Thus, the output will be transmitted only if the LOW completes 
normally. In the event of uncontrolled shutdown before completion of 
the LOW, the in-flight LOW is backed cut on emergency restart, and the 
remote programmable controller (cr the terminal operator) can retrieve 
the original input message from temporary storage and resubmit that 
input message for reprocessing. If the LOW completed, and output was 
initiated, but uncontrolled shutdown occurred before a positive response 
was received from the terminal, the completed LOU is not backed out on 
emergency restart. The committed 3600 output message is retransmitted 
by CICS/VS on emergency restart as previously described. 

The result of this deferred output is improved message integrity. 
The trade-off is a delay bef ere transmission of the output with a 
possible increase in response time at the terminal. If response time 
is not to be increased, the user should either reguest a user sync 
point, or terminate the task as soon as possible after reguesting 
output. 

Terminal control and EMS both permit the user to reguest immediate 
initiation of terminal I/O f cr VTJM-supported terminals. (See "Terminal 
Control Using VTAM" in Chapter 2.) This avoids the deferred output 
delay, but the possibility is increased that the terminal operator may 
receive output indicating completion of tasks which are subseguently 
backed out. 

An alternative approach is to break the output into two or more 
sections. The program can request output of the first section, 
specifying either immediate output or the default of delayed output. 
When output of the next section is requested, the first section is 
transmitted if it indicated delayed output. This continues until either 
a sync point is reached, or the task terminates when the last section 
of output is considered a committed output message and is handled as 
previously described. The partial sections of output may satisfy the 
requirement for rapid response time, with each section indicating that 
further output is following. Only receipt of the last section of output 
is an indication to the terminal operator of completed task execution. 
The disadvantage of this approach, however, may be increased CICS/VS 
and VTAM overheads. 

The use of BUS terminal paging intrcduces another consideration. 
If the terminal which initiated a protected task is in transaction and 
request page status, terminal pages are written to temporary storage 
for subsequent display, but are not directed to the terminal. The 
application program should send a cemmitted output message to the 
terminal indicating completion of the task, and availability of the 
terminal pages through the terminal paging commands. (See C.IC.S./VS. 
ISUisal QJBSISifilis Gyide, SH20-S005,) If the terminal is in TBAMSCEIVE 
status, the first~page will be transmitted to it automatically when 
the protected task completes. 
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CICS/VS fERMINATJON 

The shutdown cf CICS/VS may be either a controlled shutdown or an 
uncontrolled shutdown (such as following a machine check cr power 
failure) . 

CONTBOLLID SHUTDCRfl 

A controlled shutdown preserves certain vital information about the 
CICS/VS environment during normal cr abnormal termination of CICS/VS, 
This information, recorded on the restart data set, may be subsequently 
used to warm start CICS/VS and reinitialize it tc its status at 
termination. The user may, optionally, elect to warm start only certain 
parts of CICS/VS, and allow a cold start (complete reinitialization) 
of ether parts of CICS/VS, 

Two CICS/VS tables are used to facilitate the functions of controlled 
shutdown and warm start: 

• Transaction list table (XLT) 

• Program list table (PLT) 

Transaction List Tjib^e (XLT) 

On CICS/VS controlled shutdown, a transaction list table (XIT) may 
be loaded. This table identifies a list of transaction codes accepted 
by CICS/VS during termination. All other transaction codes will be 
rejected by CICS/VS. 

Pros ram list Iab2e (FJ.T) 

The program list table (PIT) is a list of programs to be executed 
either during controlled shutdown cr during system initialization. It 
is generated by the user, who generally specifies two tables. One PIT 
identifies various user-written programs which are to be executed during 
either the first or second stage of CICS/VS controlled shutdown (see 
below) . These user programs may record application-dependent 
information, which will permit user recovery of that information on 
subsequent system initialization. 

Another PIT can be used tc identify various user-written programs 
which are to be executed during the post-initialization phase of CICS/VS 
system initialization. These user programs may locate the 
application-dependent information written by PLT-identif ied programs 
during CICS/VS controlled shutdown, and use that information to 
reestablish the online applications as reguired by the user. Several 
other uses of the PLT are described later in this chapter. 

A normal controlled shutdcwn causes the status cf various areas to 
be written to the restart data set tc permit a warm start to take place. 
It uses the program list table (FIT) , as described above, and carries 
out termination in two stages: the "first quiesce stage" and the 
"second guiesce stage." During the first guiesce stage, terminals are 
still active, but they are only permitted to enter transactions defined 
in the transaction list table (XIT) . Programs defined in the first 
section of the PIT are also executed. During the second quiesce stage, 
terminals are deactivated and prcgrams defined in the second section 
of the PLT are executed. The following paragraphs further describe 
the purpose of these two stages of termination. 
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• FIBST COIESCE STAGE OF TEBKINATICN 

During the first quiesce stage of termination, a group of user-written 
programs may be sequentially executed. These programs perform special 
operations that are unique to the installation. All CICS/VS 
facilities are available tc the programs during this stage. The 
programs to be linked to are defined in the program list table that 
is loaded during system termination. 

In addition, only those transactions defined in the transaction list 
table are accepted from terminals. Existing tasks, tasks to be 
automatically initiated, or ATE batches in process are allowed to 
continue unhampered to their normal conclusion (see Figure 8-4) . 

• SECOND QUIESCE STAGE OF TEEMIN1TI0N 

At a user-defined point, termination activity waits until all system 
activity stops. Termination then continues in the second quiesce 
stage without accepting any further terminal transactions. 

When all program list table programs defined tc execute in the second 
quiesce stage have been executed, the warm keypoint is taken and 
CICS/VS terminates further execution (see Figure 8-4) . 
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Figure 8-4. CICS/VS Controlled Shutdown 



ABNOBMAL TEBMINAIION 



An abnormal termination of CICS/VS may occur if an application 
program destroys part of the CICS/VS nucleus or kej system information 
maintained in dynamic storage. This is generally the result of an 
application program error, and may cause an ABEND cf the CICS/VS 
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partition/region. Fcr this reason, the CICS/VS system initialization 
program issues an OS/VS STAE (or DCS/VS STXIT) macro instruction to 
enable the system recovery program to regain control in the event of 
a CICS/VS ABEND. If an abnormal termination subsequently occurs, the 
system recovery program (SEP) attempts to either correct or circumvent 
the problem (in the case of CICS/CS/VS) to continue operation (see 
"System Recovery Program" in this chapter) . If recovery is not 
possible,, cr advisable, a controlled shutdown will be initiated by the 
SEP to guiesce other CICS/VS system and task activity, and record the 
environment status of the CICS/VS system on the restart data set for 
subseguent warm start (see Figure 8-4) . 

Even though a controlled shutdown may be taken before the CICS/VS 
partition/region ABEND completes, executing tasks iray not be able to 
terminate normally. These in-flight tasks may need to be backed out 
by an emergency restart of CICS/VS, such as reguired to restart after 
an uncontrolled shutdown. 

If the SEP is unable to correct or circumvent the problem resulting 

in abnormal termination, and is further unable tc initiate a controlled 

shutdown (such as in the event of destruction of part of the controlled 
shutdown routines) , an uncontrolled shutdown will occur. 

UNCCNTBOILED SHUTDOWN 

An uncontrolled shutdown cf CICS/VS can basically result from four 
different causes: 

• Power failure 

• Machine check 

• Operating system WAIT/ABIND 

• Partition/region ABEHD 

In each case, termination of system operation is either immediate, 
or so shortly after appearance of the cause that insufficient time, 
CPU resources, or system facilties are available tc permit CICS/VS to 
complete a controlled shutdown. 

System or user tasks may still be active at the time of termination, 
as CICS/VS is unable to guiesce system activity. Conseguently, a 
subseguent warm start of CICS/VS is impossible. Instead, an emergency 
restart must be carried cut. 

Eecognizing the possibility of any of the above failure situations 
occurring at any time, CICS/VS periodically records system activity 
keypoints (described earlier in this chapter) . Synchronization point 
records are also written during the execution of tasks, at the 
completion of each logical unit cf work. 

This information records, on the system log data set, the dynamic 
activity of CICS/VS, and of active tasks, and permits an emergency 
restart to be performed at seme later time using the system log. The 
use of this information to restore CICS/VS tc its status at the time 
of the uncontrolled shutdown and tc back cut the processing of tasks 
which had not completed a logical unit of work, is discussed in 
"Emergency Bestart" later in this chapter. 
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CICS/VS INITIALIZATION 

CICS/VS can b€ initialized either: 

• With a complete cold start 

• With a complete nam start 

• With a partial warm start 

• With an emergency restart 

COMPLETE COLD STJS.BT 

A complete cold start results in complete reinitialization of CICS/VS 
and system data sets to their status as specified at system generation, 
without regard for any previous system activity. The system 
initialization table (SIT) is used to specify the particular versions 
of the different CICS/VS system programs and tables that are to te 
utilized for CICS/VS initialization. 

COMPLETE WAEM STJBT 

A complete warm start reintializes CICS/VS to the status that existed 
at the previous controlled shutdown — all system activity having been 
guiesced normally prior to shutdown. All CICS/VS system programs and 
tables are first cold started using the SIT as described previously. 
If the SIT indicates that a complete warm start is to be performed, 
all CICS/VS system tables are then reestablished to their status as at 
controlled shutdown, using the warm keypoint information written to 
the restart data set at that time. 

PABTIAL WAEM STABT 

A partial warm start is similar to a complete warm start, except 
that only selected CICS/VS system tables are warm started, as specified 
in the SIT. Information is cbtained from the wan keypoint written at 
controlled shutdcwn, only for these tables specified to be warm started. 
The remaining tables are cold started. An example requiring a partial 
warm start is an application which reguires a warm start of the DCT so 
that data queued to intrapartiticn destinations prior to a controlled 
shutdown may be retrieved en restart. The FCT and TCT may also need 
to be warm started to reestablish file and terminal status as at 
controlled shutdown. The application may, however, require a cold 
start of temporary storage. Figure 8-5 illustrates a CICS/VS warm 
start. 



Chapter 8. CICS/VS Becovery and Bestart 247 



PROCESSING 




1. CICS/VS system initialization program 
(SIP) and system initialization table 
(SIT) are loaded from DOS/VS or 
OS/VS library. 



2. Versions of CICS/VS nucleus programs 
and tables specified by SIT are loaded. 



3. SIP reads data set and reestablishes 
system tables and chains to be warm 
started as specified in SIT. 



User programs in post-initialization 
phase program list table (PLT) are 
loaded and executed. These user 
programs may utilize application- 
dependent information recorded 
during system termination. 

5. Terminal polling commences for 
normal CICS/VS operation. 




Figure 8-5. CICS/VS Harm Start Erocedure 
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EMERGENCY RESTART 

An emergency restart restores certain CICS/VS facilities to a 
predefined point which existed pricr to an uncontrolled shutdown. 
Information describing all changes, modifications, and updates made to 
various system tables and to user data sets during previous CICS/VS 
execution is recorded on the system log data set. Another data set, 
the restart data set, is created during emergency restart. (Emergency 
restart is not supported by the subset option of CICS/DOS/VS.) 

The system log contains all changes made to recoverable file control 
data sets, recoverable transient data intrapartiticn destinations, and 
temporary storage protected destinations. It also contains input and 
output messages for message- protected tasks executed by VTAM terminals. 

The restart data set is created during emergency restart, and 
contains system log activity and user journal records for those tasks 
whose processing activity had not reached a logical completion point 
when the uncontrolled shutdown occurred. (Such tasks are referred to 
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as in-flight tasks in the following discussion of emergency restart.) 
This information can be utilized by the CICS/VS transaction tackout 
program, for example, to remove the effect of data set modification by 
in-flight tasks. 

On an emergency restart, the CICS/VS system initialization program 
(SIP) carries out a number of steps to restore CICS/VS operation to a 
predefined point prior to uncontrolled shutdown. 

These steps are carried out by CICS/VS-provided routines. The user 
may wish to extend the functions carried out in emergency restart by 
the addition of user-written programs. One example of such an extension 
to emergency restart is the execution of a user-written extrapartition 
data set backout program to reposition extrapartition data sets to the 
point reached on uncontrolled shutdown. To permit such user-written 
programs to be utilized, CICS/VS identifies in-flight tasks which may 
reguire user backout, and copies from the system log, in backward 
seguence, all system-logged records, and user journal records, for 
those in-flight tasks to the restart data set. 

The design of such a user-written extrapartition recovery program 
is described in "Extrapartition Data Set Beccvery." To utilize the 
suggested design technique effectively, it is important that the system 
designer have an appreciation of the steps carried out by CICS/VS during 
emergency restart. 

The remaining topics in this section provide an overview of the 
CICS/VS emergency restart procedure. This procedure is illustrated in 
Figure 8-6. Additional topics in this chapter discuss the information 
in the following overview in more detail. 
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1. CICS/VS repositions system log to point 
reached at uncontrolled shutdown. 



2. CICS/VS cold starts DCT but does not 
reformat intrapartition data set. 



3. CICS/VS cold starts TSUT but does not 
reformat temporary storage data set. 



4. CICS/VS initiates CICS/VS recovery 
utility program (RUP). 



5. CICS/VS RUP reads system log backwards 
to locate logical unit of work (LUW) 
sync points. 

6. If first record located for a task is 
sync point record, LUW was completed 
before system termination. 

7. If log or user journal record is located 
before sync point, task was inflight. 
Record is transferred by RUP to 
restart data set. 

8. System activity keypoint identifies 
tasks in system at time of keypoint, 
and indicates need to continue back- 
ward scan. 

9. DCT, TSUT, and TCT status in system 
activity keypoint used to reestablish 
DCT and TSUT. 



10. Scan continues until sync point or start 
of task located for each inflight LUW. 

1 1 . Transient data recovery program reestab- 
lishes physical PUT activity in DCT from 
intrapartition data set status. 

12.. Temporary storage recovery program 
reestablishes TSUT pointers and 
information from temporary storage data 
data set physical contents. 

13. Logged modifications to user data sets, 
transferred by RUP to the restart data 
set, are used by the CICS/VS transaction 
backout program to backout inflight 
LUW activity against user data sets. 

14. Logged input messages and committed 
output messages transferred to temporary 
storage message cache identified by 
terminal ID. 



15. User programs identified in PLT are 
then executed (such as user extraparti- 
tion data set recovery). 

16. Terminal activity commences when all 
PLT programs complete execution. 
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Figure 8-6. CICS/VS Energency Restart Procedure 
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1- ^position System J.og Dgia Set 

The system initialization table (SIT) is used by the system 
initialization program tc identify whether the system log is on tape 
or on disk. If it is on disk, the system log will be repositioned to 
the point reached at uncontrolled shutdown when it is opened for 
backward processing (see the "CICS/VS Post-Initialization Processing" 
step later in this section) . 

If the system log is on tape, a separate system subtask is initiated 
to reposition the tape to the point reached at uncontrolled shutdown. 
This subtask utilizes a CICS/VS-provided tape end-cf-file utility 
program which reads the tape system log forward and locates the last 
journal record written prior to uncontrolled shutdown, by comparing 
time stamps in each journal record. The tape end-of-file utility 
program is executed as a system subtask to permit this tape positioning 
to be overlapped with the emergency restart processing described in 
the following steps. Once the tape is repositiored, it will 
subsequently be read backward to determine system activity at the time 
of shutdown (see the "CICS/VS Post-Initialization Processing" step 
later in this section) . 

2. 2l3££ient Daja. Initialisation. 

The system initialization program performs a normal cold start 
function for the destination control table (DCT) at this stage, but 
does not reformat the intrapartition data set. The status of 
extrapartition data sets is lost following an uncontrolled shutdown. 
The status of intrapartition destinations will subsequently be recovered 
for those destinations identified in the DCT as being recoverable. 
This recovery is carried out by the CICS/VS-provided transient data 
recovery program (TDBP) which is discussed in the "CICS/VS Recovery 
Utility Program" step later in this section. 

3. lejnjBorajry. Storage Initializaticj 

The system initialization program performs a normal cold start 
function for temporary storage but does not reformat the temporary 
storage data set. Temporary storage data in dynamic storage is lost 
following an uncontrolled shutdown. A design technique is described 
later in this chapter for user recovery of temporary storage in dynamic 
storage. 

4. £ICS/VS £flsi r lniii£liz.atij2n. Hoce§§isa 

The remainder of emergency restart processing is accomplished by 
the CICS/VS-prcvided recovery utility program. This is executed as a 
normal CICS/VS application program, under control of the terminal 
control program^ TCA. (This TCA is used, because normal CICS/VS 
operation and terminal activity have not been initiated at this time.) 
Upon completion of the system initialization steps outlined above, and 
after the system log has been repositioned (if tape) to the point 
reached on uncontrolled shutdown, control is then passed to the recovery 
utility program. 

5. £I£S/VS M£21£I2 Utility. Ilfigram (BOP) 

The recovery utility program (BOP) reads the system log (either on 
tape or disk) backward, to determine system activity prior to the 
uncontrolled shutdown. Is the log is read backward, task 
synchronization records (sync points) are located. (See "Logical Task 
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Synchronization," earlier in this chapter.) These define the normal 
completion of a logical unit of work for a task. If any user data set 
modifications (logged either automatically by CICS/VS, or ty the user) 
or any user journal records are located for a task before a sync point 
(or its initial log record) is read, this indicates that the task had 
not completed a logical unit of work at CICS/VS uncontrolled shutdown 
(that is, was "in-flight"). The data set modifications carried out by 
an in-flight task may need to be backed out to the previous sync point 
for that task, or to the stait of the task. 

CICS/VS carries out this backcut later using the transaction backout 
program. The recovery utility program identifies in-flight tasks. It 
collects data set or user journal records for in-flight tasks which 
were written after the start of the task or after a sync point, and 
copies them to the restart data set. As the system log is read 
backward, the restart data set is written forward. The restart data 
set therefore will reflect in-flight task activity prior to the 
uncontrolled shutdown. The restart data set can subseguently be read 
by user-written backout programs, which are executed as 
post-initialization programs specified in the prcgram list table (PIT) . 
The user-written backout programs can be automatically initiated by 
CICS/VS following emergency restart, and before terminal activity 
starts. 

The first record located for a task on the backward scan of the 
system log may be a sync point, indicating normal completion of a 
logical unit of work. Transacticn backout is then not necessary, and 
journaled or logged records for that task are not copied to the restart 
data set. (Note: Becords output by completed tasks are collected to 
the restart data set only if the user specifies a special journal-type 
code with the high-crder bit ON.) 

A log record located for a task on the backward scan of the system 
log may have been automatically legged by the CICS/VS transient data 
program for intrapartition destinations identified in the DCT as 
recoverable. These records are used by the recovery utility programs 
to reestablish the DCT status for the relevant destination. Eefer to 
"Intrapartition Data Set Beccvery after Uncontrolled Shutdown" later 
in this chapter for further discussion. 

The backward scan continues until the following two conditions occur: 
(1) a system activity keypoint is reached, and (2) all jcurnal and log 
records output by in-flight LOHs have been retrieved. The system 
activity keypoint contains ir.f or nation defining the status of 
intrapartition and temporary storage destinations, TCAs for in-flight 
tasks in the CICS/VS system at the time of the keypoint, and TCT entries 
for VTAM terminals with committed output messages outstanding. The 
status of intrapartition destinations is used to update the DCT, to 
back out intrapartition activity carried out by in-flight tasks, and 
to reflect the activity carried cut by completed tasks. 

The TCAs in the system activity keypoint indicate in-flight tasks 
at the time of the keypoint. A long-running task may have been present 
when the activity keypoint was taken, but may not have legged any 
processing activity, or written a sync point between the system activity 
keypoint and the point when uncontrolled shutdown occurred. Such a 
task had not completed a logical unit of work at the time of 
uncontrolled shutdown. The backward scan must therefore be continued 
until a sync point, or first record logged, for that long-running task 
is encountered. If the first record located for the task is a sync 
point, the task completed a logical unit of work and no backout is 
necessary. If a data set modification log record, or a user journal 
record is encountered before a sync point, those records are copied to 
the restart data set. 
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The tct identification in the system activity keypoint of terminals 
which have committed output messages outstanding identifies a need to 
continue the backward scan until these logged output messages are 
located. These committed output messages are transferred to the 
temporary storage message cache for each relevant terminal. (See 
"Temporary storage Recovery" later in this chapter.) The TCT 
information in the system activity keypoint is used to prime the TCT 
with the VTAM sequence numbers from the last completed LUW from each 
VTAM terminal for subsequent message resynchronization by CICS/VS with 
the programmable controller. 

Activity keypoint s identify the necessity of continuing the backward 
scan until all in-flight tasks have been accounted for. Without 
activity keypoints, it would not be possible to identify all in-flight 
tasks without scanning the entire system log backward to its start. 

The recovery utility program (RUP) identifies in-flight task 
activity, and transfers automatically logged file control activity, 
and user journaled activity from the system log to the restart data 
set. It reestablishes the DCT status of recoverable intrapartition 
destinations using information from the latest system activity keypoint, 
sync point, or end-of-task records of completed LUWs which had activity 
against recoverable destinations. 

The transient data recovery program (TDRP) then scans physically 
recoverable destination queues on the intrapartition data set to locate 
their latest PUT activity prior to uncontrolled shutdown. This is used 
to establish the PUT pointer in the DCT for each physically recoverable 
destination. 

The temporary storage recovery program (TSRP) uses status information 
collected by RUP from the latest activity keypoint, sync point, or end 
of task records of completed LUWs which had exclusive control activity 
against temporary storage destinations (DATAIDs) . This status 
information reflects the logical status of each destination at 
uncontrolled shutdown. 

Following the above RUP, TDRP, and TSRP functions, a new system log 
and user journal data sets are then opened by the system initialization 
program for output. 

6 * CICS/VS Transaction Back out Program (TBP) 

RUP processing identifies in-flight LUWs and collects their 
automatically logged file control activity and user- journaled (to the 
log) activity on the restart data set. RUP also identifies user data 
sets which had in-flight activity transferred to the restart data set. 
Originating input messages and unresponded output messages for in-flight 
message- protected tasks are also written to the restart data set. 

The CICS/VS transaction backout program (TBP) is executed after 
completion of RUP processing, and after a new system log and user 
journal data sets have been opened for output. The purpose of TBP is 
to back out all in-flight activity against user data sets based on 
information read from the restart data set. 

For messages, TBP places originating input messages and committed 
output messages in a temporary storage message "cache", and primes 
TCTTEs with the VTAM sequence numbers to be used for reestablishing 
message traffic. 

TBP provides a number of exits to permit the user to participate in 
data set backout. A TBP initialization exit enables the user to ignore 
backout against specific data sets. For example, uncontrolled shutdown 
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may have occurred because of an unrecoverable I/O error against a data 
set. This data set must be recovered by user programs from a backup 
copy prior to emergency restart. Consequently, these data sets should 
not have backout activity during emergency restart. 

An input exit is also provided. This is given control each time a 
record has been read from the restart data set and the user may choose 
to ignore specific records. 

An error exit is also given control if an error condition is returned 
by file control when TBP attempts to back out data set activity. The 
user may specify alternative activity to be undertaken. (One instance 
when this exit is given control is when TBP cannot back out an add due 
to the file organization.) If so, the user may back out adds against 
VSAM entry- sequenced data sets or ISAM or DAM data sets by flagging 
the added record as "logically deleted." TBP then writes this logically 
deleted record to the relevant data set on return from the input exit. 
User application programs must subsequently check this flag to identify 
logically deleted records in the data set. (See "Data Set Backout" 
later in this chapter.) 

The result of TBP is to back out all in-flight task activity against 
VSAM key-sequenced and entry -sequenced data sets or ISAM and DAM data 
sets. The functions carried out by TBP are described in more detail 
in "Data Set Backout" later in this chapter. 

7. Message Resynchronization for VTAM Terminals 

During TBP processing, input messages for in-flight LUWs or committed 
output messages are transferred to a temporary storage message cache 
identified by the relevant terminal associated with the message. 
Committed output messages, for which positive response had not been 
received from the terminal, are optionally retransmitted during 
emergency restart. Input messages for in-flight LUWs can be retrieved 
from temporary storage by user-written programs for reprocessing (see 
"Transaction Restart" later in this chapter.) 

CICS/VS must establish resynchronization with VTAM terminals on 
emergency restart. This is done using the VTAM sequence numbers placed 
by TBP in the TCT. These were established by RUP from information in 
the latest system activity keypoint, sync point, or end-of-task record 
for the last, completed, LUW against each VTAM terminal. CICS/VS issues 
VTAM STSN (set and test sequence mimber) commands to each VTAM logical 
unit, notifying each programmable controller of the sequence numbers 
known by CICS/VS. The programmable controller can compare these 
sequence numbers with those logged on its own disk to determine whether 
any messages were lost because of the uncontrolled shutdown. These 
may either be input messages for protected tasks, which should be 
retransmitted to CICS/VS by the programmable controller, or may be 
committed 3600 output messages. 

Both CICS/VS and the programmable controllers participate in message 
resynchronization to ensure that no protected messages are lost because 
of the uncontrolled shutdown. 

8. User Post-Initialization Programs 

Following execution of the recovery utility program and the opening 
of new journals, user-written programs identified in the program list 
table (PLT) are executed. These programs may carry out 
application-dependent recovery functions, such as repositioning 
extrapartition data sets or other user recovery functions. 
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9. Terminal Control Act iv at ion 

At this point, emergency restart and user backout are complete. The 
system initialization program (SIP) then initiates a system activity 
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keypoint. Following this, terminal activity is initiated, and normal 
CICS/VS operation commences. 

10. Controlled Shutdown Ifillcwisg JJBjrgencv. Best art 

If a controlled shutdown is then requested by the master terminal 
operator immediately following emergency restart, the warm keypoint 
necessary for a controlled shutdown is taken, and CICS/VS terminates 
operation. The system may then he initialized at a later time by a 
normal warm start. 

SYSTEM FMLUBE DDBING EMEBGEKCY BESTABT 

System failure during emergency restart represents cne of the most 
difficult types cf failures to diagncse and correct. The user must be 
fully aware of the functions performed during emergency restart, the 
sequence in which these functions ar€ performed, and the effect that 
abnormal termination during this operation has on data sets and tables. 

Prior to initiating emergency restart, an analysis of the failure 
which caused the system to abnormally terminate shculd be performed. 
It is possible that the condition which caused the system to ABEND will 
also cause emergency restart to fail. One example of this could be a 
physically damaged data set which caused an uncontrolled shutdown, 
causing the identical failure during emergency restart if the CICS/VS 
transaction backcut prograi attempts to back out modifications made to 
that data set. 

If a file ccntrol data set has become physically damaged, a 
user-provided data set reccvery prcgram(s) must recover the data set 
prior to the user backout program attempting to back out modifications 
to this data set. Data set recovery involves restoring the contents 
of that data set from some previous copy, and then applying all 
modifications made to it since the copy was taken. CICS/VS automatic 
journaling (see "Data Set Journaling" later in this chapter) , can be 
used to keep track of data set modifications performed during online 
execution. 

If the transient data intrapartition data set or temporary storage 
data set is physically damaged, it will not be possible for CICS/VS to 
emergency restart these facilities. CICS/VS reccvery of these 
facilities is dependent upcn the physical contents of the relevant data 
set as it existed prior to system failure. Therefore, if the data 
content cf the data set has to be restored because of physical damage, 
CICS/VS may not be able to successfully reconstruct the DCT or TSOT to 
reflect the status of the restored data set. 

User journaling may be utilized, if reguired, to produce an audit 
log of all system data set activity. This audit leg can be created on 
a user journal data set, and utilized by user programs for subseguent 
reconstruction of all system data sets (such as intrapartiticn or 
temporary storage) which may have been physically damaged. 

CICS/VS emergency restart is net complete until the CICS/VS 
transaction backout prograi has successfully completed, and an activity 
keypoint has been taken. (Optionally, a controlled shutdown could be 
taken at the completion of user back out, if system execution is to be 
terminated.) If any failure is encountered prior to this time during 
emergency restart, this procedure must be followed: 

• BSiSIliflS the cause cj th,e fai lu re; The cause of the failure of 
emergency restart must be determined and corrected. If the 
transient data intrapartition data set is damaged, that 
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intrapartition data set and the ECT must be cold started by CICS/VS. 
Its contents may subsequently be restored by the user, if required, 
by post-initialization (ELT) program processing. (This is also 
true for the temporary storage data set.) If a data set is damaged 
it must be physically recovered by user data set recovery programs. 

• Bes-frart JJJi.genc.y Be > s£ar.t: The emergency restart procedure is 
executed again using the original system log as input. The original 
system log is the tape ox disk vclume which was being used for 
output when the original system failure cccurred. As this data 

set is not used for output during emergency restart, its contents 
are available to reinitiate the emergency restart procedure, and 
recover CICS/VS to its status prior to abnormal termination. 

At the completion of emergency restart, the recovered status of 
CICS/VS has been recorded en the new system log if system execution is 
to proceed, or on the system restart data set as a warm keypoint if 
the system is to be terminated. This status represents the predefined 
point to which the system is recovered; system table, system data set, 
and user data set status are all logically synchronized. If restart 
becomes necessary from this point en, the new system log must be used 
for restart. 

If the system was terminated upen completion cf emergency restart, 
without an intervening system failure, the system restart data set 
contains the fully recovered CICS/VS status in the form cf a warm 
keypoint. A CICS/VS warm start may be performed using this data to 
initiate CICS/VS execution with the recovered system status. 

DATJ J3AS.JE BECCjVJBI 

The most significant element in system restart is the recovery of 
various data bases utilized by CICS/VS application programs. This data 
base recovery is considered in two sections: 

• CICS/VS file control recovery 

• DL/I data base recovery 

CICS/VS file control recovery and online EL/I data base recovery 
will now be discussed. Eatch DL/I data base recovery is discussed 
later in this chapter. 

CJCJZVS j|ILE CONJBOL BJMIJII 

File control automatically logs modification activity against 
protected data sets during ncrmal operation. (See "Journaling" in this 
chapter.) CICS/VS provides support using the transaction backout 
program (TBP) during emergency restart to back out the activity of 
in-flight tasks against those protected data sets. 

Since abnormal termination of a task caused by an uncontrolled 
shutdown may have prevented it frcm completing its use, and possible 
modification, of protected data sets, all data set activity by that 
task must be completely removed, or "backed out 11 to restore the data 
set to its status as if the task had never been initiated. Once this 
backcut is complete, the abnormally terminated task may be reprocessed, 
if necessary, using the transacticn restart technigue described later 
in this chapter in "Transaction Becovery." 

The recovery procedures fcr CICS/VS file control data bases increase 
in complexity depending upen whether data sets are read-only, or whether 
updates, deletions, and additions are made online. 
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READ-ONLY DATA SETS 

For read-only data sets, no data base recovery is required. 
Retrieval of information from these data sets dees not result in 
subsequent updates, deletions, or additions. The data sets are not 
changed online, and so do not need to be restored en restart. 

However, an exception to this is the case when an uncontrolled 
shutdown nay have resulted from an unrecoverable I/O error for a 
particular read-only data set. In this case, the user may wish to 
follow the procedures for use of a duplicate backup data set described 
in M Device Recovery" in this chapter. 

UPDATE, DELETION, AND ADDITION TO DATA SETS 

CICS/VS provides facilities for automatic logging of data set records 
which are to be updated, deleted from, or added to various file control 
data sets. This automatic legging is an optional facility specified 
in the file control table by the user for each reguired data set and 
indicates that the data set is to be protected. Kith automatic logging 
active for a particular data set, whenever a CICS/VS application program 
specifies a read-for-update operation for that data set, the record 
retrieved on the read, fcr subsequent update, will be automatically 
logged (written) to the system log. Similarly, any new records which 
are to be added, or existing reccrds to be deleted, will be 
automatically logged to the specified journal data set. In this way, 
information is maintained of each record*s contents prior to an update, 
a deletion, or an addition of a new record. 

This logged information is utilized by the transaction backout 
program on emergency restart following uncontrolled shutdown, to back 
out the effects of tasks which had net completed at the time of 
termination. This is discussed more completely in "Data Set Backout" 
later in this chapter. 
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J0UBNALI1G 

Journaling provides a generalized facility for reporting and 
reviewing modifications to data bases and other important data sets. 

The journal control program is table-driven from information defined 
by the user in the journal centre! table (JCT) . Application programs 
may issue journal control macro instructions to reguest specific 
journaling activity. (See CJ£S^V§ Application Programmer's Beferejjce 
Manual/ SH20-9003.) 

Data may be journaled synchronously or asynchronously, thus providing 
for application processing overlap with journaling operations. In the 
synchronous mode, the reguesting task is put in a WAIT state until the 
journal write has completed successfully, to guarantee that a journal 
copy of data exists on auxiliary storage before user processing 
continues. This mode of operation is similar to the way in which most 
CICS/VS management modules function: the user task receives control 
only when the reguested cperation has been performed. 

The asynchronous mode allows the reguesting task to retain control. 
The journal write is not synchronized unless and until the task reguests 
synchronization either directly by use of the appropriate journal 
control 1AIT macro instruction, or indirectly by issuing a synchronous 
journal reguest. There is no guarantee that the journal copy of the 
data is written to auxiliary storage until the user task performs 
synchronization. 

Journal records consist of a system prefix, an optional user prefix, 
and user data. Information placed in the system prefix includes: 

• Task identification (that is, transaction code) 

• Task sequence number allocated by CICS/VS to uniquely 
identify this task 

• Terminal identification associated with the task 

• Time of day 

• Journal data set identification 

In addition to that detailed above, the following information is 
provided by the automatic journaling option of file control. 

• Data set identif icaticn (internally generated by CICS/VS) 

• Becord identification supplied by the application program 

The user prefix is generally application dependent and is defined 
by the user. For automatic logging, the user data may comprise the 
record read from the data set for updating, the record to be deleted, 
or the record to be added to the data set. It may instead be data 
supplied by the user task, such as terminal messages. 

Specification of J£urn.a2ing 

As indicated previously, automatic logging may be specified by the 
user in the file control table fcr each reguired protected data set. 
Automatically logged information is used by the TEE to back out data 
set modification activity initiated by in-flight tasks. The user may 
also specify additional journaling activity in the FCT. This is called 
automatic journaling, and it enables the user to reguest that activity 
(beyond that logged by file control for backout purposes) also be 
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journaled by file control. This activity may include journaling of 
records after an update is completed; for example, for user programs 
to recover a data set following an unrecoverable I/O error based on a 
previous backup copy of the data set. Automatic journaling activity 
can be directed to the system log, or to a user journal data set. 
(Refer to the C£C§/Vj§ System P£0.a.r.ajj|l!£ M££££££S USBUS!* SH20-9004, 
for further information en specification of automatic logging and 
automatic journaling.) 

Automatic logging will also be initiated by transient data to record 
activity against intrapartition destinations defined in the DCT as 
recoverable. Temporary stcrage update, add, and delete activity against 
exclusive control destinations (lATAIDs) will also be automatically 
logged by temporary storage. Refer to • Transient Data Recovery" and 
to "Temporary Storage Recovery" later in this chapter for further 
information. 

Journal reguests may be made directly by user tasks, through the 
use of journal control macro instructions. User journal records issued 
in this «ay may comprise data for audit purposes, for example, or may 
contain data to assist in subsequent application-dependent recovery, 
such as terminal messages. 

Use of Journals at System InitiaJisaJioji 

On a warm start of CICS/VS, nc data set backout is necessary. All 
transaction activity was completed and the system was quiesced when 
the previcus controlled shutdown teok place. 

On an emergency restart, the CICS/VS-prcvided recovery utility 
program (ROP) identifies all in-flight tasks at uncontrolled shutdown. 
It transfers all automatically jcurnaled data set modification journal 
records (and other user journal records) , written to the system log by 
the in-flight tasks to the restart data set. The CICS/VS transaction 
backout program backs out protected data set activity initiated by 
in-flight tasks. The post-initiali2ation phase is then entered. 

During this phase of system initialization, user programs identified 
in the program list table for use during post-initialization are 
executed. These user programs may issue journal control macro 
instructions to access user journal data sets, or may read data set 
journal records from the restart data set. 

JfiHEUill ISfluests 

The following types cf journal requests can be requested during 
normal execution of CICS/VS by application programs. They are explained 
in more detail in the C£CS./VS. Applies JUsjj fIfiS*aromer.ls Eefegence flan^al, 
SH20-9003. 

WBITE - Create a logical record for the relevant journal 

data set. 
WAIT - Synchronize request. 
POT - Implies WRITE, WAIT. 
NCTE - Note current logical record positioning of journal 

data set. 
CHECK - Test return code for any exceptional conditions. 
PCINT - Position journal to a specified logical journal 

record. 
GETF - Get (forward) next logical journal record. 
GETB - Get (backward) next logical journal record. For 

further discussion of the WRITE, WAIT, PUT, and 

CHECK journal requests, refer to the c ycs/VS Sys£ej§ 
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ELQSZ&toMSils ISlJsISSSis Manual fcr further discussion 
of~the~NQTE7 £CIN57~GiTF~and"GETB journal requests. 

Transaction Journals 

The journaling facility of CICS/VS can be utilized by user programs 
to journal any application-dependent information , which can subsequently 
be retrieved by user-written post-initialization programs. This 
journaled information may include terminal transactions. A transaction 
journal produced in this way provides a record of every terminal 
transaction received by the system, and may also include every output 
message sent tc terminals. A terminal input message may be written by 
the user to a unique user journal data set and/or the system log, 
immediately after a task is given control to start processing the input 
message. The journaling of the input message should be the first 
activity carried out by the initial prcgram which operates on that 
transaction. 

The transaction journal may be used for audit and for transaction 
recovery purposes (see "Transaction Eestart" later in this chapter) . 
Transaction journals developed in this way may avoid the need for BTAM 
terminal operators to retransmit transactions on system restart, if 
those transactions had been entered completely before system 
termination. 

The first input message received from VTAM terminals for each logical 
unit of work carried out by iressage-prctected tasks (as specified in 
the ECT) is automatically logged by the VTAM terminal control program. 
Similarly, committed output messages are logged. CICS/VS uses these 
logged messages to establish message recovery and resynchronization 
with VTAM programmable controllers on emergency restart. Input messages 
belonging to 4-n-flight LBHs cr committed output messages for which a 
positive response had not been received, are transferred during 
emergency restart to temporary storage. In-flight input messages in 
temporary storage can be utilized to resubmit transactions for 
reprocessing, after their activity has been backed out. The final 
decision as to whether transactions must be resubmitted en restart 
depends upon the application requirements. 

EBEEABATION OF USEE G0UBNA1S 

Disk extents that receive journal data set output must be allocated 
and Preformatted prior tc their use in CICS/VS execution. A journal 
format utility program is supplied by CICS/VS to complete this 
formatting. (See the CI£§/VS. Operations Guide.) Cnce formatted, 
extents can be (and are) reused for successive CICS/VS executions. The 
system operator is notified when an extent is full, to enable the 
scheduling (concurrently with CICS/VS) of a user-written batch program 
to copy -the journal extent tc an archive data set en disk or tape before 
allowing the extent to be reused, if required by the user. A PAUSE 
option is provided for the user to prevent reuse of the extent by 
CICS/VS until the archive copy is completed. More than one journal 
extent may be specified by the user to permit CICS/VS to make an extent 
switch wlben one extent is full, and to continue CICS/VS operation while 
the full extent is being copied to the archive data set. 

Tape journals may utilize either one cr two tape drives. If one 
tape drive is used, CICS/VS directs the system operator when another 
tape must be mounted, and prcvides its own tape label management. If 
two tape drives are used, it automatically switches to the other tape 
drive and directs the operator tc dismount the previously used tape. 
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The CICS/VS-provided tape end-cf-file utility program may be used 
offline to reposition and clcse correctly a journal tape after an 
uncontrolled shutdown. For the tape system log, this function is 
performed by CICS/VS during an emergency restart. In order to enable 
the repositioning prcgran to operate properly, the tapes must be 
formatted (with the CICS/VS-provided tape format utility program) the 
first time they are used for jourraling. 

Logged information is utilized by various CICS/VS programs during 
emergency restart to back out the processing of in-flight tasks. 

Jcurnaled infcrnation may be utilized during the post-initialization 
phase on restart by user-written application programs (identified in 
the program list table) . This infcrnation may be read either from the 
particular user journal data set, or from the restart data set following 
an emergency restart, if it was originally written to the system log 
before uncontrolled shutdown. 

The information included in the system prefix detailed above, and 
in the journal control data record, can be used to identify: 

• The transaction identification of the task that logged or journaled 
the data 

• The sequence number of that task allocated internally by CICS/VS 

• The identification of the terminal involved 

• The time of day that the data set record was written to the journal 
data set 

For automatically logged data sets, the information in the system 
prefix can be used to identify: 

• The original data set to which that record belongs 

• The identification of the particular logical record within the data 
set 

DATA SET BACKOOT 

Data set backcut during emergency restart is achieved by the CICS/VS 
transaction backout program, which reads data set log records for 
in-flight tasks from the restart data set, where they were written by 
the CICS/VS-prcvid€d reccvery utility program as described previously. 
The transaction backout program is executed during the 

post-initialization phase of emergency restart, and backs out the effect 
of these in-flight tasks. See Figure 8-7 for a description of the 
transaction backcut prcgran. 
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1. CICS/VS Recovery Utility Program (RUP) 
reads system log backwards, identifies 
inflight tasks, and copies data set log 
records and user journal records, to restart 
data set. 

2. CICS/VS Transaction Backout Program is 
executed after CICS/VS Recovery 
Utility Program. 

3. CICS/VS Transaction Backout Program 
identified in the PLT, reads data set log 
records for inflight tasks from restart 
data set. 

(J) Data Set Log Records are used to backout 
effect of inflight tasks activity against 
user data sets. 
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Extended Description 



(§) The "Before" Log Record of an update replaces the original record in the 
data set. A "Before Deletion" record for a key sequenced VSAM data set 
is added back to the data set. An addition to a key sequenced VSAM data 
set is physically deleted. An addition to other access method data sets is 
logically deleted by the user by turning on a "Delete Flag" in the record. 
(It is the user's responsibility to subsequently recognize this record as 
being logically deleted, via this flag.) 



Figure 8-7. Transaction Eackout Program (User Data Set Backout) 

The log records read frcm the restart data set by TBP are either 
the record read iron the data set prior to update or deletion, or the 
identification of a new record added to that data set. 

For an update, the relevant logical record in the data set is 
retrieved, and the ccntents cf that updated record are replaced by the 
original data record contents from the journal reccrd. The effect of 
the in-flight task prior tc systea termination is therefore reversed, 
and the logical record on the data set is returned to its state before 
the update. 

For a deletion (which can only be made to key-sequenced VSAM data 
sets) , the deleted record frcm the journal must be added to the data 
set again, by the backout program* tc remove the effect of the inflight 
task. 

File control automatically logs the contents of a reccrd to be 
deleted, before the physical deletion takes place. It appears on the 
system log (and hence on the restart data set) as if it were a record 
before an update operation. TBP, therefore, first attempts to replace 
the data set record by the legged record as if to back out an update. 
If a "no record found" error indication is returned, TBP recognizes 
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that the record is associated with a prior delete operation and adds 
the logged record to back cut the delete operation. This approach 
avoids possible duplication cf records, which could otherwise occur 
under the following conditions: 

a. Uncontrolled shutdown before delete completed. CICS/VS may have 
automatically legged a record to be deleted, but an uncontrolled 
shutdown may have occurred before the physical delete operation 
cculd be completed. 

b. Restart of emergency restart. In the event of a system failure 
during emergency restart, emergency restart can be run again as 
previously described. If a deletion is always backed out by 
addition, records which were added prior to emergency restart 
failure are added again when restart is performed again. 

The TEP therefore, first checks that the deleted record is present 
on the data set. If it is, it does not add it again. This approach 
permits emergency restart to be rerun as often as necessary without 
possible duplication of records. 

If the log record indicates an addition, and the data set accessed 
is a VSAM key-seguenced data set, a CICS/VS file control DELETE macro 
instruction is issued to remove that added record from the data set. 
However, if the added record was made to an entry-seguenced VSAM data 
set, a DAM data set, or an ISAM data set, that added record should be 
logically flagged by the user to indicate that it has been deleted. 
This can be achieved by user programming developed for use in the error 
exit of TBF. Such a "logically deleted" record shculd be ignored if 
it is subsequently retrieved by normal CICS/VS application programs. 
Each application program which accesses that data set during normal 
CICS/VS operation must check the logical deletion flag set in the error 
exit of the transaction backout program, and consider that record 
deleted if it is ON. In this way, the addition of records by in-flight 
tasks is removed. 

CICS/VS application programs can also achieve the logical deletion 
of a record in a VSAM entry-seguenced data set, or in an ISAM or DAM 
data set by turning ON the logical delete flag as previously described. 
The logically deleted record then "updates" the original record on the 
data set. if the logical deletion must be backed cut on emergency 
restart, it must be "logically added" to the data set. This is acheived 
by turning OFF the delete flag. 

However, such a lcgically deleted record appears to CICS/VS as if 
it is a normal updated reccrd. CICS/VS, during normal operation, logs 
the "before" image of the record prior to its update being written. 
The before image has the delete flag OFF. During emergency restart, 
TBP backs out the "update" (that is, logical deletion) using the 
before-image logged record, which therefore automatically "adds" back 
the logically deleted reccrd. Thus, no special user backout action is 
necessary. 

Backout processing can take place correctly only if the data set 
content has not been damaged during the abnormal termination. This 
could occur, for instance, in the case of a power failure. If the 
backout cannot take place because cf a damaged data set, the user must 
recover the data set from a backup ccpy before attempting another 
restart. 
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ONiiHE RLZI £M2 BA^E BIC^OOT 

The facilities described previously for CICS/VS file control backcut 
are also used, in part, by DL/I when used online with CICS/VS. 

DL/I LOGGING OSING CICS/VS SSSTEK ICG 

DI/I DOS/VS and IMS/VS DL/I (when used online with CICS/DOS/VS and 
CICS/OS/VS respectively) optionally direct DL/I leg activity to the 
CICS/VS system leg by issuing journal control reguests. Thus all 
CICS/VS and DL/I log activity appears on the sane system log. 

A CICS/VS application program schedules itself against a DL/I PSB 
by issuing a PCB scheduling call. (See the relevant £I£§^VS. and DL^I 
Application J?£osr§mmer.2§ B§fg£§B£g AftBJlfllO The program indicates it 
has finished its use of the PSB ty either issuing a DL/I TERM 
(termination) call, or by terminating itself. 

DL/I logs the scheduling and termination call reguests to the CICS/VS 
system log, identifying the task and the related PSB name. Between 
the scheduling and termination calls, ether DL/I calls which result in 
modification of DL/I data bases will initiate log activity. Similarly, 
CICS/VS activity against protected resources (data sets or 
intrapartition or temporary storage destinations) will also be logged. 
Such log activity will appeal on the CICS/VS system log between the 
DL/I scheduling and termination log records. 

DL/I TERMINATION ACTIVITY 

A DL/I termination call forces all DL/I data base records, which 
had been modified in DL/I buffers in storage by the relevant task, to 
be written to their appropriate data bases. The termination call 
indicates the logical completion of DL/I activity by the task, which 
should not be backed out in the event of a subseguent uncontrolled 
shutdown. The termination call indicates the completion of a DL/I 
logical unit of work. It also is recognized by CICS/VS as the 
completion of a logical unit of work for any CICS/VS log activity which 
preceded the call. Thus it is regarded by CICS/VS as similar to a user 
synchronization point. 

Similarly, a user synchronization pcint reguest issued by the task 
is regarded as a DL/I termination call reguest. Thus, a DL/I 
termination record, and a user sync point record on the CICS/VS system 
log indicate completion of the current LOW. 

DL/I DATA EASE BACKOOT DOBING CICS/VS EMERGENCY BESTABT 

During emergency restart, the recovery utility program scans the 
CICS/VS system leg backward. End-cf-task records, sync point records, 
and DL/I termination records enccuntered on the backward scan identify 
completed LOHs. CICS/VS and DL/I log activity initiated by in-flight 
LDHs is collected by BOP as previously discussed. CICS/VS backs out 
file control data set activity fcr in-flight LOWs using the transaction 
backout program as described earlier. CICS/VS alsc issues the necessary 
DL/I calls to back cut in-flight DI/I activity directly against the 
relevant DL/I data bases during emergency restart. It is not necessary 
to run the batch DL/I backout utility. 

If the uncontrolled shutdown was caused by an unrecoverable I/O 
error on a DL/I data base, that data base must first be recovered prior 
to emergency restart. This is achieved by running the batch DL/I 
recovery utilities. 
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ONLINE DI/I ENTBY DATA EASE EACKOOT TECHNIQUE 

DL/I ENTBY permits online replace, delete, and insert operations 
against HISAM data bases. However, it does not provide a fcackout 
utility as does EL/I DOS/VS. The following technigue may be considered 
by users who wish to implement their own backout support for DL/I ENTBY. 

DL/I ENTEY HISAM data bases are defined to CICS/VS in the FCT as 
VSAM key-seguenced data sets. (A VSAM entry-seguenced data set is not 
also used as it is for DL/I DOS/VS or IMS/VS DL/I HISAM data bases.) 
These VSAM data sets support update, addition, and physical deletion 
of logical records. 

DL/I ENTEY uses CICS/VS file ccntrol macro instructions to carry 
out I/O against the VSAM key-seguenced data set used to contain a HISAM 
data base. A DL/I HISAM data base record may comprise one or more VSAM 
logical records. DL/I ENTEY will translate application program calls 
to replace, insert, or delete DL/I segments into file control reguests 
to update, add, or delete VSAM key-seguenced logical records. 

If HISAM data bases are specified in the FCT as protected VSAM 
key-seguenced data sets (that is, LOG=YES) , file ccntrol will 
automatically log update, add, and delete reguests issued by DL/I ENTEY. 
The CICS/VS application program must issue an explicit user sync point 
reguest, at the point where a DL/I termination call is issued, as DL/I 
ENTEY will not leg a termination record. However, the sync point will 
indicate completion of the logical unit of work. It will also degueue 
VSAM logical records which were modified during the LUW. In emergency 
restart following an uncontrolled shutdown, the CICS/VS recovery utility 
program will identify in-flight LUHs and will transfer logged data set 
activity for such in-flight tasks to the restart data set. The CICS/VS 
transaction backcut program will then back out the logged activity 
against the relevant VSAM key-seguenced data sets. The user can 
participate in this backcut through use of the TEE input exit. (See 
"Transaction Backout Program" earlier in this chapter.) This backout 
will restore the HISAM data base to its status prior to the initiation 
of DL/I activity by in-flight tasks. 

The implementation of this technigue is a user responsibility. The 
technigue does net represent a commitment by IEM to support backout of 
online DL/I ENTBY data bases. It may reguire further investigation by 
the user to ensure that data base integrity is net compromised. This 
technigue is practical for DL/I ENTBY because it does not support HDAM 
or HIDAM, and because it uses file ccntrol to reguest I/O. 

DL/I ENTEY SEGMENT SCHEDULING 

DL/I ENTBY does not use segment intent scheduling, as implemented 
for DL/I DOS/VS cr IMS/VS DL/I when executed online with CICS/VS. 
Instead, the specification in the ECT of automatic logging for VSAM 
key-seguenced data sets used by HISAM data bases enables CICS/VS file 
control protection to be used. (See "Erotected Eesources" earlier in 
this chapter.) When a task reguests a replace, insert, cr delete 
operation through a DL/I call, the relevant file ccntrol I/O reguest 
causes automatic logging for backout, and also engueues the task on 
the relevant file control logical record. If a concurrently executing 
task also attempts modification of the same logical record, it will 
wait until the first task degueues from the record before it engueues 
on the record. This is done automatically when the application program 
issues the CICS/VS user synchronization point reguest at the termination 
of DL/I activity by the task, or when the task terminates. The second 
task then engueues on the record and proceeds with its activity. 
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The result is data integrity at the VSAH logical record level, 
without the potential performance disadvantage of segment intent 
scheduling. 

TEMPORARY STORAGE RE COVE BY. 

TEMPORARY STORAGE RECOVERY AITER CCMBCLLED SHOTDCWN 

CICS/VS supports the warm start of temporary storage records on disk 
following a controlled shutdown, but dees not attempt warm start of 
temporary storage records in dynamic storage. The following paragraphs 
discuss data that can be stored in main storage and that which must be 
stored on auxiliary storage for subseguent warm start following a 
controlled shutdown. 

Main Storacje Residence 

Temporary storage allocated tc main storage is not recoverable in 
the event of either abnormal cr normal termination. Although 
application procedures can be developed to attempt recovery of this 
information, main storage generally should be used as a temporary 
storage medium for data that does net need recovery. Typically, it 
should be used only for short-term storage of information, such as for 
transferring infermation between programs executing under control of 
the same task. If information is to be passed to programs executed by 
other tasks (implying lenger-term storage of information) , auxiliary 
storage should be used. 

Auxiliary Storage Residence 

If, during system initialization, temporary storage is to be warm 
started, the temporary storage warm keypoint (containing, for example, 
the temporary storage use map and auxiliary storage data 
identifications) is utilized by CICS/VS to restore the status of 
temporary storage. 

If, prior to controlled system termination, certain data 
identifications were released or purged, the warm keypoint taken at 
termination will reflect this action. On warm start, this deleted 
information will not be used in reestablishing the various temporary 
storage data identifications. 

2§£lifi3i Paging Availability. 

Terminal pages presented by application programs to BMS are written 
to temporary storage on disk for later retrieval either automatically, 
or on request by terminal operators. Temporary storage on disk is 
retained on a warm start, and terminal pages are still available 
following system restart. 

Hfissafle Routing Availability. 

Similarly, messages to be transmitted to terminals using the CICS/VS 
message routing facility are written tc temporary storage on disk and 
are still available for transmission on warm start of temporary storage. 
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TEMPORARY STORAGE RECOVERY AFTER UNCONTROLLED SHUTDOWN 

Temporary storage is not recovered by CICS/VS following an 
uncontrolled shutdown. Temporary storage in dynamic storage is lost. 
However, a technique is presented later in this section for user 
implementation of temporary storage recovery for dynamic storage. 

TEMPORARY STORAGE RECOVERY AFTER UNCONTROLLED SHUTDOWN 

Temporary storage (on auxiliary storage) is recovered by CICS/VS 
during emergency restart following an uncontrolled shutdown. Temporary 
storage in dynamic storage is lost. However, a technique is presented 
later in this section for user implementation of temporary storage 
recovery for dynamic storage. (See "User Recovery of Temporary Storage 
Using Dynamic Storage.") 

Temporary Storage Automatic Logging 

Temporary storage automatically logs activity which results in a 
change to the temporary storage data set. This includes the following 
operations: 

• Output (temporary storage PUT and PUTQ macro instructions) 

• Update (PUT or PUTQ with TYPEOPER= REPLACE macro instructions) 

• Release (temporary storage RELEASE and PURGE macro instructions) 

(Refer to the CICS/VS Application Programmer 1 s Reference Manual , 
SH2 0-900 3, for a description of these macro instructions.) 

When a task accesses a temporary storage destination (DATAID) for 
any of the above operations, temporary storage enqueues the task on 
that destination until the end of its current logical task unit of work 
if the destination has been defined as protected in the temporary 
storage table (TST) . Any other task which attempts to operate on the 
same destination for other than a nondestructive read request will 
result in an attempt to enqueue on the same destination, and will wait 
until the first task completes its LUW and is dequeued from the 
destination. The second task is then enqueued to carry out its required 
processing. 

Any of these operations represent an implied enqueue issued by 
temporary storage. Alternatively, the application program may issue 
an explicit enqueue request by issuing the temporary storage GET or 
GETQ macro instruction specifying TYPEOPER=EXCL. This may be desirable 
when the destination has not been separately defined as protected. The 
program must ensure that no other task has concurrent access to the 
same destination for the duration of its logical unit of work. 

If a record in temporary storage is updated, the old copy of the 
record is logged to the system log. This is used to back out the effect 
of that update, if a subsequent uncontrolled shutdown occurs with the 
current LUW still in-flight. 

Automatic logging for output and release operations (PUT, PUTQ, 
RELEASE, and PURGE) is deferred until the end of the logical unit of 
work. At this time, temporary storage forces output of the temporary 
storage VSAM write buffer if it contains changed data for the particular 
destination (DATAID) . The new status of the destination is logged to 
the system log identifying the total record count for that DATAID. If 
the DATAID is to be retained, the logical current record count and 
total record count are updated in the temporary storage tables in 

Chapter 8. CICS/VS Recovery and Restart 267 



dynamic storage to reflect processing activity carried out during the 
LUW. If the DAT AID is to be released, the RELEASE or PURGE operation 
is carried out at this time. The task is then dequeued from the 
destination. 

If an uncontrolled shutdown occurs prior to completion of the LUW, 
all activity by the in-flight LUW against the temporary storage 
destination is backed out on emergency restart. 

Temporary Storage Recovery 

On emergency restart, the recovery utility program identifies 
in-flight tasks and collects infoirmation defining the logical status 
of each protected temporary storage destination at the time of the 
uncontrolled shutdown. RUP links to the temporary storage recovery 
program (TSRP) , which reads the temporary storage data set to collect 
all data pointers required to reconstruct the temporary storage tables 
in dynamic storage for protected destinations. Each record on disk is 
self -describing and contains the DATAID and the record sequence number 
within a message set (queue) . As the data set is read, and the 
temporary storage tables are reconstructed, the status of each VSAM 
control interval is determined and used to reconstruct the temporary 
storage use map. 

At the completion of TSRP processing, all recoverable destinations 
have been restored to their most recently recorded logical status with 
in-flight LUW activity backed out. 

Recovery of temporary storage in this way also restores terminal 
paging and message routing. 

In addition, interval control requests and automatic task initiation 
requests from transient data (which are recorded on temporary storage 
by CICS/VS during normal operations, for subsequent recovery) are 
reestablished on emergency restart. 

USER RECOVERY OF TEMPORARY STORAGE USING DYNAMIC STORAGE 

The user can specify, at CICS/VS initialization time, that auxiliary 
storage residence of temporary storage is not required. (See the 
CICS/VS System P rogrammer' s Reference Manual .) Temporary storage 
requests are then satisfied using dynamic storage only. This may be 
desirable, for example, in an installation with limited real storage 
availability that (except for the use of VSAM for temporary storage 
residence on disk) does not otherwise have a need for VSAM support. 
In this environment, the user may wish to specify that auxiliary storage 
residence is not required for temporary storage support, if the 
potential performance degradation trade-off is acceptable. (See 
"Virtual Storage Access Method (VSAM)" in Chapter 7.) 

The user should also recognize that temporary storage recovery is 
not supported for dynamic storage residence. Temporary storage recovery 
in this environment is a user responsibility. The following technique 
may be used to implement recovery of temporary storage resident in 
dynamic storage. This technique can be used either for a warm start 
following a controlled shutdown of CICS/VS, or for an emergency restart 
following an uncontrolled shutdown. It does not attempt to back out 
the processing carried out by in-flight logical units of work prior to 
uncontrolled shutdown. It does recover all temporary storage activity 
up to the time of shutdown. Use is made of the temporary storage 
program user exit "before request analysis" (XTYPREQ) to reduce the 
amount of coding necessary for recovery in the user's CICS/VS 
application programs. (See CICS/V S System Programmer 1 s Reference 
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Manual , SH20-9004.) 
recovery technique. 



Figure 8-8 illustrates this temporary storage 



INPUT 



PROCESSING 



OUTPUT 



User-Written 

Application 

Program 



Temporary 
Storage 
XTYPREQ 
User Exit 



User-Written 

Temporary 

Storage 

Recovery 

Program 



Normal CICS/VS Operation 



\? 



1. User application program issues GET/GETQ, 
PUT/PUTQ, and RELEASE/PURGE requests. 

2. Temporary storage request analysis user 
exit intercepts request. 

3. User exit journals PUT/PUTQ and RELEASE/ 
PURGE information for recovery. 

4. User exit returns control to temporary 
storage program. 

5. Temporary storage completes original 
request by application program. 
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6. User-written temporary storage 
recovery program is identified in PLT, 
and executed after CICS/VS recovery 
utility program. 

7. User journal data set is read forwards. 

8. Any PUT or PUTQ journaled request is 
reissued to the appropriate temporary 
storage data identification. 

9. Any release or purge journaled request 
is reissued to the appropriate data 
identification. 

10. When end of user journal reached, 
temporary storage has been recovered 
to reflect journaled activity. 
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These user journal records are written to the user journal data set 
either synchronously using a journal control PUT macro instruction (see 
"Journal Requests" in this chapter) , or asynchronously using a journal 
control WRITE macro instruction. Synchronous jour na ling will ensure 
that a copy of the user journal record exists on the user journal data 
set before the temporary storage operation is carried out. Asynchronous 
journaling enables the journal I/O to be overlapped with subsequent 
application program processing. While asynchronous journaling results 
in improved performance, it introduces added complexities during 
subsequent recovery. 
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This journaling, carried out by user-written code incorporated in 
the CICS/VS temporary storage program by means of a user exit, has the 
advantage of not requiring any special coding by the application 
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programmer. Furthermore, it permits records directed to temporary 
storage (such as terminal pages cr routed messages) by BMS to be 
journaled for subseguent recovery also. This additional user exit code 
may be easily removed from the temporary storage program in the future, 
if desired. 

If a controlled or uncontrolled shutdown subsequently occurs, a warm 
start or an emergency restart will be carried out to restore CICS/VS 
to its status at termination. This will cold start temporary storage 
in dynamic storage, and subsequently execute user-written programs 
identified in the program list table during the post-initialization 
program phase. 

The user-written temporary storage recovery program can be specified 
in the PIT and executed. This recovery program reads the user journal 
data set forward. As each journal record is read, the data ID and 
temporary storage macro instruction, issued during previous CICS/VS 
operation, is issued again tc the same data ID. Any data record in 
the journal record is written tc temporary storage using a temporary 
storage POT or POTQ macrc instruction as originally issued. Any 
temporary storage BEXEASI or PUEGE macro instruction identified from 
the user journal is also issued to the relevant data identification. 

The result of this program's execution is that all temporary storage 
records written, and EELIASEd or PUBGEd, during previous system 
operation are reestablished in the same chronological seguence as prior 
to CICS/VS shutdown. 

TBAHSIEgT DATA BJCOVEBY 

CICS/VS supports the recovery of intrapartition destinations, but 
does net provide support fcr the recovery of extrapartition 
destinations. Such recovery is the responsibility of the user. The 
procedures for recovery of the two types of transient data are discussed 
in the following. 

INTBAPABTITION DATA SET BECOVEBY AITEB CONTBOLLEE SHOTDOHH 

On warm start after a controlled shutdown, CICS/VS reestablishes 
all intrapartition destinations and reconstructs the destination control 
table (DCT) entries to reflect their status at termination. The 
transient data use bit map (which is used for the allocation of tracks 
to various intrapartition destinations) is also reestablished. In this 
way, the status of intrapartition destinations is automatically 
recovered on a transient data warm start. 

AHiSfiStis l§sk Initiation. 

The queue count and trigger level of each intrapartition destination 
are reestablished on van start cf transient data. Consequently, 
automatic task initiation can be utilized on warm start as if 
termination had not occurred. 

■JESUSlljal Output 

Because of the reestablishment cf transient data intrapartition 
destinations on a warm start, and the ability to use automatic task 
initiation, terminal output directed to transient data intrapartition 
destinations is automatically recovered, and will be transmitted to 
the relevant terminal as soon as that terminal is in service and able 
to receive output. 
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ifij* (fil lASil) Priority fifi£essinc| 

As discussed in Chapter 3, information received from terminals nay 
be edited, validated, and, if correct, written to transient data 
intrapartition destinations to enable further prccessing. This 
processing may permit the updating of various data sets, for example, 
to be carried out while the terminal is able to continue entering other 
transactions. 

Information written to intrapartiticn destinations will be recovered 
on a wan start. This enables transactions entered from terminals to 
be guickly validated, and then recorded on disk to allow the processing 
necessary for those transactions to be carried out on warm start of 
CICS/VS (if necessary) after controlled shutdown. The terminal operator 
need not be required to reenter those transactions. 

INTBAPAETITION DATA SET BECOVEBY AfTEB ONCCNTBOLIEB SHOTECWN 

CICS/VS provides recovery of the intrapartiticn data set during 
emergency restart following an uncontrolled shutdown. The recovery 
attributes of each intrapartition destination may be specified by the 
user in the DCT. The definition of recovery attributes for each 
intrapartition destination causes CICS/VS to automatically journal to 
the system log the information necessary to recover each destination 
gueue. 

The recovery attributes of an intrapartition destination may specify 
either physical or logical recovery. 

Physical Bee over v. 

When physical recovery is specified for a destination, the following 
functions are performed during CICS/VS operation: 

• The destination entry is keypointed as part of a periodic system 
activity keypoint. 

• The destination entry is automatically logged by the transient data 
program to the system log on the first transient data POT macro 
instruction issued by any task in the system against each physically 
recoverable destination, and when the destination is POBGEd. 

• The destination entry is automatically logged by the transient data 
program before execution of each transient data GET macro 
instruction. 

• The destination entry is automatically logged, by the transient 
data program for reusable gueues, as a track is released - only if 
it has been completely read and a new transient data GET macro 
instruction is issued to the queue (that is, the record will be 
read from the next track). 

During emergency restart, a physically recoverable queue is restored 
by the CICS/VS transient data recovery program as follows: 

• The start of the queue, identified in the DCT, is set to the first 
track in existence for the queue. 

• The location of the next reccrd to be read from the queue (the GET 
pointer) , is set in the ECT to the last record previously read if 
the task (or LOW) that issued the GET did not complete successfully. 
It is set to the following reccrd if the task or LOW had completed. 
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• The location of the next record to be written to the queue (the 
FOT pointer) , is set in the BCT to point after the last phjsical 
record present in the queue at emergency restart. 

Following emergency restart, each physically recoverable destination 
will have been recovered tc reflect all FOT activity. All GET activity 
to each destination will alsc be recovered, except for the last record 
which had been read by an in-flight task against these destinations. 
This record may not have been completely processed prior tc uncontrolled 
shutdown and must be reread en emergency restart. 

I&c[ic£l Jecfivery. 

Logical recovery results in restoring the GET and POT pointers to 
their status at the completion of a logical unit of work (LOW). When 
logical recovery is specified, recoverable destinations are periodically 
keypointed in the system activitj keypcint, and their status is logged 
at the end of each LOW which uses each destination (that is, at a sync 
point or end of task) . 

This logging is deferred until the end of a LOW, in the event that 
an uncontrolled shutdown may occur during the LOW. If this happens, 
no record of the activity of the in-flight task will appear on the 
system log. On subsequent emergency restart, the status of those 
intrapartition destinations operated upon by in-flight tasks is 
automatically backed out to the status at the end cf the last LOW which 
operated on those destinations. 

If an uncontrolled shutdown dees not occur, at the end of the LOW 
the status of all intrapartition DCT entries operated on during that 
LUW is legged as part of the sync point for the LOW. If subsequent 
uncontrolled shutdown occurs, the ECT status will be restored to that 
at the end of the last LOH for each destination, or from the last system 
activity keypoint. 

IlfiiSfited ££s£in,3£i£nj 

Destinations are protected for the duration of a logical unit of 
work, to prevent interleaved input and output activity. For protection, 
each destination is considered tc consist of two separate facilities. 
This permits one LOW to have exclusive control of the output facility 
and another LOW tc concurrently have exclusive control of the input 
facility. There is no conflict between these facilities unless the 
input LOW attempts to read the data records written by an output LOW 
while the output LOW is still active. In this case, the input LOW 
waits until completion of the output LOW. 

On emergency restart, the result cf logical recovery is for CICS/VS 
to back out, from the queues, the activity of these in-flight tasks 
which had not completed a logical unit of work at system termination. 

Following emergency restart, automatic task initiation, terminal 
output and low or high priority processing information on recoverable 
intrapartition destinations are recovered. 

EXTBAPARTITION DATA SET EECOVEBY 

CICS/VS does not provide for recovery of extrapartition data sets. 
If this is significant to the online application, the system design 
team must develop procedures to enable that information to be recovered 
for continued execution en restart, following either a controlled or 
uncontrolled shutdown of CICS/VS. 
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There are two areas which oust be considered in recovery of 
extrapartition data sets: 

• Input data sets 

• Output data sets 



Ifi-EiJi Sata Sets 

The main infornation reguired en restart is the number of records 
processed up to the time of system termination. This may be recorded 
during processing using the journaling capability of CICS/VS f as 
described in the following paragraphs and illustrated in Figure 8-9. 



PROCESSING 




Normal CICS/VS Operation 



1. User application program enqueues on extra- 
partition data identifications to be operated 
on by program. 

2, User program reads from relevant extra- 
partition input destinations, and accumu- 
lates number of reads against each 
destination. 

i 3. At completion of logical unit of work, user 
program journals number of reads against 
each destination to user journal data set, 
then dequeues from each destination. 



Warm Start, Or Emergency Restart 



4. User-written extrapartition input reposition- 
ing program is identified in PLT| and during 
post-initialization phase. 

5. User journal data set is read forwards. 

6. When journal record for destination is found, 
user program reiussues to get macro instruc- 
tions for total number of reads to that des- 
tination in journal record. 

7. When end of user journal reached, extra- 
partition input data sets are repositioned 

to point reached when CICS/VS terminated 
with any inflight task activity automatically 
backed out. 
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3. If system terminates before user journal 
record is written for a destination, 
previous journaled information for that 
destination is used. 



7. As inflight tasks did not complete a LUW 
no activity for those tasks appears on the 
user journal data set. 



Figure 8-9. Extrapartition Incut Data Set User Recovery (Logical 
Becovery) 

Each application program which reads records from extrapartition 
input destinations should first enqueue to ensure exclusive access to 
those destinations. This will prevent interleaved access to those same 
destinations by ether concurrently executing tasks, and so enable the 
user*s extrapartition recovery technique to operate correctly. (This 
provides a similar capability to that described earlier in this chapter 
in "Protected Resources. ••) 

Transient data GET macro instructions are then issued by the 
application program, to read and process extrapartition incut records. 
The application programs accumulate the total of input records read 
and processed during execution for each destination. The total number 
of GETs is journaled by the program to a user journal data set, together 
with the relevant destination identifications. This journaling is only 
carried out at completion of a logical unit of work, which may be at 
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end of task or at a user sync point, such as on a conversational 
terminal operation (see "Logical Task Synchronization" in this chapter) . 

Following output of the user journal record, the application program 
degueues itself from the input destinations, to permit other application 
programs to access those extrapartition input destinations. 

If uncontrolled shutdown cccurs prior to this user journaling, no 
records will appear en the user journal data set for that logical unit 
of work, and the effect of that in-flight task is therefore 
automatically backed out on emergency restart. However, if the user 
journal record is written before uncontrolled shutdown, this completed 
input data set processing will be recognized on emergency restart. 

On a controlled shutdown, CICS/VS will wait until the application 
program completes execution normally. This will enable the input data 
set activity to be recorded by the user for subseguent warm start. 

On emergency restart following uncontrolled shutdown or on a warm 
start following a controlled shutdown, the following procedure may be 
utilized. This will reposition the extrapartition input data sets, to 
reflect the input and processing of their records during previous 
CICS/VS operation. 

An uncontrolled shutdown does not permit a tape journal data set to 
be closed normally. This may be achieved through the use of the CICS/VS 
tape end-of-file utility program (see "Preparation of User Journals" 
in this chapter) prior to execution of the user recovery program. 

A user-written extrapartition input recovery program may be 
identified in the PIT for execution during the post-initialization 
phase. This program reads the user journal data set forward. Each 
journaled record indicates the number of GETs issued to the relevant 
extrapartition input data set during previous execution of application 
programs. The same number of transient data GET macro instructions is 
issued again by the recovery program, to the same input destination as 
referenced previously (see Figure 8-9) . 

On reaching the end of the user journal data set, the intrapartition 
input data sets are positioned at the same point tbey had reached prior 
to initiation of tasks which were in-flight at uncontrolled shutdown. 
The result is the logical recovery of these input data sets with 
in-flight task activity backed out. 

Output Data Sets 

The user recovery of output data sets is somewhat different from 
the recovery of input data sets. _ 

For a tape output data set, a new output tape should be used on 
restart. The previous output tape can be utilized if necessary to 
recover information recorded prior to termination. 

To avoid the loss of data in tape output buffers on termination, it 
may be desirable to write unblocked records. Alternatively, data may 
be written tc an intrapartition disk destination (which is recovered 
by CICS/vs on a warm start or emergency restart) and periodically copied 
to the extrapartition tape destination by an automatically initiated 
task. In the event of termination, the data is still available on 
restart to be recopied. (This is discussed further in the logical 
recovery technique presented below.) 

If a controlled shutdown of CICS/VS occurred, the previous output 
tape is closed correctly, and a tapemark is written. However, on an 
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uncontrolled shutdown such as on a power failure cr machine check, a 
tapemark will not be written to indicate the end of the tape. This 
may fce achieved by execution of the CICS/VS tape end-of-file utility 
program prior to use of that tape for subsequent recovery (see 
"Preparation of User Journals" in this chapter) . 

For a line printer output data set, if it is satisfactory to continue 
output from the point reached prior to system termination, no special 
action need be taken. However, if it is desired to continue output 
from a defined point, such as at the beginning of a page, it may be 
necessary to use a journal data set. As each page is completed during 
normal CICS/VS operation, that fact may be noted by writing a record 
to a journal data set. Cn restart, the page which was being processed 
at the time of failure can be identified from the journal data set, 
and that page reprocessed to reproduce that same output again, from 
the beginning of the page. Alternatively, an intermediate 
intrapartition destination may be used (as previously described) for 
tape output buffers. 

Since extrapartition disk output data sets are normal sequential 
data sets, a difficulty exists in locating the pcint where last output 
was written and continuing output from that point. Two techniques for 
user recovery ars presented in the following paragraphs, to permit the 
end of the extrapartition data s€t to be located for subsequent 
continuation of cutput. 

The first technique is suitable for physical recovery of the output 
data set. The end of the data set is located, and output then continues 
from that point with no attempt to back out in-flight tasks. This 
technique assumes that the programs which will subseguently process 
this output data set can detect possible duplicate (or missing) records 
resulting from lack of backout on physical recovery and take appropriate 
action. This detection may be achieved by each extrapartition record 
having a consecutive sequence number, for example. 

The second technique is suitable for lbqical recovery of the output 
data set. This also may utilize a consecutive sequence number in each 
record (for subsequent program detection) . The logical recovery 
capability offered by transient data intrapartition destinations is 
utilized for "spooling" of a logical section of data to an 
intrapartition destination, and then subsequently copying each completed 
logical section to the extrapartition destination. If an uncontrolled 
shutdown occurs, the in-flight transient data intrapartition task 
activity can be backed out. 

These two techniques are discussed further in the following 
paragraphs. The physical recovery technique is illustrated in Figure 
8-10. 
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Figure 8-10. Extrapartition Output Data Set User Becovery 
(Physical Bcccvery) 
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• Logical Recovery 

An alternative technique, which can be utilized in the event of 
either a controlled or an uncontrolled shutdown, takes advantage 
of the recovery support provided by CICS/VS for intrapartition 
destinations. This technique reguires extrapartition data to be 
directed during normal CICS/VS operation instead of to an 
intrapartition destination. (This reguires application programs 
to prepare that data as variable-length records, as required by 
intrapartition destinations.) 

Such data is directed to an intrapartition destination, rather than 
an extrapartition destination., When a logical section of data (for 
example, a printer page) has been gueued to that destination (based 
upon its trigger level), a task is automatically initiated. This 
task reads those records queued to the intrapartition destination, 
converts the reccrd format to fixed-length if required, and then 
writes those records to the appropriate extrapartition destination. 
This transfer of data frcm intrapartition to extrapartition 
continues until all records currently queued to the intrapartition 
destination have been read. At this point, a transient data PURGE 
macro instruction may be issued to release those tracks already 
read, for subsequent reuse. 

Several dummy records may be written to the extrapartition 
destination, when end of queue on the intrapartition destination 
has been reached. This forces a complete block cf records in the 
extrapartition data set buffers (QSAM buffers for CICS/OS/VS) to 
be written out. Subsequent programs which read this data set must, 
of course, test for these dummy records and ignore them. 

An uncontrolled shutdown may occur before the data currently queued 
on intrapartition has been transferred to extrapartition. If the 
transfer task is unable to complete normally, the effect of that 
in-flight task is backed out by CICS/VS on emergency restart. The 
data is still available on the intrapartition destination, and can 
be subsequently recopied to the extrapartition destination following 
restart when the automatically initiated task is activated again. 
The user must position the extrapartition data set at the end of 
the last completed logical section (using a sequence number in the 
record, for example) , before this reccpying from the intrapartition 
destination (following emergency restart) is initiated. 

USE CF JCUBNAL CCNTBCL FCB SEQUENTIAL DATA SETS 

As previously discussed, recovery of extrapartition data sets on 
warm start or emergency restart is a user responsibility. It can 
require a considerable amount of user implementation effort. One 
approach which may be considered for user recovery of tape or disk 
extrapartition data sets is based on the use of journal control by the 
user ' s application programs in place of extrapartition transient data. 
This reguires modification of existing application programs and a 
possible data conversion step before processing. However, this effort 
can be offset by the additioral support offered by journal control over 
transient data. The following discussion compares the different support 
offered by each facility. 

• Becord Format 

Journal control supports only variable-length blocked records with 
prefix control information preceding the data record. 
Extrapartition data sets, however, may be fixed-length or 
variable-length, blocked or unblocked, with no prefix control 
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information. Thus, journal control data sets lust be converted if 
compatibility is desired with existing extrapartition data sets. 

• Buffering 

CICS/OS/VS uses CSAM for extrapartition I/O and ESAM for journal 
control I/O. CICS/DOS/VS uses SAM for both. Journal control uses 
a sophisticated buffering technigue which can be controlled at 
CICS/VS initialization time by using different versions of the 
generated journal control table (JCT) having varying journal buffer 
size and buffer shiftup values for each journal data set. (See 
CICS/2S System PlfiSrajBerls Inference Manual, SH20-9004.) 

• Output Buffer Flush 

Extrapartition I/O does not enable a task to force output of the 
buffer on task termination. Journal control enables a task to 
force buffer output at any time (see "Journaling" in this chapter) . 
In addition, a task may close and cpen journal data sets for input 
or output at any time. 

• Uork File Capability 

Extrapartition data sets can only be supported as seguential data 
sets. Journal data sets offer bcth seguential and work file 
capability using journal control NOTE and POINT macro instructions. 

• I/O Overlap 

Extrapartition I/O is synchrcncus and the task waits for I/O 
completion. In additicn, journal control I/C can be synchronous 
or asynchronous to enable the task to continue processing while 
I/O is in prcgress. 

• I/O Wait Time 

Extrapartition I/O results in a DOS/VS or an OS/VS WAIT being issued 
which causes the entire CICS/VS partition/region to wait. Journal 
control uses CICS/VS VAIT, which enables the partition/region to 
remain active and allows ether CICS/VS tasks tc process during the 
journal control I/O. The result is additional CICS/VS processing 
time if journal control is used. 

• Volume Switching 

Extrapartition I/O dees net support automatic volume switching. 
The master terminal operator can, however, dynamically open or 
clcse extrapartition data sets. Journal control supports one or 
two tape drives (or disk extents) for each jcurnal data set with 
automatic volume switching. Disk extents are automatically reused, 
if insufficient space is allocated. Accordingly, if disk reuse is 
to be avoided, the total disk space allocated must be sufficient 
to contain the total jcurnal data set contents. 

• concurrent Task Access 

Extrapartition transient data does not explicitly inhibit two or 
more tasks from accessing the same destinaticn concurrently. To 
avoid the conseguent data integrity problems (see "Protected 
Resources" in this chapter) , each task must explicitly engueue on 
the destinaticn. There is no similar integrity exposure for journal 
control output, as each journal control record identifies (in its 
prefix) the originating task number. Journal control explicitly 
inhibits concurrent access by two or more tasks to an input journal 
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data set. Other tasks will wait until the first task has finished 
its use of the data set, and close it. 

• Recovery 

Journal data sets are preformatted using utilities supplied by 
CICS/VS (DFHTAP for tape and DFHJCJFP for disk). A utility is also 
supplied to write a tapemark at the point reached in a tape data 
set at uncontrolled shutdown. (See CJCS./VS Operations fiaide,.) The 
journal control OPEN nacre instruction enables an application 
program to open a journal data set for either input or output, and 
automatically position the data set at the point reached at 
uncontrolled shutdown to continue I/O against the data set from 
that point. 

Therefore, the system designer may wish to specify that journal 
control be used for sequential data sets, in place of extrapartition 
transient data. 

INDIBECT DESTINATIONS 

The use of indirect destinations for providing backup of 
intrapartiticn terminal destinations or extrapartition destinations 
has teen discussed in this chapter, iith the recovery of intrapartiticn 
transient data by CICS/VS en restart, all intrapartition indirect 
destinations are also reestablished to their status at the time of 
system termination. 

However, if a user-written DC! modification program (as described 
for terminal backup in this chapter and also in Chapter 4) was used to 
modify indirect destinations, these user modifications will nojt be 
reestablished in the DCT on restart by CICS/VS, since it is not aware 
that any modification was made. It is the user's responsibility to 
journal information when each user DCT modification is made. This 
journaled information must then te utilized by user programs on system 
restart, to reestablish the same DCT modification in force at 
termination. 

DUMP DAT* SET BJCOVEEJ 

On restart, unless specific user action is taken, the dump data set 
is opened by CICS/VS as if it were a new dump data set. Subseguent 
CICS/VS dumps then override earlier dumps produced prior to termination. 
To avoid this situation, it may be necessary for the user, prior to 
restarting the online system, to print out all dumps taken up to system 
termination, by utilizing the CICS/VS dump utility program. 
Alternatively, a user post-initialization program may automatically 
attach the master terminal transaction CSMT which will switch to the 
alternative dump data set. Dumps prior to system termination are 
consequently retained on the original data set, and dumps following 
system restart are directed to the alternative dump data set. The 
original dump data set may then te printed out using the dump utility 
program from another batch partition at some later time, when required. 

While the master terminal operator can switch the dump data sets by 
using the master terminal cperaticn transaction (CSMT) on system 
restart, it is better to make this an automatic function of restart by 
specifying a program in the program list table used by the 
post-initialization phase, as described above. 
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ClCg/VS EBOGEAM LIBBAJY BJCOVEEY 

The CICS/VS program library is a private core-image library for 
CICS/DOS/VS, or a partitioned data set for CICS/CS/VS. 

If no changes are made to the program library during CICS/VS 
execution, no special action need be taken to recover this library on 
system restart. 

If updated versions of CICS/VS application programs were cataloged 
to the CICS/VS program library pricr to system termination, and the 
PPT could not be updated dynamically by the master terminal operator 
to point to the new version of the program before termination, on system 
restart the PPT is automatically reestablished to point to the current 
version cf each application program. Accordingly, no action need be 
taken during system restart for PPT maintenance, either by 
post-initialization programs or by the master terminal operator. 

TRANSACTION BJCOVEEY AJ£ BES1AJT. 

The following sections discuss message recovery and transaction 
restart considerations first for VTAM and BTAM terminals. 

EECOVEBY OF MESSAGES ASSOCIATED RITB VTAM TEBMINAIS 

CICS/VS automatically legs input messages for transactions specified 
in the PCT as "message-protected," and legs committed output messages 
and responses indicating their subsequent positive receipt by the 
terminal. (See "Protected Messages" in this chapter.) Automatic 
logging only applies to message-protected transactions associated with 
VTAM terminals which can support message recovery. It is a user 
responsibility tc carry cut this jcurnaling for transactions associated 
with BTAM terminals. Inguiry transactions (which do not update data 
sets) should not be specified as "protected" in the PCT. 

The CICS/VS recovery utility program (BUP) identifies in-flight 
tasks during emergency restart and transfers logged input messages or 
committed output messages (fcr which receipt acknowledgment is 
outstanding) tc temporary storage. (See Figure 8-11 and "Protected 
Messages.") A temporary storage message "cache" is defined for each, 
terminal which had an in-flight task at uncontrolled shutdown. This 
message cache has a unique temporary storage DATAID of DFBMXXXX (where 
XXXX=four-character terminal identification) . This cache contains 
either the input message fcr the in-flight LUW, or, if the LUfi completed 
normally but definite receipt of a committed output message was not 
acknowledged by the terminal, the committed output message. 

A committed output message can cpticnally be automatically 
retransmitted by CICS/VS on emergency restart to establish message 
resynchrcnization. Thus, committed output message integrity is 
preserved. 

An input message for an ir-flight LOW is not automatically 
reprocessed by CICS/VS on emergency restart. CICS/VS will back out 
all in-flight activity fcr that LOW. The decision tc reprocess the 
input message is a user respcnsibility based on factors such as 
application requirements and security of information. A technique for 
user-activated transacticn restart is discussed later in this chapter. 
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input message, and transfers control to the relevant application 
program. 

Alternatively, journaling of terminal input messages may be carried 
out by user-written code in a terminal control program user exit. 

The information which would be included by the user in the 
transaction journal record is detailed below. Seme of this information 
is automatically provided in the system prefix by journal control. 
(See "Journaling" in this chapter.) 

• Terminal identification 

• Operator identification 

• Transaction code used to attach the task (extracted from the TCA) 

• Time of day when the journal record was writter 

• Task priority from the task control area (TCA) 

• Other information reguired to further identify that transaction 

The above information is inserted in the system and user prefixes 
of the journal record, and the original input transaction from the 
terminal input area may be placed by the user*s transaction journal 
program in the data section of the journal record. 

The user-written transaction journal program may journal terminal 
input messages to a user journal data set and/or the system log. Input 
messages written to the user journal data set can be used for audit 
purposes, if reguired. Input messages written to the system log will 
be transferred to the restart data set by the CICS/VS recovery utility 
program, for in-flight tasks when an uncontrolled shutdown occurred. 
This is carried out during emergency restart. 

Following RUP processing, the in-flight activity of that task against 
data bases, intrapartiticn, and temporary storage destinations is backed 
out by CICS/VS. (See Figure 8-11.) User-written programs identified 
in the program list table (PIT) are then executed. 

A user-written PLT program should read terminal input messages from 
the restart data set, where they were transferred by EOP. This program 
should construct a temporary storage record, using the same temporary 
storage message cache format as that established by CICS/VS for VTAM 
terminals. This contains the terminal identification, transaction 
code, and task seguence number. This information can be extracted from 
the system prefix which was constructed for the record on the restart 
data set when it was originally written by journal control to the system 
log. The program should flag the message as a task-originating input 
record and then write the input message (now in the VTAM temporary 
storage message cache format) to temporary storage using a DATAID of 
DFHMXXXX, where XXXX=f our-character terminal identification. 

The input message is then available to the user for reprocessing 
based on application reguirements and security of information. By 
using the same fcrmat as that used for the VTAM temporary storage 
message cache, reprocessing of input messages from both BTAM and VTAM 
terminals can be handled consistently. (See Figure 8-11.) 

As BTAM terminals are unable to indicate definite receipt of specific 
output messages as can VTAM terminals, the VTAM ccrcept of committed 
output messages is not applicable to ETAM terminals. Consequently, 
output message journaling by the user cannot ensure output message 
integrity. User application programs should delay issuing BTAM terminal 
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control writes until the completion of the logical unit of work. It 
is a user responsibility tc identify to terminal operators on emergency 
restart the transactions which were in-flight at uncontrolled shutdown 
and subsequently backed cut. This is necessary tc ensure that the 
backed out transactions (whose application and security requirements 
permit) are reprocessed. The following is a technique for 
user-activated transaction restart following emergency restart. 

TRANSACTION BESTJIET (ETAM ANE VTAM TEEMINALS) 

At the completion of emergency restart, input messages for in-flight 
tasks which have been backed out are available in the temporary storage 
message cache for each relevant terminal. (See Figure 8-11.) An 
inguiry program should be written by the user so that terminal operators 
can determine whether their last transaction was fully processed prior 
to uncontrolled shutdown, cr whether it was backed out on emergency 
restart. This program shculd issue a temporary storage GET macro 
instruction, using as the CATAID DFHMXXXX, where XXXX=four-character 
identification of the enquiring terminal. If that terminal had no 
in-flight task, an IBEEBCB error indication will be returned to the 
program. (See CICS/VS A££lication f rsgramjejEj^s inference j&fij&l-) If 
the task was in-flight (cr had a VTAM-committed output message), a 
temporary storage record will be returned to the program. The program 
should check the temporary storage message cache record flag for 
presence of an input message, and then present that input message and 
associated information tc the terminal operator. (See Figure 8-11.) 
The terminal operator can then decide whether the transaction is to be 
reprocessed. A reprocessing request by the terminal operator should 
only be accepted if the terminal operator has the necessary authority 
(based on security codes, or operator class in the TCT) to make that 
decision for the particular transaction. Processing then proceeds as 
if the transaction has just been entered from the terminal. 

If the input message is associated with a VTAM programmable 
controller, the inquiry prcgram may be automatically initiated by the 
controller after message resynchroni2ation and recovery have been 
completed. The in-flight input message (transmitted back to the 
controller by the inguiry prcgram) may be presented automatically to 
the relevant terminal operator for a reprocessing decision. 
Alternatively, if application and security considerations permit, the 
controller itself may automatically make the reprocessing decision and 
notify the enquiry program accordingly. 

TEBMINAI OEEEATOE BESTAET 

The previously described technique enables the terminal operator to 
determine, on emergency restart, the status of transactions submitted 
prior to uncontrolled shutdown. Ey initiating that transaction inguiry 
program, the terminal cperatcr is notified whether his last transaction 
was completely processed, or was in-flight. If it was in-flight (and 
therefore backed out) , he is presented with the original input message 
to decide whether reprocessing is necessary. If a committed output 
message had net been received by his VTAM terminal prior to uncontrolled 
shutdown, it is retransmitted on emergency restart. 

Thus, the terminal operator is presented with sufficient information 
on emergency restart tc allow him to identify the point reached in 
previous communication with CICS/VS, and reestablish application 
processing activity. 
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TJRJINAL ERROR RECOVERY 

If a terminal error is detected, ETAM or VTAM attempts to recover 
from the terminal or data transmission error. If recovery is not 
successful, that indication is passed to the CICS/VS terminal abnormal 
condition program (TACP) for ETAM, or node abnormal condition program 
(NACF) for VTAM. The TACE or NACE analyzes the terminal error failure 
and may attempt additional error recovery. It then specifies various 
default actions (such as reguesting that the error terminal be disabled, 
the error line be disabled, the error task be abnormally terminated, 
or the error line disconnected if it is a switched line) . Control is 
then passed to a terminal error program (TEE) or node error program 
(NEE) to enable further application-dependent recovery to be taken. 
CICS/VS provides a sample TEE which can be utilized to generate a TEE 
tailored to the user's reguirements (see CIC.S/VS Svstem Eroqrammer's 
Inference Manual for more detail) . Alternatively, a user-written TEE 
or NEE can be utilized. 

Refer to Figure 3-12 and "Terminal Error Recovery" in Chapter 3 for 
a description of procedures which may be ceded in the terminal error 
or node error program by the user to provide, in the event of an 
unrecoverable terminal error, for: 

• Additional transmission retry to overcome a terminal error 

• Transmission of an output message to an alternate terminal 

• Queuing of the output message to an intrapartition destination, 
for later transmission when the terminal error has been rectified 

TERMINAL BACKUF 

CICS/VS does not provide specific support for terminal backup. 
However, the use of the terminal error program or node error program 
enables various forms of backup to be implemented by the user. This 
may permit terminal messages to be received en a backup terminal, if 
an unrecoverable error occurred on the terminal which would normally 
receive these messages. 

Refer to "Terminal Backup" in Chapter 4 for technigues used to 
provide backup facilities in the event of unrecoverable terminal errors. 
This topic describes the utilization of the terminal error or node 
error program, together with DCT modification through user programming 
to allocate backup terminals or devices. 

TERMINAL BECONFIGUBATION 

The technigue described in Chapter 4 for allocation of backup 
terminals permits considerable flexibility in terminal reconf iguraticn 
in the event of I/C errors (see "Dynamic Terminal Beconf iguration" in 
that chapter) . 

Through the destination control table (DCT) and indirect 
destinations, CICS/VS users can readily inplement user-written terminal 
reconfiguration procedures. The terminal reconfiguration can only be 
achieved by user-written cede to dynamically modify the DCT to reflect 
a configuration change. It is the user's responsibility to journal 
this DCT modification, and reestablish this modification (if necessary) 
on system restart, following system termination. (See "Terminal Backup" 
in Chapter 4, and "Jcurnaling" in this chapter, for further discussion 
of this reguirement. ) 
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"Dynamic Terminal Reconfiguration" in Chapter 4 also illustrates 
how this DCT modification nay be used to dynamically allocate different 
devices to receive application output at different times cf the day, 
based upon application requirements. 

Techniques for dynamic terminal reconfiguration in programatle 
controllers are also discussed in "Dynamic Terminal Reconfiguration." 

DEVICE RECOVERY 

CICS/VS does not specifically provide support for the recovery or 
backup of various devices. If devices such as tape drives, card 
readers, printers, or data sets fail during online operation, procedures 
must be designed, by the user, tc enable the online application to 
continue execution. 

Following failure of a card reader, transactions which would normally 
be entered from such a simulated sequential terminal may be entered 
from any other terminal (for example, from conversational terminals 
such as the 3270 Information Display System or 2740 Communications 
Terminal, or from batch terminals such as the 3735 Programmable Buffered 
Terminal, the 2770 Data Communications System, or 2780 Data Transmission 
Terminal, depending upon volume) . 

If a line printer fails, the output which would normally be directed 
to that printer may be directed to ether devices, depending upon whether 
the printer is being used as a simulated sequential terminal output 
device, or whether it is being used as an extrapartition output device. 

If the printer is being used as a simulated sequential terminal 
output device, an alternative terminal can be allocated to receive that 
output using the techniques described in this chapter (and in Chapter 
4) for terminal backup. 

If the line printer is being used for extrapartition output, 
procedures similar tc those discussed in "Extrapartition Device Failure" 
in this chapter may be carried out. 

If a tape drive failure occurs, procedures described for 
extrapartition device failure may also be applied. 

To handle disk I/O errors, application programs should specify in 
the CICS/VS file control macro instruction that control is to be passed 
to particular routines in the application program (or to a common disk 
error routine for the installation) on detection cf various error 
conditions. These routines should free any file I/O areas or file work 
areas which are still allocated as a result cf the error situation and 
then attempt to retry the operation. If the retry is not successful, 
the data set in question may be regarded as having "failed." Such data 
set failure may be as significant to the operation of the application 
as the failure of terminals or devices as described above. 

Depending upon the importance of that data set, the design team may 
decide to carry a duplicate data set on a different pack. If a serious 
I/O error is encountered in the main data set, the duplicate data set 
may be utilized in place of the main data set. 

When duplicate data sets are to be used, if the main data set is to 
be updated, deleted from, or added tc online, then all updates, 
deletions, and additions must be applied to each ccpy of the data set. 
This introduces extra coiiplexity when recovery procedures are designed, 
since all data sets must be kept in step in the event of abnormal 
termination or program failure. If some of the data sets were updated 
and ethers were not, those data sets net updated must be brought to 
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the same status as the main data set, or the updates applied to the 
main data set must be backed cut en restart. See "Data Set Backout" 
in this chapter. Complexity is also introduced in the handling of an 
unrecoverable I/O error en a write tc a duplicate disk data set. 

EXTBAPARTITION DEVICE FHIIORE 

CICS/VS does not provide support for recovery from extrapartition 
device failure. If an extrapartition device failure occurs, such as 
failure of a tape drive, line printer, or extrapartition data set on 
disk, use may be made of preplanned extrapartition backup devices as 
described in the following paragraphs. 

Allocation of the extrapartition output to a backup device can be 
achieved by using indirect transient data destinations, and defining 
backup devices as additional destinations, which are normally open but 
never referenced. A user-written DCT modification transaction (see 
"Terminal Backup" in Chapter *l) may then be entered by the master 
terminal operator to access the relevant failing extrapartition 
destination and change that destination to refer indirectly to a 
particular backup destinaticn, regardless of whether it is 
extrapartition or intrapartition. 

If the backup device is an intrapartition terminal destination, the 
failing extrapartition destinaticn indirectly points to that terminal 
destination, which in turn pcints to the actual terminal to be used to 
receive the extrapartition output. However, to enable an intrapartition 
device to be used to back up an extrapartition device, only 
variable-length records can be used for the extrapartition output. 

If the backup device is another extrapartition device, the DCT 
modification program changes the failing destinaticn to indirectly 
point to the backup extrapartition destination, for either input or 
output backup. 

BATCH DL^I DATA EASE JLECOVEEY 

DL/I DOS/VS and IMS/VS EL/I supply a number of batch utility programs 
designed to provide rapid reccvery of a data base rendered unusable 
because of: 

• Disk I/O errors 

• Abnormal task termination 

• System failure 

DI/I data base recovery is designed tc provide a rapid, accurate, 
and easy tc emplcy means cf restcring the contents of the physical data 
base after destruction. The reccvery system is supported by four 
utility programs which provide fcr data base reccvery frcm the error 
situations listed abeve. 

• Recovery from disk I/O errors is achieved by the use of the: 

1 • J^ta Isiise Data £§£ Ijaje Cojry: creation of dump images of 
data base data sets fcr backup purposes. 

2« Data Ja.se £hana,e Accumulation Otiiiij: accumulation of data 
base changes since the last complete backup dump. 

3. Data £&§§ Ha£a §£% £££2.2££2 5112111 • restoration of data 
sets of a data base using a prior image copy (backup dump) 
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and the accumulated changes, together with changes Bade 
since the last accumulated change run. 

• Becovery from abnormal task termination or system failure is 
achieved by the use cf the: 

*• £§ta Jase fiasjcsat fitiiiii: removal of changes made to data 
bases ty selected application programs. 

These batch data base reccvery utilities are discussed further later 
in this chapter. The recovery utilities do not support BSAM data bases, 
since HSAM does not support insertions (additions), deletions, or 
replaces (updates) . 

Utilities are net provided by DI/I ENTFI for data base recovery or 
data base backout. 

During execution of batch application programs utilizing DL/I DOS/VS 
or IMS/VS data bases, any data base insertions (additions), deletions, 
or replacements (updates) are automatically written by DL/I to a DL/I 
system leg tape. CICS/VS application programs vhich use DL/I online 
result in DL/I activity being written to the system log. 

EATCH DL/I SYSTEM LOG 

The DL/I system performs the function of logging to tape of all 
information associated with the modification of data within a data 
base. The DL/I system log is net reguired when a data base is loaded, 
or when a batch application program only retrieves data (that is, 
read-only) . The log is reguired for all other cases. 

The logging of data base nodif icatiens, additions, and deletions is 
done on a physical basis to facilitate a guick reccvery procedure. 
Only DL/I calls that actually cause a change to be made to a data base 
are logged. Two sets of information, a "before" set and an "after" 
set, are logged for each modification made. This information is 
directed to the DL/I system log when DL/I is used cffline or to the 
CICS/VS system log when DL/I is used online with CICS/VS. 

The "before" information is that reguired by the CICS/VS recovery 
utility program when DL/I is online, or by the data base backout utility 
when DL/I is used offline. It is used to back out a partially completed 
update series and to restore a data base to some prior version. This 
is described further under "Batch DL/I Data Ease Eackout" and "Online 
DL/I Data Ease Backout" in this chapter. 

The "after" information is that reguired by the data base data set 
recovery utility to restore the data base from a previous backup copy. 
This is described further in "DL/I Data Base I/O Becovery" later in 
this chapter. It applies to DL/I I/O recovery in both batch and online 
environments. 

In addition to the above, the DL/I system log contains: 

• A CICS/VS application program scheduling reccrd (for DL/I DOS/VS) , 
written whenever a CICS/VS application program issues a successful 
DL/I scheduling call against a PSB that is update sensitive to one 
or more DL/I data bases. See I&S/VS. DL/I j^flifiaiififi J&SSiailiSS 
ISlSiefifie Hanj2a.l. 

• A data set open record, written whenever a data set is opened. 

• A CICS/VS application prcgram termination record, written whenever 
a DL/I application program task issues a DL/I termination call, or 
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terminates while still scheduled to DL/I (if a scheduling record 
was written for this task) . 

These three record types are used to facilitate data base recovery. 

DI/I BECGVEBY UTILITIES 

Data case recovery is provided by both DL/I DOS/VS and IMS/VS DL/I. 
The information on the CICS/VS system log for online operation, or on 
the DL/I system log tapes for offline operation, and periodically 
created tape copies cf the data sets representing the data base, are 
utilized by DL/I for recovery. The log information contains records 
which describe the modifications made to the data sets within a data 
base. The number of log tapes necessary for data base recovery depends 
upon the freguency cf data base copy execution, the volume of data base 
modification, and the total usage of DL/I. Since information from a 
considerable number cf leg tapes may be necessary for data base recovery 
(all log tapes created since the last data base copy) , a technigue for 
accumulating all the latest changes to each specific data set in a data 
base is provided to permit faster recovery of data bases. This 
accumulation of the latest data base modification is performed by the 
data base change accumulation utility. Thus, the information necessary 
for data base recovery is contained within the three following sources: 

1. Data base (data set) ccpy tape created when the data base was 
last dumped, through the data base data set image copy utility. 

2. Data base change accumulation tape, created from log tapes 
available since the last data base copy creation, by the data 
base change accumulation utility. 

3. Log tapes employed since the last data base copy creation and 
not incorporated into the accumulation tape. This includes at 
least the log tape in use when problems were encountered with 
the data bases. 

The data base data set recovery utility program, which is the final 
stage of data base recovery, operates as an application program under 
control of the DI/I system. Becovery is done for individual data sets. 
In most cases, a data set is syncnymous with a data base. This is true 
with HDAfl and HISAH root-only data bases. However, most HISAM data 
bases consist cf two data sets: a key-seguenced data set and an 
entry-seguenced data set. Thus, for HISAM, if the contents of one data 
set are destroyed, it is not necessary to recover the complete data 
base. Becovery is by direct physical replacement of data within a data 
set rather than by logical reprocessing of transactions. 

.5XZI Data Ba.§e. I/O JJssover. v. 

The following functions, illustrated in Figure 6-12, are reguired 
to accomplish data base recovery following an unrecoverable I/O error 
encountered on DL/I data bases used either offline or online with 
CICS/VS. 

• Log change data for a segment replacement, insertion, or deletion, 
including the identification of the update segment. This function 
is performed automatically by DL/I for all data bases, using the 
DL/I system log for batch or CICS/VS system leg for online. 

• Dump the data set periodically to provide a backup copy, using the 
data base data set image copy utility. 
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• Select the change data base leg records from the DL/I system log 
or CICS/VS system log and sort then in order by data base and data 
set. If the data set is key-seguenced VSAM, the sort is ordered 
by VSAM key. If the data set is entry-seguenced VSAM, the sort is 
by entry-seguenced data set relative byte address (RBA) . Selecting 
and sorting are performed as part cf the change accumulation data 
set creation by the data base change accumulation utility. 

• Merge the sorted, selected changed records with the prior 
accumulated changes, keeping enly the most recent data. Merging 
is performed as part of the change accumulation data set creation 
by the data base change accumulation utility. 
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Figure 8-12. DL/I Data Ease Beccvery 

• flhen recovery is necessary following I/O errors, read the most 
recent backup copy of the data set to be restored, and merge the 
accumulated changes (thereby reloading a partially restored data 
set) . Read log tapes cot included in the most recent accumulated 
changes, and update the data set to the point at which the error 
was detected. These functions are performed using the data base 
data set recovery utilitj. 

All updates to the data set at recovery time may be applied from 
the log tapes rather than from the sorted accumulated changes and the 
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log tapes if desired. However, occasional data set dumps will reduce 
recovery time, by allowing all accumulated changes which precede the 
dump or reload to be dropped from the sorted change accumulation tape. 

Batch DL/I Data Ease Backout 

When the status cf a data base is not clear because of a system 
failure or because the batch programs that were updating the data base 
terminated abnormally, the data base backout utility may be used to 
back out the effect of those programs. This utility reads backward 
the log tapes created by the processing of the offending programs. 
Using the data base log records thus read, it restcres the data base 
to its status at the tine abnormally terminated programs were orginally 
scheduled. It also creates a log tape that oust be used as input to 
any future recovery operation. 

Refer to the EL/I Utilities Manual for DL/I DCS/VS or the IMS/VS 
Siiiiiiss Reference Manual fcr further information on DL/I recovery. 

BACKUP DESIGN 

Procedures have been described in this chapter for the backup of: 

• Programs 

• Terminals 

• Data base devices 

• Extrapartition devices 

Facilities are provided ty CICS/VS to allow the warm start (after 
controlled shutdown) or emergency restart (following an uncontrolled 
shutdown) of: 

• Various CICS/VS system tables 

• Temporary storage data identifications 

• Transient data destinaticn ccntrcl table 

• File ccntrcl data set backout 

• DL/I data base backout 

Procedures have also been described which can be utilized through 
user-written programs fcr: 

• Transient data extrapartitior data set recovery 

• Transaction reinitiation en restart 

The function of the system design team is to examine each of the 
areas identified above, to determine whether the facilities available 
through CICS/VS and EL/I are satisfactory for backup and recovery, and 
to identify whether additional procedures or programs should be 
developed. Regardless of how simple, or complex, the online application 
may be, each of these factcrs must be considered tc determine whether 
a backup or recovery problem exists for the online applications. 
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EACKDP PROCEDURES 

Standard backup procedures must be defined for each potential failure 
situation. For example, action by the master terminal operator to 
carry out program recovery, terminal recovery, or data set or disk pack 
recovery must be completely described. 

The procedures tc be carried cut by persons such as the system 
operator in running DL/I data base recovery utilities must be defined, 
and any additional procedures for recovery of file control data sets 
and transaction restart (if used) must be identified. 

The most critical time in an online application operation occurs 
when the system terminates afcnorirally. Because of the need to 
reestablish online application execution as quickly as possible, every 
person involved in the reestablishment of the CICS/VS application must 
know exactly what is reguired of him and must be well versed in the 
backup procedures defined fcy the design team. 

Tc ensure proficiency in the use of these backup procedures, it is 
absolutely essential tc carry cut regular backup "fire drills," either 
at scheduled or unscheduled times, and evaluate the performance of each 
person involved in the backup. A wrcng action made during system 
restart may completely invalidate th€ restart prccess and the data base 
recovery, with disastrous consequences for the online applications and 
the installation. 

FAILBACK DESIGN 

Fallback design refers to the design of the online applications such 
that information necessary tc fall back to a lower level of operation 
is created during normal execution of the online application. An 
example cf this tay be the periodic printing of information to be 
utilized in a manual fallback environment for answering inguiries. As 
part of the backup procedures defined by the design team, each level 
of system fallback should be identified. For example, in the case of 
an installation having duplex CPUs, the switchover procedures to a 
backup CPU should be fully described. 

However, even with twc CPDs there is a possibility of both CPUs 
going down at the same time (resulting from a power outage, for 
example) . Accordingly, the next level of fallback after a backup CPU 
also becomes unavailable is generally manual fallback procedures. 

The design team should develop procedures for each level cf fallback, 
and ensure that all personnel are completely versed in the 
implementation of those procedures. 

COTOVEB DESIGN 

The most critical period in the implementation of online applications 
is the time of initial cutover frcm the previous procedures used for 
those applications to the ne*ly developed online application procedures. 
It is at this time that the cnline application is most vulnerable. 
Regardless of the amount cf program testing and system testing carried 
out prior to cutover, bugs will invariably still be present in programs, 
either because of data inconsistencies in input cf which no one was 
aware, or because of application and program requirements that were 
either poorly designed or incompletely tested. 

In addition, regardless of the amount of operator training carried 
out prior to cutover, system operators, master terminal operators, and 
user terminal operators may not be confident of their ability to 

290 CICS/VS System/Application Design Guide 



function correctly in an online application environment. They have 
not had an opportunity tc develop full confidence in their own ability, 
or in the ability of the designed system to satisfy different 
requirements. 

Tc minimize the effect cf such problems arising at cutover time, a 
number of techniques may be used. The most commonly used and generally 
satisfactory technique is that of parallel processing. In effect, this 
involves the double processing of information using the previous 
application procedures as well as the new online application procedures. 
In the event of sericus problems developing in the new online 
applications, the previous procedures may still be utilized to ensure 
that necessary actions for the application are carried out. While this 
does involve duplicate processing, parallel processing provides a form 
of insurance against cutcver problems. 

Accordingly, the cutover procedures must be designed before program 
development commences. This is necessary, as it may be required that 
additional facilities be designed into the system to provide for 
parallel processing, and also produce information which can be used to 
check the accuracy of online application processing against the accuracy 
of the prior application processing. 

The importance cf complete design for backup procedures, fallback 
procedures, and cutover procedures cannot be too greatly emphasized. 
Unless these procedures are designed as part of the normal online 
application, the system eventually developed may be workable only when 
no unusual problems or device failures occur. 

Lack cf backup, fallback, or cutover design will drastically affect 
the availability of the cnline system and application. Eegardless of 
how good a terminal response is provided, the online application may 
be considered a failure if it does not exhibit high availability owing 
to poor backup, fallback, or cutcver design. 

Chapter 10 outlines additional functions which must be carried out 
during online cutover and subsequent fcllowup, and which should te 
considered during initial cutover design. 
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CHAPTEB 9. CICS./VS TJSTING. Ag£ iOJGRATION 



This chapter introduces techniques for testing and integrating 
CICS/VS application programs tc produce an operational online system. 
Experienced CICS users nay wish to omit reading this chapter, except 
for the section "Sequential Terminals," which describes changes in this 
support in CICS/VS from that provided in previous versions of CICS. 



The testing of individual CICS/VS application programs, and the 
subsequent integration and system test of the entire online 
applications, must be considered by the design team. CICS/VS facilities 
to assist in testing and system integration will now be discussed. 

2MCJJG MP DEBUGGING 

CICS/VS permits the execution of application programs to be traced. 
Information relating to the use of each CICS/VS management routine by 
the application program is recorded by CICS/VS in a wraparound trace 
table in the CICS/VS nucleus. In addition, application programs may 
utilize trace control macro instructions to insert their own trace 
entries in the table. When the end of the table is reached, trace 
entries at the beginning of the table are overwritten by the trace 
control program. Trace activity may be turned on or off during CICS/VS 
execution by the master termibal operator. (See C|ps/VS Syjjtem 
iilinistiatgrs Guide, SH 20-9 006.) 

CICS/VS permits trace entries tc be time stamped and written to 
tape; a program supplied by CICS/VS lists this tape offline in a 
formatted form for debugging purposes. Programs may also be developed 
by the user to analyze the time-stamped trace entries for performance 
evaluation. This analysis may consolidate all of the trace entries 
relating to one task in a combined task report, or may determine the 
elapsed processing times of all tasks initiated from a specific terminal 
or by a specific transaction code. These elapsed processing times may 
be statistically analyzed to determine the average, standard deviation, 
and 95 percentile values. Similarly, a statistical distribution of 
the peak number of tasks in the system dynamic storage usage over a 
defined period of time can b€ developed by user analysis programs. 

Analysis of the trace tape is invaluable for debugging purposes and 
for evaluation of the performance of existing CICS programs. Potential 
performance bottlenecks can be identified and conditions rectified. 

In addition to utilizing trace entries, application programs may 
issue dump control macro instructions to dump selected parts of 
application programs, all the storage associated with a task, or the 
entire CICS/VS nucleus to disk. These dumps on disk can be printed at 
the end of testing, or concurrently with testing if the dump data set 
is switched to the alternative dump data set. Refer tc "Program Backup" 
in Chapter 8 for more information relating to the use of the dump data 
set in this environment. During testing, the CICS Online Test/Debug 
Installed User Program (Program Mo. 5796-AE6) may be used. Source 
program errors identified by the Online Test/Debug program may be 
corrected online by using the CICS Source Program Haintenance Online 
Field Developed Program (Program Mc. 5798-BDT) to update a copy of the 
source program maintained on disk. 
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CICS/VS enables terminal transactions to be entered from a 
"simulated" sequential terminal such as a card reader, magnetic tape, 
or disk. The terminal output may be directed to a line printer, tape, 
or disk. Through the use cf simulated sequential terminals, large 
volumes of test data may be prepared for Mhat is effectively batch-type 
testing. No online terminals need be used or even be present on the 
system. Instead, a card reader and line printer, and/or magnetic tape, 
and/or magnetic disk may be used for input of simulated terminal 
transactions, and receipt cf the output responses from the application 
programs. 

A simulated terminal transaction may be delimited by a user-defined 
end-of-data code in a card, cr by a code in a tape or disk record. 
Several card, tape, or disk records may be read by CICS/VS until this 
end-of-data code is reccgnized or the input area is full. Large 
terminal input messages may be simulated by CICS/VS for testing in a 
batch-type environment. 

The use of CICS/VS terminal device-independence enables simulated 
terminal messages from card reader, tape, or disk "terminals" to be 
presented to application programs as if they had been read from online 
BMS-supported terminals. 

The output responses from the application program are directed to 
the simulated sequential cutput terminal, which may be a line printer, 
another tape, or another disk data set. Again, these output messages 
are prepared by the applicaticn program as if they are to be transmitted 
to a particular EMS-suppcrted terminal, and are then converted by 
CICS/VS device-independent routines for output to the appropriate 
simulated terminal. 

Because testing is carried out in a batch-type environment using 
seguential terminals, all test data provided must anticipate the 
reguirements of the application prcgran for input. This is necessary, 
because there is no conversational capability available in testing with 
seguential terminals. Consequently, conversational error correction 
carried out by the applicaticn program must be simulated by successive 
sequential terminal transactions. 

The CICS/3270 Simulator Field Developed Program (Program No. 
5798-AXC) may be used to test 3270 device-dependent characteristics 
using seguential terminals. 

SINGLE-THBEAE TESTING 

The first stage of testing involves the separate execution of each 
application program. Only one task is active at a time, and each 
program can be tested without considering its interaction with other 
concurrently executing programs. This is achieved by using only one 
simulated seguential terminal. As each transaction is read from that 
single terminal, the appropriate program is initiated and the 
transaction is processed as a separate task. Dhen that transaction 
completes execution, the task terminates, and the next terminal 
transaction is read and initiated. 

Single-thread testing allcws the logic of applicaticn programs to 
be debugged withcut complications caused by the concurrent execution 
of other programs. 

The next stage after all application programs have completed 
single-thread testing is multithread testing. 
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MULTITHREAD TESTING 

Multithread testing is equivalent to single-thread testing, except 
that several sequential terminals are utilized for entry of simulated 
terminal transactions. Each seguential terminal will result in the 
initiation of one task at a time to process each transaction read from 
that terminal. Sot until a transaction has been completely processed 
will the next transaction be read from that terminal and another task 
initiated. However, at the same time, tasks may be initiated to process 
transactions from the other sequential terminals. These programs from 
each seguential terminal execute in a limited multitasking environment, 
the number of concurrently executing tasks being equal to the number 
of simulated sequential terminals. 

A series of simulated sequential terminals may be set up, either 
using several card readers and printers, or, more commonly, using many 
tape and disk simulated terminals. 

An approach which may be utilized in this multithread testing 
environment is to take the test stream which was used for single-thread 
testing, and copy that test stream to each separate sequential terminal 
on disk or tape, at the same time randomizing the sequence of 
transactions in the separate copied test streams. A number of 
sequential terminals may then be made active to allow multitasking 
execution to be tested. The output from each terminal should be 
identical to the output for each transaction as a result of 
single-thread testing. 

The CICS Network Activity Simulator Field Developed Program (Program 
No. 5798-CCH) may be used to assist in multithread testing with 
sequential terminals. Refer to "Related Publications" in the Preface 
for relevant publications. 

SYSTEM. T.ES.T 

System testing generally involves the progressive checking out of 
all program logic and application functions, to ensure that all elements 
of the online application, and all programs, fit together and execute 
correctly. 

TOPDCHN TESTING 

In Chapter 2, the technique of "tcpdown" programming was discussed. 
Briefly, this involves developing the programs at the highest level 
first, linking to lower level programs which are initially implemented 
by dummy programs. These dunmy programs note the fact that control 
was passed to that lower level program and return control to the next 
higher level program. Consequently, the highest level programs are 
developed and tested first, and then successively lower level programs. 
The need to develop higher level test drivers (which is a problem with 
the traditional bottom-up coding and testing technique) is avoided, 
since the highest level routines provide the system integration and 
also function as test drivers for lower level programs. As program 
testing progresses, system testing is also carried out automatically. 
Eventually, programs at the lowest level are coded and tested. 

Because the development and testing of programs proceed in a topdown 
fashion using the structured programming technique, the problems and 
delays involved in having to move back to lower levels to check the 
correction of bugs with the traditional bottom-up method of programming 
are not apparent. Highest level programs and the entire system 
integration are tested out first, and then successively lower level 
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programs are tested. As bugs are found in lover level programs, they 
will usually only affect those lower level programs. 

Tcpdown programming and testing ensure that program interfaces are 
fully defined, ceded, and tested before lower level programs are 
developed. Conseguently, the interfacing of all the different 
components of the online applications is made easier. 
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This chapter discusses factors which should be considered by the 
system design team for cutover of the online applications to live 
operation, and their subsequent follcwup to evaluate the effectiveness 
of the operational applications. Experienced CICS users may wish to 
omit reading mcst cf this chapter. 



CUTOVEB 

As mentioned, the cutover period cf online application development 
is the most critical period of all. Regardless cf how thorough program 
and system testing may have been, bugs will invariably occur at this 
time, with possible disastrous ccnseguences. Similarly, regardless of 
how thcrcugh operator training has been, during the cutover period 
operatcrs may not have sufficient confidence in themselves, or the 
system, and may make unnecessary mistakes. 

Accordingly, to minimize the effects of cutover problems, it is 
generally recommended that cutover to the online application be made 
in parallel with normal prior application procedures. In this way, if 
serious problems develop, the prior application procedures can continue 
without disruption to the application. In addition, the results of 
the online application execution can be compared with the normal results 
of the prior application procedures for further evaluation of the 
effectiveness of the online system. 

TERMINAL OPEBATOE TBAINIHG 

Complete training must be given tc terminal operators prior to 
cutover, to ensure that they are completely familiar with all procedures 
required of them during online application execution. These procedures 
should be documented in a Terminal Operator's Manual, which should 
include standard CICS/VS terminal operating procedures and transactions 
(such as the CICS/VS operator signon procedure) , as well as the 
particular terminal operating procedures and transaction formats to be 
used for the online applications. All application error messages should 
be fully identified in this manual, together with the cause of each 
error and the action reguired by the terminal operator to recover from 
that error situation. The use of a "HELP" transaction, to enable 
terminal operators to obtain more information relating to errors, may 
be considered in addition to, or as an alternative to, a detailed list 
of all error messages in that Terminal Operator's Manual. Befer to 
"Error Correction" in Chapter 3 for more detail. 

Procedures should be defined for the terminal operator to enable 
him to recognize system, terminal, or line failure situations. The 
corrective action or backup procedures which he should follow must be 
completely described. The effectiveness of terminal operator training 
is measured not cnly when the system is running correctly, but also 
when problems occur, or when system downtime occurs. If the terminal 
operators are sufficiently well trained to recognize these situations, 
and know exactly what to do tc recover from the situations so that 
there is no panic, terminal operator training has been adequate. As 
mentioned elsewhere in this publication, the effectiveness of online 
application design, development, and training can best be judged when 
error situations arise. 
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MASTER TERMINAL OPERATOR TRAINING 

The master terminal operator must receive all the training given to 
the ether terminal operators, in addition to extra training for general 
administration of the CICS/VS system and entry of all master terminal 
commands. The master terminal operator has the overall responsibility 
for the correct functioning of the system and must be able to recognize 
failure conditions quickly and take the necessary action. 

It may not be immediately evident to him that a failure situation 
has arisen. Certainly if the CPU goes down, this situation is 
immediately evident. However, a similarly serious failure situation 
may occur because of continuous I/O errors on critical terminal lines, 
or on critical data sets or data bases. This may not be immediately 
apparent, and in fact the online application may be able to continue 
operation with that failure situation, even though it may be operating 
in a degraded mode. However, the degree of degradation owing to error 
recovery procedures may make the online application unworkable. In 
this situation the master terminal operator must be sufficiently well 
trained to recognize the problem and be aware of the corrective action 
he must take. 

SYSTEM OPERATOR TRAINING 

The system operator must be completely trained in CICS/VS initiation 
and termination, as well as in the CICS/VS warm start procedure. 

Provision is made by CICS/VS to enable a tailored CICS/VS system to 
be generated. This tailored system may be initiated, or specific 
functions may be overridden cr replaced, during system initialization. 
Different versions of tables may be utilized at system initialization 
to support different terminal configurations, data set configurations, 
transaction codes, or programs on different days if necessary, or in 
the event of failure situations. The master terminal operator specifies 
the particular initialization requirements to the system operator, if 
the standard application system is not to be initiated. The system 
operator should normally not be required to interact with CICS/VS except 
for system initiation. The master terminal operator normally specifies 
through a master terminal command when the system is to be terminated. 
The system operator is therefore able to concentrate on ether 
concurrently executing batch applications. 

Particular care should be observed by all personnel during cutover. 
With the parallel processing of prior application procedures with the 
online application procedures, personnel must be fully trained in the 
use of additional information produced by the online application to 
aid in parallel cutover, or in the checking of online application 
results against results from the prior application procedures. 

IPilCWUP 

Once cutover has been successfully made, and the prior application 
procedures are stepped to enable the online application to assume full 
control, regular followup must be made. This follcwup comprises a 
number of factors, such as: 

• Accuracy of operation 

• Online application user satisfaction 

• Statistics evaluation 
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• Performance evaluation 

• Accuracy of operation 

During parallel testing, the accuracy of the online application should 
be fully checked. Procedures should be developed during system design 
to allow this accuracy to be further spot-checked at various stages 
after cutover, to ensure that no changes have occurred in the 
applications or data to invalidate particular application programs 
or system design. Procedures should be initially designed into the 
online application to ensure that necessary information to allow this 
checking will be provided. 

• Online application user satisfaction 

Regardless of how well an online application operates, or how 
satisfactory a terminal response is provided, the ultimate evaluation 
of the usefulness cf these cnline applications comes from terminal 
users. As mentioned at the beginning of this publication, to ensure 
that application reguirements are fully met, a member of each 
particular user department which will use the online applications 
should be present at certain phases during system design. Output 
produced by the system, and the information which the user department 
must be able tc enter into the system, must be meaningful to that 
user. Proper participation of user departments during the initial 
design phase will ensure that the subseguently developed system meets 
their reguirements. 

During the training of user terminal operators, any areas overlooked 
during the initial design phase may become obvious. Although this 
is very late in the development cycle, depending upon the 
modifications necessary and the urgency of providing those 
modifications, action may te taken at that time to increase the 
usability of the system to the terminal operators. 

The design team should be aware that, regardless of how well a system 
may be designed, and even with considerable user department 
participation during design, it is often not until user departments 
have had some operational experience with the online application that 
they realize that certain improvements may be desirable. Their 
understanding of their own reguirements prior tc cutover of the online 
application may differ froir their reguirements after they have had 
some experience with the online application. 

Modifications identified through actual terminal experience in a live 
environment may be incorporated into the system in a future version. 
The design, development, and testing of this future version must be 
carried out using the design techniques already discussed. 

• Statistics evaluation 

Statistics provided by CICS/VS, either on individual reguest by the 
master terminal operator, or periodically on reguest, or automatically 
at system termination, should be accumulated historically. Through 
user-written programs to analyee these statistics or through use of 
the CICS/VS program supplied to edit periodic statistics, the 
performance of the system ever a period of time may be evaluated. 
(See "Performance Monitoring" in Chapter 7.) For example, generally 
the transaction volumes in an inguiry application will rapidly 
increase once the system is operational, particularly if the inquiries 
are providing useful information to the user departments. This 
increase in transaction volumes may have an effect on the overall 
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performance of the online system. Historical analysis of the CICS/VS 
statistics enables these situations to be identified, and action to 
be taken, before the overall performance is drastically affected. 

• Performance evaluation 

Performance evaluation may be based upon the CICS/VS statistics taken 
at particular times or upon the historical statistics analysis 
described above. Osing the information provided by the CICS/VS 
statistics, it may be desirable to change the allocation of various 
data sets on disk, tc reorder some of the CICS/VS tables (such as 
the PCI or PPT, for example, tc ensure that high activity transactions 
and prcgrams are near the head of the table and so reduce the amount 
of table searching), or to increase the maximuv number of tasks 
allowed to execute concurrently. 

In addition, it may be desirable tc increase the total CICS/VS virtual 
partition size to enable mere dynamic storage tc be utilized. This 
may increase the CICS/VS working set and hence contention with other 
partitions for the available page pool, and may result in increased 
paging with a consequent effect on online performance. The master 
terminal operator may dynamically control the size of the CICS/VS 
working set, and hence real storage contention, by varying the 
MAXTASKS value if more than one task may be concurrently executed. 
Eefer to "CICS/VS working Set" in Chapter 7 for more detail. 

CICS/VS is generally given the highest priority partition, so that 
increased paging may be reflected in reduced throughput for 
concurrently executing batch partitions. If the amount of dynamic 
storage which must be allocated for CICS/VS increases significantly, 
so as to cause sufficient paginc to seriously degrade lower priority 
batch partitions, it may be necessary either to reduce the number of 
batch partitions executing concurrently with CICS/VS, or to increase 
the real storage size of the machine and so increase the available 
page pool. (Eefer to "CICS/VS iorking Set" for further discussion.) 

The flexibility available to the CICS/VS installation through the 
use of virtual storage enables CICS/VS online applications to be 
tuned for satisfactory operation, provided the system design has been 
carried out intelligently and effectively. The ability of a virtual 
storage system, and of CICS/VS, to dynamically adjust to changing 
work leads enables satisfactory cnline performance consistent with 
batch performance to be achieved. 

When the available page pocl is increased by the installation of 
additional real storage, that real storage is made available not only 
for extra online performance, but also for extra batch processing 
performance. Eeal storage in a virtual storage environment is a 
performance resource, rather than a critical machine resource without 
which the applications may not have been able to be executed. 
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£MhR2M 11 • CICS/VS APPLICATION DESIGN 



This chapter outlines a number cf typical CICS/VS applications in 
several industries. Its objective is to identify common functions, 
data sets or data bases required, and the online and offline programs 
which may be needed. Guidelines are presented to assist the user in 
the selection of the most appropriate data base support for his 
installation. 

Because of differences in usage of applications across various 
installations, this chapter does net attempt to develop complete 
application designs. It identifies only the most common problems and 
approaches, and is intended as a starting point for more detailed 
application design by the user. 

Only those application areas relevant to the user's own industry 
need be read in detail. Hcwever, review of other industry applications 
can be useful in identifying solutions to application design problems. 



As discussed in Chapter 1, the logical starting point for the system 
design of an online application is tc define the application 
requirements, objectives, and system flow, and outline the programs 
and data sets or data bases required. This phase is referred to in 
this publication as Application Design. 

Obviously, it is not possible to discuss all data processing tasks 
that lend themselves to cnline operation. However, by examining the 
design of a number of representative applications, a fundamental 
approach to application design can be defined. At the same time, 
requirements which are peculiar to a particular application, and which 
require specific attention during system design, can be identified. 

The applications discussed in this section are introduced 
conceptually in the CICS/VS General Information Ma nual . The following 
topics describe these applications in more detail and use these 
applications to illustrate various design approaches for systems and 
applications to be executed under the control of CICS/VS. 

Specific design techniques relating to data base support are 
described for certain applications. In most cases these techniques 
are applicable net only for the applications to which they refer, but 
also to most of the other applications discussed below. 

1UHDFACTSBING INDJJ5TJY 

In the manufacturing industry, a typical online application may 
provide the following functions: 

• Add new manufacturing orders 

• Locate orders in process 

• Provide order status 

• Monitor manufacturing orders in the shop 
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This online application may be referred to as an online manufacturing 
work order system or as a production order and status reporting system. 

CICS/OS/VS supports the IEM 365C Mass Storage System. This system 
allows large data tases tc b€ accessed online foi applications with 
low transaction volumes which can tolerate low response times. (See 
"CICS/OS/VS - 3850 Mass Storage Operation" in Chapter 7.) Typical 
applications are the online residence cf engineering drawing data bases 
and technical reports to te retrieved using the STAIRS/VS Program 
Product ([Program No. 57L0-XR1) . See STJIIBS/VS. General IS^2£ISiiSS 
Manual, GH 12-51 1H # for additional information. 

PRODUCTION ORDER AND STATUS BEPOBTING SYSTEM 

This online application provides manufacturing management and shop 
supervision with accurate, comprehensive reports concerning: 

• Order location 

• Schedule viability 

• Status condition 

Figure 11-1 illustrates this online application. The application 
has the capability to: 

• Add new manufacturing work orders 

• Change existing manufacturing work orders 

• Split a manufacturing work order 

• Beport the status of a particular work order 

• Provide a general inquiry capability 
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Figure 11-1. Manufacturing Production Order and Status Reporting System 
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DATA SETS 

Three data sets are reguired by this application. One contains the 
manufacturing wcrk ciders, which are the heart of the application. 
This data set contains a reccrd for each manufacturing order. A typical 
record format for this data set is shown in Figure 11-2, which details 
various information to be kept fcr the manufacturing order, together 
with the last reported status of the order. Following this, there may 
be a variable number of status transactions against this order, other 
than the last reported. 
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Figure 11-2. Manufacturing Work Order Record Format 

The second data set is a part number cross-reference data set. 
relates a part number to all open manufacturing crders for that 
particular part. Figure 11-3 shews a typical part number 
cross-reference record, which illustrates a multiple number of 
manufacturing work orders which use that part. 
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Figure 11-3. Part Number Crcss-Eeference Eecord Format 

The third data set is the manufacturing planning data set, which 
contains a record for each manufacturing order that has been planned 
and that will be released to the shop floor for work. Figure 11-4 
shows a typical record format fcr this manufacturing planning data set 
This data set is reguired for audit trail and control functions. 
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Figure 11-4. Manufacturing Planning Becord Format 

The most suitable data base support for these three data sets will 
be discussed shortly. Hcwever, before a decision is taken on the 
particular data base support, the application design should broadly 
define the various programs which are to process the input from 
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terminals for this application. Their function is shown in Figure 
11-1. 

ONLINE PBOGBJMS 

Add Program - Adds Nejj Manufacturing Orders 

The add program generates a new record in the manufacturing order 
data set for each new manufacturing crder. This record contains the 
information illustrated in Figure 11-2, less the status fields which 
are generated at a later time. In addition, the program places the 
manufacturing crder number on the part number cress-reference data set. 

Change Program. - Changes Jxi sting lanjjfacturisg Cr.de.r 

The change program allows the manufacturing order record to be 
corrected cr modified as reguired. 

SJBliJt l£22iai ~ Splits an Ilistijjg Manufacturing finder 

It is often necessary tc split a manufacturing crder because of part 
guantity change requirements with respect to schedule* The split number 
uniguely identifies each split cf the crder. The split program splits 
the manufacturing order; that is, it generates a new manufacturing 
order record with a unigue split number. It adjusts the quantity in 
the two manufacturing order records in accordance with total quantity. 

Status inquiry Program. - lejacrts Par.ts Status 

The status inquiry program allows the shep to report the progressive 
status of parts as they flew to various operations within manufacturing. 
The status is interrogated, and the appropriate action is taken. A 
status field, which is also used in batch programs to produce status 
reports, is added to the manufacturing order reccrd. 

Status inquiry programs may handle the processing of inquiries in 
both online and batch environments.. Bequests for batch reporting are 
stored in a temporary data set tc be used in processing regularly 
scheduled reports. 

OFFLINE FBOGBAMS 

The above programs enable the cnline application requirements 
described earlier to be met. The application also requires a number 
of additional prcqrams tc select and format reports in the batch 
environment. 

lS£2Ii W rite r Irogram 

The report writer program selects and formats offline reports 
periodically. This prcgram sequentially processes the manufacturing 
order data set, selecting the desired manufacturing order records for 
inclusion in the report. Inclusion is determined either on the basis 
of a request submitted by manufacturing or on an exception reporting 
basis. 
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H&lQ§& ana Select Pr 031:33 

The unload and select program unloads the manufacturing order data 
set periodically and selects the applicable records for input to the 
production order status report program. As part of this program, a 
data set statistical report for data set reorganization is produced. 

ioad Program 

The load program reloads the manufacturing order data set, using 
the backup created by the unload and select program as input. It 
eliminates any overflow and deleted records. 

Production Qrger. States J§£ort Program 

Using data set information provided through the unload and select 
program, this program produces production order status reports. These 
reports provide information about all unfilled manufacturing orders in 
an effort to give the manufacturing department up-to-date information 
regarding work leads and/cr tehind-schedule position. 

Selected Report Writer llfiajram 

The selected report writer program allows manufacturing personnel 
to vary the range and sorting sequence of several types of reports. 
For example, manufacturing may reguest a part number report for a 
specific department, and for a specific model and unit, and receive 
only those manufacturing order numbers which apply to those criteria. 
This program allows manufacturing to produce manj unique reports. 

DATA BASE SUPPORT SELECTION 

The most suitable data base support for the online system should be 
selected at this time. The factors which can be taken into account in 
making this decision are described in "Data Ease Selection Criteria" 
in Chapter 5. 

DL/T Support 

DBOMP (Data Base Organization and Maintenance Processor - Program 
Product (DOS) 5736-XX4) has teen widely used as the main batch data 
base support in the manufacturing industry. However, it is not the 
purpose of this publication to discuss the use of EBOMP. DL/I products 
offer data base support which surpasses that provided by DBOMP in many 
respects, such as improved data independence and device independence. 
This data and device independence may result in significantly less 
program maintenance and data base maintenance than experienced with 
DBCMP. 

The support of logical relationships and secondary indexing (see Chapter 
5) by DL/I ENTRY, DI/I DOS/VS, and IKS/VS DL/I, assists in the 
conversion of existing DEOBP data bases to DL/I. 

The Chained File - DL/I Bridge Program Product (Program No. 5748-XX3) 
can be used for conversion of chained file systems, such as DEOMP, to 
DL/I DOS/VS or IMS/VS DL/I. Refer to "Related Publications" in the 
Preface for relevant publications. 

The manufacturing order data set may contain a multiple number of 
status segments (see Figure 11-2) . Furthermore, the part number 
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cross-reference data set (see Figure 11-3) contains a segment for each 
manufacturing order number associated with a particular part number. 
Since a part may be used with many different manufacturing orders, 
there may be a very large number of these segments associated with each 
part number. These data sets are particularly suited to DL/I. A 
typical logical structure for these data sets is shown in Figure 11-5. 
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Figure 11-5. Manufacturing Data Base Logical Structures 

The manufacturing planning data set (see Figure 11-4) has no 
dependent segments associated with it and does net require DL/I support 
specifically. However, DL/I can support it as a root-segment-only data 
base. 

Since the segments in each data base previously described are fixed 
length, any of the DL/I products may b€ selected. Addition and deletion 
activity may be accumulated cnline in a CICS/VS file control data set, 
and applied to the data buffer offline. 

Fefer to "Sample Applications" in DL/I DOS/VS Geijera.1 Information Manual 
for further discussion of the use cf DL/I~in~the~manufacturing industry. 

ciCS/VS_File Ccntrcl Support 

DL/I is a suitable data base support for this cnline manufacturing 
application. However, if cne cf the DL/I products cannot be used, 
CICS/VS file control support should be selected. 

The support of multiple dependent segments in the manufacturing 
order data set and the part number cross-reference data set can be 
provided by using the segmented record feature of CICS/VS file control. 
File control reguires a specific number of segments to be defined for 
each segmented record. The basic information for both of these data 
sets is placed in the roct segment of the segmented records (see Figure 
11-6), and additional segments are defined to allow multiple dependent 
segments. 
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Figure 11-6. Manufacturing Hork Order Segmented Becord Format 

CICS/VS file control can te used to provide a segmented record 
capability which approaches that of DL/I, but which reguires more user 
programming and subseguent maintenance. 

The manufacturing planning data set r which has a root segment but 
not multiple segments, dees net require the segmented record feature 
for support by file control. 

The next decision to be taken regarding the data base support for 
this application is the access method to be used by CICS/VS file control 
for these data sets. 

The three data sets may presently be supported by either ISAM or 
DAM in a batch environment. However, because of the above need to use 
the segmented record feature of file control, the record formats of 
the batch data sets will need to be changed for the online application. 
They may be converted and still be supported by ISAM or DAM if 
necessary. 
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If either DAM or ISAM is used, the overflow technigue described 
later in this chapter for the banking industry can be utilized to 
increase the length of segmented ISAM or DAM records. (This technigue 
is described in more detail under "Segment Updating (DAM, ISAM, and 
Entry-Seguenced VSAM)" in "Segmented Eecords" in Chapter 5.) 

BANKING INDUSTRY 

The two principal online applications in the banking industry are: 

• Savings Bank and Mortgage Loan System 

• Customer information system (called customer 
information file) 

SAVINGS EANK AND MOBTGAGE LOAN S2STEK 

This online application enables saving bank deposits and withdrawals, 
and mortgage loan transactions, to be entered from teller terminals 
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located in various branches cf a bank. Such transactions are used to 
update savings bank and loan accounts immediately. Some of the 
advantages which result from this online application are: 

• Improved customer service, enabling the bank*s customers to utilize 
any branch of the bank 

• Standardization of procedures across all branches 

• Ability to extend all banking services to every teller terminal if 
reguired 

• Timely account information 

• Assistance to tellers in maintaining teller totals 

• Possiblity of improved audit and control procedures 

Figure 11-7 illustrates such an online savings bank and mortgage 
loan application. This application enables the following transactions 
to be entered: 

• Savings bank deposits 

• Savings bank withdrawals 

• Mortgage loan transactions 

• Inguiry transactions 

Further, it provides additional facilities for audit purposes in 
the areas of online operation and offline operation. 
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Figure 11-7. Savings Bank and Mortgage Lean System 
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DATA SETS 



Several data sets are used. One 
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Figure 11-8. Savings Bank Account Becord Format 

The mortgage loan data set may be similar in structure and 
organization to the savings account data set, and may use a record 
format similar to that illustrated in Figure 11-8. It is organized as 
a separate data set mainly to physically separate savings bank and 
mortgage loan accounts fcr subseguent batch processing. 

The customer account cross-reference data set is used to open new 
savings or loan accounts, or close accounts from a teller terminal. 
Furthermore, changes in custcmer details, such as a change in address, 
can be reflected in all the customer's accounts through the use of this 
data set. 

While this data set is of particular importance for a banking 
customer information system (see below) , it is also useful in the 
savings and lean application for the above reasons. Figure 11-9 
illustrates a typical customer account cross-reference record format, 
which illustrates the multiple occurrence of acccunt numbers for each 
customer. 
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Figure 11-9. Customer Acccunt Cross-Eeference Becord Format 

A teller journal data set may be used for audit and recovery 
purposes. Alternatively, the journaling facility of CICS/VS may be 
utilized by the user to direct teller activity information to a journal 
data set. If the 3600 system is used, the teller journal should reside 
on the 3601 diskette. This makes it available fcr both online and 
offline modes of operation. 

In an online savings and loan application, each transaction entered 
from a terminal must be immediately recorded in the event of system 
failure, as the original transaction may no longer be available to be 
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reentered. That transaction is represented by the customer at the 
teller window. Once he has Bade his transaction, be will take his 
passbook and leave. Apart from a hard-copy log cf all transactions, 
which is provided en most savings bank and loan terminals, the teller 
may have no other record of the original transaction. 
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Figure 11-10. Teller Journal Record Format 



ONLINE PROGRAMS 

A number of online prcgrans may be used in this application 
environment. These programs may be executed completely in the CPU or 
3601, or may be executed partly in the 3601 and partly in the CPU. The 
most important of these prcgrams are described in this chapter. 

Sayisas Transaction Prj^aram - Possesses Hejessjt and fiithdrjiwal 

2liS£a£iififis 

Deposit and withdrawal transactions may be made in many ways. Some 
of the possible transaction types may be made as follows: 

• with or without a passbook 

• Ey cash, check, cr cash and check 

• By transfer of funds between accounts 

• Against accounts with various stops or holds placed on them 

All these transactions generally have the same input format, which 
may provide more or less information depending on the function reguired. 
Furthermore, they generally involve the same logical processing, except 
that some transactions may add to the current balance (deposits) , other 
transactions may reduce the current balance (withdrawals) , while other 
transactions may have to carry out certain tests first. Finally, the 
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output response for each of these transactions is usually the same, 
but may reguire certain fields to be printed in certain columns of the 
passbook. 

While it is pcssible tc write a separate program for each individual 
type of transaction described abcve, another solution is to «rite a 
generalized program that uses a cede entered with the transaction to 
define the particular transaction type, and then accesses various tables 
defined by the user to detail, fcr each transaction type: 

• The input format 

• Editing and testing to be carried cut on the transaction 

• Processing and information tc be updated on data sets 

• The output format to be used 

By adopting a tabular approach tc the definition of the reguirements 
for each transaction type a user-written application program may be 
used with generalized logic to examine the information detailed in user 
tables for each transaction type and carry out the necessary processing. 
This applicaticn program may be developed as a generalized application 
program block (AE) for execution in the 3601 Ccntrcller. A generalized, 
user-written CICS/VS savings transaction program may then be used by 
all savings bank terminals fcr all savings bank transactions as 
previously described. The use of the 3600 and CICS/VS enables many 
teller terminals tc use this same program concurrently through the use 
of the multitasking, dynamic storage allocation, and guasireentrant 
capabilities of CICS/VS and the multiprogram execution capability of 
the 3600. Through these facilities and a tabular processing approach, 
most efficient use can be made of the CPU processing capability and 
storage availablity, to maintain a satisfactory response time at the 
terminal. This technigue is discussed further under "Tabular 
Structures" in Chapter 2. 

132££ga.ge Loan Program. - Process Uortgage Loss 3£§£§££tio,n.s. 

The tabular approach described above may also be used for lean 
transactions, if desired. Seme cf the logic used for the savings bank 
program may be able to be used for the mortgage loan program. 
Alternatively, by adding tc the savings bank tables to describe loan 
transactions, and by identifying transactions as relating either to 
savings cr loan, one 3600 AP and one CICS/VS program may be used for 
both savings bank and mortgage loan transactions. 

An advantage in combining these two applications into the one 
program, and using a tabular apprcach to describe each transaction 
type, is that reductions may be made in future program maintenance. 
If it is necessary tc change either the input or the output format, or 
the processing or editing reguirements for any transaction type, that 
change need enly be made in the appropriate table in the 3601, which 
is separately assembled frcm the main savings and loan program. 
Furthermore, by deleting or adding entries in tables, transaction types 
can be easily removed or added tc the application. If a generalized 
programming approach has been used for the savings and lean program, 
no coding changes may need tc be made, unless a new application function 
is added which reguires unigue program code. 

Change program - Change Savings ajjd lo an Ase.c.ujjis 

This program is used to open and close accounts by adding or deleting 
records from the appropriate acccunt data set (savings or loan) and 
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adding or deleting account numbers from the customer account 
cross-reference data set. The program also may update the customer 
account cross-reference data set to reflect changes in address or name, 
for example. A further requirement of the change program is to add or 
remove stops (holds) to various accounts, or change the customer names 
for an account. 

Use of the 3600 permits a subset of the account data set to be stored 
on the 3601 diskette. This normally would only identify account numbers 
that require special action, such as a stop on an account. A change 
to the accounts data set in the CPU by the change program should also 
be reflected in the subset of the accounts data set in the 3601. 

ISflililJJ JrlSSfam - Ifiguije £gain.st 5a.vin.gs a£d Lo.an ASSPJUls 
This program enables information such as: 

• Customer name and address 

• Account names 

• Stops and holds 

• Current balance 

• Interest 

to be obtained from the various online data sets to satisfy various 
inquiries. 

A.SMt Program - lo.g iJSfflrmatipjj fsi JMit anj fiecovery lurches 

This program is executed in the 3600, and utilizes the user-defined 
teller journal, which contains a record for each teller using the 3601 
and logs each savings or loan transaction to this journal on it 
immediately after the transaction is received by it. In the event of 
system failure, a user AF can retrieve these transactions from the 
teller journal, check to determine whether they have in fact updated 
the appropriate account (were not in-flight) , and, if they were backed 
out on emergency restart, the AF can complete the necessary processing 
for those transactions. This audit function is part of the AP executed 
in the 3601 for savings and loan transactions. 

This program records each change in status of the teller, such as 
"teller online," and also maintains current cumulative totals of all 
money handled by the teller during the day, including: 

• Total cash withdrawals 

• Total cash deposits 

• Total check withdrawals 

• Total check deposits 

• Total balance 

Supervisor Progrjajn - Iro^i^e fii,c|b:;.§e£U£ity > Fun.c£ip.£s 

In many cases it may be necessary to override certain functions in 
the savings and loan application. For example, a stop or a hold may 
be placed on an account, or an account may be rendered inactive for 
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various reasons. It may fce necessary for an authorized person in the 
bank to override this security prevision of the application. An 
override capability is provided by the supervisor program and may be 
implemented either in the CPU or the 3601. 

OFFLINE FROGBAMS 

Several programs select and format reports in the batch environment. 
These programs are described below. 

Sel££te.(| Report Writer. licc|ram 

The selected report writer program selects and formats regularly 
produced reports. This program sequentially processes both the savings 
account data set and the lean account data set, selecting the desired 
records for inclusion in reports. The inclusion is determined either 
on the basis of a request submitted by bank personnel or on an exception 
reporting basis. 

SJSload and Select £rc<jj:a.]i 

The unload and select program unloads the savings and loan account 
data sets on a periodic basis, and selects the applicable records for 
input to the interest calculation program. As part of this program, 
a data set statistical report for data set reorganization is produced. 

Load £roqram 

The load program reloads the savings and loan account data sets, 
using the backup created by the unload and select program as input. 
It eliminates any overflow and any deleted records. It may be run 
overnight, to reorganize data sets or data bases for the next day»s 
online operation. 

A subset load program must extract the necessary subset information 
from the data sets and transmit it to each 3600. A similar 3600 AP 
will reload the information en the 3601 diskette account data set if 
necessary. 

3lJil£res.t Calcu.2ai.jcn £r.o<jram 

Using record information provided by the unload and select program, 
this program calculates interest for various accounts. 

Selected Report Writer. Pffiqraf 

The selected report writer program allows banking personnel to vary 
the range and sorting sequence of many types of reports. For example, 
bank personnel may request a report of all loan accounts in arrears, 
or of all savings accounts at a particular branch. This program allows 
the bank to produce a wide range of unique reports. 

Before considering the data base support for the data sets described 
above, the customer information system application is discussed. This 
banking application is sometimes referred to as a customer information 
file application. 
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CUSTOMER INFORMATION SYSTEM (CUSTOMEE INFCB^ATION £1 LE) 

A customer of a bank may have several savings accounts, checking 
accounts „ mortgage lean accounts, and ether accounts (such as bills of 
exchange,, foreign exchange, stocks, and Christmas Clubs). Figure 11-11 
illustrates a typical customer informatienn system for banking. 

CICS/OS/VS supports the 3 850 Eass Storage System which can be used 
to maintain massive customer information system data bases online. It 
can be used for applications that have lev transaction volumes and that 
can tolerate long response times. A typical 385C application in this 
industry is the online residence cf historical current account 
(checking) transactions for subseguent enguiry. (See "CICS/OS/VS - 
3850 Mass Storage Operation" in Chapter 7 for additional information 
related to the 3850.) 
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Figure 11-11. Banking Customer Information System 

In this applicaticn, all a customer's activities with the bank can 
be related. By relating all of a customers accounts, access to any 
one account also makes other accounts identifiable and available. Thus 
a bank is better able to determine the involvement of each customer 
with the bank. Two cf the advantages offered by such a customer 
information system are: 

• improved customer service 

• Increased marketing opportunities for the bank in selling additional 
services to customers 



31*J CICS/VS System/Application Design Guide 



By accessing the customer account cross-reference data set, 
information relating to the customer can be obtained, together with 
the account numbers of every other type of account held by a customer 
at that tank. By accessing the appropriate account data set, more 
detail may be obtained for each individual account. 

Futhermore, by recording ether information in each account record, 
such as the names of various people using a savings account or a 
checking account, the individual accounts held by each person can be 
identified by further reference to the customer account cross-reference 
data set. 

This information, enabling the various banking services used by a 
customer to be identified, may be used together with other information 
to open new marketing opportunities for the bank. For example, 
analyzing information such as the type of services used by customers 
in particular geographical areas, may identify those services which 
are most popular in a particular location. Furthermore, those services 
which are less popular can be identified, enabling action to be taken 
to improve the service cr to reduce costs by removing the service. 

Another marketing opportunity which presents itself is to compare 
those customers in a particular location against a separate data base 
of all people living in that location, such as from an electoral roll. 
This enables the bank to identify people who are net presently 
customers, thus allowing selective marketing to be carried out to 
attract more customers to the bank. 

Another possibility is to identify various companies cr corporations 
which are customers of the bank, and then access information which is 
generally available in most countries identifying the main executives 
of those companies. If these executives are not presently customers 
of the bank, the bank may wish to direct its marketing efforts toward 
attracting them as new customers. 

The various approaches described are directed at improving customer 
services, reducing costs from unprofitable services, or attracting new 
customers to the bank. These approaches have always been available to 
the banking industry. However, the information which was necessary to 
implement them usually has net been readily accessible. The use of an 
online customer information system, with all related customer accounts 
identified, makes this information available. CICS/VS enables such a 
customer information system to be readily implemented. 

DATA SETS 

The data sets used by a customer information system include the 
savings bank acccunt data set, the mortgage loan account data set, the 
checking account data set, and other data sets (see Figure 11-11). 

The checking account record format is illustrated in Figure 11-12. 
This would normally be created and updated offline daily by various 
check processing and clearing batch programs. It can be seen from the 
figure that the checking acccunt record format is similar to that used 
for savings and loan acccunts. In particular, after the fixed checking 
account information in a root segment, there may be a multiple number 
of transactions which are associated with each acccunt recorded, each 
transaction representing a check written, or a check deposit made. 
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Figure 11-12. Checking Account Becord Format 

Mortgage loan account data sets use a record format similar to the 
savings account data set illustrated in Figure 11-8, 

The customer account cress-reference data set is used to contain 
customer details such as name and address, together with the account 
number of each account used ty that customer as illustrated in Figure 
11-9. 

A customer information system is not as critically affected by system 
downtime as the savings and lean application described previously. 
Accordingly, a teller journal is not essential for this inguiry system 
and has not been included in Figure 11-11. The terminal operator can 
reenter his inguiry once the system has restarted, with little or no 
detriment to the application. 

The programs which may be necessary in this application include, 
but are not limited to, the following. 



ONLINE PEOGBAMS 



i££fiJ3.2i leJ Sience program - Identify VjUlSiJS Recounts fiel<| Jjv. § Customer 

This program accesses the customer account cress-reference data set 
for a particular customer and makes available at a terminal all account 
numbers used by that customer. As an option, the terminal operator 
may examine each individual account in detail. 
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CICS/VS is particularly suited to this search requirement through 
the availablity of the built-in weighted retrieval function. This 
enables a key-seguenced VSAM data set to be sequentially scanned by 
CICS/VS, selecting records based upon user-supplied criteria. CICS/VS 
sequences records for presentation based upon the degree to which they 
fall between user-defined linits for selection. Refer to "Weighted 
Retrieval" in Chapter 5 fcr more detail. 

DATA BASE SUPPORT SELECTION 

Since both the savings and lean application and the customer 
information system may normally be simultaneously supported as online 
applications by CICS/VS r the selection of the appropriate data base 
support should satisfy both applications. The factors which should be 
considered in the selection of this data base support are now discussed. 
The criteria that should be used in selection of the data base support 
are described under "Data Ease selection Criteria" in Chapter 5. 

£IZI SUJ2.E ort 

Each of the data sets used by both the savings and loan application 
and by the customer information system exhibits a fixed amount of 
information relating to a particular account. This fixed information 
may be regarded as a root segment. The root segment may have a multiple 
number of dependent segments, such as various transactions for savings 
accounts, checking accounts, loan accounts, or ether accounts. 

In the case of the customer account cross-reference data set, the 
customer details would fern a root segment, with each of the account 
numbers used by that customer being a dependent segment (see Figure 
11-13). With the savings and mortgage lean data sets, each account 
transaction would be a dependent segment as shown in Figure 11-13. 

There may be any number of dependent segments (transactions or 
account numbers) fcr each root segment. Because of this, these data 
sets are ideally suited to the use of DL/I as the data base support. 
DL/I enables root segment information or individual segment information 
to be retrieved on request by the program and presented to it for 
processing with no cencern by the program for the physical location of 
the segments. 

DL/I ENTRY, DL/I DCS/VS, and IMS/VS DL/I readily enable the addition, 
replacement, or deletion of segments to be achieved online. The root 
and dependent segments are fixed length, and consequently can be 
supported by any of the DL/I products. The support of logical 
relationships and secondary indexing by DL/I ENTRY, DL/I DOS/VS, and 
IMS/VS is particularly useful for the design of the customer information 
system data base. Refer tc "Sample Applications" in DL/I DOS/VS Gene ral 
Jsf2£I§ii2fi MUJJSl f° r further discussion of the use of DL/I data bases 
in the banking industry. 
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Figure 11-13. Banking Data Ease logical Structure 

CICS/VS Jile Costal 

CICS/VS file control should be considered in this industry by 
CICS/DOS/VS users with real stcrage size egual to or less than 160K 
who do not wish to use DI/I EOS/VS, or by CICS/OS/VS users with real 
storage size egual to or less than 240K. In this instance, a limited 
capability similar tc that provided by DI/I can be offered by the 
segmented record feature of CICS/VS file control. 

The dependent segments (transactions) are generally snail, typically 
no more than 30 bytes in most cases. Each 30-byte segment can be 
defined to file control as a separate 30-byte fixed-length segment. A 
large number of dependent segments (up to a maximum of 99) may be held 
as CICS/VS segments. For example, by defining ten bytes of segment 
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indicator bit flags, 80 CICS/VS dependent segments can be defined. 

Each additional byte of segient indicator bit flags will allow a further 

eight dependent segments to be stored. 

Because the segient indicator flags identify the presence or absence 
of CICS/VS segments, no disk storage is used (apart from the indicator 
flags) for segments which are absent in a particular data set record. 
Additicn or deletion of dependent segments will change the length of 
CICS/VS segments. The normal requirement of this application is to 
add dependent segments, thus increasing the length of CICS/VS segments. 
However, this capability is not supported by ISAM or DAM. 

Accordingly, the access method which should be selected is 
key-seguenced VSAM# which readily allows for the increase in segment 
length, or the deletion of segments with the ability to physical reuse 
that deleted storage. However, VSAM should not be used (for performance 
reasons) if the user's system has less than 144K cf real storage. 

If VSAM cannot be used, a technique may be utilized based on a direct 
access data set for additicn or deletion of transactions through a 
backward chain. In this case, the relative location of the most recent 
transaction for an account is placed on the root segment of that 
account's segmented record (see Figure 11-14). This is the overflew 
technique described in Chapter 5 in the section "Segment Updating (DAM, 
ISAM, and Entry-Seguenced VSAM.") 

Ideally, the teller journal should be a CICS/VS user journal data 
set, operated en by CICS/VS journal control macrc instructions issued 
by the user. Alternatively, if this approach is not desired, the teller 
journal data set may be a direct access data set supported by DAM, or 
an entry-seguenced VSAM data set. 

I1SJM8C.E IHBggTEY 

The two main online applications within the insurance industry are: 

• Policy information system 

• New-business policy entry system 

The advantages of these online applications in the insurance industry 
are: 

• The availability of policies to all offices cf an insurance company 

• The ability to maintain close control of the claims made by a 
customer against his policies 

• The potential for reduction in ccst of entering new-business 
policies 

• The potential for improvement in accuracy of new-business policy 
entry 

POLICY INFORMATION SYSTEM 

A policy information system is analogous to a customer information 
system in the banking industry. This policy information system uses 
a policy data base which contains all the policies issued by the 
insurance company. All the policies held by each customer are 
identified and related to that customer. By identifying the customer, 
or a policy owned by that customer, all other policies belonging to 
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that person may be identified. In this way, the customer*s worth to 
the insurance company can te more fully assessed. 

However, it is not sufficient tc know onlj what policies are held 
by a particular customer. It is alsc important tc know the claims 
which have been made against those policies and the current status of 
premium F a y m€nts « Figure 11-14 illustrates a policy information system 
for insurance companies. 

CICS/OS/VS supports the 3850 Mass Storage System which can be used 
to maintain policy infcrmaticn system data bases online. The 3850 
supports data bases ranging from 35 to 236 billion bytes. It can be 
used for applications that have lew transaction volumes and that can 
tolerate long response time. (See Chapter 7 for additional information 
related to the 3850.) 

The insurance data base shown in Figure 11-11 enables information 
to be retrieved in a number cf ways, such as by: 

• Policyholder name and address 

• Policy number 

• Policy claims 

• Policy renewals 

• Agent*s identification 

• Line of business (Policy Class) 

• Geographic territory 
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Figure 11-14. Insurance Policy Information System 



DATA SETS 

The policy data set contains all the information relating to each 
current insurance policy. A typical record format for this data set 
is illustrated in Figure 11-15. 
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Figure 11-15. Policy Beccrd Format 
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Alternatively, claims and renewals nay be supported as separate data 
sets, with the root segment of an account containing disk pointers to 
the most recent claim or renewal for that same account in the relevant 
data set. Each of the claims or renewals for an account is then chained 
backward through the data set. 
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Figure 11-16. Customer Crcss-Eef erence Eecord Format 

The agent data set contains fixed information relating to the 
insurance agent, such as his name, employee number, and sales 
performance, followed by a multiple number of segments, one for each 
customer serviced by that agent. A typical insurance agent record 
format is illustrated in Figure 11-17. 
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Figure 11-17. Insurance Agent Eecord Format 



The t 
relating 
may have 
that ter 
accessin 
in that 
policies 
cross-re 
particul 
relating 



erritory and 

to the part 

a multiple 

ritory or th 

g this data 

territory ca 

owned by th 

ference data 

ar policy cl 

to those po 



pclicy clas 
icular geogr 
number of se 
e policy num 
set for a pa 
n be identif 
ose customer 

set. Simil 
assif icaticn 
licies can b 



s data 
aphic 
gments 
bers i 
rticul 
ied. 
s is a 
arly , 

can b 
e cbta 



sets cont 
territory 

identif yi 
n that cla 
ar territo 
Further in 
vailable f 
all the po 
e identifi 
ined from 



ain fixed information 

cr class of policy and 

ng the customers in 

ssification. By 

ry, all the customers 

formation about the 

rom the customer 

licy numbers in a 

ed and the information 

the policy data set. 



322 CICS/VS System/Application Design Guide 



ONLINE PBOGBAMS 

Having identified the various data sets used in a typical policy 
information system, the application programs should be defined. Some 
of the more commcn programs are described below. 

Ifilicy. Disjjlav. Program, - fi.is.play. policy. Information 

This program displays policy details from the policy data set and 
formats these details in a page for display at the terminal. These 
pages are presented to the CICS/VS terminal paging routine (see Chapter 
3) for subseguent display when reguested by the terminal operator, as 
described below. In this way, all the policy details are made available 
for inguiry. 

Custpjner Program - Display. £JS§lfiSSI IfilfillliiSS 

This program accesses the customer cross-reference data set, usually 
using customer name, and formats all the details relating to that 
customer (such as name and address) into a page for display at the 
terminal. Each policy owned by that customer is then retrieved from 
the policy data set by the system automatically initiating a policy 
inguiry, and the policy details are formatted into a page for display 
at the terminal. The terminal paging facility of CICS/VS (see Chapter 
3) relieves the programmer of having tc select and display each 
individual page reguested by the terminal operator. Instead, CICS/VS 
terminal paging selects the appropriate page reguested by the terminal 
operator from these pages supplied by the program and displays it on 
the terminal. 

£2aAi8.§ZlSIJewj|l ! £! Frcgraj - Jjisjolay, Claims and Renewals 

Based on specific policy identification, the details of the policy 
may be retrieved and the various claims made against that policy may 
be displayed, together with the renewal status of the policy. 

Bepresentatiye Inguirv. "* EiS-ElM Be£resentative Information 

This program accesses the representative data set and formats 
representative details, such as name and sales performance, for display. 
Each client serviced by that representative can then be the subject of 
a policyholder inquiry if reguired. 

Territory Inguiry. - Bj.s£lay. IfilicyhoJLders in a. Specific Territ ory 

The territory data set is accessed, and territory details are 
displayed. The terminal operator shculd be permitted to display details 
relating to each, or alternatively a specific, policyholder in the 
territory. 

RQliSI Class Inguiry. - Ui§£l§I Policies of Pfiliicjilar Classification 

This program is similar tc the territory inguiry, except that the 
data set is accessed for a specific policy classification, and all the 
policies in that classification are displayed. A terminal operator 
then has the option to examine each of these policies in more detail 
with a policy inguiry. 
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NEW-BUSINESS POLICY ENTRY SYSTEM 

This cnline application allows the entry of new-business policies 
into a policy data set of the insurance data base. Without such a 
system, the preparation cf new-business policies would require highly 
experienced personnel to code the necessary information. 

The use of online data entry under CICS/VS for this application 
enables the terminal operator to enter policy information in terms he 
is familiar with, and allows the computer to carry out much of the 
necessary coding and checking. In this way, it may be possible to use 
less experienced (and lower paid) personnel to prepare new business 
policies, with the computer handling the coding and checking of 
information for accuracy. 
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Figure 111-18. New-Business Eolicy Entry System 

A considerable amount cf information must be entered for each new 
business policy. Typically, the information entered from a terminal 
may approach, or in some cases exceed, 1,000 characters. If this 
approximately 1,000-character record is entered as one input 



32a CICS/VS System/Application Design Guide 



transaction, the extent to which the computer can help in coding and 
checking is somewhat limited. 

However, if a conversational approach is taken to the entry of 
information, the computer can guide the terminal operator ty requesting 
each section of policy information as it needs it. By adopting this 
conversational approach, the computer can reguest information in much 
the same way as it may be requested on a new-business policy form, and 
then take that entered information and code it based upon defined rules 
for each section of the policy entry. 

The advantage a conversational policy entry approach offers is that 
it now becomes possible for inexperienced operators to transcribe 
information directly from new business policy forms, with the computer 
carrying out the necessary ceding and checking of information. 
Furthermore, in the event cf an error being detected in the input, only 
that errcr field need be reentered. 

To achieve this conversational policy entry, the policy information 
received from the terminal is used to progressively build up a complete 
new-business policy record. The policy work data set is used for this 
purpose. When the entry of the new-business policy is started, the 
policy information is written to the pclicy work data set. As 
subsequent policy information is received from the terminal for this 
new policy, the record written tc the policy work data set for that 
policy is retrieved, updated with the additional information, and 
written back. In this way, the new business policy record is gradually 
built up with each section of policy information being fully edited, 
validated, coded, and written to the data set before the next section 
is obtained from the terminal operator. 

On completion of entry of the pclicy information, the new-business 
policy record is transferred to the policy data set, and the policy 
number is added to the customer cross-reference data set for the 
customer who has taken out the new pclicy. 

DATA SETS 

The pclicy work data set contains a record for each new-business 
policy entry terminal. In the event of system failure, the policy work 
data set records all policy information entered by each terminal 
operator up to the time when a failure may have occurred. On system 
restart, it enables previously entered policy information to be 
retrieved from the data set such that the terminal operator can continue 
with the policy entry, close to the point he had reached when the system 
failure occurred. 

This policy entry recovery facility is made possible through the 
use cf conversational entry cf pclicy informatics If all the policy 
information was entered as one large input transaction of approximately 
1,000 characters, and the system went down toward the end of entering 
policy information, it would be necessary to rekey all that policy 
information again when the system is restarted. However, using 
conversational entry, only the last conversational section of the policy 
may have to be rekeyed en restart. 

The customer cross-reference data set and the pclicy data sets are 
the same as described above for the policy information system. 
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ONLINE PBOGBAMS 

Policy En.t ry Pr o cjr am - Ed t§r PoJL.J£y. Eeta j.JLs 

This program accepts policy information from terminals, validates 
that information based on established editing and checking procedures 
used by the insurance company, codes the validated information, and 
writes it to the policy work data set. The response returned to the 
terminal indicates the information to be next entered for the policy. 
Each subsequent transaction received from the terminal is also validated 
and coded, then added to the information for that policy in the policy 
work data set. 

While this program has been identified as a policy entry program, 
it is in fact a series of program modules, each module used to validate 
and code each separate terminal transaction which is used 
conversationally to build up the entire policy. Each program may 
utilize temporary transaction codes (refer to "Task Initiation" in 
Chapter 3) to identify the program to process the next section of the 
policy, without reguiring the terminal operator to enter a transaction 
code. 

Correction P£fi.graj - £or.r,ect Err.cjc Fields 

This program accepts a terminal transaction which is identified as 
the correction of a previously entered error field. It retrieves the 
previous error information that was logged to the policy work data set, 
inserts the relevant corrected field, and revalidates the policy 
information. If the corrected field passes the validation procedure, 
it is inserted into the new-business policy record and written back to 
the policy work data set. 

Change Program - Change Existing isiicies 

This program accesses policy records either in the policy work data 
set, or in the policy data set, to change specified policy information. 

Delete Program - £eJLete lo^icies 

This program accesses the policy data set and customer 
cross-reference data set to delete specified policies. 

Claims and Renewals Ejitxy l£.£grjim 

An extention to this new-business policy entry system enables the 
entry, validation, and addition of claims and renewal information to 
the policy data set. This uses a similar design approach to that 
described above, except that the amount of information to be entered 
may be supplied in a single input transaction, rather than in a 
conversational transaction environment as for new-business policies. 
A temporary data set such as the policy work data set is not necessary. 
Instead, after editing and ceding, the claims or renewal information 
may be added directly to the policy data set. 

DATA BASE SUPPORT SELECTION 

The criteria that should be used in selection of the data base 
support are described in "Data Base Selection Criteria" in Chapter 5. 
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The policy data set, agent data set, policy class data set, territory 
data set, and the customer cress-reference data set contain fixed 
information, followed by a variable amount of related information, such 
as: 

• Claims and renewals for a particular policy 

• Policy numbers for a particular customer 

• Customers for a particular insurance agent 

• Customers for a particular territory 

• Policy numbers for a particular policy classification 

DL/I Supjgort 

Because of the above considerations, the ideal data base support in 
this industry is DL/I. The nultiple occurrence cf related information 
described above can be supported as dependent segments, with the fixed 
information in the various data sets as root segments (see Figure 
11-19). As these segments can be effectively made fixed-length, any 
of the DL/I products may be used. 

DL/I ENTRY, DL/I DOS/VS , and IMS/vS DL/I support logical 
relationships and secondary indexing, which enable indexes to be created 
and used by DL/I such that dependent segments may be directly accessed. 
An example of the use of such secondary indexing is the creation of 
DL/I indexes for directly accessing claims based on a claim number. 

CICS^VS File Control 

DL/I has many advantages, particularly in the area of reduced 
maintenance, over CICS/VS file ccntrol. However, if DL/I will not be 
used for various reasons, the segmented record feature of CICS/VS file 
control may be used to advantage. As previously discussed for the 
manufacturing and banking industries, the dependent segments may be 
defined as separate file ccntrol segments. 

The policy information system is an inguiry application, and does 
not involve changes cr additions to the data base. However, the 
new-business policy entry system will result in additions to the policy 
data base and the customer cress-reference data base. In this case, 
the length of file ccntrcl segmented records will be increased, or in 
the case of deletion of policies, will be decreased. Consequently, 
the most suitable access method tc provide this capability is 
key-sequenced VSAM, provided the user's system has at least 144K of 
real storage for satisfactory performance. If ISAM or DAM is used, 
the overflow technique described in "Segment Updating (DAM, ISAM, and 
Entry-Sequenced MSAM)" in Chapter 5 may be utilized to increase the 
length of segmented DAM or ISAM records. However, this technique 
requires additional programming. 
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Figure 11-19. Pclicy Information System logical Structures 



MEDICAL INDOSTEY 



In the medical industry, a typical online application is the control 
md maintenance cf information relating to all of the patient* in 1 



hospital or clinic, in a patient information system. 



patients in a 
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1 . Generate new patient record. 



2. Access patient record. 

3. Update record with visit or 
treatment details. 

4. Display updated history. 



5. Access patient record. 

6. Extract visit and treat- 
ment details. 

7. Display patient history. 



8. Access medication cross- 
reference data set. 

9. Access patients with that 
medication in patient 
history data set. 

10. Display patients receiving 
specified medication. 



11. 

12. 


Search patient history for 
specified disease. 

Display patients with 
specified disease. 




Figure 11-20. Patient Information System 

The patient history developed over a period of time using the patient 
information system can be made available by means of the computer to 
any authorized person. Consequently: 
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• Doctors may be made aware of all visits, diagnoses, and treatments 
relating to a patient. 

• All handling and treatment of a patient can fce identified. 

• A record of all patient activity with the hospital or clinic can 

be made available to the accounting department for billing purposes, 

In addition to recording information, relating to a particular 
patient, the computer can also reccrd elsewhere th€ fact that the 
patient has received particular medication. It is then possible to 
determine which patients have received certain medication within a 
certain time period, for exaaple. 

DATA SETS 

The patient history data set contains information identifying the 
patient, such as patient number, name, address, and personal details. 
Associated with this patient may be a multiple number of segments of 
information, each segment relating tc a particular visit cr treatment. 
A typical patient history record is illustrated in Figure 11-21. 



Patient 


Patient 
Details 


Doctor 
Number 


Address 


Patient History 


No. 


Name 


Line 1 


Line 2 


Line 3 


Visit 


Diag- 
nosis 


Treat- 
ment 


Treat- 
ment 


Visit 



Figure 11-21. Patient History Eecord Format 

The medication cress-reference data set contains details relating 
to each particular medication, with a multiple number of segments 
identifying the patients who received that medication and the dates 
administered. Using this data set, all the patients who received 
particular medication at a particular time can be identified. By 
accessing the patient histcry data set, further information can be 
obtained relating tc various patients. A typical medication 
cress-reference reccrd format is shown in Figure 11-22. 
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Patients Administered 
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Description 


Details 


Patient 
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Dose 
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Patient 
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Dose 



Figure 11-22. Medication Crcss-Eef erence Eeccrd Fcrmat 

A diagnosis data set and a doctor data set, if required, may be used 
to identify all patients who contacted a particular disease, or who 
were or are treated by particular doctors. The fcrmat of these data 
sets is almost identical tc that of the medicaticn cross-reference data 
set. 



CHIIME FEOGBJIMS 

Add Patient Program - Add Me* Patient io patient Histo ry 

This program accepts information relating to a new patient and adds 
that information to the patient bistcry data set. 
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JPaiiJSi Sfi^ate Program - Sfdate i§tient History wi th Visits, 

Treatments, ajid Diagnoses 

This program is used to add information relating to a particular 
patient visit, or treatment received by the patient, to the patient 
history data set. Over a period of time, a complete historical record 
is built up for each patient. 

Patient History Ifiguiry Hcgram - Display, Patient Hj-stpry Information 

This inguiry program accesses the patient history data set and 
formats that history into pages to be displayed on reguest by the 
terminal operator. These pages are presented by the program to the 
CICS/VS terminal paging routine (see Chapter 3) , which saves them and 
displays them for the terminal operator in the seguence reguested. 

Medication Inguiry. Program - Display. All latients Receiving Cert ain 

This program accesses the medication data set and identifies each 
patient who received specified medication over a specified time period. 
Further information relating to those patients may be obtained by a 
patient history inguiry if reguired. 

Diagnosis Inguiry Program - Display All Patients with a Specified 

Disease 

This program accesses the diagnosis data set and identifies all 
patients who contracted a specified disease. Further information can 
te obtained about these patients by means of a patient history inguiry. 

Doctor Inguiry Program - Display All Patients Relating to a Specified 

lector 

This program accesses the doctor data set and identifies all patients 
treated by that doctor. Further information about these patients may 
then be obtained by a patient history inguiry. 

DATA BASE SUPPORT SELECTION 

At this stage of the application design, the data base support to 
te used can be determined. Befer to "Data Base Selection Criteria" in 
Chapter 5 for a discussion of the factors which should be considered 
in this selection. 

DL/I Products 

The record formats of the patient history, medication, diagnosis, 
and doctor data sets (see Figures 11-21 and 11-22) exhibit multiple 
occurrences of information, dependent upon a root segment. These record 
formats indicate that DL/I is the ideal data base support for this 
application. 

Generally, the segments may be made fixed-length, which allows DL/I 
ENTRY to be used. Variable-length segments may be used by DL/I DOS/VS 
and IHS/VS DL/I for information such as names and addresses. 

Figure 11-23 shows a typical EL/I logical structure for the patient 
history data base. 

Information describing patient* 1 s name, address, and physical 
characteristics is ccntained in the patient detail root segment. Each 
patient can have many visit and dependent diagnosis segments. 
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The support of logical relationships and secondary indexing by DL/I 
ENTBY, DL/I DOS/VS, and IMS/VS is useful in the design of the patient 
information system data base. 

Refer to "Sample Applications" in DJ^I D25ZVS General Information 
USSUSi f° r further discussion on the use of DL/I in the medical 
industry. 
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Figure 11-23. Patient History Logical Structure 

CICS/VS File Contrgl 

The segmented record feature cf CICS/VS file control may be used to 
support the multiple occurreice cf dependent segments. Because of the 
reguirement for increasing the length cf segments as information is 
added to a record, the most suitable access methcd to be used is 
key-seguenced VSAM. 
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For machines with less than 144K bytes of real storage, the use of 
VSAM is not advised, for performance reasons. ISAM and DAM may be used 
instead as the access method support. In this case, the overflow 
technigu€ described in the section "Segment Updating (DAM, ISAM, and 
Entry-Seguenced VSAM)" in Chapter 5 may be used. 

PHAEMACEU^ICii INDUSTRY 

A typical online application in the pharmaceutical industry is the 
entry of orders from pharmacists for various products, and the filling 
of these orders in the pharmaceutical company *s warehouse. This 
application is generally referred to as a pharmaceutical order entry 
system. 

PHARMACEUTICAL ORDEB ENTBY. SYSTEM 

In this industry, orders for products are generally made by product 
name rather than by product number. Products such as aspirin may be 
supplied by many manufacturers in different strengths and in various 
guantities. Thus, an order taker lust have a very good knowledge of 
the company 1 s range of products so that he can readily identify the 
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3. Generate order-in-progress 
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4. Access synonym record. 

5. Display product synonyms. 



6. Access order-in-progress 
data set. 
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Extend invoice. 


12. 
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13. 


Write order to accepted- 
order data set. 




Figure 11-24. Pharmaceutical Order Entry System 

particular product ordered. Figure 11-24 illustrates a typical 
pharmaceutical order entry system. In this aplication, generally. 



Chapter 11. CICS/VS Application Design 333 



orders are placed by pharmacists over the telephone, with the telephone 
operator keying into the terminal each product ordered* The name of 
the product ordered is entered on the terminal, and the computer 
accesses all products similar to that entered (that is, synonyms) and 
displays each of the syncnyms at the terminal for selection by the 
operator » 

In this industry, a pharmacists order is normally accepted 
regardless of whether or not there is sufficient stock on hand to fill 
that order. An cnlire inventory status check is normally not carried 
out. However, it is important that packing slips for such orders be 
passed tc the warehouse as quickly as possible. Ideally, the computer 
should prepare all the products in each packing slip in warehouse 
location seguence for faster picking of products. This packing slip, 
together with an extended invoice if preinvcicing is to be implemented, 
can be transmitted tc a terminal in a warehouse very shortly after 
completion of entry of the older. 

DATA SETS 

The synonym product data set is a special online version of the 
product data set (which is used only in the batch environment) . If 
the product data set is used online to identify various product 
synonyms, a file access nay te needed for each separate synonym. 
Eecause there may be twenty or mere synonyms fcr each product ordered 
from each terminal, accessing the product data set online represents 
a significant (and unnecessary) file accessing lead. This online 
accessing is unnecessary, as the enly purpose is to identify synonyms 
and not to update inventory levels. In this industry, inventory is 
normally updated overnight by batch programs. 

The synonym product data set is created offline from the product 
data set (see Figure 11-24), by extracting from each product record 
the product number and name into a separate data set. (A typical 
product data set record format and product data base DL/I logical 
structure are shewn in Figures 11-31 and 11-32, respectively, for the 
distribution industry. These figures are also relevant to the offline 
pharmaceutical product data set.) Information needed for invoice 
calculations, such as unit price, unit size, discounts, and warehouse 
location, is also extracted from the product data set to make up a 
synonym record. Synonym reccrds are sorted into alphabetical seguence 
on the product name and are processed sequentially in a batch 
environment to generate display images of synonyms based on the first 
four to seven characters of the name (depending upon installation 
reguirements) . The display images of synonyms are used to generate 
the synonym product data set with the first characters of the product 
name (that is, the synonym name) as the key. Figure 11-25 shows a 
typical synonym product record format and the resultant synonym display. 

Using the product name entered frcm the terminal, the first four to 
seven characters of the name are used to access the synonym product 
data set and to retrieve one or several synonym displays, each 
containing many synonym products. The operator then identifies the 
appropriate product. That product identification can be entered with 
the next product to be ordered, together with details of that next 
product. 

By using the synonym product data set, the amcunt of data set 
accessing which is necessary is dramatically reduced, with a subsequent 
potential improvement in online performance and response time. 
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Figure 11-25. Synonym Beccrd Format and Display 

The pharmacist data set contains information relating to the 
pharmacist, as shown in Figure 11-26. This data set is accessed at 
the start of each order to identify the pharmacist for credit purposes, 
account history, or disccunt. 
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Figure 11-26. Pharmacist Data Set 

The order-in- progress data set is used as a work data set. Each 
product ordered by name, together with its guantity, is entered 
conversationally and the appropriate product name is selected from the 
various synonyms. This ordered product is then written to the 
order- in-progress data set (see Figure 11-27). As further products 
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Figure 11-27. Order In-Frcgress Beccrd Format 

are ordered, the order-in-prcgress record is updated until the complete 
order has been received. This is necessary in the event that the 
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pharmacist may wish to change part c * his order, or cancel particular 
products or the entire order before he has completed the order. 

Once the order has been completed, it is then transferred from the 
order- in-progress data set tc the accepted order data set. This is 
effectively a direct access file which will be processed overnight as 
a seguential data set to update the product data set inventory. It 
has the same record format as the order-in-progress data set (see Figure 
11-27) . 

CNLIHE FEOGBiMS 

Ord§r Start PEfi5Ill - Accent Pharmacists Identification 

This program accesses the pharmacist data set, displays the 
pharmacists name, address, and credit information, if reguired for 
confirmation, and writes an crder-in-progress record. 

O^Jer Entry Program - Accejgt ProdjcJ: Orders 

The product name and guantity to be ordered are accepted from the 
terminal and used to access the sjncnym data set. The highest synonym 
key of each cylinder may be held in a table in storage, if required 
for faster access, to allow the synonym displays for a product to be 
retrieved directly. Details relating to the product, such as unit 
price, discounts, and warehouse location, are part of the synonym record 
(see Figure 11-25) and may be displayed for the operator, if desired. 

Order Finish Program - l£dic.§ie Completion. q± 0r<3er 

This program indicates that the entire order has been completed, at 
which time the order-in-prcgress record is transferred to the accepted 
order data set, to be used offline overnight to update the product 
inventory in the product data set. This program then initiates the 
warehouse location seguencing program. 

S3ie ho us e La ca^tipji S egue ncin <j £r eg r am. - Seguejice Products in to 

Warehouse location 

This program is initiated automatically by the system at the 
completion of an order. It seguences the orders into warehouse 
location, based upon the product's location extracted from the synonym 
data set (see above) . On completion of the warehouse location 
seguencing, control is passed to the invoice calculation program. 

I-B^sice calculation Proc[£aj - Extend Ifivo£ce 

This program takes the order when it has been seguenced into 
warehouse location. Using the unit price, discount, and size supplied 
by the symonym record (see Figure 11-25), it extends each line item 
and then calculates the total invoice. 

Warehouse Transmission P. Ingram - Send Packing SJLijg ajid Invoice 

The order, seguenced into warehouse location, is formatted into the 
warehouse packing slip and transmitted to a printer in the warehouse. 
Following this, the extended invoice is formatted and transmitted to 
the same printer so that the packing slip and invoice may be packed 
with the ordered products fox preinvcicing. 
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OFFLINE PROGRAMS 

ii.XJ12.2XI £ata Set Crgation. 

As described earlier, this program accepts the product data set 
sorted into alphabetical sequence and then formats display images of 
synonym products based on the first four to seven characters of the 
product name, for retrieval online from the synonym product data set. 
Information such as the unit price, unit size, applicable discounts, 
and warehouse location is also extracted for inclusion in the synonym 
record, as shown in Figure 11-26. 

At the same time, a synonym display image can be printed to be used 
by terminal operators in the event of system downtime, for manual backup 
and identification of products ordered. 

iMjnJ&iJ? Sfidate P.roa,ram 

The accepted order data set created online is read sequentially by 
this program and used to update the stock levels en the product data 
set. Depending upon the freguency of activity of various products on 
this product data set, the accepted order data set may be sorted into 
the same sequence as the product data set before execution of the update 
program, for better performance. As a result of the product update, 
various inventory reports may be produced, and back orders may be 
recorded on a back-order data set. 

DATA BASE SOEPORT SEIECTIOH 

The selection of data base support for this application can now be 
considered. Refer to "Data Ease Selection Criteria" in Chapter 5 for 
a discussion of the various factors relevant to this selection. 

DL/I llfiducts 

In most cases with this application, the data sets contain simple 
record formats which may be equally well supported by either DL/I or 
CICS/VS file control. In this instance, the decision on data base 
support will generally be dictated by future installation direction 
rather than other considerations. While this particular application 
does not need all the facilities of DL/I, the principal advantage of 
data independence with DL/I, and hence reduced maintenance of the data 
base, is an important reason for using it. Refer to "DL/I Products" 
for the distribution industry later in this chapter, for a discussion 
of the use of DL/I to support the product and customer data bases. The 
techniques described are alsc applicable to the pharmaceutical industry. 

CICS^VS File Cc£tr^l 

If the data base support decision is to use file control, either 
DAM, ISAM, or VSAH may be selected. The crder-in-progress data set 
would normally be supported as a DAM or entry-sequenced VSAM data set. 
The accepted orders data set may be supported as a sequential data set, 
or as a direct access data set created sequentially. The pharmacist 
data set would typically be ISAM or key-sequenced VSAM. The synonym 
data set may also be ISAM or key-sequenced VSAM. The product data set 
used in a batch environment may be either a direct access data set or 
a keyed data set such as ISAM or key-sequenced VSAM. However, the user 
should recognize that VSAM should not be utilized en systems with less 
than 144K bytes of real storage, for performance reasons. 
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While the product data set does contain some descriptive information 
(such as the product name) , this data set need net use variable-length 
records unless disk storage is at a premium. In the case of the 
pharmacist data set, however, the name, postal address, and possible 
separate ship-to address may indicate significant disk storage savings 
by defining the pharmacist data set as a variable-length segmented 
record data set. The pharmacist's name, each address line, and the 
ship-to address may be made variable-length segments, and, through the 
presence or absence of segments, a variable number of address lines 
may be supported if necessary. Befer to the discussion of segmented 
records in Chapter 5 for a typical segmented custcner record. This 
segmented record is useful alsc fcr a pharmacist data set. 

DISTBIBflTION INDUSTRY 

A typical online application in the distribution industry is order 
entry and invoicing. This application is similar in many respects to 
the pharmaceutical order entry system described abeve, but differs in 
the area of stock status checking. 

OBDEB ENTRY AND INVOICING SYSTEM 

In this industry, products are generally crdered by product number. 
Orders may be accepted over the telephone, in perscn, or by mail. A 
customer number or account number is used to identify the person making 
the order. This customer identification is used to access a customer 
data set to obtain information such as customer name and address, 
ship-to address, and current credit rating. 

The significant differences between this application and the 
pharmaceutical order entry application are discussed in the following. 

Since each item is ordered by product number and guantity, the 
computer is able to access the product data set directly tc obtain the 
product name, unit price, relevant discounts, and guantity-on-hand. 
The guantity-on-hand may be updated immediately to reflect acceptance 
of the order. In the event of an insufficient guantity-on-hand, the 
terminal operator may elect to either: 

• Accept the guantity available 

• Cancel that order item 

• Cancel the entire order 

depending on the customer's reguirements. 

On completion of the order, the computer can be used to produce an 
extended invoice tc be transmitted tc the warehouse, together with a 
packing slip listing products in warehouse locatior seguence. 
Furthermore, it is possible tc produce an invoice as confirmation of 
the acceptance of the order if reguired, by also transmitting a copy 
of the invoice tc the terminal. This order confirmation may result in 
improved customer service, and is of particular interest for orders 
placed in person by the customer. In the case of the orders placed by 
telephone or mail, the confirmation invoice may be mailed to the 
customer if reguired, depending upon the delivery time of the actual 
products ordered. 
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The advantages which result from an online order entry system similar 
to the one described above are: 

• Improved customer service 

• Improved credit control 

• Up-to-the-minute stock status availability 

• Potential reduction in inventory levels 

• Eemoval of the need for stock clerks, pricing clerks, and checking 
clerks 

• Preinvoicing, and efficient warehouse picking 

Figure 11-28 shows a typical order entry and invoicing system. 
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Figure 11-28 Distribution Order Entry and Invoicing System 



DATA SETS 

The data sets used in this application are analogous to those 
described for the pharmaceutical industry. The crder-in-progress data 
set is used to temporarily held the order until completion, in the 
event of a change in the order or possible cancelation of a particular 
item or the entire order. The ccipleted order is then transferred to 
the accepted order data set. The record format for the accepted order 
data set and the crder-in-prcgress data set is shown in Figure 11-29. 
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Figure 11-29. Accepted Order and Order-in-Progress Record Formats 

The customer data set ccntains similar information to that described 
for the pharmacist data set and is illustrated in Figure 11-30. 
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Figure 11-30. Customer Eecord Format 

In this application, products are generally identified by product 
number. The product data set can be placed online, allowing the stock 
status to be immediately updated on acceptance of each line item 
ordered. Figure 11-31 illustrates a typical product record format. 
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Figure 11-31. Product Eeccrd Format 

The reorder data set is used to record orders tc be placed on 
suppliers when the stock status of a product reaches its reorder point. 
It may be a separate data set, or part of the product data set (see 
"DL/I Products" below, and Figures 11-31 and 11-32). 

The back order data set is used tc record back crders placed because 
of insufficient stock. It may bs a separate data set, or part of the 
product data set (see "DL/I Products" under "Data Base Support 
Selection", and Figures 11-31 and 11-32). 
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Figure 11-32. Product Data Ease Logical Structure 



ONLINE PBOGBAMS 



O.E.d§.£ Start Program - Start Jew Cjstojer. Order 

This program accesses the customer data set based on customer number 
and displays the customer name, address, ship-to address, and credit 
rating fcr confirmation. An crder-in-progress record is then created 
for this terminal. 

Order Entry £roc[ra.m - Acc.ej:t £roduct Orders 

This program accepts products ordered by product number and guantity, 
accesses the product data set, updates stock status, determines whether 
the reorder point has been reached, and creates a reorder record if 
necessary, then adds to the tack order data set if the complete quantity 
ordered could not be satisfied. The line item ordered is then used to 
update the order-in-progress record for that terminal. 

Sl^SE £i.Ei§h P£2££3JB " Siajnal Con£leticn of Order. 

This program indicates the completion and acceptance of the order. 
The program transfers the crder-in-progress record for this terminal 
to the accepted order data set. The warehouse location sequencing 
program is then automatically initiated by the system. 
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Warehouse Location Sea.ijenc.ina, Pr£.gra.m - S.e.o.u.e.jjce grp^uctg into 

liaiSllSJise Lacatioji 

The products in the accepted order record are sequenced on the 
warehouse location field, obtained when the product information was 
initially retrieved from the product data set. This sequenced record 
is then written back to the accepted order data set* and control is 
passed to the invoice calculation program. 

Invoice Calculation Iroaraa - E^ten^l Invfiifi© 

This program extends each line item of the order, based on unit 
price and product and customer discounts extracted from the relevant 
data sets during entry of the order. The seguenced order and calculated 
invoice are then transmitted to the warehouse. 

Warehouse Transmission £ic..gram - Sxan^mit Packing Slij> ajid JCnvQJ.ce 

ii Isifilfiuse 

The order, in warehouse location seguence, is prepared as a warehouse 
packing slip and transmitted to a printer in the warehouse. The 
calculated invoice is then formatted and transmitted to the same 
warehouse printer for preinvcicing. 

If a confirmation invoice is to be sent to the terminal operator, 
a copy of the warehouse invoice is also transmitted to a printer located 
near the terminal operator. 

Receipts Projram - Update Stock Status with, Eece J |£ts 

This program accepts transactions from the warehouse indicating the 
receipt into inventory cf products ordered against suppliers. The 
program accesses the product record, increases the stock status, and 
reduces the reorder guantity in the reorder data set based upon the 
guantity received. 

The increased product guantity may be used online to satisfy back 
orders in the back crder data set, if necessary, or these back orders 
may be processed offline. 

EETAIL S10EE SYSTEM 

An extension cf the previously described crder entry and invoicing 
application applies to the retail store environment. Here, purchases 
made by customers are entered to directly update inventory levels, 
calculate the purchase amount (with discounts and sales tax) , print a 
receipt, and calculate change. The need to print a warehouse packing 
slip and invoice is bypassed. The customer selects the required product 
from the store, and the receipt becomes the customers and the stores 
record of the purchase transaction. 

The 3650 Retail Store System is specifically designed for this 
environment. The 3650 system comprises a 3651 programmable controller 
with 9.3 million bytes of disk storage, a 3653 Point of Sale Terminal, 
a 3275 Display Station, a 3264 Printer, and a 3657 Ticket Unit. Befer 
to the 36^0 Retail §tore System In tr cd uc tjon. , GA27-3075, for further 
information. 

CICS/VS permits conversational sessions to be established from 3653 
or 3275 terminals, and also supports a pipeline session for rapid 
authorization of credit transactions. An application program session 
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can be established fcr communication between user application programs 
in CICS/VS and in the 3651. (Se€ "3650 Sessions" in Chapter 3 for 
further information. ) 

DATA BASE SUPPORl SELECTION 

The most appropriate data base support for the applications is 
discussed in the following. Refer to "Data Base Selection Criteria" 
in Chapter 5 fcr a discussion of the factors relevant to this selection. 

DL/I £12 ducts 

The advantage of DL/I in this application permits information 
relating to stock availability fcr a product (across several warehouses) 
to be readily identified. Sales information is included in the logical 
structure for the product data base (see Figure 11-32) , together with 
the stock availability in various warehouses. Back crder information 
for each product may be maintained across different suppliers, using 
the same logical structure. 

DL/I may also be utilized to support the customer data base. Befer 
to "DL/I Products" in Chapter 5 for a typical customer data base logical 
structure. 

CICS/VS File Control 

The order-in-prcgress and -accepted order data sets will generally 
be direct access DAM or entry-seguenced VSAM data sets. This also 
applies to the reorder and back-crder data sets which, together with 
the accepted-order data set, are created sequentially online, but maj 
be retrieved in randem fashion. 

The customer data set will generally be ISAM or key-sequenced VSAM, 
while the product data set may be either BAM, ISAM, or VSAM. 

Depending upon the size of the customer data set, disk storage 
savings may be achieved by using the segmented record feature of file 
control and defining the customer record as variable-length, with a 
variable number of variable- length segments for name, postal address, 
and ship-to address, for example. 

If satisfactory performance is to be achieved, VSAM is not 
recommended for computers with less than 144K bytes of real storage. 
In this instance, use DAM and ISAM as the access methods. 

lh* IMOJCEMENT INDUSTRY 

A common online aplication in this industry is a police information 
system. In such a system, a data base containing all information 
relating to criminals is established and maintained. 

POLICE IMFORMATICH SYSTEM 

This online application is dependent upon the quick availablity of 
information and the establishment cf lcgical relationships between 
items of information. The data base used to provide this necessary 
information includes records cf criminals, alias names, personal 
characteristics, convictions, and mo.dus ojaerandi. Information relating 
to various crimes and suspects is also recorded. Personnel at online 
terminals must be able to access this data when given any of several 
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items of information, such as name, alias, ifidus operandi, and 
convictions. The ability to maintain up-to-date, accurate information 
about various crimes, criminals, and suspects is a valuable 
record-keeping function. A typical police information system is 
illustrated in Figure 11-33. 



PROCESSING 
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Figure 11-33. Police Information System 
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The STAIRS/VS Program Product ^Program No. E740-XB1) may be used in 
this environment. Eefer tc "Related Publications" in the Preface for 
relevant publications. 

Both STAIRS/VS and CICS/OS/VS support the use of the 3850 Hass 
Storage System, which can be used to satisfy the massive online data 
base reguirements of this application. The 3850 supports data bases 
ranging from 35 to 236 billion bytes online. It can be used for 
applications with low transaction volume which can tolerate long response 
times. (See Chapter 7 fcr farther information on the 3850.) 

A related application which can utilize the online storage capability 
of the 3850 is the legal profession. The 3850 permits legal reports. 
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cases, research material, and legislation to be maintained online for 
search and retrieval based upon keyword criteria using STAIRS/VS. 

DATA SETS 

Either of two completely different approaches may be taken toward 
this application in the definition of data sets. 

Figure 11-33 shows a criminal data set with separate data sets for 
criminal personal characteristics, convictions, aliases, and fodus 
operandi. Similarly, separate data sets are shown fcr crimes and 
suspects. Figure 11-33 illustrates the logical relationships between 
these data sets, which are shown schematically by lines (representing 
pointers) from one data set to a logically related record in another 
data set. This data base structure is oriented toward the use of 
CICS/VS file ccntrcl indirect accessing. 

A similar data base capability may be provided through the use of 
DL/I. This is illustrated in Figure 11-31, which shows the logical 
structure of two data bases, a criminal data base and a crimes data 
base. 

Information in the criminal data base includes personal 
characteristics, aliases, modjjs operandi, and convictions as dependent 
segments, of which there may be multiple occurrences for each type of 
segment. 

The crimes data base contains information relating to various crimes. 
It contains segments describing mo.dus SEerandi, suspects, and 
descriptions, for example. 

The selection of the most appropriate data base support is discussed 
following the description of the various online programs. 

ONLINE PE0GB2HS 

Criminal Inc[uir.v. £roc[ram - Display Information Eelatinq to Criminals 

This program accesses all of the information relating to a specified 
criminal, including personal characteristics, aliases, modus fiperjindi, 
and convictions, and formats that information for display as a series 
of pages. Those pages are presented to the CICS/VS terminal paging 
routine, which displays them on the terminal in the seguence, and as 
reguested, by the terminal operator (see "Terminal Paging" in Chapter 
3). 
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Figure 11-34. Police Data Base Logical Structures 

Crimjs Inguirjr 2IQ3E&J& ~ JBiiUsliil primes Ifif££lfi£i££ 

This program accesses all of th€ information relating to specific 
crimes and suspects and prepares that information as a series of pages 
for presentation by the CICS/VS terminal paging routine tc the terminal 
operator, on reguest. 
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L&& Program - £d d In J. oxiSlAo n to. the DaJ^a. Ease 

This program adds information relating to criminals, crimes, and 
suspects to the police data base, or changes existing information, thus 
enabling the data base tc be dynamically updated and maintained online. 

Sele.£tifin Pj:o.aram - Sg^ggj IJJlfir.ma.ticn Base£ on Varfrpus £r.Ate.r,Aa. 

This program searches the available information relating to 
criminals, crimes, and suspects, selecting records which most closely 
meet various criteria supplied by the terminal operator. For example, 
the description and characteristics of a suspect may be used to search 
the personal characteristics and alias informatict, to determine if 
suspects are known criminals. Alternatively, the mo.du.s. o perandi of a 
particular crime may be used to search the joc|us spej&ndi of all 
criminals to identify likely suspects. 

The CICS/VS built-in weighted retrieval function (see "Weighted 
Retrieval" in Chapter 5) is particularly suited for this selection 
process. However, it can be utilized only for VSAM data sets. 

DATA BASE SUPPORT SELECTION 

As discussed previously, two distinctly different data base 
approaches may be used for this application. Befer to "Data Base 
Selection Criteria" in Chapter 5 for a discussion of the factors 
relevant to the most appropriate data base support for this application. 

DiZI Products 

Because of the volatile nature of information in this application, 
it is particularly suited to DL/I. The continual changes which are 
made to this data base, and the possible need to change the physical 
organization of this data base fron tiie tc time, make it best supported 
by DL/I, with its data independence and hence reduced program 
maintenance. Befer to "Segment Reference Design Factors" and. Figure 
5-3*1 in Chapter 5, for a discussion cf logical structure design for 
this application. Figure 11-34 illustrates a logical structure of a 
typical police data base. 

If the police data base contains a considerable amount of textual 
information, advantages may be gained by the use cf variable-length 
segments with DL/I DOS/VS and IMS/VS DL/I. However, if disk storage 
capacity is not a significant factor, the textual information may be 
placed in fixed-length segments. 

The secondary indexing capability of DL/I is particularly suited to 
this application, enabling indexes to be created by DL/I for direct 
retrieval of dependent segments, instead of by hierarchical retrieval 
through a logical structure. 

This facility is supported by DL/I ENTRY, DL/I DOS/VS, and IMS/VS. 

The support of logical relationships by DL/I ENTRY, DL/I DOS/VS and 
IMS/VS permits the design of sophisticated data bases for this 
application. Refer to "logical Relationships" and Figures 5-35 and 
5-36 in Chapter 5, for further discussion. 

For retrieval of DL/I segments, an important consideration in the 
use of the file control indexes described above is the CICS/VS built-in 
weighted retrieval function. This powerful facility is available only 
for searching VSAM files, but cannot be used directly on DL/I data 
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bases, unless the data base is a root-segment-only data base and of 
standard VSAM format. In the case of the police information system, 
the criminal and crimes data bases have a number of dependent segments. 
Consequently the weighted retrieval function cannot be used directly 
on these DL/I data bases. 

However, through the use cf VSAK for the file control indexes 
described above, the built-in weighted retrieval function may be used 
for searching these indexes and selecting relevant segment keys. The 
segment names related to selected keys may then be used to access the 
DL/I data base directly, by means of user-developed code. 

Alternatively, if file control indexes are not desired, the search 
facilities offered by the weighted retrieval function may be readily 
implemented by user coding, searching the DL/I data base directly. 

The query and selection facilities offered by STAIES/VS may be used 
with data bases created and maintained by STAIES/VS. 

CICS/VS File Control 

As described above, file control indexes may te created to identify 
all the DL/I segment names associated with a particular key. File 
control can also be used to support a police data base, with separate 
data sets created for criminals, personal characteristics, aliases, 
Ifidus operandi, convictions, crimes, and suspects. 

For example, the criminal data set contains all the information 
relating to a criminal, together with pointers to related records for 
the criminal in ether data sets (see Figure 11-34). 

Chaining techniques with file control, discussed in Chapter 5 and 
elsewhere in this publication, may be utilized if required. However, 
in many cases they will require extra user ceding, and will introduce 
additional work for the creation and maintenance of these data bases. 
Because of the volatile nature of information in this application, and 
the multiple occurrence cf dependent information, the use of DL/I rather 
than file control for this applicaticn will result in a significant 
reduction in user coding, data base creation, and maintenance, and a 
similar reduction in program maintenance when it is necessary to modify 
the data base. The availability of DL/I data base maintenance and 
recovery utilities, and the advantage cf data independence with DL/I, 
is invaluable to this application. 

JJTUjIjriJS INDUSTRY 

A typical online application in this industry is a customer 
information system (CIS) as shewn in Figure 11-35. It contains 
information relating to the utility companys customers, for example, 
name, address, type of acccunt, current account balance, cash payments, 
service order history, merchandise installment contract, and meter 
histories. 

CUSTCMEB INFORMATION SYSTEM 

The customer information system (CIS) is designed to improve the 
efficiency, guality, and accuracy of information and procedures used 
principally by the service departments and customer activities 
departments and, to seme extent, the gas service, gas sales, electric 
service, electric sales, appliance service, and appliance sales 
departments where they exist within individual utilities. 
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The customer information system consists of both online and offline 
programs which are designed tc provide: 

• An inguiry capability into the customer master data set 

• A data entry capacity so that service orders or adjustments to the 
data base can be entered online 

• Control of data entry activities, including the ability to monitor 
service crders from creation completion 

• A historical record of all inguiry or service order activities for 
online display at all times 

CICS/OS/VS supports the 3850 Mass Storage System. This provides 
massive online data bases ranging from 35 to 236 billion 1 bytes. It 
can be used for applications with low transaction volume which can 
tolerate long response times (see Chapter 7) . 

DATA SETS 

The main data set used by this application is the customer data set. 
A typical customer record is illustrated in Figure 11-36. 

Customer Master Data get 

The primary CIS system data set is the customer master data set. 
It is made up of segments of information, each of which is a group of 
related fields (see Figure 1 1-36) . Each record need contain only those 
segments that are reguired by that acccunt. For example, not all 
accounts contain a deposit segment, since deposits are not reguired 
from all customers. Also, each segment that is present can contain 
optional fields. For example, the information in the meter segment 
can vary from account tc acccunt. These segments can be fixed, 
dependent upon the reguirements cf each particular utility. There are 
basic segments of information that must exist, but no two companies 
will use the identical content. However, the basic concept and record 
format should be the same in most companies. The control segment is 
always in every customer master record. Information in this segment 
allows CICS and data set maintenance modules to determine the specific 
format, contents, and relative location of each data segment in a given 
customer master record. 



* One billion eguals 10«. 
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Figure 11-35. Utilities Customer Information System 
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Figure 11-36. Utilities Customer Eecord Format 
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0NLIHE PB0GEAMS 



The online programs which are used in this application are described 
shortly. The application online functions are performed by modules 
which are linked to one another randomly, depending upon the processing 
reguired by any given online transaction. The functions performed are 
as follows. 

0NLIHE EBOGEflMS 

• Inguiry programs — provide the ability to guery the CIS data base 
for billing, payment, account status, outstanding service work, 
and credit status and collection information. 
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• Service order programms — provide the ability for online entry of 
such service orders as turn-cn, turn-off, meter order, name 
correction, billing adjustment, the printing of service orders, 
and the entry cf order completion information. 

• Field order dispatching programs — provide the ability (1) to 
assign service orders to a service-man/crew cnline, (2) to dispatch 
and maintain the status cf service orders online, (3) to inquire 
into the data base to obtain workload summary information, and (4) 
to change basic manpower data in the data base online. 

• Trouble order programs -- provide the ability to enter trouble 
information online and tc print this information on a hard-copy 
terminal in the trouble dispatching center. 

• Data collection programs — provide the ability to enter cash 
payment and meter reading information into the system from the 
remote locations. 

Notation Program - Note Special iccjguiit Information. 

This program allows special instructions to be entered from the 
terminal and added to the customer record, for subsequent use in 
processing that record. 

Search Program - Select Customer Jcccunts Eased cj Specified 
Criteria 

This program searches through all or a specified section of the 
customer data set, retrieving all records which most closely meet 
specified selection criteria. For example, all account records in a 
particular street, cr building, or with certain appliances may be 
selected for display. Alternatively, all records whose accounts are 
in arrears by more than a specified amount for a specified period of 
time can be selected and displayed. This program can also utilize the 
CICS/VS built-in weighted retrieval function (see "Weighted Retrieval" 
in Chapter 5) for selection cf records meeting specified criteria from 
key-seguenced VSAM data sets. 

DATA BASE SUPPOBT SELECTION 

The customer data set contains a variety of information which may 
be present or absent in different records. Either DI/I or CICS/VS file 
control can be used. Eefer to the section "Data Ease Selection 
Criteria" in Chapter 5 for a discussion of the factors relevant to the 
most appropriate data base support. 

DI^I Products 

A customer data base nay be set up as illustrated in Figure 11-37, 
showing the multiple occurrence of dependent segments such as address 
segments, installment contracts, payments, or gas and electric 
facilities. 

Furthermore, the addition cf special notation information to the 
customer record may be achieved by adding special notation segments to 
the account history segment, with as many special notation dependent 
segments as necessary. 
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Figure 11-37. Customer Data Base Logical Structure 

While the use of variable-length segments is advantageous if IMS/VS 
Dl/I or EL/I DOS/VS is used, fixed-length segments with DL/I ENTBY are 
also feasible. 

CICS/VS File Maintenance 

The customer information system (CIS) data base should be built 
around the use of VSAM. The high-response nature of CIS and the large 
volume of transaction processing that cccurs offline make disk 
processing efficiency critical. Offline programs usually process 
several cycles daily, representing 15 to 25 percent of the entire 
customer master record. File maintenance and building runs often take 
several hours per day and any small degradations can be multiplied into 
performance problems. Usually, a sequential or skip sequential file 
organization technigue built around VSAM can best handle the 
requirements of CIS. 

VSAM should also be used to support CIS activities. Usually, little 
direct file maintenance of the customer master reccrd is performed 
online, but rather is handled offline. Use of VSAM provides a 
compatible data base organization compromise between online and offline 
operation. 

Information within each record cf the customer master file is 
organized using the CICS segmented record feature, which allows data 
to be grouped by frequency of use, function, and logical relationship. 
Accordingly, it is possible to retrieve an entire record or selected 
segments of a given record as appropriate. 

To permit the addition of segments online, such as by adding pending 
order segments, the access method used should be key-seguenced VSAM, 
which allows the record length tc be increased or decreased as required. 
However, VSAM should not b€ used (if satisfactory performance is to be 
achieved) en systems with real storage less than 144K. 
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